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41.1.5.3
RR / Paging / on CCCH for GPRS service / paging reorganisation

41.1.5.3.1
Conformance requirements

The paging and immediate assignment type messages contain a page mode information element. This information element controls possible additional requirements on mobile stations belonging to the paging subgroup corresponding to the paging subchannel the message was sent on. This implies that a given mobile station shall take into account the page mode information element of any message sent on its own paging subchannel whatever the nature of this message (paging messages or immediate assignment messages). This further implies that the mobile station does not take into account page mode information element of messages sent on paging subchannels other than its own paging subchannel. The requirements yielded by the page mode information element are as follows:

c)
paging reorganization: The mobile station shall receive all messages on the CCCH regardless of the BS‑AG‑BLKS-RES setting. It is required to receive all BCCH messages. When the mobile station receives the next message to its (possibly new) paging subgroup the subsequent action is defined in the page mode information element in that message.

References

3GPP TS 04.18/44.018, subclause 3.3.2.1.1, 3.5.2.1.2.

3GPP TS 04.60/44.060, subclause 7.1.2.1

41.1.5.3.2
Test purpose

1.
To verify that the MS, after reception of a message with page mode set to "paging reorganisation", answers to paging messages (with page mode set to "normal paging") sent on its old CCCH in paging blocks which do not belong to the MS's paging sub-channel.

2.
To test that the MS correctly determines its new paging sub-channel when the number of reserved blocks, BS_AG_BLKS_RES, and the number of 51-multiframes between transmissions of paging messages for mobile stations of the same paging group BS_PA_MFRMS are changed.

3.
To test that the MS correctly determines its new paging sub-channel when the number of basic physical channels for CCCH is changed.


41.1.5.3.3
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH absent, Max-Retrans = 2, CCCH_CONF = 0 (1 basic physical channel used for CCCH with non-combined SDCCH), BS_AG_BLKS_RES = 3, BS_PA_MFRMS = 6.  SPGC_CCCH_SUP  = 0 (SPLIT_PG_CYCLE is not supported on CCCH in the cell).

Mobile Station:


The MS is GPRS attached with a TMSI and a P-TMSI allocated and SPLIT PG CYCLE negotiated. The mobile station is in packet idle mode and has left the Transfer non-DRX mode period, i.e. for a R99 or later MS the system simulator shall wait for a period equivalent to the value of the NON_DRX_TIMER parameter before sending the first paging message to the MS.

Specific PICS Statements

-

PIXIT Statements

-

Test Procedure

The page mode is set to paging reorganisation. The MS is paged for packet paging procedure through PAGING REQUEST TYPE 1 which is sent before the MS's original paging sub-channel re-occurs, but later than the next paging block of that CCCH. The MS starts the random access. The access attempt is rejected.

The SS changes the CCCH configuration with BS_AG_BLKS_RES=2 and BS_PA_MFRMS=5 and waits two SI13 repeat periods, and then sets the page mode to Normal Paging. The MS is paged for packet paging procedure through PAGING REQUEST TYPE 2 sent on the new paging sub-channel. The MS starts the random access. The access attempt is rejected via IMMEDIATE ASSIGNMENT REJECT'. PAGING REQUEST TYPE 1 with paging fill frame and page mode set to "paging reorganisation" is sent.

Two additional CCCHs are activated by the SS. The same test procedure as above is repeated.



Maximum Duration of Test

5 minutes.
Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	IMMEDIATE ASSIGNMENT EXTENDED
	Page mode set to "paging reorganisation"

	2
	SS -> MS
	PAGING REQUEST TYPE 1
	Sent before the MS's original paging sub-channel re-occurs, but later than the next paging block of that CCCH. Page mode set to "normal paging", for packet paging procedure.

	3
	MS -> SS
	CHANNEL REQUEST
	Establishment Cause = "one phase access", received on RACH.

	4
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	Request Reference = pertaining to the message received in step 3.

Sent on AGCH.

	5
	SS
	PAGING REQUEST TYPE 1
	Sent on the MS's paging sub-channel.

Paging fill frame and page mode set to "paging reorganisation".

All L3 messages sent on any paging sub-channel are paging fill frame specify Paging Reorganisation.

	6
	SS
	
	Set BS_AG_BLKS_RES=2 and BS_PA_MFRMS=5 in SI’s.

The value of the BCCH_CHANGE_MARK in the SI13 is altered to indicate the changes. SI_CHANGE_FIELD = 3.

	7
	SS
	
	Wait two SI13 repeat periods.

All L3 messages sent on any paging sub-channel are paging fill frame specify Normal Paging.

Wait for the time required for BS_PA_MFRMS Multi-Frames.

	8
	SS -> MS
	PAGING REQUEST TYPE 2
	1st Mobile Identity contains P-TMSI of the MS. 2nd Mobile Identity contains P-TMSI, 3rd Identity contains IMSI, the last two identities not addressing the MS. Packet page indication indicates packet paging procedure. Page mode = "same as before", sent on the new PCH belonging to the MS.

	9
	MS -> SS
	CHANNEL REQUEST
	Establishment Cause = "one phase access". Received on RACH.

	10
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	Request Reference = pertaining to the message received in step 9.

	11
	SS
	PAGING REQUEST TYPE 1
	Sent on the MS's paging sub-channel.

Paging fill frame and page mode set to "paging reorganisation".

All L3 messages sent on any paging sub-channel are paging fill frame specify Paging Reorganisation.

	12
	SS
	
	Reconfigure the SS channels so that additional two CCCH's are set on slot 2 and slot 4, Set CCCH_CONF = 4 in SI’s.

The value of the BCCH_CHANGE_MARK in the SI13 is altered to indicate the changes. SI_CHANGE_FIELD = 3.

	13
	SS
	
	Wait two SI13 repeat periods.

All L3 messages sent on any paging sub-channel are paging fill frame specify Normal Paging.

Wait for the time required for BS_PA_MFRMS Multi-Frames.

	
	
	
	

	14
	SS -> MS
	PAGING REQUEST TYPE 2
	1st Mobile Identity contains P-TMSI of the MS. 2nd Mobile Identity contains P-TMSI, 3rd Identity contains IMSI, the last two identities not addressing the MS. Packet page indication indicates packet paging procedure. Page mode = "same as before", sent on the new PCH belonging to the MS.

	15
	MS -> SS
	CHANNEL REQUEST
	Establishment Cause = " one phase access". Received on RACH.

	16
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	Request Reference = pertaining to the message received in step 15. Sent on AGCH.
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