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	A new optional PICS for pre Rel-5 2G only devices is added in order to add the UMTS AKA support (Mandatory for UMTS or Rel-5 and above)
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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the relevant Release.

-
For a GSM Phase 2+ Release 7 MS, references to GSM documents are to version 7.x.y, when available.

-
For a GSM Phase 2+ Release 6 MS, references to GSM documents are to version 6.x.y, when available.

-
For a GSM Phase 2+ Release 5 MS, references to GSM documents are to version 5.x.y, when available.

-
For a GSM Phase 2+ Release 4 MS, references to GSM documents are to version 4.x.y, when available.

-
For a GSM Phase 2+ Release 1999 MS, references to GSM documents are to version 8.x.y (for 01.-series to 12.-series) or (3.x.y for 21.-series to 35.-series), when available.

-
For a GSM Phase 2+ Release 1998 MS, references to GSM documents are to version 7.x.y, when available.

-
For a GSM Phase 2+ Release 1997 MS, references to GSM documents are to version 6.x.y, when available.

-
For a GSM Phase 2+ Release 1996 MS, references to GSM documents are to version 5.x.y, when available.

-
For a GSM Phase 2 MS, references to GSM documents are to version 4.x.y.

NOTE: 
References to 3GPP Technical Specifications and Technical Reports throughout this document shall be interpreted according to the Release shown in the formal reference in this clause, based upon the Release of the implementation under test.


Example 1: References for a Ph2 MS shall be interpreted as:




[1]

3GPP TS 01.04 Ph2




[2]

3GPP TS 02.02 Ph2




etc


Example 2: References for a Rel-4 MS shall be interpreted as:




[1]

3GPP TS 21.905 Rel-4




[2]

3GPP TS 22.002 Rel-4




etc

[1]
ETS 300 406 (January 1995): "Methods for Testing and Specification (MTS); Protocol and profile conformance testing specifications; Standardization methodology".

[…]
[96]
3GPP TS 11.10-4 (R99): " Digital cellular telecommunications system - Mobile Station (MS) conformance specification  Part 4: SIM Application Toolkit conformance specification".
[nnn]
3GPP TS 31.900 (R99 onward): " Technical Specification Group Terminals; SIM/USIM internal and external interworking aspects".
NOTE:
From Rel-4 onwards, references to 3GPP TS 04.08 are replaced by references to 3GPP TS 44.018 (for RR) and 3GPP TS 24.008 (for CN).

[…]
Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate

	2
	Speech supported for Full rate version 1 (GSM FR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	Phase 2
	C.2501
	
	TSPC_AddInfo_Full_rate_version_1


[…]
	164
	E-UTRA Measurement and Reporting support
	3GPP TS 24.008,  section10.5.1.7
	R99
	O
	
	TSPC_E-UTRA_Measurement _Reporting

	xxx
	UMTS AKA capable
	3GPP TS 31.900 section 4.3
	R99
	C.yyy
	
	TSPC_UMTS_AKA

	
	
	
	Rel-5
	M
	
	

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C.2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C.2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	C.2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C.2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C.2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C.2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	C.2507
	IF A.25/144 OR A.25/145 OR A.25/146 OR A.25/147 OR A.25/119 THEN O ELSE N/A
	-- TSPC_NITZ_Full_Name OR TSPC_NITZ_Short_Name OR TSPC_NITZ_Universal_Time OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_DST

	C.yyy
	IF A.1/56 THEN M ELSE O
	-- TSPC_Type_UTRAN 

	Comments:


	
	


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	


[…]
	26.7.1
	TMSI reallocation
	Phase 2
	All MS
	
	A
	TSPC_Feat_OnOff
	

	26.7.2.1
	Authentication accepted
	Phase 2
	All MS
	
	A
	
	

	26.7.2.2
	Authentication rejected
	Phase 2
	All MS
	
	A
	TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv

TSPC_AddInfo_Full_rate_version_1
	

	26.7.2.3-1
	Authentication accepted with USIM, procedure 1
	R99
	MS supporting UMTS AKA
	R1
	Czzz
	
	

	26.7.2.3-2
	Authentication accepted with USIM, procedure 2
	R99
	MS supporting UMTS AKA
	
	Czzz
	
	

	26.7.2.4
	Authentication not accepted by MS with USIM (MAC Failure)
	R99
	MS supporting UMTS AKA
	R1
	Czzz
	
	

	26.7.2.5
	Authentication not accepted by MS with USIM (Synch Failure)
	R99
	MS supporting UMTS AKA
	R1
	Czzz
	
	

	26.7.3.1-1
	General Identification
	Phase 2
	All MS
	R1
	A
	
	


[…]
	44.2.5.1.2
	Authentication rejected
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.1.3
	Authentication accepted with USIM
	R99
	GPRS MS supporting UMTS AKA
	R1
	Cwww
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	


[…]
	C508
	IF A.25/139 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Repeated_SACCH AND TSPC_Addinfo_CCprotocol_oneBC

	Czzz
	IF A.25/xxx THEN A ELSE N/A
	-- TSPC_UMTS_AKA

	Cwww
	IF A.25/xxx AND A.2/41THEN A ELSE N/A
	-- TSPC_UMTS_AKA AND TSPC_GPRS

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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