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26.7.4.5.5
Location Updating / Multi-Band PLMN selection between different ITU regions /

The PLMN numbers indicated below are used in test cases to associate a cell with an MCC and MNC for that cell. The MCC used are in the range 310-316 to be considered for National Roaming (cf TS 23.122, s. 4.4.3.3 / Annex B)

Table 26.7.4.5.5-1: MNC-MCC used in System Information
type 3 messages broadcast on the BCCH

	PLMN
	MCC1
	MCC2
	MCC3
	MNC1
	MNC2
	MNC3
	Band

	1 (HPLMN)
	3
	1
	1
	0
	1
	1
	1900 (NOTE 1)

	2
	3
	1
	2
	1
	1
	1
	1900 (NOTE 1)

	3
	3
	1
	3
	2
	1
	1
	850 (NOTE 2)

	4
	3
	1
	4
	3
	1
	F
	1800 (NOTE 2)

	5
	3
	1
	5
	4
	1
	F
	900(NOTE 2)

	6
	3
	1
	6
	5
	1
	1
	1900 (NOTE 1)

	7
	3
	1
	0
	6
	1
	1
	850 (NOTE 2)


NOTE 1:
the main band used is by default the 1900 band. If the MS does NOT support the 1900 band, 850 band is used instead

NOTE 2:
the band used is set according to the MS supported bands:

-
the 1900 band is used instead of  850 band if not supported,

-
the 900 band is used instead of 1800 band if not supported,

-
the 1800 band is used instead of 900 band is not supported.

The SIM used for testing is the standard SIM defined in Annex 4, except for the Following Parameters:

Table 26.7.4.5.5-2: SIM settings

	SIM field
	Priority
	PLMN 



	EFLOCI
	
	PLMN 2 (NOTE 3)

	EFHHPLMN
	
	1 (6 min)

	EFPLMNsel
(NOTE 4)
	1st 
	PLMN 5

	
	2nd 
	PLMN 4

	
	3rd 
	PLMN 3

	
	4th 
	PLMN 2


NOTE 3:

Unless otherwise stated in the method of test, in all of the tests of this clause, SIM is idle updated in the PLMN 2 at the beginning of each test to achieve EFLOCI  as PLMN 2.
NOTE 4:
In case additional fields EFPLMNwAcT , EFOPLMNwAcT are present on the SIM they shall have same settings as EFPLMNsel.
LAC is valid and different from 0000 or FFFE (LAI is not deleted) or 0001.

26.7.4.5.5.1
Higher Priority PLMN / Automatic PLMN Selection Mode / Normal Service 
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