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**************** Start of change ***********
9.1.40
System information type 6

This message is sent on the SACCH by the network to mobile stations within the cell giving information of location area identification, of cell identity and various other information. See table 9.1.40.1. If received correctly by the mobile station this message is treated as in sub-clauses 9.1.40.1 to 9.1.40.4.

This message has a L2 Pseudo Length of 11.

Message type:
SYSTEM INFORMATION TYPE 6

Significance:
dual

Direction:
network to mobile station

Table 9.1.40.1: SYSTEM INFORMATION TYPE 6 message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	L2 pseudo length
	L2 pseudo length
10.5.2.19
	M
	V
	1

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	System Information Type 6 Message Type
	Message Type
10.4
	M
	V
	1

	
	Cell Identity
	Cell Identity
10.5.1.1
	M
	V
	2

	
	Location Area Identification
	Location Area Identification
10.5.1.3
	M
	V
	5

	
	Cell Options
	Cell Options (SACCH)
10.5.2.3
	M
	V
	1

	
	NCC Permitted
	NCC Permitted
10.5.2.27
	M
	V
	1

	
	SI 6 Rest Octets
	SI6 Rest Octets
10.5.2.35a
	M
	V
	7


Note: some of the contents of this message are irrelevant to the normal operation of a mobile (e.g. for a non-DTM MS, the LAI and CI). Some operators may choose to randomise the contents of this message by sending arbitrary value for some of the information elements in this message.

**************** End of change ***********
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