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5.6.3.9
Reporting of CSG Cells and Hybrid Cells

A multi-RAT mobile station in packet transfer mode may report a CSG cell or a detected hybrid cell if all of the following conditions are met:

-
the mobile station supports “UTRA (respectively E-UTRA) CSG Cells Reporting”;

-
the CSG Whitelist of the mobile station is not empty;

-
the UTRAN CSG Cells Reporting Description IE (respectively E-UTRAN CSG Cells Reporting Description IE) has been received from the network (see subclause 5.6.1);

-
the mobile station has determined that it is allowed to access the cell, i.e. the CSG ID of the cell matches one of the CSG IDs stored in its CSG Whitelist;

-
the reporting criteria specified in 3GPP TS 45.008 are met.

Under these conditions, the mobile station may report a E-UTRAN or UTRAN CSG cell or detected hybrid cell by including the E-UTRAN CSG Measurement Report IE or the UTRAN CSG Measurement Report IE in the PACKET MEASUREMENT REPORT, the PACKET ENHANCED MEASUREMENT REPORT or the PACKET CELL CHANGE NOTIFICATION message.
A multi-RAT mobile station in packet transfer mode in NC2 mode may report a CSG cell or detected hybrid cell by means of a PACKET CELL CHANGE NOTIFICATION message sent on PACCH if the following conditions are met:

-
the CSG Whitelist of the mobile station is not empty; and

-
for a UTRAN CSG cell, either the MS does not support “UTRA CSG Cells Reporting” or the UTRAN CSG Cells Reporting Description IE has not been received from the network (or both); and

-
for an E-UTRAN CSG cell, either the MS does not support “E-UTRA CSG Cells Reporting” or the E-UTRAN CSG Cells Reporting Description IE has not been received from the network (or both); and

-
either, if the UTRAN CSG Cells Reporting Description IE (respectively E-UTRAN CSG Cells Reporting Description IE) has been received from the network (see subclause 5.6.1), the reporting criteria specified in 3GPP TS 45.008 are met, 

-
otherwise, cell reselection criteria for autonomous reselection towards the CSG cell applicable in NC0/NC1 mode are met (see 3GPP TS 45.008).

NOTE:
There is no condition associated with the setting of 3G_CCN_ACTIVE or E-UTRAN_CCN_ACTIVE.

In this case, the mobile station shall indicate the CSG cell as the target cell in the PACKET CELL CHANGE NOTIFICATION using the 3G Target Cell Struct or E-UTRAN Target Cell Struct. The remaining contents of the PACKET CELL CHANGE NOTIFICATION message shall be as specified for the case of entering CCN mode (see sub-clause 8.8.3). The network may respond to the PACKET CELL CHANGE NOTIFICATION with a PACKET CELL CHANGE CONTINUE message or a PACKET CELL CHANGE ORDER message, in which case the mobile station shall behave as specified in sub-clause 8.8.3. Otherwise, the mobile station shall not perform a cell change to the CSG cell.
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