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	Reason for change:
(

	A5/4 ciphering algorithm must be performed with 128 bit ciphering key Kc128.and further new A5/4 requirements need to be tested.
Incorrect A5/4 executions from test cases 26.6.8.1, 26.6.8.3 and 26.6.8.4 need to be removed and extra test cases introduced to test all the new additional requirements related to 128 bit cipher key Kc128 and algorithmn A5/4 appropreately.
Two new test cases: 
26.6.8.7 “Ciphering mode with cipher key Kc128”

26.6.8.8 “Ciphering mode with cipher key length changes”
are be foreseen for that.

	
	

	Summary of change:
(

	Applicability table updated for ciphering test cases of section 26.6.8.
Execution K=4 removed from test cases 26.6.8.1, 26.6.8.3, 26.6.8.4.
Two new test cases 26.6.8.7 and 26.6.8.8 added
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	Other comments:
(

	This CR applies to Rel-9 and later MS.

The place holder Cxxx and Cyyy must be set to the new next number in sequence in table Table B.1a: Applicability of tests – Conditions definitions


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


< Skip table >

	26.6.7.2
	Test of the channel mode modify procedure/half rate
	Phase 2
	MS supporting a service on a half-rate channel
	
	C38
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_96Data

TSPC_AddInfo_48DataF

TSPC_AddInfo_24DataF
	

	26.6.8.1
	Ciphering mode/start ciphering
	Phase 2
	MS supporting CC protocol for at least one bearer capability and supporting encryption algorithm A5/1 
	
	C47
	TSPC_Feat_A53

	

	26.6.8.2
	Ciphering mode/no ciphering
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.8.3
	Ciphering mode/old cipher key
	Phase 2
	MS supporting CC state U10 and supporting encryption algorithm A5/1 
	
	C47
	TSPC_Feat_A53

	

	26.6.8.4
	Ciphering mode/change of mode, algorithm and key
	Phase 2
	All MS
	
	A
	TSPC_Feat_A53

TSPC_Type_xxx (all appropriate power classes)
	

	26.6.8.5
	Ciphering mode/IMEISV request
	Phase 2
	All MS
	
	A
	
	

	26.6.8.6
	Ciphering mode / Non support of algorithm A5/2
	Phase2
	All MS
	
	A
	
	

	26.6.8.7
	Ciphering mode with cipher key Kc128
	Rel-9
	MS supporting CC protocol for at least one bearer capability and supporting encryption algorithm A5/4
	
	Cxxx
	
	

	26.6.8.8
	Ciphering mode with cipher key length changes
	Rel-9
	MS supporting encryption algorithm A5/4
	
	Cyyy
	
	

	26.6.11.1
	Classmark change
	Phase 2
	MS supporting CC protocol for at least one bearer capability and supporting RF amplification
	
	C48
	TSPC_Type_xxx (all appropriate power classes)

TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Full_rate_version_2

TSPC_AddInfo_Full_rate_version_3
	


< Skip section >

Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI


< Skip table >

	C519
	Void
	

	C520
	IF A.2/95 AND (NOT (A.2/98) OR NOT (A.2/60)) AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND (NOT TSPC_GALILEO OR NOT TSPC_A-GPS_Assist) AND TSPC_MOLR_POS

	C521
	IF A.2/95 AND A.25/167 AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND TSPC_A-GNSS_Data_Reset AND TSPC_MOLR_POS

	C522
	IF A.2/95 AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND TSPC_MOLR_POS

	C523
	IF A.2/94 AND (NOT (A.2/98) OR NOT (A.2/59)) THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS AND (NOT TSPC_GALILEO OR NOT TSPC_A-GPS_Based)

	C524
	IF A.2/94 AND A.25/167 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS AND TSPC_A-GNSS_Data_Reset

	C525
	IF A.2/94 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS

	C526
	IF A.25/139 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Repeated_SACCH AND TSPC_Addinfo_CCprotocol_oneBC

	Cxxx
	IF A.2/87 THEN A ELSE N/A
	-- TSPC_Feat_A54

	Cyyy
	IF A.25/26 AND THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_Feat_A54

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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