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	According to Release 8 behaviour, MS is not supposed to modify the QOS associated with the first PDP context that was established and this needs to be taken into account in Testcases modifying the first PDP context.
Ref. TS 24.008 v8.12.0 
 ---
6.1.3.3      PDP context modification procedure

The PDP context modification procedure is invoked by the network or by the MS, in order to change the QoS negotiated, the Radio priority level, or the TFT, negotiated during the PDP context activation procedure, the secondary PDP context activation procedure or at previously performed PDP context modification procedures. Depending on the selected Bearer Control Mode, the MS or the network may also create and delete a TFT in an active PDP context. The procedure can be initiated by the network or the MS at any time when a PDP context is active. Only the network may modify or delete a TFT packet filter that the network has created and conversely only the MS may modify or delete a TFT packet filter that the MS has created. The MS shall not modify the QoS of the first PDP context that was established within the PDN connection. The MS not supporting S1 mode should not modify the QoS of the first PDP context that was established within the PDN connection (see 3GPP TS 23.060 [74]).
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	Updated the applicability of test cases section, for testcases with PDP context Modification initiated by the MS towards the first PDP context, to cater for Rel-8 behaviour. 
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which support at least one circuit switched basic service and do not support AOCC
	
	C32
	TSPC_Addinfo_MTsvc

TSPC_Addinfo_MOsvc
	

	11.4
	Verification of non-support of services (call hold)
	Phase 2
	MS which support AOCC and MO Teleservices and do not support the Call Hold supplementary service
	
	C33
	
	

	11.5
	Verification of non-support of services (multiparty)
	Phase 2
	MS which support Call Hold and AOCC and MO Teleservices and, but do not support the Multi-Party supplementary service
	
	C34
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	45.2.5.3.1
	T3380 Expiry
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	
	C332
	
	

	45.3.1
	Network PDP context modification
	R97 and R98 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	
	

	45.3.2.1
	MS initiated PDP Context Modification accepted by network (R99 to REL-7)
	R99 to R7 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	
	

	45.3.2.2
	MS initiated PDP Context Modification not accepted by the network (R99 to REL-7)
	R99 to R7 only
	All GPRS MS 
	
	C215
	
	

	45.3.3.1
	T3381 Expiry (R99 to REL-7)
	R99 to R7 only
	All GPRS MS 
	
	C215
	
	

	45.3.3.2
	Collision of MS and network initiated PDP context modification procedures (R99 to REL-7)
	R99 to R7 only
	All GPRS MS 
	
	C215
	
	

	45.4.1
	PDP context deactivation initiated by the MS
	R97 
	All GPRS MS
	R1
	C215
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