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============ First modification ============
3.2.1.37
HANDOVER REQUIRED REJECT

This message is sent from the MSC to the BSS via the relevant SCCP connection. It indicates to the BSS that the HANDOVER REQUIRED message has not resulted in handover.

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1
	MSC-BSS
	M
	1 

	Cause
	3.2.2.5
	MSC-BSS
	M
	3-4 

	New BSS to Old BSS Information
	3.2.2.78
	MSC-BSS 
	O (note 1)
	2-n

	Talker Priority
	3.2.2.89
	MSC-BSS
	O (note 2)
	2

	NOTE 1:
This information element may be included if received from the target BSS or target system. Its contents shall be equal to the received element. 

NOTE 2:
This information element is included for a talker in a voice group call, if the network supports talker priority and uplink access option (i) (as defined in 3GPP TS 43.068) and A-interface link sharing.


Typical Cause values are:

-
equipment failure;

-
no  radio resource available;
-
requested terrestrial resource unavailable;
-
invalid message contents;
-
requested transcoding/rate adaptation unavailable;
-
O and M intervention;
-
traffic load in target cell higher than in source cell;
-
incoming relocation not supported due to PUESBINE feature.
============ Next  modification ==============
3.2.3
Signalling Field Element Coding

The coding rules for signalling field elements are the same as the signalling element coding rules which are defined in sub-clause 3.2.2.

Signalling field elements shall always include a Field Length indicator. A Field Length indicator with a value of zero shall not be considered as an error.

	Field Element Identifier Coding
	Field Element name
	Reference

	0000 0001
	Extra information
	3.2.3.1

	0000 0010
	Current Channel Type 2
	3.2.3.2

	0000 0011
	Target cell radio information
	3.2.3.3

	0000 0100
	GPRS Suspend information
	3.2.3.4

	0000 0101
	MultiRate configuration information
	3.2.3.5

	0000 0110
	Dual Transfer Mode information
	3.2.3.6

	0000 0111
	Inter RAT Handover Info
	3.2.3.7

	
	
	

	0000 1000
	cdma2000 Capability Information
	3.2.3.8

	0000 1001
	Downlink Cell Load Information
	3.2.3.9

	0000 1010
	Uplink Cell Load Information
	3.2.3.10

	0000 1011
	Cell Load Information Group
	3.2.3.11

	0000 1100
	Cell Load Information
	3.2.3.12

	0000 1101
	PS Indication
	3.2.3.13

	0000 1110
	DTM Handover Command Indication
	3.2.3.14


All other values are for future use.

============ End of modifications ===========
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