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	Reason for change:
(

	A specific TBF Starting Time as default for Immediate Assignment (Multiblock allocation construction) is not required for the EGPRS test cases and not relevant for the test purposes. Before the clean up of sections for default message contents during P-Channels removal also different TBF Starting Time offsets were used.

An exact offset of current frame number +104 is not possible to be implemented due to the shift between 51 and 52 multiframes. To ensure that the MS can reliably respond at the indicated starting time and to allow more flexible implementations it is proposed to set the TBF Starting Time selected from a wider range. From experience during implementation of P-Channels converted tests a flexible range of +50 to +250 frames is proposed.

	
	

	Summary of change:
(

	Default TBF Starting Time in Immediate Assignment (Multiblock allocation construction) to be arbitrarily chosen in a range between +50 to +250 frames from current frame number.

	
	

	Consequences if 
(

not approved:
	Less reliablility to get MS responses with correct TBF Starting time offset at test steps which are not relevant for the test purpose.
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	Other comments:
(

	This CR applies to R99 and later MS.
Note: This is an EGPRS mirror CR to GP-101694 from GERAN#48.


50.2.4.1.3
IMMEDIATE ASSIGNMENT message (Multiblock allocation construction):

	L2 pseudo length
	This is the sum of the lengths of all the information elements present in the message except for the IA rest octets and L2 pseudo length IEs. For the default message the L2 pseudo length is 11.

	Protocol Discriminator
	RR Management.

	Skip Indicator
	0000

	Message Type
	00111111

	Page Mode
	

	
- Page Mode
	Normal Paging.

	Dedicated mode or TBF
	

	
	

	
- T/D
	1 Temporary Block Flow

	
	

	      - Downlink
	0  No meaning

	      - TMA
	0  No meaning

	Packet Channel Description
	Dependant upon the test case.

	Request Reference
	0111 1111

	Timing Advance
	

	
- Timing advance value
	30 bit periods.

	Mobile Allocation
	

	
- Length
	0

	Starting Time
	Not present.

	IA rest octets
	

	
- 
	LH

	
-
	00 (EGPRS Packet Uplink Assignment)

	< Extended RA  >
	Copy of the five LSB of the last EGPRS PACKET CHANNEL REQUEST received.

	{ 0 | 1 < Access Technologies Request : Access Technologies Request struct > }
	0

	
- Packet Uplink Assignment
	0 (Multiblock assignment)

	{0 | 1 < ALPHA >} 

           -  ALPHA
	1    ALPHA present

0.5

	
- GAMMA
	For DCS 1800 and PCS 1900: +6 dBm

For all other bands: +8 dBm

	      - TBF_STARTING_TIME
	Indicating Absolute Starting Time (calculated by the SS within a range of  +50 to + 250 from current frame)

	NUMBER OF RADIO BLOCKS ALLOCATED
	00

	{ L | H }
	L (P0, BTS_PWR_CTRL_MODE , PR_MODE not present)

	
- spare padding
	Spare Padding
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