Page 1



3GPP TSG GERAN WG G3NEW Meeting #49 
(
GP-110446
Chengdu, P. R. China, 28 th Feb to 4th Mar, 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	51.010-2
	CR
	0699
	(

rev
	1
	(

Current version:
	9.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Update of applicability table for GEA4 test cases

	
	

	Source to WG:
(

	Rohde & Schwarz

	Source to TSG:
(

	G3new

	
	

	Work item code:
(

	TEI
	
	Date: (

	18/02/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


< Skip table >

	44.2.5.1.1
	Authentication accepted
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.1.2
	Authentication rejected
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.1.3
	Authentication accepted with USIM
	R99
	GPRS MS supporting UMTS AKA
	R1
	C509
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.2.1-1
	Ciphering mode/start ciphering/GEA1
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.2.1-2
	Ciphering mode/start ciphering/GEA2
	R97
	All GPRS MS supporting GEA2
	
	C415
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_Feat_GEA2
	

	44.2.5.2.1-3
	Ciphering mode/start ciphering/GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	C416
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_Feat_GEA3
	

	44.2.5.2.1-4
	Ciphering mode/start ciphering/GEA4
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_Feat_GEA4
	

	44.2.5.2.2
	Ciphering mode/stop ciphering
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.2.3
	Ciphering mode/IMEISV request
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.2.4
	Ciphering mode/Cipher key Kc128 and algorithmn changes
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.6.1
	General Identification
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.7-1
	GMM READY timer handling
	R97
	All GPRS MS
	L2
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.7-2
	GMM READY timer handling
	R97
	All GPRS MS
	L1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
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