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1. Overall Description:

CT4 kindly advise GERAN2 that during the CT#51 Plenary meeting in March the 3GPP Technical Specification 23.284 "Local Call Local Switch (LCLS); Stage 2" was approved and is now available as a Release 10 specification. As the technical specification is now under Change Control, CT4 would kindly like to advise GERAN2 of a Change Request that has been agreed at CT4#53 – see attached C4-111448.
The Change Request describes two scenarios which require two new values in the LCLS Configuration IE to be defined in BSSAP.  The description for all scenarios, and the related LCLS Configurations, has also been added to section 4.2.1.
CT4 kindly requests GERAN2 to take note of the attached CR when progressing work on LCLS.

Additionally CT4 discussed the possible values for the LCLS-BSS-Status IE as defined in sub-clause 4.5.1. Currently in this sub-clause the following values are defined:
 

The LCLS-BSS-Status Information Element is used to indicate whether:
-
the call is locally switched
-
the call is local but not yet locally switched (this indicates that the call has been correlated but not locally switched)
-
the call is not possible to be locally switched (this indicates that the call has been determined not to be a local call)
-
the call is no longer locally switched
-
the requested LCLS-Configuration is not supported
However in the call flows we have included a number of additional values for example "call is locally switched  and UL bicast". If we are to keep these values then they should also be reflected in the sub-clause 4.5.1 as this should list the definitive set of values to be specified in the BSSAP specifications. CT4 discussed the merits of providing such level of granularity and concluded that they were not really needed since the MSC knows which LCLS-Configuration setting was requested and if the BSS responds with "the call is locally switched" this would mean that the requested LCLS-Configuration was performed. 
CT4 would like to know GERAN2 opinion on this; if GERAN2 would like to detail each LCLS-BSS-Status setting then CT4 will update section 4.5.1 to include all values, otherwise CT4 will update all the call flows to replace the additional values with "the call is locally switched".

2. Actions:

To GERAN2 group.

ACTION: 
CT4 asks GERAN2 group to take note of the attached CR when progressing work on LCLS. CT4 kindly ask GERAN2 to indicate their preference for detailing the LCLS-BSS-Status setting. 
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