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6
Specific Test Suite Operations for InterRAT GERAN to UTRAN Handover testing

Table 1: TSO definitions for InterRAT GERAN to UTRAN testing

	TSO Name
	Description

	o_GSM_ToUTRANHO_PER_Encoding
	Type of the result: OCTETSTRING

Parameters:

p_Msg : HandoverToUTRANCommand

p_Len : O1

Description:

It returns the aligned PER encoding of the input downlink  message p_Msg (with "Encoder added (1-7) bits padding") of p_Len octets.

	
	












































































































	o_LengthofHO_Cmd
	Type of the result: INTEGER

Parameters:

p_Msg : HandoverToUTRANCommand

Description:

it returns the no. of octets of the input downlink  message p_Msg


Refer to 34.123-3 [4], clause 8.7 for test suite operations also used in UTRAN based testing
7
Generic Procedures for GERAN/LTE testing

7.1
GPRS Attach
Refer to 34.123-3 [4], clause 6.10.2.7

7.2
PDP Context 2 Activated
Refer to 51.010-1, clause 40.4.3.15
7.3
U10 Active State

Refer to 51.010-1, clause 40.4.3.22
Annex A (normative):
Abstract Test Suites (ATS)

This annex contains the approved ATS which has been produced using the Tree and Tabular Combined Notation (TTCN) according to TR 101 666 [3].

The ATS was developed on a separate TTCN software tool and therefore the TTCN tables are not completely referenced in the table of contents.  The ATS contains a test suite overview part which provides additional information and references.

A.1
Version of specification

Table A.1 shows the version of the test specifications which the delivered ATS refers to:

Table A.1: Versions of the test and Core specifications

	Core specifications
	3GPP TS 44.018 [6] (V9.8.0)

	
	3GPP TS 25.331 [7] (V9.6.0)

	Test specifications
	3GPP TS 51.010-1 [1] (V9.6.0)

	
	3GPP TS 51.010-2 [2] (V9.6.0)

	
	3GPP TS 34.123-3 [4] (V8.9.0)

	
	3GPP TS 34.108 [8] (V9.4.0)


< End of Modified Section>

<Start of Next Modified Section>
Annex B (normative):
Partial IXIT proforma

Notwithstanding the provisions of the copyright clause related to the text of the present document, 3GPP Organizational Partners grant that users of the present document may freely reproduce the partial IXIT proforma in this annex so that it can be used for its intended purposes and may further publish the completed partial IXIT.

B.0
Introduction

This partial IXIT proforma contained in the present document is provided for completion, when the related Abstract Test Suite is to be used against the Implementation Under Test (IUT).

Text in italics is comments for guidance for the production of a IXIT, and is not to be included in the actual IXIT.

The completed partial IXIT will normally be used in conjunction with the completed ICS, as it adds precision to the information provided by the ICS.

B.1
Parameter values



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


Refer to 34.123-3 [4], Annex B
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