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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind

	4
	Country/PLMN Selection.
	3GPP TS 02.07 B.1.4
	 Phase 2
	M
	
	TSPC_Feat_PLMNsel

	5
	Keypad.
	3GPP TS 02.07 B.1.5
	 Phase 2
	O
	
	TSPC_Feat_Keypad

	6
	IMEI.
	3GPP TS 02.07 B.1.6
	 Phase 2
	M
	
	TSPC_Feat_IMEI

	7
	Short Message Overflow Indication.
	3GPP TS 02.07 B.1.8
	 Phase 2
	M
	
	TSPC_Feat_SMoverflow

	8
	DTE /DCE Interface.
	3GPP TS 02.07 B.1.9
	 Phase 2
	O
	
	TSPC_Feat_DTE_DCE

	9
	ISDN "S" Interface.
	3GPP TS 02.07 B.1.10
	 Phase 2
	O
	
	TSPC_Feat_Sinterface

	10
	International Access Function.
	3GPP TS 02.07 B.1.11
	 Phase 2
	O
	
	TSPC_Feat_IntAccess

	11
	Service Indicator.
	3GPP TS 02.07 B.1.12
	 Phase 2
	C.203
	
	TSPC_Feat_ServInd

	12
	Auto calling restriction capabilities.
	3GPP TS 02.07 annex A
	 Phase 2
	C.205
	
	TSPC_Feat_AutocallRestric

	13
	Dual Tone Multi Frequency function.
	3GPP TS 02.07 B.1.15
	 Phase 2
	C.201
	
	TSPC_Feat_DTMF

	14
	Subscription Identity Management.
	3GPP TS 02.07 B.1.16
	 Phase 2
	M
	
	TSPC_Feat_SIM

	15
	On/Off switch.
	3GPP TS 02.07 B.1.17
	 Phase 2
	O
	
	TSPC_Feat_OnOff

	16
	Subaddress.
	3GPP TS 02.07 B.1.18
	 Phase 2
	O
	
	TSPC_Feat_Subaddress

	17
	Support of Encryption A5/1.
	3GPP TS 02.07 B.1.19
	Phase 2
	M
	
	TSPC_Feat_A51

	18
	Void
	
	
	
	
	

	19
	Short Message Service Cell Broadcast DRX.
	3GPP TS 02.07 B.1.20
	Phase 2
	O
	
	TSPC_Feat_SMS_CB_DRX

	20
	Abbreviated Dialling.
	3GPP TS 02.07 B.3.1
	Phase 2
	O
	
	TSPC_Feat_AD

	21
	Fixed Dialling Number
	3GPP TS 02.07 B.3.2
	Phase 2
	O
	
	TSPC_Feat_FDN

	22
	Barring of Outgoing Calls.
	3GPP TS 02.07 B.3.3
	Phase 2
	O
	
	TSPC_Feat_BO

	23
	DTMF Control Digits Separator.
	3GPP TS 02.07 B.3.4
	Phase 2
	O
	
	TSPC_Feat_DTMF_CDS

	24
	Selection of Directory No in Short Messages.
	3GPP TS 02.07 B.3.5
	Phase 2
	O
	
	TSPC_Feat_SM_Dir

	25
	Last Numbers Dialled.
	3GPP TS 02.07 B.3.6
	Phase 2
	O
	
	TSPC_Feat_LND

	26
	At least one autocalling feature.
	3GPP TS 02.07 annex A
	Phase 2
	O
	
	TSPC_Feat_Autocall

	27
	Alphanumeric display.
	3GPP TS 02.07 2
	Phase 2
	O
	
	TSPC_Feat_Alphanum_Display

	28
	Other means of display.
	3GPP TS 02.07 2
	Phase 2
	O
	
	TSPC_Feat_Other_Means_of_Display

	29
	Speech indicator.
	3GPP TS 02.07 2
	Phase 2
	O
	
	TSPC_Feat_Speech_Indicator

	30
	Support of the extended Short message cell broadcast channel
	3GPP TS 02.07 B.1.23
	R96
	O
	
	TSPC_Ext_SMcell_BC

	31
	Support of Additional Call Set-up MMI Procedures
	3GPP TS 02.07 B.1.24
	R96
	O
	
	TSPC_AddCall_Su_MMi_Proc

	32
	Void
	
	
	
	
	

	33
	Ciphering Indicator
	3GPP TS 02.07 B.1.22(B.1.2.26)
	Phase 2 (R96)
	C.202
	
	TSPC_Feat_Ciphering

	34
	Network’s indication of alerting in the MS $(NI Alert in MS)$
	3GPP TS 02.07 B.1.27
	R96
	O
	
	TSPC_Feat_NI_AlertinMS

	35
	ME-SIM lock
	3GPP TS 02.07 B.3.7
	R96
	O
	
	TSPC_SIM_Lock

	36
	Service Dialling Numbers
	3GPP TS 02.07 B.3.8
	R96
	O
	
	TSPC_Service_No

	37
	Extended timing advance
	3GPP TS 05.10, 5.5
	R99
	C.206
	
	TSPC_Feat_Ext_TA

	38
	Support of SoLSA 
	3GPP TS 02.43, 

3GPP TS 22.043 B.1.27

3GPP TS 03.73 3GPP TS 23.073
	R98
	O
	
	TSPC_SoLSA

	39
	Audible Indication of Service Tones
	3GPP TS 02.07, B.1.27
	R96
	O
	
	TSPC_Feat_audible_tone

	40
	Autocalling_Cause 27 Implemented in Cat 3
	3GPP TS 02.07 annex A
	Phase 2
	O
	
	TSPC_Feat_Cause27Cat3

	41
	Support of GPRS
	3GPP TS 02.60

3GPP TS 22.060
	R97
	O
	
	TSPC_GPRS

	42
	Support of EGPRS
	3GPP TS 02.60

3GPP TS 22.060
	R99
	O
	
	TSPC_EGPRS

	43
	Support of GPRS Encryption
	3GPP TS 02.60

3GPP TS 22.060
	R98
	C.207
	
	TSPC_GPRS_Encryp

	44
	Control of Supplementary Services
	3GPP TS 02.07, 2
	Phase 2
	O
	
	TSPC_Control_SS

	45
	Short message
	3GPP TS 02.07, 2
	Phase 2
	O
	
	TSPC_Supp_SM

	46
	Emergency calls capabilities
	3GPP TS 02.07, B.1.14
	Phase 2
	C.211
	
	TSPC_Emergency_call_cap

	47
	GPRS operation mode class A
	3GPP TS 02.60, 5.4.5

3GPP TS 22.060, 5.4.5
	R97
	C.209
	
	TSPC_operation_mode_A

	48
	GPRS operation mode class B
	3GPP TS 02.60, 5.4.5

3GPP TS 22.060, 5.4.5
	R97
	C.209
	
	TSPC_operation_mode_B

	49
	GPRS operation mode class C
	3GPP TS 02.60, 5.4.5

3GPP TS 22.060, 5.4.5
	R97
	C.209
	
	TSPC_operation_mode_C

	50
	MS supporting SMS over GPRS
	3GPP TS 22.060, 5.4
	R99
	O
	
	TSPC_SMS_over_GPRS

	51
	void
	
	
	
	
	

	52
	Void
	
	
	
	
	

	53
	Support of ECSD
	3GPP TS 05.08, B.6

3GPP TS 45.008, B.6
	R99
	O
	
	TSPC_ECSD

	54
	GPRS test mode A
	3GPP TS 04.14 5.4
	R97
	C.208
	
	TSPC_GPRS_Testmode_A

	55
	GPRS test mode B
	3GPP TS 04.14 5.4
	R97
	C.208
	
	TSPC_GPRS_Testmode_B

	56
	EGPRS test mode
	3GPP TS 04.14
	
	C.210
	
	TSPC_EGPRS_Testmode

	57
	Support of MS-Assisted E-OTD
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_EOTD_ASSIST

	58
	Non-zero value of Non_DRX_Timer
	3GPP TS 04.60
	R97
	C.208
	
	TSPC_non_zero_Non_DRX_Timer

	59
	Support of MS-Based A-GPS L1 C/A
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_A-GPS_Based

	60
	Support of MS-Assisted A-GPS L1 C/A
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_A-GPS_Assist

	61
	Void
	

	
	
	
	

	62
	Support of DTM/GPRS
	3GPP TS 24.008 10.5.1.7
	R99
	C.212
	
	TSPC_DTM_GPRS 

	63
	Support MS Assisted EOTD Performance for GMSK
	3GPP TS  05.05 Annex I
	R98
	O
	
	TSPC_EOTD_ASSIST AND TSPC_PERF_GMSK

	64
	Support MS Assisted EOTD Performance for 8PSK
	3GPP TS 05.05 Annex I
	R99
	O
	
	TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

	65
	Support of EGPRS Packet Access enhancement
	3GPP TS 04.18 3.5.2.1.2

3GPP TS 04.60 7.1.2.1
	R99 only
	O
	
	TSPC_EGPRS_ENHANC

	66
	void
	
	
	
	
	

	67
	Support of MT SMS over GPRS
	3GPP TS 22.060, 5.4
	R99
	O
	
	TSPC_MT_SMS_over_GPRS

	68
	void
	
	
	
	
	

	69
	Support of DTM/EGPRS
	3GPP TS 24.008 10.5.1.7
	R99
	C.213
	
	TSPC_DTM_EGPRS

	70
	Support of Extended dynamic allocation
	3GPP TS 45.002, B.1
	R99
	C.214
	
	TSPC_Extended_Dynamic_Allocation

	71
	Support of GAN
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_GAN

	72
	Support of GERAN FEATURE PACKAGE 1
	3GPP TS 44.060 5.5.1.1a, 9.3.1b.1
	Rel-4
	M
	
	TSPC_GERAN_FEATURE_PACKAGE_1

	73
	Support of Encryption A5/3
	3GPP TS 43.020
	Rel-6
	M
	
	TSPC_Feat_A53

	
	
	
	R99
	O
	
	

	74
	Support of Fine Time Assistance
	3GPP TS 44.031 A.4.2.4
	Rel-4
	C.215
	
	TSPC_Fine_Time_Assist

	75
	Support of Encryption GEA2
	3GPP TS 43.020
	R97
	O
	
	TSPC_Feat_GEA2

	76
	Support of Encryption GEA3
	3GPP TS 43.020
	Rel-6
	M
	
	TSPC_Feat_GEA3

	77
	Use of R99 Emergency numbers
	3GPP TS 22.101 8
	Phase2

up to R98
	O
	
	TSPC_R99_Emerg

	78
	Support of GERAN FEATURE PACKAGE 2
	3GPP TS 45.008
	Rel-5
	O
	
	TSPC_GERAN_FEATURE_PACKAGE_2

	79
	Support of GAN to UTRAN CS Handover
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_GAN_TO_UTRAN_CS_Handover

	80
	Support of UTRAN to GAN CS Handover
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_UTRAN_TO_GAN_CS_Handover

	81
	Support of Enhanced DTM CS
	3GPP TS 43.055
	Rel-6
	O
	
	TSPC_Enhanced_DTM_CS

	82
	Support of PS Handover
	3GPP TS 43.129
	Rel-6
	O
	
	TSPC_PS_Handover

	83
	Support of simultaneous CS and PS services in GAN
	3GPP TS 44.318
	Rel-6
	C.216
	
	TSPC_Simult_CS_PS_GAN

	84
	Support of Latency reductions
	3GPP TS 43.064 3.3.5
	Rel-7
	O
	
	TSPC_Latency_Reductions

	85
	Support of Downlink Dual Carrier
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_Downlink_DualCarrier

	86
	Support of UEA2 and UIA2
	3GPP TS 25.331
	Rel-7
	O
	
	TSPC_UEA2_UIA2

	87
	Support of Encryption A5/4
	3GPP TS 43.020
	Rel-9
	O
	
	TSPC_Feat_A54

	88
	Support of Encryption GEA4
	3GPP TS 43.020
	Rel-9
	O
	
	TSPC_Feat_GEA4

	89
	Support of EGPRS2A
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2A

	90
	Support of EGPRS2B
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B

	91
	eCall only equipment
	3GPP TS 24.008
	Rel-8
	O
	
	TSPC_eCallOnly_Equipment

	92
	eCall Support on MS
	3GPP TS 24.008
	Rel-8
	O
	
	TSPC_eCallCapableMS

	93
	Support of DTM during Downlink Dual Carrier
	3GPP TS 24.008
	Rel-7
	O
	
	TSPC_DTM_During_DLDC

	94
	Support of MS-Based A-GANSS
	3GPP TS 44.031
	Rel-7
	C.217
	
	TSPC_MSB_A-GANSS

	95
	Support of MS-Assisted A-GANSS
	3GPP TS 44.031
	Rel-7
	C.217
	
	TSPC_MSA_A-GANSS

	96
	Support for GLONASS
	3GPP TS 44.031
	Rel-8
	O
	
	TSPC_GLONASS

	97
	Support for Modernized GPS
	3GPP TS 44.031
	Rel-8
	O
	
	TSPC_MGPS

	98
	Support for Galileo
	3GPP TS 44.031
	Rel-7
	O
	
	TSPC_GALILEO

	99
	Support of CS domain in GAN Iu mode
	3GPP TS 44.318
	Rel-8
	O
	
	TSPC_CS_EGAN

	100
	Support of PS domain in GAN Iu mode
	3GPP TS 44.318
	Rel-8
	O
	
	TSPC_PS_EGAN

	101
	Support of GAN Iu mode
	3GPP TS 44.318
	Rel-8
	C.218
	
	TSPC_EGAN

	102
	Support of MS-Based E-OTD
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_EOTD_MS_BASED

	103
	Additional Positioning Capabilities
	3GPP TS 24.008,  section10.5.1.7
	Rel-7
	O
	
	TSPC_Additional_Positioning_Cap

	104
	Ciphering Mode Setting Capability
	3GPP TS 24.008,  section10.5.1.7
	Rel-7
	O
	
	TSPC_Ciphering_Mode_Setting_Cap

	105
	Support of PS Handover to GAN
	3GPP 44.318
	Rel-7
	O
	
	TSPC_PS_Handover_To_GAN

	106
	Support of Multiple TBFs
	3GPP 44.060, 7.0
	Rel-6
	O
	
	TSPC_Multiple_TBF

	107
	Void
	
	
	
	
	

	108
	Support of Extended RLC/MAC control message segmentation
	3GPP 44.060, 9.1.12a
	Rel-6
	O
	
	TSPC_Xtd_Ctrl_Message_Segmentation

	109
	Support of DTM Handover
	3GPP 44.060, 5.8
	Rel-6
	O
	
	TSPC_DTM_Handover

	110
	Support of Flexible Timeslot Assignment
	3GPP 45.002
	Rel-7
	O
	
	TSPC_Flexible_Timeslot

	111
	Support of RLC Non-persistent Mode
	3GPP 44.060
	Rel-7
	O
	
	TSPC_RLC_Non_Persistent_Mode

	112
	Support of E-UTRA CCN
	3GPP 44.060
	Rel-8
	O
	
	TSPC_EUTRA_CCN

	113
	Support of PS Handover to E-UTRA
	3GPP 44.060
	Rel-8
	O
	
	TSPC_PS_Handover_To_EUTRA

	114
	Support of EGPRS2A Uplink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2A_UL

	115
	Support of EGPRS2A Downlink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2A_DL

	116
	Support of EGPRS2B Uplink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B_UL

	117
	Support of EGPRS2B Downlink
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B_DL

	118
	Support of Indication of Upper Layer PDU Start Capability for RLC UM
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_UpperLayer_PDU_Start_Ind

	119
	Support of Enhanced Multiplexing for Single TBF
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_EMST

	120
	Support of Multiple TTI configurations
	3GPP TS 44.060
	Rel-9
	O
	
	TSPC_MTTI

	121
	Support of VAMOS Type 1
	3GPP TS 45.005
	Rel-9
	O
	
	TSPC_VAMOS_Type1

	122
	Support of VAMOS Type 2
	3GPP TS 45.005
	Rel-9
	O
	
	TSPC_VAMOS_Type2

	C.201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C.202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C.203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C.204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C.205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C.206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C.207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C.212
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.213
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation)  OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )

	C.215
	IF A.2/59 OR A.2/94 OR A.2/60 OR A.2/95 THEN O ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_MSB_A-GANSS OR TSPC_A-GPS_Assist OR TSPC_MSA_A-GANSS)

	C.216
	IF A.2/71 THEN O ELSE N/A
	-- TSPC_GAN

	C.217
	IF A.2/96 or A.2/97 or A.2/98 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO

	C.218
	IF A.2/99 OR A.2/100 THEN M ELSE N/A
	-- TSPC_CS_EGAN OR TSPC_PS_EGAN


A.4.4
Teleservices

The supplier of the implementation shall state the support of the implementation for each of the teleservices given in the table below.

Table A.3: Teleservices

	Item
	Teleservice
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Telephony.
	3GPP TS 02.03 A.1.1

3GPP TS 22.003, A.1.1
	Phase 2
	O
	
	TSPC_Serv_TS11

	2
	Emergency Call.
	3GPP TS 02.03 A.1.2

3GPP TS 22.003, A.1.2
	Phase 2
	C.301
	
	TSPC_Serv_TS12

	3
	Short Message MT/PP.
	3GPP TS 02.03 A.1.3.1

3GPP TS 22.003, A.1.3.1
	Phase 2
	O
	
	TSPC_Serv_TS21

	4
	Short Message MO/PP.
	3GPP TS 02.03 A.1.3.2

3GPP TS 22.003, A.1.3.2
	Phase 2
	O
	
	TSPC_Serv_TS22

	5
	SMS Cell Broadcast.
	3GPP TS 02.03 A.1.3.3

3GPP TS 22.003, A.1.3.3
	Phase 2
	O
	
	TSPC_Serv_TS23

	6
	Teleservice Alternate Speech and G3 fax.
	3GPP TS 02.03 A.1.4

3GPP TS 22.003, A.1.4
	Phase 2
	O
	
	TSPC_Serv_TS61

	7
	Teleservice Automatic G3 fax.
	3GPP TS 02.03 A.1.5

3GPP TS 22.003, A.1.5
	Phase 2
	O
	
	TSPC_Serv_TS62

	8
	Voice Group Call Service (VGCS)
	3GPP TS 02.03 A.1.6

3GPP TS 22.003, A.1.6
	R96
	O
	
	TSPC_Serv_TS91

	9
	Voice Broadcast Service (VBS)
	3GPP TS 02.03 A.1.7

3GPP TS 22.003, A.1.7
	R96
	O
	
	TSPC_Serv_TS92

	10
	SMS description
	3GPP TS 02.03 A.1.3.4

3GPP TS 22.003, A.1.3.4
	R96
	O
	
	TSPC_SMS_description

	C.301
	IF A.3/1 THEN M ELSE O
	-- TSPC_Serv_TS11

	Comments:


	
	


A.4.5
Bearer Services

The supplier of the implementation shall state the support of the implementation for each of the bearer services given in the table below.

Table A.4: Bearer Services

	Item
	Bearer Service
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Data circuit duplex async. 300 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS21

	2
	Data circuit duplex async. 1 200 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS22

	3
	Data circuit duplex async. 1 200/75 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS23

	4
	Data circuit duplex async. 2 400 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS24

	5
	Data circuit duplex async. 4 800 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS25

	6
	Data circuit duplex async. 9 600 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS26

	7
	Data circuit duplex sync. 1 200 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS31

	8
	Data circuit duplex sync. 2 400 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS32

	9
	Data circuit duplex sync. 4 800 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS33

	10
	Data circuit duplex sync. 9 600 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS34

	11
	PAD Access 300 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS41

	12
	PAD Access 1 200 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS42

	13
	PAD Access 1 200/75 bits/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS43

	14
	PAD Access 2 400 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS44

	15
	PAD Access 4 800 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS45

	16
	PAD Access 9 600 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS46

	17
	Packet Access 2 400 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS51

	18
	Packet Access 4 800 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS52

	19
	Packet Access 9 600 bit/s.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS53

	20
	Alternate Speech/Data.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS61

	21
	Speech Followed by Data.
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	Phase 2
	O
	
	TSPC_Serv_BS81

	22
	GPRS
	3GPP TS 02.02 3

3GPP TS 22.002, 3
	R97
	O
	
	TSPC_Serv_BS70

	23
	Bluetooth data rate
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_Serv_BS71

	24
	WLAN data rate
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_Serv_BS72

	Comments:


	
	


A.4.6
Supplementary Services

The supplier of the implementation shall state the support of the implementation for each of the supplementary services given in the table below.

Table A.5: Supplementary Services

Prerequisite: A.25/29
-- TSPC_AddInfo_SS (3GPP TS 02.04 4, 3GPP TS 02.07 B.2.1, (3GPP TS 22.004 4)).

	Item
	Supplementary Service
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Calling Line Identification Presentation.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_CLIP

	2
	Calling Line Identification Restriction.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_CLIR

	3
	Connected Line Identification Presentation.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_COLP

	4
	Connected Line Identification Restriction.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_COLR

	5
	Call Forwarding Unconditional.
	3GPP TS 02.04 4, 

3GPP TS 22.004, 4

3GPP TS 02.07 B.2.1
	Phase 2
	M
	
	TSPC_Serv_SS_CFU

	6
	Call Forwarding on Mobile Subscriber Busy.
	3GPP TS 02.04 4,

3GPP TS 22.004, 4

3GPP TS 02.07 B.2.1
	Phase 2
	M
	
	TSPC_Serv_SS_CFB

	7
	Call Forwarding on No Reply.
	3GPP TS 02.04 4, 

3GPP TS 22.004, 4

3GPP TS 02.07 B.2.1
	Phase 2
	M
	
	TSPC_Serv_SS_CFNRy

	8
	Call Forwarding on Mobile Subscriber Not Reachable.
	3GPP TS 02.04 4, 

3GPP TS 22.004, 4

3GPP TS 02.07 B.2.1
	Phase 2
	M
	
	TSPC_Serv_SS_CFNRc

	9
	Call Waiting.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_CW

	10
	Call Hold.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_HOLD

	11
	Multi Party Service.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_MPTY

	12
	Closed User Group.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_CUG

	13
	Advice of Charge (Information).
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_AoCI

	14
	Advice of Charge (Charging).
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_AoCC

	15
	Barring of All Outgoing Calls.
	3GPP TS 02.04 4, 3GPP TS 22.004, 4

3GPP TS 02.07 B.2.1
	Phase 2
	M
	
	TSPC_Serv_SS_BAOC

	16
	Barring of Outgoing International Calls.
	3GPP TS 02.04 4,

3GPP TS 22.004, 4

3GPP TS 02.07 B.2.1
	Phase 2
	M
	
	TSPC_Serv_SS_BOIC

	17
	Barring of Outgoing International Calls except those directed to the Home PLMN Country.
	3GPP TS 02.04 4, 3GPP TS 02.07 B.2.1
	Phase 2
	M
	
	TSPC_Serv_SS_BOICexHC

	18
	Barring of All Incoming Calls.
	3GPP TS 02.04 4, 3GPP TS 02.07 B2.1
	Phase 2
	M
	
	TSPC_Serv_SS_BAIC

	19
	Barring of Incoming Calls when Roaming Outside the Home PLMN Country.
	3GPP TS 02.04 4, 

3GPP TS 22.004, 4

3GPP TS 02.07 B.2.1
	Phase 2
	M
	
	TSPC_Serv_SS_BICRoam

	20
	Unstructured SS Data.
	3GPP TS 02.30, 4.5.2.2, 3GPP TS 02.07 B.2.1
	Phase 2
	O
	
	TSPC_Serv_SS_unstruct

	21
	enhanced Multi‑Level Precedence and Pre‑emption service (eMLPP)
	3GPP TS 02.04 4

3GPP TS 22.004, 4

3GPP TS 02.67, 3.1

3GPP TS 22.067, 43.1
	R96
	O
	
	TSPC_Serv_SS_eMLPP

	22
	Call Deflection
	3GPP TS 02.04 4

3GPP TS 22.004, 4

3GPP TS 02.72, 3.2

3GPP TS 22.072, 3.2
	R96
	O
	
	TSPC_Serv_SS_CD

	23
	User-to-User signalling
	3GPP TS 02.04 4

3GPP TS 22.004, 4

3GPP TS 02.87, 5.1

3GPP TS 22.087, 5.1
	R96
	O
	
	TSPC_Serv_SS_UUS

	24
	Explicit Call Transfer
	3GPP TS 02.04 4

3GPP TS 22.004, 4

3GPP TS 02.91

3GPP TS 22.091,
	R96
	O
	
	TSPC_Serv_SS_ECT

	25
	Implicit UUS1
	3GPP TS 02.87 5.1

3GPP TS 22.087, 5.1
	R96
	O
	
	TSPC_Serv_SS_ImpUUS1

	26
	Sending of implicit UUS1 in the ALERTING message
	3GPP TS 03.87 5.3.2

3GPP TS 23.087, 5.3.1
	R98
	O
	
	TSPC_Serv_SS_Send_UUS1_ALERTING

	27
	Sending of implicit UUS1 in the CONNECT message
	3GPP TS 03.87 5.3.2

3GPP TS 23.087, 5.3.2
	R98
	O
	
	TSPC_Serv_SS_Send_UUS1_CONNECT

	28
	Follow Me
	3GPP TS 02 94

3GPP TS 22.094,
	R99
	O
	
	TSPC_Serv_SS_FollowMe

	29
	User-to-Dispatcher Information
	3GPP TS 43.068, 3.1

3GPP TS 43.069, 3.1
	Release 4
	O
	
	TSPC_Serv_UTDI

	30
	Compressed User-to-Dispatcher
	 3GPP TS 43.068 4.2.7

3GPP TS 43.069, 4.2.7
	Release 4
	O
	
	TSPC_Serv_Compr_UTDI

	31
	Completion of Calls to Busy SS
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	R97
	O
	
	TSPC_CCBS_SS

	32
	Completion of Calls to Busy Requests
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	R97
	O
	
	TSPC_CCBS_Req

	33
	Support of Private Numbering Plan SS
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	R97
	O
	
	TSPC_SPNP_SS

	34
	Support of Private Numbering Plan, Numbering Plans
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	R97
	O
	
	TSPC_Num_plans

	35
	Name Identification SS
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	R97
	O
	
	TSPC_CNAP

	36
	Void
	
	
	
	
	

	37
	Support of MO-LR request for a position estimate
	3GPP TS 03.71, 7.13
	R98
	O
	
	TSPC_MOLR_POS

	38
	Support of MO-LR request for transfer to 3rd party
	3GPP TS 03.71, 7.13
	R98
	O
	
	TSPC_MOLR_3RD

	39
	Support of MT-LR LCS Privacy and Notification
	3GPP TS 04.30
3GPP TS 03.71
	R98
	O
	
	TSPC_MTLR_LCS_PRIV_NOTIF

	40
	Support of MO-LR request for assistance data
	3GPP TS 03.71, 7.13
	R98
	O
	
	TSPC_MOLR_ASSIS

	Comments:


	
	


NEXT CHANGED SECTION

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	ROWS SKIPPED HERE
	
	
	
	
	
	
	

	70.7.4.1
	Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Based GPS
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.7.4.2
	Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS
	
	C284
	TSPC_MS_RRLP_RELEASE
	

	70.7.4.3
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Based GPS
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.7.4.4
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS
	
	C284
	TSPC_MS_RRLP_RELEASE
	

	70.8.1
	Basic Self Location
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.2
	Basic Self Location in Dedicated Mode
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.3
	Transfer to 3rd Party
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for transfer to 3rd party
	
	C447
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.1
	MO-LR Positioning Measurement / Protocol Error
	R98
	All MSs supporting MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.2.1
	MO-LR Positioning Measurement / Location Error: Requested Method not Supported
	R98
	All MSs supporting MS-Assisted GPS and not supporting MS-Assisted A-GANSS and not supporting MS-Assisted EOTD and Support of MO-LR request for a position estimate
	
	C320
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.2.2
	MO-LR Positioning Measurement / Location Error: GPS Assistance Data Missing
	R98
	All MSs supporting MS-Assisted GPS and not supporting MS-Assisted A-GANSS and supporting a method for resetting stored A-GPS assistance data and Support of MO-LR request for a position estimate
	
	C402
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.3
	MO-LR Positioning Measurement / Multiple RRLP Requests with Same Reference Number
	R98
	All MSs supporting MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.4
	MO-LR Positioning Measurement / Multiple RRLP Requests with Different Reference Number
	R98
	All MSs supporting MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.4.5
	MO-LR Positioning Measurement / RR Management Commands
	R98
	All MSs supporting MS-Assisted GPS and not supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C445
	TSPC_MS_RRLP_RELEASE
	

	70.8.5.1
	MO_LR Basic Self Location Request in Idle Mode (Normal Case)
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS and Support of MO-LR request for a assistance data
	
	C465
	TSPC_MS_RRLP_RELEASE
	

	70.8.5.2
	MO_LR Basic Self Location Request in Dedicated Mode (Normal Case)
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS and Support of MO-LR request for a assistance data
	
	C465
	TSPC_MS_RRLP_RELEASE
	

	70.8.5.3
	MO_LR Basic Self Location Request in Idle Mode (Alternative Case)
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS and Support of MO-LR request for a position estimate
	
	C444
	TSPC_MS_RRLP_RELEASE
	

	70.8.5.4
	MO_LR Basic Self Location Request in Dedicated Mode (Alternative Case)
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS and Support of MO-LR request for a position estimate
	
	C444
	TSPC_MS_RRLP_RELEASE
	

	70.8.6
	MO-LR Transfer to 3rd Party for MS-Based A-GPS
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS and Support of MO-LR request for transfer to 3rd party
	
	C446
	TSPC_MS_RRLP_RELEASE
	

	70.9.1.1
	MT-LR Location Notification for mobiles supporting MS-Based GPS 
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS and supporting MT-LR LCS Privacy and Notification
	
	C460
	
	

	70.9.1.2
	MT-LR Location Notification for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and supporting MT-LR LCS Privacy and Notification
	
	C461
	
	

	70.9.2.1
	MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Based GPS
	R98
	MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS and supporting MT-LR LCS Privacy and Notification
	
	C302
	
	

	70.9.2.2
	MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Assisted GPS
	R98
	MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and supporting MT-LR LCS Privacy and Notification
	
	C303
	
	

	70.9.3.1
	MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Based GPS
	R98
	MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS and supporting MT-LR LCS Privacy and Notification
	
	C302
	
	

	70.9.3.2
	MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Assisted GPS
	R98
	MSs supporting LCS MS-Assisted GPS and not supporting MS-Assisted A-GANSS and supporting MT-LR LCS Privacy and Notification
	
	C303
	
	

	70.9.4.1
	RRLP Error Handling for MS-Based A-GPS / RRLP Protocol Error
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.2
	RRLP Error Handling for MS-Based A-GPS / RRLP Location Error: Requested Method Not Supported
	R98
	All MSs supporting MS-Based GPS and not supporting MS-Based A-GANSS and not supporting MS-Assisted EOTD
	
	C365
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.3
	RRLP Error Handling for MS-Based A-GPS / RRLP Location Error: GPS Assistance Data Missing
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS and supporting a method for resetting stored A-GPS assistance data
	
	C403
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.4
	RRLP Error Handling for MS-Based A-GPS / Multiple RRLP Requests with same Reference Number
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.5
	RRLP Error Handling for MS-Based A-GPS / Multiple RRLP Requests with different Reference Number
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.9.4.6
	RRLP Error Handling for MS-Based A-GPS / RR management commands
	R98
	All MSs supporting LCS MS-Based GPS and not supporting MS-Based A-GANSS
	
	C283
	TSPC_MS_RRLP_RELEASE
	

	70.10.2.1
	Network Induced Location Request Emergency Call on TCH Radio Channel
	R98
	All MSs supporting LCS conventional GPS and not supporting MS-based Assisted-GPS
	
	C328
	TSPC_MS_RRLP_RELEASE
	

	70.11.5.1
	Sensitivity Coarse Time Assistance
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS and not supporting MS-Based A-GANSS or MS-Assisted A-GANSS
	
	C398
	
	

	70.11.5.2
	Sensitivity Fine Time Assistance
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS and not supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting Fine Time Assistance
	
	C399
	
	

	70.11.6
	Nominal Accuracy
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS and not supporting MS-Based A-GANSS or MS-Assisted A-GANSS
	
	C398
	
	

	70.11.7
	Dynamic Range
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS and not supporting MS-Based A-GANSS or MS-Assisted A-GANSS
	
	C398
	
	

	70.11.8
	Multi-Path scenario
	Rel-7
	All MSs supporting MS-Based A-GPS or MS-Assisted A-GPS and not supporting MS-Based A-GANSS or MS-Assisted A-GANSS
	
	C398
	
	

	70.12.1
	Positioning Capability Transfer procedure
	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS
	
	C494
	
	

	70.13.1-1
	 NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Based GNSS;

Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only
	
	C495-1
	
	

	70.13.1-2
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Based GNSS;

Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only
	
	C495-2
	
	

	70.13.1-3
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Based GNSS;

Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only
	
	C495-3
	
	

	70.13.1-4
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Based GNSS;

Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only
	
	C495-4
	
	

	70.13.2-1
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 1
	Rel-8
	All MS supporting MS-Assisted GANSS with GLONASS only
	
	C496-1
	
	

	70.13.2-2
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 2
	Rel-7
	All MS supporting MS-Assisted GANSS with Galileo only
	
	C496-2
	
	

	70.13.2-3
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 3
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with Modernized GPS only
	
	C496-3
	
	

	70.13.2-4
	NI-LR / Emergency Call on TCH Radio Channel for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 4
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with GLONASS only
	
	C496-4
	
	

	70.14.1-1
	MO-LR / Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 1
	Rel-8
	All MS supporting MS-Assisted GANSS with GLONASS only
	
	C496-1
	
	

	70.14.1-2
	MO-LR / Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 2
	Rel-7
	All MS supporting MS-Assisted GANSS with Galileo only
	
	C496-2
	
	

	70.14.1-3
	MO-LR / Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 3
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with Modernized GPS only
	
	C496-3
	
	

	70.14.1-4
	MO-LR / Idle mode for Mobiles Supporting MS-Assisted GNSS;

Sub-Test 4
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with GLONASS only
	
	C496-4
	
	

	70.14.2-1
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Assistance Data Request;

Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only and Support of MO-LR request for assistance data
	
	C511
	
	

	70.14.2-2
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Assistance Data Request;

Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only and Support of MO-LR request for assistance data
	
	C512
	
	

	70.14.2-3
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Assistance Data Request;

Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only and Support of MO-LR request for assistance data 
	
	C513
	
	

	70.14.2-4
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Assistance Data Request;

Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only and Support of MO-LR request for assistance data 
	
	C514
	
	

	70.14.3-1
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Location Estimate Request;

Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only and Support of MO-LR request for a position estimate
	
	C515
	
	

	70.14.3-2
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Location Estimate Request;

Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only and Support of MO-LR request for a position estimate
	
	C516
	
	

	70.14.3-3
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Location Estimate Request;

Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only and Support of MO-LR request for a position estimate
	
	C517
	
	

	70.14.3-4
	MO-LR / Idle mode for Mobiles Supporting MS-Based GNSS / Location Estimate Request;

Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only and Support of MO-LR request for a position estimate
	
	C518
	
	

	70.14.4-1
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Assisted GNSS; Sub-Test 1
	Rel-8
	All MS supporting MS-Assisted GANSS with GLONASS only
	
	C496-1
	
	

	70.14.4-2
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Assisted GNSS; Sub-Test 2
	Rel-7
	All MS supporting MS-Assisted GANSS with Galileo only
	
	C496-2
	
	

	70.14.4-3
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Assisted GNSS; Sub-Test 3
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with Modernized GPS only
	
	C496-3
	
	

	70.14.4-4
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Assisted GNSS; Sub-Test 4
	Rel-8
	All MS supporting MS-Assisted A-GPS and GANSS with GLONASS only
	
	C496-4
	
	

	70.14.5-1
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Based GNSS /   Assistance Data Request; Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only and Support of MO-LR request for assistance data
	
	C511
	
	

	70.14.5-2
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Based GNSS /   Assistance Data Request; Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only and Support of MO-LR request for assistance data
	
	C512
	
	

	70.14.5-3
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Based GNSS /   Assistance Data Request; Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only and Support of MO-LR request for assistance data 
	
	C513
	
	

	70.14.5-4
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Based GNSS /   Assistance Data Request; Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only and Support of MO-LR request for assistance data 
	
	C514
	
	

	70.14.6-1
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Based GNSS / Location Estimate request; Sub-Test 1
	Rel-8
	All MS supporting MS-Based GANSS with GLONASS only and Support of MO-LR request for a position estimate
	
	C515
	
	

	70.14.6-2
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Based GNSS / Location Estimate request; Sub-Test 2
	Rel-7
	All MS supporting MS-Based GANSS with Galileo only and Support of MO-LR request for a position estimate
	
	C516
	
	

	70.14.6-3
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Based GNSS / Location Estimate request; Sub-Test 3
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with Modernized GPS only and Support of MO-LR request for a position estimate
	
	C517
	
	

	70.14.6-4
	MO-LR / Dedicated Mode for Mobiles Supporting MS-Based GNSS / Location Estimate request; Sub-Test 4
	Rel-8
	All MS supporting MS-Based A-GPS and GANSS with GLONASS only and Support of MO-LR request for a position estimate
	
	C518
	
	

	70.14.8.1
	MO-LR / Location Error / Requested Method not Supported
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and (not supporting Galileo or not supporting MS-Assisted GPS) and Support of MO-LR request for a position estimate
	
	C520
	
	

	70.14.8.2
	MO-LR / Location Error / GNSS Assistance Data Missing
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and supporting a method for resetting stored A-GNSS assistance data and Support of MO-LR request for a position estimate
	
	C521
	
	

	70.14.9
	MO-LR / Multiple RRLP Requests with Same Reference Number and Extended Reference Number
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C522
	
	

	70.14.10
	MO-LR / Multiple RRLP Requests with Different Reference Number
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C522
	
	

	70.14.11
	MO-LR / Multiple RRLP Requests with Different Extended Reference Number
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C522
	
	

	70.14.12
	MO-LR  / RR Management Commands
	Rel-9
	All MSs supporting MS-Assisted A-GANSS and Support of MO-LR request for a position estimate
	
	C522
	
	

	70.15.1
	MT-LR / Location Notification


	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting MT-LR LCS Privacy and Notification
	
	C506
	
	

	70.15.2
	MT-LR / Notification and Verification / Location Allowed If No Response 
	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting MT-LR LCS Privacy and Notification
	
	C506
	
	

	70.15.3
	MT-LR / Notification and Verification / Location Not Allowed If No Response
	Rel-7
	All MSs supporting MS-Based A-GANSS or MS-Assisted A-GANSS and supporting MT-LR LCS Privacy and Notification
	
	C506
	
	

	70.15.5.1
	MT-LR / Location Error / Requested Method not Supported
	Rel-9
	All MSs supporting MS-Based A-GANSS and (not supporting Galileo or not supporting MS-Based GPS)
	
	C523
	
	

	70.15.5.2
	MT-LR / Location Error / GNSS Assistance Data Missing
	Rel-9
	All MSs supporting MS-Based A-GANSS and supporting a method for resetting stored A-GNSS assistance data
	
	C524
	
	

	70.15.6
	MT-LR / Multiple RRLP Requests with Same Reference Number and Extended Reference Number
	Rel-9
	All MSs supporting MS-Based A-GANSS
	
	C525
	
	

	70.15.7
	MT-LR / Multiple RRLP Requests with Different Reference Number
	Rel-9
	All MSs supporting MS-Based A-GANSS
	
	C525
	
	

	70.15.8
	MT-LR / Multiple RRLP Requests with Different Extended Reference Number
	Rel-9
	All MSs supporting MS-Based A-GANSS
	
	C525
	
	

	70.15.9
	MT-LR / RR Management Commands
	Rel-9
	All MSs supporting MS-Based A-GANSS
	
	C525
	
	


NEXT CHANGED SECTION
Table B.1a: Applicability of tests – Conditions definitions
	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData

	ROWS SKIPPED HERE
	
	

	C289
	IF (A.1/56 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_AddInfo_Full_rate_version_1 AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C290
	IF A.3/3 THEN A ELSE N/A
	-- TSPC_Serv_TS21

	C300
	IF A.3/5 THEN A ELSE N/A
	-- TSPC_Serv_TS23

	C301
	Void
	

	C302
	IF A.2/59 AND NOT (A.2/94) AND A.5/39 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS AND TSPC_MTLR_LCS_PRIV_NOTIF

	C303
	IF A.2/60 AND NOT (A.2/95) AND A.5/39 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS AND TSPC_MTLR_LCS_PRIV_NOTIF

	C304
	IF A.2/57 AND A.5/39 THEN A ELSE N/A
	-- TSPC_EOTD AND TSPC_ MTLR_LCS_PRIV_NOTIF

	C305
	IF A.2/62 THEN A ELSE N/A
	-- TSPC_DTM_GPRS

	C306
	void
	

	C307
	void
	

	C308
	IF A.1/61 OR A.1/60 OR A.1/148 THEN A ELSE N/A
	-- TSPC_DTM_GPRS_Multislot_Class_9 OR TSPC_DTM_GPRS_Multislot_Class_5 OR TSPC_DTM_GPRS_Multislot_Class_11

	C309
	void
	

	C310
	IF A.1/62 THEN A ELSE N/A
	-- TSPC_DTM_GPRS_Singleslot_Allocation

	C311
	void
	

	C312
	void
	

	C313
	IF A.2/63 THEN A ELSE N/A
	-- TSPC_EOTD_ASSIST_AND TSPC_PERF_GMSK

	C314
	IF A.2/64 THEN A ELSE N/A
	-- TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

	C315
	IF A.2/62 AND A.1/56 THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_DTM_GPRS

	C316
	IF A.2/42 AND A.2/65 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_EGPRS_ENHANC

	C317
	IF A.2/41 AND A.2/15 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Feat_OnOff

	C318
	IF (A.2/57 AND NOT A.2/60) THEN A ELSE N/A
	-- TSPC_EOTD_ASSIST AND NOT TSPC_A-GPS_Assist

	C319
	IF A.25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3

	C320
	IF (A.2/60 AND NOT A.2/57) AND A.5/37 THEN A ELSE N/A
	-- (TSPC_A-GPS_Assist AND NOT TSPC_EOTD_ASSIST) AND TSPC_MOLR_POS

	C321
	IF A.25/79 AND A.25/113 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack

	C322
	IF A.2/41 AND A.2/72 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1

	C323
	IF (A.25/23) AND A.25/26 THEN A ELSE N/A
	-- TSPC_Addinfo_DualRate AND TSPC_Addinfo_CCprotocol_oneBC

	C324
	IF A.2/41 AND A.1/56 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Type_UTRAN

	C325
	IF A.2/41 AND (A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 OR A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR TSPC_Type_GPRS_Multislot_Class10 OR...OR TSPC_Type_GPRS_Multislot_Class29)

	C326
	IF A.2/42 AND (A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 OR A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR TSPC_Type_EGPRS_Multislot_Class10 OR...OR TSPC_Type_EGPRS_Multislot_Class29)

	C327
	void
	

	C328
	IF A.1/65 AND NOT A.2/59 THEN A ELSE N/A
	-- TSPC_Conv-GPS AND NOT TSPC_A-GPS_Based

	C329
	void
	

	C330
	void
	

	C331
	IF A.2/42 AND A.2/72 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_GERAN_FEATURE_PACKAGE_1

	C332
	IF A.2/41 AND A.25/85 AND A.25/115 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA_SAPI AND TSPC_SEC_PDP_CONTEXT

	C333
	IF A.25/112 AND A.25/113 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack

	C334
	IF A.2/41 AND A.25/118 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_NITZ

	C335
	IF A.25/119 OR A.25/146 OR A.25/147 THEN A ELSE N/A
	-- TSPC_NITZ_DST OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_Universal_Time

	C336
	IF A.2/41 AND A.25/87 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_GPRS_Header_Compr

	C337
	IF A.2/41 AND A.2/72 AND A.25/84 AND A.25/128 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	C338
	IF A.2/42 AND A.2/72 AND A.25/84 AND A.25/128 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	C339
	IF A.25/26 AND A.25/2 THEN A ELSE N/A
	-- TSPC_AddInfo_CC AND TSPC_AddInfo_Full_rate_version_1

	C340
	IF A.5/14 AND (A.25/2 OR A.25/3) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	C341
	IF A.5/13 AND (A.25/2 OR A.25/3) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCI AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	C342
	IF A.2/69 THEN A ELSE N/A
	-- TSPC_DTM_EGPRS

	C343
	IF A.2/69 AND A.1/62 THEN A ELSE N/A
	-- TSPC_DTM_EGPRS AND TSPC DTM_GPRS_Singleslot_Allocation

	C344
	IF A.25/79 AND A.25/113 AND (A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND (TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C345
	void
	

	C346
	Void
	

	C347
	Void
	

	C348
	IF A.2/41 AND A.2/70 AND (A.1/69 OR A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 OR A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95 OR A.1/150 OR A.1/151 OR A.1/152 OR A.1/153 OR A.1/155 OR A.1/156 OR A.1/157 OR A.1/158 OR A.1/160 OR A.1/161 OR A.1/162 OR A.1/163 OR A.1/164) THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR...OR TSPC_Type_GPRS_Multislot_Class29 OR TSPC_Type_GPRS_Multislot_Class31 OR...OR TSPC_Type_GPRS_Multislot_Class34 OR TSPC_Type_GPRS_Multislot_Class36 OR...OR TSPC_Type_GPRS_Multislot_Class39 OR TSPC_Type_GPRS_Multislot_Class41 OR...OR TSPC_Type_GPRS_Multislot_Class45)

	C349
	IF (A.2/41) AND (A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C350
	IF A.25/2 AND (A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 AND (TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C351
	IF A.25/112 AND A.25/113 AND (A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack AND (TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C352
	void
	

	C353
	IF A.2/62 AND NOT A.1/62 THEN A ELSE N/A
	-- TSPC_DTM_GPRS AND NOT TSPC_DTM_GPRS_Singleslot_Allocation

	C354
	IF A.2/62 AND A.1/6 THEN A ELSE N/A
	-- TSPC_DTM_GPRS AND Type_MB_Simul

	C355
	IF A.1/62 AND A.1/6 THEN A ELSE N/A
	-- TSPC_DTM_GPRS_Singleslot_Allocation AND Type_MB_Simul

	C356
	IF NOT A.25/130 THEN A ELSE N/A
	-- (NOT TSPC_Card_Appl)

	C357
	IF A.2/42 AND A.2/70 AND (A.1/98 OR A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 OR A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A.1/166 OR A.1/167 OR A.1/168 OR A.1/169 OR A.1/171 OR A.1/172 OR A.1/173 OR A.1/174 OR A.1/176 OR A.1/177 OR A.1/178 OR A.1/179 OR A.1/180) THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR...OR TSPC_Type_EGPRS_Multislot_Class29 OR TSPC_Type_EGPRS_Multislot_Class31 OR...OR TSPC_Type_EGPRS_Multislot_Class34 OR TSPC_Type_EGPRS_Multislot_Class36 OR...OR TSPC_Type_EGPRS_Multislot_Class39 OR TSPC_Type_EGPRS_Multislot_Class41 OR...OR TSPC_Type_EGPRS_Multislot_Class45)

	C358
	IF A.25/131 THEN A ELSE N/A
	-- TSPC_O-TCH_AHS

	C359
	IF A.2/71 THEN A ELSE N/A
	-- TSPC_GAN

	C360
	void
	

	C361
	void
	

	C362
	IF A.25/79 AND NOT (A.25/132 OR A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_full_rate_version_3 AND NOT (TSPC_Improv_RX_perform OR TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C363
	IF A.25/112 AND NOT (A.25/132 OR A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_half_rate_version_3 AND NOT (TSPC_Improv_RX_perform OR TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C364
	IF A.2/42 AND (A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C365
	IF A.2/59 AND NOT (A.2/94 AND A.2/57) THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT (TSPC_MSB_A-GANSS AND TSPC_EOTD_ASSIST)

	C366
	IF A.25/133 THEN A ELSE N/A
	TSPC_O-TCH_WFS

	C367
	void
	

	C368
	IF A.5/14 AND (A.25/2 OR A.25/3) AND A.25/40 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) AND TSPC_AddInfo_SIMRmv

	C369
	Void
	

	C370
	IF (A.5/16 OR A.5/18 OR A.5/17 OR A.5/19 OR A.5/15) AND (NOT A.25/134) AND A.2/5 THEN A ELSE N/A
	-- (TSPC_Serv_SS_BOIC OR TSPC_Serv_SS_BAIC OR TSPC_Serv_SS_BOICexHC OR TSPC_Serv_SS_BICRoam OR TSPC_Serv_SS_BAOC) AND (NOT TSPC_Verification_correct_new_password) AND TSPC_Feat_Keypad

	C371
	void
	

	C372
	IF A.25/5 THEN A ELSE N/A
	-- TSPC_AddInfo_FullRateData

	C373
	void
	

	C374
	void
	

	C375
	IF NOT A.1/3 THEN A ELSE N/A
	-- NOT Type_GSM_R_Band

	C376
	IF A.1/15 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot

	C377
	IF A.1/15 AND (A.25/60 OR A.25/148) THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND (TSPC_AddInfo_PermAntenna OR TSPC_AddInfo_TempAntenna)

	C378
	IF A.1/15 AND A.25/104 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_IntegrAntenna

	C379
	void
	

	C380
	IF A.1/15 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot 

	C381
	IF A.1/183 OR A.1/182 OR A.1/54 OR A.1/185 OR A.1/186 OR A.1/187 THEN A ELSE N/A
	-- TSPC_Type_T GSM_810_Band OR TSPC_Type_GSM_710_Band OR TSPC_Type_GSM_750_Band OR TSPC_Type_T_GSM_380_Band OR TSPC_Type_T_GSM_410_Band OR

TSPC_Type_T_GSM_900_Band

	C382
	IF (A.1/183 OR A.1/182 OR A.1/54 OR A.1/185 OR A.1/186 OR A.1/187) AND A.2/42  THEN A ELSE N/A
	-- (TSPC_Type_T GSM_810_Band OR TSPC_Type_GSM_710_Band OR TSPC_Type_GSM_750_Band OR TSPC_Type_T_GSM_380_Band OR TSPC_Type_T_GSM_410_Band OR

TSPC_Type_T_GSM_900_Band) AND TSPC_EGPRS

	C383
	IF A.25/136 THEN A ELSE N/A
	TSPC_O-TCH_WHS

	C384
	IF (A.25/1) AND A.25/26 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate AND TSPC_Addinfo_CCprotocol_oneBC

	C385
	IF A.1/57 THEN A ELSE N/A
	-- TSPC Type_GPRS_Multislot_uplink

	C386
	IF A.5/35 THEN A ELSE N/A
	-- TSPC_CNAP

	C387
	IF A.25/137 THEN A ELSE NA
	TSPC_TCH_WFS

	C388
	void
	

	C389
	void
	

	C390
	IF A.25/137 OR A.25/133 OR A.25/136 THEN A ELSE N/A
	-- TSPC_TCH_WFS OR TSPC_O-TCH_WFS OR TSPC_O-TCH_WHS

	C391
	IF (A.25/136 OR A.25/131) THEN A ELSE N/A
	-- TSPC_O-TCH_WHS OR TSPC_O-TCH_AHS

	C392
	void
	

	C393
	void
	

	C394
	void
	

	C395
	IF A.25/133 AND A.25/113 THEN A ELSE N/A
	-- TSPC_O-TCH_WFS AND TSPC_AMR_LoopBack

	C396
	IF A.25/137 AND NOT (A.25/132 OR A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_TCH_WFS AND NOT (TSPC_Improv_RX_perform OR TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C397
	IF A.3/3 AND (A.25/36) AND NOT (A.25/138) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Addinfo_StoreRcvSMSSIM AND NOT (TSPC_AddInfo_OverwriteRcvClass2SMSSIM)

	C398
	IF (A.2/59 AND NOT A.2/94) OR (A.2/60 AND NOT A.2/95) THEN A ELSE N/A
	-- (TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS) OR (TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS)

	C399
	IF( (A.2/59 AND NOT A.2/94) OR (A.2/60 AND NOT A.2/95)) AND A.2/74 THEN A ELSE N/A
	-- ((TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS) OR (TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS))  AND TSPC_Fine_Time_Assist

	C400
	Void
	

	C401
	void
	

	C402
	IF A.2/60 AND NOT (A.2/95) AND A.25/140 AND A.5/37 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS AND TSPC_A-GPS_Data_Reset AND TSPC_MOLR_POS

	C403
	IF A.2/59 AND NOT (A.2/94)AND A.25/140 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS AND TSPC_A-GPS_Data_Reset

	C404
	IF A.2/71 AND NOT A.2/83 THEN A ELSE N/A
	-- TSPC_GAN AND NOT TSPC_Simult_CS_PS_GAN

	C405
	IF A.2/41 AND A.25/88 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_N_req_PDP_CA

	C406
	IF A.2/41 AND A.25/85 AND A.25/115 AND A.25/89  THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP_CA_SAPI AND TSPC_SEC_PDP_CONTEXT AND TSPC_AddInfo_min_QoS

	C407
	IF A.25/114 AND A.25/20 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY AND TSPC_AddInfo_MOsvc

	C408
	IF A.25/114 AND A.25/19 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY AND TSPC_AddInfo_MTsvc

	C409
	void
	

	C410
	IF A.1/188 THEN A ELSE N/A
	-- TSPC_EGPRS_Multislot_Uplink

	C411
	IF A.25/26 AND A.25/19 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_AddInfo_MOsvc

	C412
	IF A.25/19 OR A.25/20 THEN A ELSE N/A
	-- TSPC_AddInfo_MOsvc OR TSPC_AddInfo_MTsvc

	C413
	IF A.25/60 OR A.25/148 THEN A ELSE N/A
	-- TSPC_AddInfo_PermAntenna OR TSPC_AddInfo_TempAntenna

	C414
	IF A.25/139 THEN A ELSE N/A
	-- TSPC_Repeated_SACCH

	C415
	IF A.2/41 AND A.2/75 THEN A ELSE N/A
	-- TSPC_GPRS  AND TSPC_Feat_GEA2

	C416
	IF A.2/41 AND A.2/76 THEN A ELSE N/A
	-- TSPC_GPRS  AND TSPC_Feat_GEA3

	C417
	IF A.2/41 AND NOT (A.1/84 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND NOT (TSPC_Type_GPRS_Multislot_Class18 OR TSPC_Type_GPRS_Multislot_Class29)

	C418
	IF A.2/41 AND NOT (A.1/84 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND NOT (TSPC_Type_GPRS_Multislot_Class18 OR TSPC_Type_GPRS_Multislot_Class24 OR TSPC_Type_GPRS_Multislot_Class25 OR TSPC_Type_GPRS_Multislot_Class26 OR TSPC_Type_GPRS_Multislot_Class27 OR TSPC_Type_GPRS_Multislot_Class28 OR TSPC_Type_GPRS_Multislot_Class29)

	C419
	IF A.2/41 AND NOT (A.1/67 OR A.1/68 OR A.1/69 OR A.1/70 OR A.1/74 OR A.1/149 OR A.1/150 OR A.1/151 OR A.1/152 OR A.1/153 OR A.1/154 OR A.1/155 OR A.1/156 OR A.1/157 OR A.1/158 OR A.1/159 OR A.1/160 OR A.1/161 OR A.1/162 OR A.1/163 OR A.1/164) THEN A ELSE N/A
	-- TSPC_GPRS AND NOT (TSPC_Type_GPRS_Multislot_Class1 OR TSPC_Type_GPRS_Multislot_Class2 OR TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class4 OR TSPC_Type_GPRS_Multislot_Class8 OR TSPC_Type_GPRS_Multislot_Class30 OR … OR TSPC_Type_GPRS_Multislot_Class45)

	C420
	IF A.2/41 AND A.2/70 AND (A.1/153 OR A.1/158 OR A.1/164) THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_GPRS_Multislot_Class34 OR TSPC_Type_GPRS_Multislot_Class39 OR TSPC_Type_GPRS_Multislot_Class45)

	C421
	IF A.2/42 AND (A.2/47 OR A.2/48) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_operation_mode_A OR TSPC_operation_mode_B)

	C422
	IF A.2/42 AND A.2/48 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_operation_mode_B

	C423
	IF A.2/42 AND NOT (A.1/113 OR A.1/124) THEN A ELSE N/A
	-- TSPC_EGPRS AND NOT (TSPC_Type_EGPRS_Multislot_Class18 OR TSPC_Type_EGPRS_Multislot_Class29)

	C424
	IF A.2/42 AND NOT (A.1/113 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124) THEN A ELSE N/A
	-- TSPC_EGPRS AND NOT (TSPC_Type_EGPRS_Multislot_Class18 OR TSPC_Type_EGPRS_Multislot_Class24 OR TSPC_Type_EGPRS_Multislot_Class25 OR TSPC_Type_EGPRS_Multislot_Class26 OR TSPC_Type_EGPRS_Multislot_Class27 OR TSPC_Type_EGPRS_Multislot_Class28 OR TSPC_Type_EGPRS_Multislot_Class29)

	C425
	IF A.2/42 AND (A.1/98 OR A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 OR A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A.1/166 OR A.1/167 OR A.1/168 OR A.1/169 OR A.1/171 OR A.1/172 OR A.1/173 OR A.1/174 OR A.1/176 OR A.1/177 OR A.1/178 OR A.1/179 OR A.1/180) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR...OR TSPC_Type_EGPRS_Multislot_Class29 OR TSPC_Type_EGPRS_Multislot_Class31 OR...OR TSPC_Type_EGPRS_Multislot_Class34 OR TSPC_Type_EGPRS_Multislot_Class36 OR...OR TSPC_Type_EGPRS_Multislot_Class39 OR TSPC_Type_EGPRS_Multislot_Class41 OR...OR TSPC_Type_EGPRS_Multislot_Class45)

	C426
	IF A.2/78 THEN A ELSE N/A
	-- TSPC_GERAN_FEATURE_PACKAGE_2

	C427
	IF A.2/78 AND A.1/15 THEN A ELSE N/A
	-- TSPC_GERAN_FEATURE_PACKAGE_2 AND TSPC_Type_HSCSD_Multislot

	C428
	IF A.2/80 THEN A ELSE N/A
	--  TSPC_UTRAN_TO_GAN_CS_Handover

	C429
	IF A.2/79 THEN A ELSE N/A
	--  TSPC_GAN_TO_UTRAN_CS_Handover

	C430
	IF (A.1/56 AND A.27/2 AND A.25/5 AND A.25/72 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Streaming_14_4_CSRAB_3_4_SRAB AND TSPC_AddInfo FullRateData AND TSPC_AddInfo_144Data AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C431
	IF (A.1/56 AND ((A.27/3 AND A.25/5 AND A.25/72) OR (A.27/4 AND A.25/5 AND A.25/72)) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND ((TSPC_STREAMING_28_8_CSRAB_3_4_SRAB AND TSPC_AddInfo FullRateData AND TSPC_AddInfo_144Data)  OR (TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_AddInfo FullRateData AND TSPC_AddInfo_144Data)) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C432
	IF A.25/57 AND A.25/142 THEN A ELSE N/A
	-- TSPC_AddInfo_SpeechHandset AND TSPC_AddInfo_Rel4_Acoustic

	C433
	IF A.25/57 AND NOT A.25/142 THEN A ELSE N/A
	-- TSPC_AddInfo_SpeechHandset AND NOT TSPC_AddInfo_Rel4_Acoustic

	C434
	IF A.25/79 AND (A.25/132 OR A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_full_rate_version_3 AND (TSPC_Improv_RX_perform OR TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C435
	IF A.25/112 AND (A.25/132 OR A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_half_rate_version_3 AND (TSPC_Improv_RX_perform OR TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C436
	IF A.25/137 AND (A.25/132 OR A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_TCH_WFS AND (TSPC_Improv_RX_perform OR TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C437
	IF A.25/67 AND A.5/29 THEN A ELSE N/A
	-- TSPC_AddInfo_VBS_Originating AND TSPC_Serv_UTDI 

	C438
	IF A.25/70 AND A.5/29 THEN A ELSE N/A
	-- TSPC_AddInfo_VGCS_Originating AND TSPC_Serv_UTDI 

	C439
	IF A.25/67 AND A.5/30 THEN A ELSE N/A
	-- TSPC_AddInfo_VBS_Originating AND TSPC_Serv_Compr_UTDI 

	C440
	IF A.25/70 AND A.5/30 THEN A ELSE N/A
	-- TSPC_AddInfo_VGCS_Originating AND TSPC_Serv_Compr_UTDI 

	C441
	IF A.2/62 AND A.2/81 THEN A ELSE N/A
	-- TSPC_DTM_GPRS AND TSPC_Enhanced_DTM_CS

	C442
	IF (A.25/119 OR A.25/146 OR A.25/147) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_DST OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_Universal_Time)

	C443
	IF (A.25/145 OR A.25/144) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_Short_Name OR TSPC_NITZ_Full_Name)

	C444
	IF A.2/59 AND NOT (A.2/94) AND A.5/37 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS AND TSPC_MOLR_POS

	C445
	IF A.2/60 AND NOT (A.2/95) AND A.5/37 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS AND TSPC_MOLR_POS

	C446
	IF A.2/59 AND NOT (A.2/94) AND A.5/38 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS AND TSPC_MOLR_3RD

	C447
	IF A.2/60 AND NOT (A.2/95) AND A.5/38 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS AND TSPC_MOLR_3RD

	C448
	IF A.2/41 AND A.25/141 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_DARP_Phase2

	C449
	IF A.2/42 AND A.25/141 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_DARP_Phase2

	C450
	IF A.25/19 AND A.5/23 THEN A ELSE N/A
	-- TSPC_Addinfo_MTsvc AND TSPC_Serv_SS_UUS

	C451
	IF A.25/2 AND A.25/141 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 AND TSPC_DARP_Phase2

	C452
	Void
	

	C453
	IF A.25/79 AND A.25/113 AND A.25/141 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_DARP_Phase2

	C454
	IF A.25/112 AND A.25/113 AND A.25/141 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_DARP_Phase2

	C455
	IF (A.1/15 AND A.25/26) AND NOT A.1/22 THEN A ELSE N/A
	-- (TSPC_Type_HSCSD_Multislot AND TSPC_Addinfo_CCprotocol_oneBC) AND NOT TSPC_Type_Multislot_Class1

	C456
	IF A.2/41 AND A.25/2  THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_Full_rate_version_1

	C457
	IF A.5/20 OR A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_SS_unstruct OR TSPC_Addinfo_CCprotocol_oneBC

	C458
	IF A.25/97 AND A.25/26 THEN A ELSE N/A
	-- TSPC_AddInfo_MultSMsameRR AND TSPC_Addinfo_CCprotocol_oneBC

	C459
	IF A.2/41 AND (A.2/47 OR A.2/48) AND A.25/19 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_operation_mode_A OR TSPC_operation_mode_B) AND TSPC_AddInfo_MTsvc

	C460
	IF A.2/59 AND NOT (A.2/94) AND A.5/39 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS AND TSPC_MTLR_LCS_PRIV_NOTIF

	C461
	IF A.2/60 AND NOT (A.2/95) AND A.5/39 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS  AND TSPC_MTLR_LCS_PRIV_NOTIF

	C462
	IF (A.25/2 OR A.25/3) AND A.5/9 THEN A ELSE N/A
	-- (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) AND TSPC_Serv_SS_CW 

	C463
	IF A.2/41 AND A.2/82 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_PS_Handover

	C464
	IF A.25/26 AND (A.3/1 OR A.3/2 OR A.4/20 OR A.4/21) THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND (TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81)

	C465
	IF A.2/59 AND NOT (A.2/94) AND A.5/40 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS AND TSPC_MOLR_ASSIS

	C466
	IF A.25/149 THEN A ELSE N/A
	-- TSPC_Repeated_FACCH

	C467
	IF (A.25/137 OR A.25/133) THEN A ELSE N/A
	-- TSPC_TCH_WFS OR TSPC_O-TCH_WFS

	C468
	IF A.2/84 THEN A ELSE N/A
	-- TSPC_Latency_Reductions

	C469
	IF A.5/20 AND A.25/19 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_SS_unstruct AND TSPC_AddInfo_MTsvc AND  TSPC_Addinfo_CCprotocol_oneBC

	C470
	IF (A.25/57 AND A.25/142) AND (NOT A.25/150) AND (NOT A.25/108) AND (NOT A.25/78) THEN A ELSE N/A
	-- (TSPC_AddInfo_SpeechHandset AND TSPC_AddInfo_Rel4_Acoustic) AND (NOT TSPC_AddInfo_HATS) AND (NOT TSPC_AddInfo_Ear_type33) AND (NOT TSPC_AddInfo_Ear_type34)

	C471
	IF A.25/57 and A.25/150 THEN A ELSE N/A
	-- TSPC_AddInfo_SpeechHandset AND TSPC_AddInfo_HATS

	C472
	IF A.2/85  THEN A ELSE N/A
	-- TSPC_Downlink_DualCarrier

	C473
	IF (A.25/41 OR A.25/42) AND A2/20 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_Feat_AD

	C474
	IF (A.1/18 OR A.1/55) AND (A.1/1 OR A.1/2 OR A.1/4) THEN A ELSE N/A
	-- (TSPC_Type_PCS_Band OR TSPC_Type_GSM_850_Band) AND (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_P_Band OR TSPC_Type_DCS_Band)

	C475
	IF A.2/81 AND A.2/84 THEN A ELSE N/A
	-- TSPC_Enhanced_DTM_CS AND TSPC_Latency_Reductions

	C476
	IF A.2/84 AND A.2/70 AND (A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A.1/168 OR A.1/169 OR A.1/173 OR A.1/174 OR A.1/178 OR A.1/179 OR A.1/180) THEN A ELSE N/A
	-- TSPC_Latency_Reductions AND TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_EGPRS_Multislot_Class14 OR...OR TSPC_Type_EGPRS_Multislot_Class18 OR TSPC_Type_EGPRS_Multislot_Class21 OR...OR TSPC_Type_EGPRS_Multislot_Class23 OR TSPC_Type_EGPRS_Multislot_Class26 OR...OR TSPC_Type_EGPRS_Multislot_Class29 OR

TSPC_Type_EGPRS_Multislot_Class33 OR
TSPC_Type_EGPRS_Multislot_Class34 OR
TSPC_Type_EGPRS_Multislot_Class38 OR
TSPC_Type_EGPRS_Multislot_Class39 OR TSPC_Type_EGPRS_Multislot_Class43 OR...OR TSPC_Type_EGPRS_Multislot_Class45)

	C477
	IF A.25/65 AND A.25/3 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_2 AND TSPC_AddInfo_Half_rate_version_1

	C478
	IF A.2/93 AND A.2/85 THEN A ELSE N/A
	-- TSPC_DTM_During_DLDC AND

TSPC_Downlink_DualCarrier



	C479
	IF A.2/70 AND A.2/ 85 THEN A ELSE N/A
	-- TSPC_Extended_Dynamic_Allocation  AND TSPC_Downlink_DualCarrier

	C480
	IF A.2/84 AND A.2/85 THEN A ELSE N/A
	-- TSPC_Latency_Reductions AND

TSPC_Downlink_DualCarrier



	C481
	IF A.2/69 AND A.2/85 THEN A ELSE N/A
	-- TSPC_DTM_EGPRS AND

TSPC_Latency_Reductions 



	C482
	IF A.2/41 AND A.2/88 THEN A ELSE N/A
	-- TSPC_GPRS  AND TSPC_Feat_GEA4

	C483
	IF A.2/41 AND A.1/56 AND A.2/86 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Type_UTRAN AND TSPC_UEA2_UIA2

	C484
	IF (A.2/86 AND A.1/56 AND A.27/1 AND (A.25/2 OR A.25/3 OR A.25/65 OR A.25/79) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	--TSPC_UEA2_UIA2 AND TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1  OR TSPC_AddInfo_Full_rate_version_2  OR TSPC_AddInfo_Full_rate_version_3) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C485
	IF A.2/41 AND A.1/56 AND A.2/86 AND A.2/88 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Type_UTRAN AND TSPC_UEA2_UIA2 AND TSPC_Feat_GEA4

	C486
	IF (A.2/87 AND A.2/86 AND A.1/56 AND A.27/1 AND (A.25/2 OR A.25/3 OR A.25/65 OR A.25/79) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	--TSPC_UEA2_UIA2 AND TSPC_Feat_A54 AND TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1  OR TSPC_AddInfo_Full_rate_version_2  OR TSPC_AddInfo_Full_rate_version_3) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C487
	IF A.2/89 THEN A ELSE N/A
	-- TSPC_EGPRS2A

	C488
	IF A.2/81 AND A.2/89 THEN A ELSE N/A
	-- TSPC_Latency_Reductions AND TSPC_EGPRS2A



	C489
	void
	

	C490
	IF A.2/92 THEN A ELSE N/A
	-- TSPC_eCallCapableMS 



	C491
	IF (A.1/56 AND A.1/64 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN_TDD AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_AddInfo_Full_rate_version_1 AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C492
	IF A.2/89 AND (A.25/60 OR A.25/148) THEN A ELSE N/A
	-- TSPC_EGPRS2A AND (TSPC_AddInfo_PermAntenna OR TSPC_AddInfo_TempAntenna)

	C493
	IF A.1/89 AND A.25/104 THEN A ELSE N/A
	-- TSPC_EGPRS2A AND TSPC_AddInfo_IntegrAntenna

	C494
	IF A.2/94 OR A.2/95 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS OR TSPC_MSA_A-GANSS

	C495-1
	IF A.2/94 AND A.2/96 AND NOT (A.2/59 OR A.2/97 OR A.2/98) THEN A ELSE N/A
	-- TSPC_MSB_GANSS AND TSPC_GLONASS AND NOT (TSPC_A-GPS_Based OR TSPC_MGPS OR TSPC_GALILEO)

	C495-2
	IF A.2/94 AND A.2/98 AND NOT (A.2/59 OR A.2/96 OR A.2/97) THEN A ELSE N/A
	-- TSPC_MSB_GANSS AND TSPC_GALILEO AND NOT (TSPC_A-GPS_Based OR TSPC_GLONASS OR TSPC_MGPS)

	C495-3
	IF A.2/94 AND A.2/97 AND A.2/59 AND NOT (A.2/96 OR A.2/98) THEN A ELSE N/A
	-- TSPC_MSB_GANSS AND TSPC_MGPS AND TSPC_A-GPS_Based AND NOT (TSPC_GLONASS OR TSPC_GALILEO)

	C495-4
	IF A.2/94 AND A.2/96 AND A.2/59 AND NOT (A.2/97 OR A.2/98) THEN A ELSE N/A
	-- TSPC_MSB_GANSS AND TSPC_GLONASS AND TSPC_A-GPS_Based AND NOT (TSPC_MGPS OR TSPC_GALILEO)

	C496-1
	IF A.2/95 AND A.2/96 AND NOT (A.2/60 OR A.2/97 OR A.2/98) THEN A ELSE N/A
	-- TSPC_MSA_GANSS AND TSPC_GLONASS AND NOT (TSPC_A-GPS_Assist OR TSPC_MGPS OR TSPC_GALILEO)

	C496-2
	IF A.2/95 AND A.2/98 AND NOT (A.2/60 OR A.2/96 OR A.2/97) THEN A ELSE N/A
	-- TSPC_MSA_GANSS AND TSPC_GALILEO AND NOT (TSPC_A-GPS_Assist OR TSPC_GLONASS OR TSPC_MGPS)

	C496-3
	IF A.2/95 AND A.2/97 AND A.2/60 AND NOT (A.2/96 OR A.2/98) THEN A ELSE N/A
	-- TSPC_MSA_GANSS AND TSPC_MGPS AND TSPC_A-GPS_Assist AND NOT (TSPC_GLONASS OR TSPC_GALILEO)

	C496-4
	IF A.2/95 AND A.2/96 AND A.2/60 AND NOT (A.2/97 OR A.2/98) THEN A ELSE N/A
	-- TSPC_MSA_GANSS AND TSPC_GLONASS AND TSPC_A-GPS_Assist AND NOT (TSPC_MGPS OR TSPC_GALILEO)

	C497-1
	IF A.2/96 AND NOT (A.2/59 OR A.2/60) AND NOT (A.2/97 OR A.2/98) THEN A ELSE N/A
	-- TSPC_GLONASS AND NOT (TSPC_A-GPS_Based OR TSPC_MSA_A-GPS_Assist) AND NOT (TSPC_MGPS OR TSPC_GALILEO)

	C497-2
	IF A.2/98 AND NOT (A.2/59 OR A.2/60) AND NOT (A.2/96 OR A.2/97) THEN A ELSE N/A
	-- TSPC_GALILEO AND NOT (TSPC_A-GPS_Based OR TSPC_MSA_A-GPS_Assist) AND NOT (TSPC_GLONASS OR TSPC_MGPS)

	C497-3
	IF A.2/97 AND (A.2/59 OR A.2/60) AND NOT (A.2/96 OR A.2/98) THEN A ELSE N/A
	-- TSPC_MGPS AND (TSPC_A-GPS_Based OR TSPC_MSA_A-GPS_Assist) AND NOT (TSPC_GLONASS OR TSPC_GALILEO)

	C497-4
	IF A.2/96 AND (A.2/59 OR A.2/60) AND NOT (A.2/97 OR A.2/98) THEN A ELSE N/A
	-- TSPC_GLONASS AND (TSPC_A-GPS_Based OR TSPC_MSA_A-GPS_Assist) AND NOT (TSPC_MGPS OR TSPC_GALILEO)

	C498-1
	IF A.2/96 AND NOT (A.2/59 OR A.2/60) AND NOT (A.2/97 OR A.2/98) AND A.2/74 THEN A ELSE N/A
	-- TSPC_GLONASS AND NOT (TSPC_A-GPS_Based OR TSPC_MSA_A-GPS_Assist) AND NOT (TSPC_MGPS OR TSPC_GALILEO) AND TSPC_Fine_Time_Assist

	C498-2
	IF A.2/98 AND NOT (A.2/59 OR A.2/60) AND NOT (A.2/96 OR A.2/97) AND A.2/74 THEN A ELSE N/A
	-- TSPC_GALILEO AND NOT (TSPC_A-GPS_Based OR TSPC_MSA_A-GPS_Assist) AND NOT (TSPC_GLONASS OR TSPC_MGPS) AND TSPC_Fine_Time_Assist

	C498-3
	IF A.2/97 AND (A.2/59 OR A.2/60) AND NOT (A.2/96 OR A.2/98) AND A.2/74 THEN A ELSE N/A
	-- TSPC_MGPS AND (TSPC_A-GPS_Based OR TSPC_MSA_A-GPS_Assist) AND NOT (TSPC_GLONASS OR TSPC_GALILEO) AND TSPC_Fine_Time_Assist

	C498-4
	IF A.2/96 AND (A.2/59 OR A.2/60) AND NOT (A.2/97 OR A.2/98) AND A.2/74 THEN A ELSE N/A
	-- TSPC_GLONASS AND (TSPC_A-GPS_Based OR TSPC_MSA_A-GPS_Assist) AND NOT (TSPC_MGPS OR TSPC_GALILEO) AND TSPC_Fine_Time_Assist

	C499
	IF A.2/101 THEN A ELSE N/A
	-- TSPC_EGAN

	C500
	IF A.2/101 AND A.2/71 THEN A ELSE N/A
	-- TSPC_EGAN AND TSPC_GAN

	C501
	IF A.2/101 AND NOT A.2/71 THEN A ELSE N/A
	-- TSPC_EGAN AND NOT TSPC_GAN

	C502
	IF A.2/99 THEN A ELSE N/A
	-- TSPC_CS_EGAN

	C503
	IF A.2/100 THEN A ELSE N/A
	-- TSPC_PS_EGAN

	C504
	IF A.1/64 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183) THEN A ELSE N/A
	-- TSPC_Type_UTRAN_TDD AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C505
	IF A.1/199 THEN A ELSE N/A
	TSPC_Type_EGPRS_16QAM_uplink

	C506
	IF (A.2/94 OR A.2/95) AND A.5/39 THEN A ELSE N/A
	-- (TSPC_MSB_A-GANSS OR TSPC_MSA_A-GANSS) AND TSPC_MTLR_LCS_PRIV_NOTIF

	C507
	VOID
	

	C508
	IF A.25/166 THEN A ELSE N/A
	-- TSPC_UMTS_AKA

	C509
	IF A.25/166 AND A.2/41THEN A ELSE N/A
	-- TSPC_UMTS_AKA AND TSPC_GPRS

	C510
	IF A.25/20 AND (A.3/1 OR A.3/7) THEN A ELSE N/A 
	-- TSPC_Addinfo_MOsvc AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	C511
	IF (A.2/94 AND A.2/96 AND NOT (A.2/59 OR A.2/97 OR A.2/98)) AND A.5/40 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_GLONASS AND NOT (TSPC_A-GPS_Based OR TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_ASSIS

	C512
	IF (A.2/94 AND A.2/98 AND NOT (A.2/59 OR A.2/96 OR A.2/97)) AND A.5/40 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_GALILEO AND NOT (TSPC_A-GPS_Based OR TSPC_GLONASS OR TSPC_MGPS)) AND TSPC_MOLR_ASSIS

	C513
	IF (A.2/94 AND A.2/97 AND A.2/59 AND NOT (A.2/96 OR A.2/98)) AND A.5/40 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_MGPS AND TSPC_A-GPS_Based AND NOT (TSPC_GLONASS OR TSPC_GALILEO)) AND TSPC_MOLR_ASSIS

	C514
	IF (A.2/94 AND A.2/96 AND A.2/59 AND NOT (A.2/97 OR A.2/98)) AND A.5/40 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_GLONASS AND TSPC_A-GPS_Based AND NOT (TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_ASSIS

	C515
	IF (A.2/94 AND A.2/96 AND NOT (A.2/59 OR A.2/97 OR A.2/98)) AND A.5/37 THEN A ELSE N/A
	(TSPC_MSB_GANSS AND TSPC_GLONASS AND NOT (TSPC_A-GPS_Based OR TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_POS

	C516
	IF (A.2/94 AND A.2/98 AND NOT (A.2/59 OR A.2/96 OR A.2/97)) AND A.5/37 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_GALILEO AND NOT (TSPC_A-GPS_Based OR TSPC_GLONASS OR TSPC_MGPS)) AND TSPC_MOLR_POS

	C517
	IF(A.2/94 AND A.2/97 AND A.2/59 AND NOT (A.2/96 OR A.2/98)) AND A.5/37 THEN A ELSE N/A
	--(TSPC_MSB_GANSS AND TSPC_MGPS AND TSPC_A-GPS_Based AND NOT (TSPC_GLONASS OR TSPC_GALILEO)) AND TSPC_MOLR_POS

	C518
	IF (A.2/94 AND A.2/96 AND A.2/59 AND NOT (A.2/97 OR A.2/98)) AND A.5/37 THEN A ELSE N/A
	--(TSPC_MSB_GANSS AND TSPC_GLONASS AND TSPC_A-GPS_Based AND NOT (TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_POS

	C519
	Void
	

	C520
	IF A.2/95 AND (NOT (A.2/98) OR NOT (A.2/60)) AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND (NOT TSPC_GALILEO OR NOT TSPC_A-GPS_Assist) AND TSPC_MOLR_POS

	C521
	IF A.2/95 AND A.25/167 AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND TSPC_A-GNSS_Data_Reset AND TSPC_MOLR_POS

	C522
	IF A.2/95 AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND TSPC_MOLR_POS

	C523
	IF A.2/94 AND (NOT (A.2/98) OR NOT (A.2/59)) THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS AND (NOT TSPC_GALILEO OR NOT TSPC_A-GPS_Based)

	C524
	IF A.2/94 AND A.25/167 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS AND TSPC_A-GNSS_Data_Reset

	C525
	IF A.2/94 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS

	C526
	IF A.25/139 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Repeated_SACCH AND TSPC_Addinfo_CCprotocol_oneBC

	C527
	IF A.2/114 THEN A ELSE N/A
	-- TSPC_EGPRS2A_UL

	C528
	IF A.2/121 OR A.2/122 THEN A ELSE N/A
	-- TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2

	C529
	IF A.25/26 AND A.2/17 AND A.2/87 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_Feat_A51 AND TSPC_Feat_A54

	C530
	IF A.2/17 AND A.2/87 THEN A ELSE N/A
	-- TSPC_Feat_A51 AND TSPC_Feat_A54

	C531
	IF A.25/65 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_2 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	C532
	IF A.25/79 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	C533
	IF A.25/3 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_1 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	C534
	IF A.25/112 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	C535
	IF A.25/112 AND A.25/65 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AddInfo_Full_rate_version_2 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	C536
	IF A.25/112 AND A.25/79 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AddInfo_Full_rate_version_3 AND (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2)

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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