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Optimisation for absent parameters in p2p message
1 Introduction
In the last meeting, the sourcing company proposed to optimize the activation of absent parameters in measurement information and packet measurement order message. This contribution aims to clarify the background and discuss the details of the proposed optimization.
2 Background
In 45.008 sec 9, note7 (introduced by CR [1] in Rel-6, see Annex for information) said:
NOTE 7:
In case an optional parameter is not included in a point-to-point signalling message, the default value of that parameter shall replace any previously broadcast value, where applicable.

And in 45.008 sec 10.4, a similar note said:

NOTE 2:
In case an optional parameter is not included in a point-to-point signalling message, the default value of that parameter shall replace any previously broadcast value, where applicable.

According to these notes, it means in Measurement Information or Packet measurement order, if these optional parameters are not included, default values in section 9 and 10.4 in 45.008 will be activated due to the absence of these optional parameters. Optional parameters are listed in Annex table 1 and table 2 for MI and PMO respectively.
Disadvantage exists if NOTE 7 is applied. The disadvantage is the network has to include all these optional parameters in PMO or MI even these parameters are included in broadcasted SI message to avoid activating default values. Moreover, if the network wants to change one individual parameter to an MS but keep all other parameters unchanged as signalled on BCCH, the network shall also include all the optional parameters in dedicated message to avoid the activation of default values. This will waste a lot of signaling resources.
For example, most parameters in following table are explicitly broadcasted on BCCH to avoid the activation of default values. When the MS is dedicated mode or packet transfer mode, the network wants to change FDD_REPORTING_THRESHOLD, the network has to include all these optional parameters in MI to avoid the activation of default values. This will burden the signalling and the probability of PMO segmentation is very high.
3 Proposed optimisation
For mobile stations supporting point to point parameter optimisation, to avoid sending a lot of broadcasted parameters in a point-to-point signalling message, i.e. to save signalling bandwidth or potential segmentation of MI/PMO:

· the broadcasted value of that parameter not included in point to point message shall replace any previous value explicitly received in point to point message. If that parameter is not included in either point to point message or broadcasting system information, default value shall be applied for that parameter.
The network needs to identify this new type of MS which supporting to use broadcasted value in stead of default values for the absent parameters in MI or PMO. Therefore, the MS should report this capability in Classmark 3 and MS RAC. 
4 Conclusion
It is proposed to consider following optimisation to save ptp signalling resource:
Proposal: For mobile stations supporting point to point parameter optimisation, the broadcasted value of that parameter not included in point to point message shall replace any previous value explicitly received in point to point message. If that parameter is not included in either point to point message or broadcasting system information, default value shall be applied for that parameter.
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2. Optional parameters in MI are as following, and these optional parameters are also broadcasted on BCCH.
Table 1 Optional parameters in MI
	MULTIBAND_REPORTING
	Indication of the number of cells to be reported for each band in multiband operation.
	0‑3
	2
	BCCH D/L

SACCH D/L

	REPORT_TYPE
	Indicates which report type the MS shall use,
0 = enhanced, 1 = normal

Default value = normal
	0/1
	1
	BCCH D/L

SACCH D/L

	XXX_MULTIRAT_REPORTING
	The number of cells from the access technology/mode XXX (one or more) that shall be included in the list of strongest cells or in the measurement report.
	0-3
	2
	BCCH D/L 

SACCH D/L

	SERVING_BAND_REPORTING
	The number of cells from the GSM serving frequency band that shall be included in the list of strongest cells or in the measurement report.

Default value = 3
	0-3
	2
	BCCH D/L 

SACCH D/L

	XXX_REPORTING_THRESHOLD
	Apply priority reporting if the reported value is above threshold for GSM frequency band or access technology/mode XXX (one or more), 
0, 6, … , 36, ( (never).

Default value = always.
	0-7
	3
	BCCH D/L

SACCH D/L

	FDD_REPORTING_THRESHOLD_2
	Reporting threshold for the CPICH parameter (Ec/No or RSCP) that is not reported according to FDD_REP_QUANT.

Default value = 0 (disabled)
	0-63
	6
	BCCH/D/L

SACCH D/L

	XXX_REPORTING_OFFSET
	Apply an offset to the reported value when prioritising the cells for reporting for GSM frequency band or access technology/mode XXX (one or more), 
0, 6, … , 42.
Default value = 0.
	0-7
	3
	BCCH D/L

SACCH D/L

	FDD_REP_QUANT
	Indicates the reporting quantity for UTRAN FDD cells,
0 = RSCP, 1 = Ec/No
	0/1
	1
	BCCH D/L 

SACCH D/L

	E-UTRAN_REP_QUANT
	Indicates the reporting quantity for
E-UTRAN cells,
0 = RSRP, 1 = RSRQ
	0/1
	1
	BCCH D/L 

SACCH D/L

	E-UTRAN_FDD_REPORTING_THRESHOLD_2
	Reporting threshold for the parameter (RSRP or RSRQ) that is not reported according to
E-UTRAN_REP_QUANT.

Default value = 0 (disabled)
	0-63
	6
	BCCH/D/L

SACCH D/L

	E‑UTRAN_TDD_REPORTING_THRESHOLD_2
	Reporting threshold for the parameter (RSRP or RSRQ) that is not reported according to
E-UTRAN_REP_QUANT.

Default value = 0 (disabled)
	0-63
	6
	BCCH/D/L

SACCH D/L

	E‑UTRAN_FDD_MEASUREMENT_REPORT_OFFSET
	Apply measurement reporting if the measured value is above the parameter, which is also used in the calculation of the value of the quantity (RSRP or RSRQ) that is reported according to
E-UTRAN_REP_QUANT, when 3-bit reporting is used.

For RSRP the mapping is as follows:

0 = -140 dBm, 1 = -139 dBm, 2 = -138 dBm, …, 62 = -78 dBm, 63 = -77 dBm.

For RSRQ the mapping is as follows:

0 = -19.5 dB, 1 = -19 dB, 2 = -18.5 dB, …, 29 = -4 dB, 30 = -3.5 dB.

Default value = 0.
	0-63
	6
	BCCH/D/L

SACCH D/L

	E‑UTRAN_TDD_MEASUREMENT_REPORT_OFFSET
	Apply measurement reporting if the measured value is above the parameter, which is alsoused in the calculation of the value of the quantity (RSRP or RSRQ) that is reported according to
E-UTRAN_REP_QUANT, when 3-bit reporting is used.

For RSRP the mapping is as follows:

0 = -140 dBm, 1 = -139 dBm, 2 = -138 dBm, …, 62 = -78 dBm, 63 = -77 dBm.

For RSRQ the mapping is as follows:

0 = -19.5 dB, 1 = -19 dB, 2 = -18.5 dB, …, 29 = -4 dB, 30 = -3.5 dB.

Default value = 0.
	0-63
	6
	BCCH/D/L

SACCH D/L

	REPORTING_GRANULARITY
	Signals whether fine or coarse granularity is used in 3-bit reporting.

For RSRP: 0 = 2 dB step size, 1 = 3 dB step size; for RSRQ: 0 = 1 dB step size, 1 = 2 dB step size).

Default value = 0.
	0/1
	1
	BCCH/D/L

SACCH D/L

	UTRAN_CSG_FDD_REPORTING_THRESHOLD
	Reporting threshold for the reported value (Ec/No) for UTRAN FDD CSG cells,

0, 6, … , 36, ( (never).

Default value = same as the value of FDD_REPORTING_THRESHOLD if signalled and if FDD_REP_QUANT = 1; otherwise 4 (-12.5 dB ≤ CPICH Ec/Io <  -12 dB).
	0-7
	3
	BCCH/D/L

SACCH D/L

	UTRAN_CSG_FDD_REPORTING_THRESHOLD_2
	Reporting threshold for the non-reported value (RSCP) for UTRAN FDD CSG cells,

Default value = same as the value of FDD_REPORTING_THRESHOLD_2 if signalled and if FDD_REP_QUANT = 1; otherwise 6 (‑110 dBm ≤ CPICH RSCP < ‑109 dBm).
	0-63
	6
	BCCH/D/L

SACCH D/L

	UTRAN_CSG_TDD_REPORTING_THRESHOLD
	Reporting threshold for the reported value (RSCP) for UTRAN TDD CSG cells,

0, 6, … , 36, ( (never).

Default value = same as the value of TDD_REPORTING_THRESHOLD if signalled; otherwise 0.
	0-7
	3
	BCCH/D/L

SACCH D/L


3. Optional parameters in PMO are as following, and these optional parameters are also broadcasted on BCCH.
Table 2 Optional parameters in PMO
	Qsearch_P
	Search for 3G cells if signal level below threshold (0-7): 
- 98, - 94, … , - 74 dBm,  (always) 
or above threshold (8-15):
- 78, - 74, … , - 54 dBm,  (never).
Default value =  (never).
	0-15
	4
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)
(See note 1)

	FDD_Qmin
	A minimum threshold for Ec/No for UTRAN FDD cell re-selection,
0= -20dB, 1= -6dB, 2= -18dB, 3= -8dB, 4= -16dB, 5= -10dB, 6= -14dB, 7= -12dB.
Default value= -12dB.
	0-7
	3
	PBCCH D/L

	FDD_Qmin_Offset
	Applies an offset to FDD_Qmin value,
0 = 0 dB, 1 = 2 dB, 2 = 4 dB, 3 = 6 dB, 4 = 8 dB, 5 = 10 dB, 6 = 12 dB, 7 = 14 dB.
Default value = 0 dB. 
	0-7
	3
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	FDD_RSCPmin
	A minimum threshold of RSCP for UTRAN FDD cell re-selection,
0 = -114 dBm, 1 = -112 dBm, 2 = -110 dBm, 3 = -108 dBm, 4 = -106 dBm, 5 = -104 dBm, 6 = -102 dBm, 7 = -100 dBm, 8 = -98 dBm, 9 = -96 dBm, 10 = -94 dBm, 11 = -92 dBm, 12 = -90 dBm, 13 = -88 dBm, 14 = -86 dBm, 15 = -84 dBm.
Default value = -102 dBm.
	0-15
	4
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	SERVING_BAND_REPORTING
	The number of cells from the GSM serving frequency band that shall be included in the measurement report.
Default value = 3
	0-3
	2
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	REPORT_TYPE
	Indicates which report type the MS shall use,
0 = enhanced, 1 = normal.
Default value = normal.
	0/1
	1
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	REP_PRIORITY
	Indicates the reporting priority per cell, 
0 = normal, 1 = high
Default value = normal
	0/1
	1
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	XXX_REPORTING_THRESHOLD
	Apply priority reporting if the reported value is above threshold for GSM frequency band or access technology/mode XXX (one or more), 
0, 6, … , -36,  (never).
Default value = always.
	0-7
	3
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	FDD_REPORTING_THRESHOLD_2
	Reporting threshold for the CPICH parameter (Ec/No or RSCP) that is not reported according to FDD_REP_QUANT.
Default value = 0 (disabled)
	0-63
	6
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)

	XXX_REPORTING_OFFSET
	Apply an offset to the reported value when prioritising the cells for reporting for GSM frequency band or access technology/mode XXX (one or more), 0, 6, … , 42.
Default value = 0.
	0-7
	3
	PBCCH D/L
PCCCH D/L
PACCH D/L
(**)
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