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14.12.1.2
FACCH – DTS-2-3

14.12.1.2.1
Definition

-------------------------------------TEXT SKIPPED-----------------------------------------
14.12.1.2a
DARP Phase 1 Signalling bearer test - FACCH – DTS-2-3 in TIGHTER configuration
14.12.1.2a.1
Definition

The DARP reference test scenarios define a set of interfering signals and corresponding performance limits.  These tests are a measure of the capability of the DARP receiver to receive a wanted modulated signal without exceeding a given degradation due to the presence of these specific unwanted modulated signals.

14.12.1.2a.2
Conformance requirement

3GPP TS 45.005 subclause 6.3.5

1. For FACCH/F, a MS indicating support for TIGHTER Capability shall fulfill the additional requirements in table 2ae for wanted signals on GMSK modulated channels for the DTS-2/3 test conditions defined in annex L. The reference performance shall be:

· For signalling channels (FACCH/F, FACCH/H, SDCCH)       FER:    ( 5 %

2. The values in table 2ae are given as the C/I1 ratio, where C is the power level of the wanted signal and I1 is the power level of the dominant co-channel interferer (Co-channel 1, see annex L).In addition for speech channels the residual class Ib BER and residual class II BER performance shall not exceed the specified values in table 2ae corresponding interference ratio C/I1. 

14.12.1.2a.3
Test purpose

To verify that the MS does not exceed the first conformance requirement for FACCH/F under propagation condition TUhigh with an allowance for the statistical significance of the test.

To verify that the MS does not exceed the second conformance requirement for FACCH/F under propagation condition TUhigh with an allowance for the statistical significance of the test.

14.12.1.2a.4
Method of test

14.12.1.2a.4.1
Initial conditions

A call is set up according to the generic call set up procedure on a TCH/F with an ARFCN in the mid ARFCN range. The power control level set to maximum power. RADIO_LINK_TIMEOUT is set to maximum.

The SS transmits Standard Test Signal C1 on the traffic channel (wanted signal).

14.12.1.2a.4.2
Procedure

a)
In addition to the wanted signal, the SS produces a further four interfering signals to produce scenario DTS-2.


A signal of type I1 using the same ARFCN as C1, with fading characteristics of TUHigh, and signal level of  -80 dBm. 


A signal of type I1 using the same ARFCN as C1, with fading characteristics of TUHigh, and signal level of  -90 dBm. 


A signal of type I1 using an ARFCN one higher than C1, with fading characteristics of TUHigh, and signal level of  -77 dBm. 


A signal of type I3 using the same ARFCN as C1, and signal level of  -97 dBm.

b)
The SS sets the level of the wanted signal to that indicated by Clev in table 14.12.1.2a.4.3-2 (GSM 900 / 850) and table 14.12.1.2a.4.3-4 (DCS 1800 / 1900).

c)
The SS sends a Layer 3 message which does not require a Layer 3 response from the MS. Each repeated L2 frame indicates a frame erasure event.

d)
The SS determines the number of frame erasure events during at least the minimum number of samples of FACCH/F frames.

NOTE:
These frames will not be consecutive but it is expected that the statistical significance of the tests will not be unduly degraded.

e)
The SS discontinues all interfering signals.

f)
In addition to the wanted signal, the SS produces a further four interfering signals to produce scenario DTS-3.


A signal of type I4 using the same ARFCN as C1, with fading characteristics of TUHigh, and signal level of  -80 dBm. 


A signal of type I1 using the same ARFCN as C1, with fading characteristics of TUHigh, and signal level of  -90 dBm. 


A signal of type I1 using an ARFCN one lower than C1, with fading characteristics of TUHigh, and signal level of  -77 dBm. 


A signal of type I3 using the same ARFCN as C1, and signal level of -97 dBm. 

g)
The SS sets the level of the wanted signal to that indicated by Clev in table 14.12.1.2a.4.3-3 (GSM 900 / 850) and table 14.12.1.2a.4.3-5 (DCS 1800 / 1900).

h)
The SS sends a Layer 3 message which does not require a Layer 3 response from the MS. Each repeated L2 frame indicates a frame erasure event. 

i)
The SS determines the number of frame erasure events during at least the minimum number of samples of FACCH/F frames.

NOTE:
These frames will not be consecutive but it is expected that the statistical significance of the tests will not be unduly degraded.

14.12.1.2a.4.3
Test requirements

Testing should be performed using statistical methods that lead to an early pass/fail decision with test time significantly reduced for MS with FER/BER not on the limit. 

For more information on statistical testing of BER/BLER performance, especially the definitions of limit lines refer to Annex 6.2.

Limit checking


Before limit checking is valid the minimum test time due to fading needs to be considered:
Table 14.12.1.2a.4.3-1: Minimum test times due to TU high fading conditions

	Full Rate 50 km/h

	Frequency
	0,85
	0,9
	1,8
	1,9
	GHz

	Wavelength
	0,35
	0,33
	0,17
	0,16
	M

	min test time
	403
	380
	190
	180
	S

	
	0:06:43
	0:06:20
	0:03:10
	0:03:00
	hh:mm:ss


The error rate measured in this test shall be tested according to the values given in tables 14.12.1.2a.4.3-2 to 14.12.1.2a.4.3-5.

Table 14.12.1.2a.4.3-2: Statistical test limits for FACCH/F DARP DTS-2 (GSM 900 / 850)

	DTS-2


	
	Clev (dBm)
	Samples per second
	Orig. BER requirement
	Derived test limit
	Target number of samples
	Target test time (s)
	Target test time (hh:mm:ss)

	FACCH/F
	Frames
	-74.5
	5
	0,050000
	0,061700
	5592
	1119
	00:18:39


Table 14.12.1.2a.4.3-3: Statistical test limits for FACCH/F DARP DTS-3 (GSM 900 / 850)

	DTS-3


	
	Clev (dBm)
	Samples per second
	Orig. BER requirement
	Derived test limit
	Target number of samples
	Target test time (s)
	Target test time (hh:mm:ss)

	FACCH/F
	Frames
	-73.0
	5
	0,050000
	0,061700
	5592
	1119
	00:18:39


Table 14.12.1.2a.4.3-4: Statistical test limits for FACCH/F DARP DTS-2 (DCS 1800 / 1900)

	DTS-2


	
	Clev (dBm)
	Samples per second
	Orig. BER requirement
	Derived test limit
	Target number of samples
	Target test time (s)
	Target test time (hh:mm:ss)

	FACCH/F
	Frames
	-75.0
	5
	0,050000
	0,061700
	5592
	1119
	00:18:39


Table 14.12.1.2a.4.3-5: Statistical test limits for FACCH/F DARP DTS-3 (DCS 1800 / 1900)

	DTS-3


	
	Clev (dBm)
	Samples per second
	Orig. BER requirement
	Derived test limit
	Target number of samples
	Target test time (s)
	Target test time (hh:mm:ss)

	FACCH/F
	Frames
	-74.0
	5
	0,050000
	0,061700
	5592
	1119
	00:18:39
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