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	Reason for change:
(

	For steps 14 and 29, Facility Information Element with Return Result = ProcessUnstructuredSS-Data component type does not specify the values for parameters. 

	
	

	Summary of change:
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	Parameters will have Data coding scheme as default alphabet  and empty ussd string.
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	If parameters values are not specified, implementation may differ from one UE to other UE.  
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iiia) For steps 14 and 29, Facility Information Element with Return Result = ProcessUnstructuredSS-Data component type as defined in 3GPP TS 04.80 subclause 3.6.1 table 3.4.

	Contents
	Value/remark

	Facility IE identifier
	As 3GPP TS 04.08 / 3GPP TS 24.008

	Length of FIE contents
	

	Component type tag
	ReturnResult from 3GPP TS 04.80

	Component length
	

	InvokeID tag
	From 3GPP TS 04.80

	Invoke ID length
	1

	Invoke ID
	The same as the invoke of the ProcessUnstructuredSS- Data

	Sequence Tag
	As 3GPP TS 04.80 / 3GPP TS 24.080 Table 3.4

	Sequence length
	As 3GPP TS 04.80 / 3GPP TS 24.080 Table 3.4

	Operation Code Tag
	As 3GPP TS 04.80 / 3GPP TS 24.080 Table 3.4

	Operation Code Length
	As 3GPP TS 04.80 / 3GPP TS 24.080 Table 3.4

	Operation Code
	ProcessUnstructuredSS-Data

	Parameters


	
ussd-dataCodingScheme (1 octet long) Alphabet indicator set to "default alphabet". Language indicator set to "undefined".

Ussd-string set to empty.
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