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	Reason for change:
(

	TCs using LLC Acknowledged Mode are not applicable any more for Rel-8 and later releases.


	
	

	Summary of change:
(

	Following affected test cases have been made not applicable from Rel-8 and onwards in Table B.1: Applicability of tests:
- 43.1.2.3

- 46.2.2.4.3
- 46.2.2.1.6
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	Rel-8 behaviour is not taken into account in the test cases
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	Other comments:
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	This CR applies to R97 and later MS.


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


Skip in table
	43.1.2.2
	Acknowledged mode/Downlink TBF/Receive window state variable V(Q)
	R97
	All GPRS MS
	
	C215
	
	

	43.1.2.3
	Acknowledged mode/Downlink TBF/Re-assembly of RLC data blocks
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	43.1.2.4
	Acknowledged mode/Downlink TBF/Re-assembly/Length Indicator
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	


Skip in table

	46.2.2.1.5
	Reset indication during acknowledged mode
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.1.6
	Inter SGSN (with NAS container / new Routing Area / SGSN indicated Reset) PS Handover / Synchronized cell case / successful
	Rel-6 to Rel-7 only
	All GPRS MS supporting PS Handover
	
	C463
	
	

	46.2.2.2.1
	LLC link re-establishment on reception of SN-DATA PDU with F=0 in ack mode in the Receive First Segment state
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.2.2
	LLC link re-establishment on receiving second segment with F=1 and with different PCOMP and DCOMP values in the acknowledged mode data transfer
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.2.3
	Single segment N-PDU from MS
	R97
	All GPRS MS
	
	C215
	
	

	46.2.2.3.1
	LLC link release on receiving DM from the SS during acknowledged data transfer
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.4.1
	Response from MS on receiving XID request from the SS
	R97
	All GPRS MS
	
	C215
	TSPC_AddInfo_GPRS_Data_Compr

TSPC_AddInfo_GPRS_Header_Compr

TSPC_AddInfo_GPRS_Header_Compr_Type_RFC1144

TSPC_AddInfo_GPRS_Header_Compr_Type_RFC2507

TSPC_AddInfo_ROHC_Type_RFC3241

TSPC_AddInfo_ROHC_Type_RFC3242

TSPC_AddInfo_ROHC_Type_RFC3408

TSPC_AddInfo_ROHC_Type_RFC3095
	

	46.2.2.4.2
	Response from MS on receiving an XID request from the SS with an unassigned entity number
	R97
	All GPRS MS supporting Header Compression
	
	C336
	
	

	46.2.2.4.3
	Response from MS on receiving an XID response from the SS with unrecognised type field
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.5
	LLC link release on receiving "Invalid XID response" from the network during link establishment procedure
	R97 to Rel-7 only
	All GPRS MS
	
	C215
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