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	The MSRD for VAMOS (VAMOS III) feature has not yet been introduced in the specification.

	
	

	Summary of change:
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	The feature VAMOS III is introduced in the clause describing the VAMOS feature.
In addition to VAMOS I and VAMOS II, that are defined for VAMOS MS, one additional level (VAMOS III) is defined for MS that supports diversity reception in VAMOS mode. MS supporting this level shall indicate this capability to network so that network can efficiently multiplex such MS in VAMOS mode with other MS.
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	First and only modified section


13.2
Network and MS Support for VAMOS

A network supporting VAMOS may assign a mobile station not indicating explicit support for VAMOS on a VAMOS pair provided the training sequence assigned on the corresponding VAMOS subchannel is chosen from TSC Set 1 (see 3GPP TS 45.002).

An MS shall indicate whether or not it supports VAMOS (see 3GPP TS 24.008). For an MS supporting VAMOS, multiple levels of support are defined. An MS supporting VAMOS shall indicate the supported VAMOS level (see 3GPP TS 24.008).
· An MS supporting VAMOS I, VAMOS II or VAMOS III (see 3GPP TS 24.008) shall support the set of training sequences in TSC Set 2 in addition to TSC Set 1 (see 3GPP TS 45.002). 
· If an MS indicates support for VAMOS II or VAMOS III (see 3GPP TS 24.008) then the MS shall support the mapping of logical channels onto the physical channels as shown in table 1a of 3GPP TS 45.002. 
· An MS indicating support for VAMOS shall also indicate support for either “Downlink Advanced Receiver Performance – phase I” or “Downlink Advanced Receiver Performance – phase II”, and for “Repeated SACCH and Repeated Downlink FACCH” (see 3GPP TS 24.008). If an MS supports VAMOS III, then irrespective of whether it indicates DARP I or DARP II capability, it shall meet DARP II GMSK speech channel and associated control channel performance requirements if there is no transmission on the other subchannel.
· If at least one MS assigned to a VAMOS pair indicates explicit support for VAMOS, then the network shall use a training sequence chosen from TSC Set 1 for one of the VAMOS subchannels in the VAMOS pair and the training sequence with the same training sequence code and selected from TSC Set 2 for the other VAMOS subchannel in the VAMOS pair.
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