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================ first change ================
8a.6
PS Handover Complete procedure

The target BSS shall initiate the PS Handover Complete procedure:

-
in the case of PS Handover, on reception of the first correct RLC data block (sent in normal burst format as defined in 3GPP TS 44.060) from the MS in the target Cell;

-
in the case of DTM Handover, on receipt of an RR HANDOVER COMPLETE message on the main DCCH in the target cell (see 3GPP TS 44.018).

The target BSS shall send a PS-HANDOVER-COMPLETE PDU to the SGSN. 

From this point in time, the target BSS shall be prepared to receive uplink LLC PDUs from the corresponding MS on the allocated resources. Uplink LLC PDUs shall be sent from the target BSS to the SGSN with the TLLI received through the PS Handover Request procedure.

The target BSS supporting inter-RAT PS handover to UTRAN shall request the Inter RAT Handover Info IE from the SGSN upon successful PS handover completion in the following cases:

-
PS handover from UTRAN to GERAN; in this case the BSS shall replace the Inter RAT Handover Info received from the source RNC with the new value received from the SGSN in the PS-HANDOVER-COMPLETE-ACK PDU.

-
PS handover from GERAN A/Gb mode if it received PS-HANDOVER-REQUEST PDU with Reliable Inter RAT Handover Info IE missing or set to “0”; in this case the BSS shall replace the Inter RAT Handover Info received from the source BSS with the new value received from the SGSN in the PS-HANDOVER-COMPLETE-ACK PDU.

-
PS handover from GERAN A/Gb mode if the“INTER RAT HANDOVER INFO” is missing in the Source BSS to Target BSS container.



At reception of the PS-HANDOVER-COMPLETE PDU, the SGSN shall stop timer T14 (if running) and 

-
in case of non-optimised intra-BSS or intra-SGSN inter-BSS PS Handover, initiate the Delete BSS PFC procedure(s) towards the source BSS for each PFC corresponding to the MS in the source cell as described in sub-clause 8a.3; or

-
in case of inter-SGSN PS Handover, send a Forward Relocation Complete message to the old SGSN (see 3GPP TS 29.060). The old SGSN shall initiate a Delete BSS PFC procedure for each PFC corresponding to the MS in the source cell towards the source BSS as described in sub-clause 8a.3.
================ next change ================
10.4.33
PS-HANDOVER-COMPLETE

This PDU informs the SGSN about successful channel change for an MS.

PDU type:

PS-HANDOVER-COMPLETE

Direction:

BSS to SGSN

Table 10.4.33: PS-HANDOVER-COMPLETE PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI 
	TLLI/11.3.35 
	M
	TLV
	6

	IMSI
	IMSI/11.3.14 
	M
	TLV
	5-10

	Target Cell Identifier (note 1)
	Cell Identifier/11.3.9
	O
	TLV
	10

	Request for Inter RAT Handover Info (note 2)
	Request for Inter RAT Handover Info/11.3.106
	O
	TLV
	3

	NOTE 1:
The Target Cell Identifier IE is included only for optimised Intra-BSS PS Handover. 

NOTE 2:
This IE shall be included if the BSS supports inter-RAT PS handover to UTRAN.


================ next change ================
10.4.35
PS-HANDOVER-COMPLETE-ACK

This PDU provides to the BSS the Inter RAT Handover Info IE. It is sent only if requested by the BSS.

PDU type:

PS-HANDOVER-COMPLETE-ACK

Direction:

SGSN to BSS

Table 10.4.35: PS-HANDOVER-COMPLETE-ACK PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI 
	TLLI/11.3.35 
	M
	TLV
	6

	Inter RAT Handover Info
	Inter RAT Handover Info/11.3.94
	M (note 1)
	TLV
	3-?

	E-UTRAN Inter RAT Handover Info
	E-UTRAN Inter RAT Handover Info/11.3.104
	O (note 1)
	TLV
	3-?

	NOTE 1:
Only Inter RAT Handover Info IE shall be present in the message. E-UTRAN Inter RAT Handover Info IE was defined in an earlier version of the protocol and shall not be used.


================ last change ================
11.3.106 
Request for Inter-RAT Handover Info

The Request for Inter RAT Handover Info information element provides the request from the BSS to the SGSN for the Inter RAT Handover Info IE for UTRAN necessary for inter-RAT PS Handover procedure to UTRAN. The element coding is:

Table 11.3.106.a: Request for Inter RAT Handover Info IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator 

	octet 3
	Spare
	E-UTRAN Inter RAT Handover Info 

Req
	Inter RAT Handover Info Req


Table 11.3.106.b: "Inter RAT Handover Info Req" coding
	Coding
	Semantic

	0
	Inter RAT Handover Info not requested

	1
	Inter RAT Handover Info requested


Table 11.3.106.c: "E-UTRAN Inter RAT Handover Info Req" coding
	coding
	Semantic

	0
	E-UTRAN Inter RAT Handover Info not requested

	1
	E-UTRAN Inter RAT Handover Info requested

	NOTE:
These values were allocated in an earlier version of the protocol and shall not be used.


