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26.7.5.8.3
MM connection / follow-on request pending / test 3

26.7.5.8.3.1
Conformance requirement

1)
The MS shall not set the follow on request bit in a LOCATION UPDATING REQUEST message if no MM connection request is pending.

2)
When the network includes the follow on proceed IE in a LOCATION UPDATING ACCEPT message, a MS that has no CM application request pending shall not attempt to establish a new MM connection on that RR connection.

3)
The MS shall correctly handle a CM connection established by the network on the RR connection that was used for the location updating procedure.

Reference(s)

3GPP TS 04.08 / 3GPP TS 24.008 subclause 4.4.4.6.

26.7.5.8.3.2
Test purpose

1)
To check that a MS that has no CM application request pending sets the Follow-On-Request bit to No follow-on request pending in a LOCATION UPDATING REQUEST message.

2)
To check that when the network includes the follow on proceed IE in a LOCATION UPDATING ACCEPT message, a MS that has no CM application request pending does not attempt to establish a new MM connection on that RR connection.

3)
To check that the MS accepts establishment by the network of a new MM connection on the existing RR connection.

26.7.5.8.3.3
Method of test

Initial Conditions

System Simulator:


1 cell, ATT flag is set to "MSs in the cell shall apply IMSI attach and detach procedure".

Mobile Station:


The MS has a valid TMSI and is deactivated.

Specific PICS statements:

-
at least one MO circuit switched basic service (TSPC_AddInfo_MOsvc)

PIXIT statements:

-


Foreseen final state of the MS

The MS has a valid TMSI. It is "idle updated".

