Page 1



3GPP TSG-GERAN Meeting #64
GP-140936
San-Francisco, USA, 17 – 21 November, 2014
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	48.008
	CR
	0402
	rev
	-
	Current version:
	10.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	Missing source eNB RIM routing address for unnecessary IRAT HO.

	
	

	Source to WG:
	Alcatel-Lucent, Nokia Networks

	Source to TSG:
	G2

	
	

	Work item code:
	TEI10
	
	Date:
	2014-10-31

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Following RAN3 request GERAN2 approved during last meeting a set of Rel-10+ CRs related to detection of unnecessary IRAT HO from E-UTRAN to another RAT, adding a new Source Cell ID IE in order to convey the TAI/E-CGI from the source eNB to the target BSS, and informed RAN3 (LS GP-140651). The purpose was to allow the BSS to:
- Include the source eNB ID for RIM routing purposes.

- Include the source cell ID within the HO Report.

However, GERAN2 pointed out that these CRs assumed that the BSS was always able to derive the Global eNB from the E-CGI; RAN3 replied that it was not the case (LS GP-140803), and therefore concluded that the source Global eNB ID should be conveyed in addition to the E-CGI and TAI.
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3.2.3.17
Source Cell ID
The Source Cell ID IE is used to indicate to the BSS the identification of both the source cell and the source eNB, e.g. in the Unnecessary IRAT HO case (see IRAT Measurement Configuration IE description, subclause 3.2.3.16).
It is coded as follows:

	8
	7
	6
	5
	4
	3
	2
	1
	

	Field Element identifier
	octet 1

	Length
	octet 2

	Tracking Area Identity
	  octet 3-7

	E-UTRAN CGI
	  octet 8 – m

	Global eNB ID
	  octet (m+1) - n


Tracking Area Identity: Octets 3 to 7 contain the value part of the Tracking Area Identity IE defined in 3GPP TS 24.301, not including 3GPP TS 24.301 IEI.

E-UTRAN CGI: Octets 8 - m contain the value part of the E-UTRAN CGI IE defined 3GPP TS 36.413 for the source cell.
Global eNB ID: Octets (m+1) – n contain the value part of the Global eNB ID IE defined 3GPP TS 36.413 for the source eNB.
