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[Start of modification]
6.1.4
Assistance Data values

Satellite SV IDs to be used

For assistance data IEs which contain the field SatID or SVID/PRNID, and where the values for these fields are not given below, then the following values shall be used.

Table 6.1.4.1: Satellite SV IDs to be used for SatID or SVID/PRNID 

	Sub-Test Case Number
	SV IDs of Satellites to be used

	1
	3, 4, 9, 10, 18, 20

	2
	[FFS]

	3
	1, 11, 17, 20, 23, 28

	4
	GPS: 1, 17, 20, 28. GLONASS: 3, 10, 18, 20

	5
	[FFS]

	6
	[FFS]

	7
	[FFS]

	8
	[FFS]

	9
	1, 2, 7, 18, 21, 27

	10
	GPS: 1, 17, 20, 28. BDS: 1, 7, 18, 21


Assistance Data GPS Reference Time

Table 6.1.4.2: GPS Reference Time (Fields occurring once per message)

	Information Element
	Units
	Value/remark

	GPS Week
	weeks
	1669

	GPS TOW
	sec
	1860

Start time. Add integer number of 0.96 seconds as required. (Note)

	Note: GPS TOW 

This is the value of GPS TOW in seconds when the GNSS scenario is started in the GNSS simulator. The value of GPS TOW to be used in the Reference Time IE shall be calculated at the time the IE is required by adding the elapsed time since the time the scenario was started in the GNSS simulator to this value, rounded up to the next 0.96 second interval. This "current GPS TOW" is then also used to determine the value of any other Information Elements marked as "Time varying" in subclause 6.1.4.


Assistance Data GPS Reference Time Extension

Table 6.1.4.2a: GPS Reference Time Extension (Fields occurring once per message)

	Information Element
	Units
	Value/remark
	Release

	GPS Week Cycle Number
	1024 weeks
	1
	Rel-10 onwards


Assistance Data GPS Reference Location

Table 6.1.4.3: GPS Reference Location

	Information Element
	Units
	Value/remark

	Latitude sign
	
	0

	Degrees Of Latitude
	degrees
	35.744287

	Degrees Of Longitude
	degrees
	139.680176

	Altitude Direction
	
	0

	Altitude
	m
	300

	Uncertainty semi-major
	m
	3000

	Uncertainty semi-minor
	m
	3000

	Orientation of major axis
	degrees
	0

	Uncertainty Altitude
	m
	500

	Confidence
	%
	68


Assistance Data GPS Navigation Model

Table 6.1.4.4: Satellite Information

	Information Element
	Units
	Value/remark

	Num_Sats_Total
	
	6


Table 6.1.4.5: GPS Navigation Model (Fields occurring once per satellite)

	Information Element
	Units
	Value/remark

	SatID
	
	See Table 6.1.4-1

	Satellite Status
	
	0 (see note) 

	NOTE: For consistency Satellite Status is also given in file: Sig_GPS_Navigation_model.csv


Table 6.1.4.6: GPS Ephemeris and Clock correction Information Elements (Fields occurring once per satellite)

	Information Element
	Units
	Value/remark

	C/A or P on L2
	
	See file: Sig_GPS_Navigation_model.csv

	URA Index
	
	See file: Sig_GPS_Navigation_model.csv

	SV Health
	
	See file: Sig_GPS_Navigation_model.csv

	IODC
	
	See file: Sig_GPS_Navigation_model.csv

	L2 P Data Flag
	
	See file: Sig_GPS_Navigation_model.csv

	SF 1 Reserved
	
	See file: Sig_GPS_Navigation_model.csv

	SF 2 Reserved
	
	See file: Sig_GPS_Navigation_model.csv

	SF 3 Reserved
	
	See file: Sig_GPS_Navigation_model.csv

	SF 4 Reserved
	
	See file: Sig_GPS_Navigation_model.csv

	TGD
	sec
	See file: Sig_GPS_Navigation_model.csv

	toc
	sec
	See file: Sig_GPS_Navigation_model.csv

	af2
	sec/sec2
	See file: Sig_GPS_Navigation_model.csv

	af1
	sec/sec
	See file: Sig_GPS_Navigation_model.csv

	af0
	sec
	See file: Sig_GPS_Navigation_model.csv

	Crs
	meters
	See file: Sig_GPS_Navigation_model.csv

	(n
	semi-circles/sec
	See file: Sig_GPS_Navigation_model.csv

	M0
	semi-circles
	See file: Sig_GPS_Navigation_model.csv

	Cuc
	radians
	See file: Sig_GPS_Navigation_model.csv

	e
	
	See file: Sig_GPS_Navigation_model.csv

	Cus
	radians
	See file: Sig_GPS_Navigation_model.csv

	(A)1/2
	meters1/2
	See file: Sig_GPS_Navigation_model.csv

	toe
	sec
	See file: Sig_GPS_Navigation_model.csv

	Fit Interval Flag
	
	See file: Sig_GPS_Navigation_model.csv

	AODO
	sec
	See file: Sig_GPS_Navigation_model.csv

	Cic
	radians
	See file: Sig_GPS_Navigation_model.csv

	OMEGA0
	semi-circles
	See file: Sig_GPS_Navigation_model.csv

	Cis
	radians
	See file: Sig_GPS_Navigation_model.csv

	i0
	semi-circles
	See file: Sig_GPS_Navigation_model.csv

	Crc
	meters
	See file: Sig_GPS_Navigation_model.csv

	(
	semi-circles
	See file: Sig_GPS_Navigation_model.csv

	OMEGAdot
	semi-circles/sec
	See file: Sig_GPS_Navigation_model.csv

	Idot
	semi-circles/sec
	See file: Sig_GPS_Navigation_model.csv


Assistance Data GPS Ionospheric Model

Table 6.1.4.7: GPS Ionospheric Model

	Information Element
	Units
	Value/remark

	(0
	seconds
	4.6566129 10E-9

	(1
	sec/semi-circle
	1.4901161 10E-8

	(2
	sec/(semi-circle)2
	-5.96046 10E-8

	(3
	sec/(semi-circle)3
	-5.96046 10E-8

	(0
	seconds
	79872

	(1
	sec/semi-circle
	65536

	(2
	sec/(semi-circle)2
	-65536

	(3
	sec/(semi-circle)3
	-393216


Assistance Data GPS UTC Model

Table 6.1.4.8: GPS UTC Model

	Information Element
	Units
	Value/remark

	A1
	sec/sec
	0

	A0
	seconds
	0

	tot
	seconds
	249856

	WNt
	weeks
	133

	(tLS
	seconds
	15

	WNLSF
	weeks
	158

	DN
	days
	7

	(tLSF
	seconds
	16


Assistance Data GPS Almanac

Table 6.1.4.9: GPS Almanac (Fields occurring once per message)

	Information Element
	Units
	Value/remark

	Num_Sats_Total
	
	31

	WNa
	weeks
	1669


Table 6.1.4.10: GPS Almanac (Fields occurring once per satellite)

	Information Element
	Units
	Value/remark

	SatID
	
	PRNs: 1, 2, 3…21, 22, 23, 25, 26, 27…30, 31, 32

	e
	dimensionless
	See file: Sig_GPS_Almanac.csv

	toa
	sec
	See file: Sig_GPS_Almanac.csv

	(i
	semi-circles
	See file: Sig_GPS_Almanac.csv

	OMEGADOT
	semi-circles/sec
	See file: Sig_GPS_Almanac.csv

	SV Health
	
	See file: Sig_GPS_Almanac.csv

	A1/2
	meters1/2
	See file: Sig_GPS_Almanac.csv

	OMEGA0
	semi-circles
	See file: Sig_GPS_Almanac.csv

	(
	semi-circles
	See file: Sig_GPS_Almanac.csv

	M0
	semi-circles
	See file: Sig_GPS_Almanac.csv

	af0
	seconds
	See file: Sig_GPS_Almanac.csv

	af1
	sec/sec
	See file: Sig_GPS_Almanac.csv


Assistance Data GPS Almanac Extension

Table 6.1.4.10a: GPS Almanac Extension (Fields occurring once per message)

	Information Element
	Units
	Value/remark
	Release

	Complete Almanac Provided
	
	1 (TRUE)
	Rel-10 onwards


Assistance Data GPS Acquisition Assistance

Table 6.1.4.11: GPS Acquisition Assistance - Information Elements appearing once per message

	Information Element
	Units
	Value/remark

	Number of Satellites
	
	6

	GPS TOW 
	
	1860 s

Start time. Add integer number of 0.96 seconds as required. (Note)

	Note: GPS TOW
This is the value of GPS TOW in seconds when the GNSS scenario is started in the GNSS simulator. The value of GPS TOW to be used in the Acquisition Assistance IE shall be calculated at the time the IE is required by adding the elapsed time since the time the scenario was started in the GNSS simulator to this value, rounded up to the next 0.96 second interval.


Table 6.1.4.12: GPS Acquisition Assistance - Information Elements appearing once per satellite

	Information Element
	Units
	Value/remark

	SVID/PRNID
	
	See Table 6.1.4-1

	Doppler (0th order term)
	Hz
	Time varying. See file: Sig_GPS_Acquisition_assist.csv (Note)

	Doppler (1st order term)
	Hz/sec
	Time varying. See file: Sig_GPS_Acquisition_assist.csv (Note)

	Doppler Uncertainty
	Hz
	Time varying. See file: Sig_GPS_Acquisition_assist.csv (Note)

	Code Phase 
	chips
	Time varying. See file: Sig_GPS_Acquisition_assist.csv (Note)

	Integer Code Phase 
	
	Time varying. See file: Sig_GPS_Acquisition_assist.csv (Note)

	GPS Bit number 
	
	Time varying. See file: Sig_GPS_Acquisition_assist.csv (Note)

	Code Phase Search Window
	chips
	Time varying. See file: Sig_GPS_Acquisition_assist.csv (Note)

	Azimuth
	deg
	Time varying. See file: Sig_GPS_Acquisition_assist.csv (Note)

	Elevation
	deg
	Time varying. See file: Sig_GPS_Acquisition_assist.csv (Note)

	Note: This field is "Time varying" and its value depends on the "current GPS TOW". The value of this field to be used shall be determined by taking the "current GPS TOW" value and selecting the field value in the Sig_GPS_Acquisition_assist.csv file corresponding to the value of "current GPS TOW ".


Assistance Data GPS Acquisition Assistance Extension

Table 6.1.4.12a: GPS Acquisition Assistance Extension - Information Elements appearing once per message

	Information Element
	Units
	Value/remark
	Release

	N_SAT
	
	6
	Rel-10 onwards


Table 6.1.4.12b: GPS Acquisition Assistance Extension - Information Elements appearing once per satellite

	Information Element
	Units
	Value/remark
	Release

	SatID
	
	See Table 6.1.4-1
	Rel-10 onwards

	Azimuth LSB
	degrees
	Time varying. Calculated from Azimuth, see file: Sig_GPS_Acquisition_assist.csv (Note)
	Rel-10 onwards

	Elevation LSB
	degrees
	Time varying. Calculated from Elevation, see file: Sig_GPS_Acquisition_assist.csv (Note)
	Rel-10 onwards

	Note: This field is "Time varying" and its value depends on the "current GPS TOW" as described in subclause 5.1.3. The value of this field to be used shall be determined by taking the "current GPS TOW" value and selecting the field value in the Sig_GPS_Acquisition_assist.csv file corresponding to the value of "current GPS TOW".


Assistance Data GANSS Reference Time

Table 6.1.4.13: Assistance Data GANSS Reference Time: sub-test 1

	Information Element
	Units
	Value/remark

	GANSS Day
	
	5844

	GANSS TOD
	seconds
	12645 s

Start time. Add integer number of 1 seconds as required. (Note)

	GANSS TOD Uncertainty
	
	125 (2.127 seconds)

	GANSS Time ID
	
	2 (GLONASS)

	Note: GANSS TOD

This is the value of GANSS TOD when the GNSS scenario is started in the GNSS simulator. The value of GANSS TOD to be used in the Reference Time IE shall be calculated at the time the IE is required by adding the elapsed time since the time the scenario was started in the GNSS simulator to this value, rounded up to the next 1 second interval. This "current GANSS TOD" is then also used to determine the value of any other Information Elements marked as "Time varying" in subclause 6.1.4


Table 6.1.4.14: Assistance Data GANSS Reference Time: sub-test 2

	Information Element
	Units
	Value/remark

	GANSS Day
	
	FFS

	GANSS TOD
	seconds
	FFS

Start time. Add integer number of 1 seconds as required. (Note)

	GANSS TOD Uncertainty
	
	125 (2.127 seconds)

	GANSS Time ID
	
	Not present (Galileo)

	Note: GANSS TOD

This is the value of GANSS TOD when the GNSS scenario is started in the GNSS simulator. The value of GANSS TOD to be used in the Reference Time IE shall be calculated at the time the IE is required by adding the elapsed time since the time the scenario was started in the GNSS simulator to this value, rounded up to the next 1 second interval. This "current GANSS TOD" is then also used to determine the value of any other Information Elements marked as "Time varying" in subclause 6.1.4


Table 6.1.4.14a: Assistance Data GANSS reference time: sub-test 9

	Information Element
	Units
	Value/remark
	Release

	GANSS Day
	
	2191
	

	GANSS Day Cycle Number
	
	0
	

	GANSS TOD
	Seconds
	1846. Start time. Add integer number of 1 seconds as required. (Note)
	

	GANSS TOD Uncertainty
	
	125 (2.127 seconds)
	

	GANSS Time ID
	
	3 (BDS)
	

	Note: GANSS TOD

This is the value of GANSS TOD when the GNSS scenario is started in the GNSS simulator. The value of GANSS TOD to be used in the Reference Time IE shall be calculated at the time the IE is required by adding the elapsed time since the time the scenario was started in the GNSS simulator to this value, rounded up to the next 1 second interval. This "current GANSS TOD" is then also used to determine the value of any other Information Elements marked as "Time varying" in subclause 6.1.4
	


Assistance Data GANSS Reference Location

Table 6.1.4.15: Assistance Data GANSS Reference Location

	Information Element
	Units
	Value/remark

	Latitude sign
	
	0

	Degrees Of Latitude
	degrees
	35.744287

	Degrees Of Longitude
	degrees
	139.680176

	Altitude Direction
	
	0

	Altitude
	m
	300

	Uncertainty semi-major
	m
	3000

	Uncertainty semi-minor
	m
	3000

	Orientation of major axis
	degrees
	0

	Uncertainty Altitude
	m
	500

	Confidence
	%
	68


Assistance Data GANSS Ionospheric Model

Table 6.1.4.16: GANSS Ionospheric Model

	Information Element
	Units
	Value/remark

	ai0
	
	FFS

	ai1
	
	FFS

	ai2
	
	FFS

	Storm Flag 1
	
	0

	Storm Flag 2
	
	0

	Storm Flag 3
	
	0

	Storm Flag 4
	
	0

	Storm Flag 5
	
	0


Assistance Data GANSS Additional Ionospheric Model

Table 6.1.4.16a: GANSS Additional Ionospheric Model (GLONASS)
	Information Element
	Units
	Value/remark

	Data Id
	
	00

	(0
	Seconds
	4.6566129 10E-9

	(1
	sec/semi-circle
	1.4901161 10E-8

	(2
	sec/(semi-circle)2
	-5.96046 10E-8

	(3
	sec/(semi-circle)3
	-5.96046 10E-8

	(0
	Seconds
	79872

	(1
	sec/semi-circle
	65536

	(2
	sec/(semi-circle)2
	-65536

	(3
	sec/(semi-circle)3
	-393216


Table 6.1.4.16a0: GANSS additional ionospheric model (BDS)

	Information Element
	Units
	Value/remark

	Data Id
	
	01

	(0
	Seconds
	4.6566129 10E-9

	(1
	sec/semi-circle
	1.4901161 10E-8

	(2
	sec/(semi-circle)2
	-5.96046 10E-8

	(3
	sec/(semi-circle)3
	-5.96046 10E-8

	(0
	Seconds
	79872

	(1
	sec/semi-circle
	65536

	(2
	sec/(semi-circle)2
	-65536


Assistance Data GANSS ID

Table 6.1.4.16b: GANSS ID: sub-test 1, 4

	Information Element
	Units
	Value/remark

	GANSS ID
	
	3 (GLONASS)


Table 6.1.4.16c: GANSS ID: sub-test 2

	Information Element
	Units
	Value/remark

	GANSS ID
	
	Not present (Galileo)


Table 6.1.4.16d: GANSS ID: sub-test 3

	Information Element
	Units
	Value/remark

	GANSS ID
	
	1 (Modernized GPS)


Table 6.1.4.16e: GANSS ID: sub-test 9, 10

	Information Element
	Units
	Value/remark

	GANSS ID
	
	4 (BDS)


Assistance Data GANSS Time Model

Table 6.1.4.17: GANSS time Model

	Information Element
	Units
	Value/remark

	GANSS Time Model Reference Time
	
	1860 s

	TA0
	Seconds
	0

	GNSS_TO_ID
	
	0 (GPS)

	
	
	


Assistance Data GANSS Time Model Extension

Table 6.1.4.17a: GANSS Time Model Extension (GLONASS)
	Information Element
	Units
	Value/remark
	Release

	GNSS_TOD_ID
	
	0 (GPS)
	Rel-10 onwards

	Delta T
	Seconds
	15
	Rel-10 onwards


Table 6.1.4.17b: GANSS Time Model Extension (BDS)

	Information Element
	Units
	Value/remark
	Release

	GNSS_TOD_ID
	
	0 (GPS)
	

	Delta T
	Seconds
	13
	


Assistance Data GANSS Navigation Model

Table 6.1.4.18: Void

Table 6.1.4.19: GANSS Navigation Model: sub-test 1, 4

	Information Element
	Units
	Value/remark

	Num_Sat
	
	6

	Non-Broadcast Indication
	
	0


Table 6.1.4.20: Satellite Information (Fields occurring once per satellite): sub-test 1, 4

	Information Element
	Units
	Value/remark

	SatID
	
	See Table 6.1.4-1

	SV Health
	
	01111 (Note)

	IOD
	
	225 (Note)

	Note: For consistency SV Health and IOD are also given in file: Sig_GANSS_Navigation_Model_subtest1_4.csv


Table 6.1.4.21: GANSS Clock Model (Fields occurring once per satellite): sub-test 1, 4

	Information Element
	Units
	Value/remark

	GLONASS Satellite Clock Model
	
	

	n(tb)
	seconds
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv

	n(tb)
	
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv

	n
	seconds
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv


Table 6.1.4.22: GANSS Orbit Model (Fields occurring once per satellite): sub-test 1, 4

	Information Element
	Units
	Value/remark

	GLONASS Earth-Centered, Earth-fixed Parameters
	
	

	En
	days
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv

	P1
	minutes
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv

	P2
	
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv

	M
	
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv
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	kilometers
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv
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	kilometers/sec
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv
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	kilometers/sec2
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv
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	kilometers
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv
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	kilometers/sec
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv
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	kilometers/sec2
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv
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	kilometers
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv
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	kilometers/sec
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv
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	kilometers/sec2
	See file: Sig_GANSS_Navigation_Model_subtest1_4.csv


Table 6.1.4.23: Void

Table 6.1.4.24: GANSS Navigation Model: sub-test 2

	Information Element
	Units
	Value/remark

	Num_Sat
	
	6

	Non-Broadcast Indication
	
	0


Table 6.1.4.25: Satellite Information (Fields occurring once per satellite): sub-test 2

	Information Element
	Units
	Value/remark

	SatID
	
	See Table 6.1.4-1

	SV Health
	
	0 (Note)

	IOD
	
	[FFS] (Note)

	Note: For consistency SV Health and IOD are also given in file: See file: Sig_GANSS_Navigation_Model_subtest2.csv.


Table 6.1.4.26: GANSS Clock Model (Fields occurring once per satellite): sub-test 2

	Information Element
	Units
	Value/remark

	Standard Satellite clock model
	
	

	toc
	seconds
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	af2
	sec/sec2
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	af1
	sec/sec
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	af0
	sec
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	TGD
	sec
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	Model ID
	
	See file: Sig_GANSS_Navigation_Model_subtest2.csv


Table 6.1.4.27: GANSS Orbit Model (Fields occurring once per satellite): sub-test 2

	Information Element
	Units
	Value/remark

	Satellite Navigation Model Using Keplerian Parameters
	
	

	toe
	seconds
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	(
	semi-circles
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	n
	semi-circles/sec
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	M0
	semi-circles
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	OMEGAdot
	semi-circles/sec
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	e
	
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	Idot
	semi-circles/sec
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	sqrtA
	meters1/2
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	i0
	semi-circles
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	OMEGA0
	semi-circles
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	Crs
	meters
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	Cis
	radians
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	Cus
	radians
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	Crc
	meters
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	Cic
	radians
	See file: Sig_GANSS_Navigation_Model_subtest2.csv

	Cuc
	radians
	See file: Sig_GANSS_Navigation_Model_subtest2.csv


Table 6.1.4.27a: GANSS Navigation Model: sub-test 9, 10

	Information Element
	Units
	Value/remark

	Num_Sat
	
	6

	Non-Broadcast Indication
	
	0


Table 6.1.4.27b: Satellite Information (Fields occurring once per satellite): sub-test 9, 10

	Information Element
	Units
	Value/remark

	SatID
	
	See Table 6.1.4-1

	SV Health
	
	0 (Note)

	IOD
	
	0 (Note)

	Note: For consistency SV Health and IOD are also given in file: See file: Sig_GANSS_Navigation_Model_subtest9_10.csv.


Table 6.1.4.27c: GANSS Clock Model (Fields occurring once per satellite): sub-test 9, 10

	Information Element
	Units
	Value/remark

	Standard Satellite clock model
	
	

	AODC
	
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	toc
	seconds
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	af2
	sec/sec2
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	af1
	sec/sec
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	af0
	sec
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	TGD
	sec
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	
	
	


Table 6.1.4.27d: GANSS Orbit Model (Fields occurring once per satellite): sub-test 9, 10

	Information Element
	Units
	Value/remark

	Satellite Navigation Model Using Keplerian Parameters
	
	

	AODE
	
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	URA Index
	
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	toe
	seconds
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	(
	semi-circles
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	n
	semi-circles/sec
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	M0
	semi-circles
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	OMEGAdot
	semi-circles/sec
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	e
	
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	Idot
	semi-circles/sec
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	sqrtA
	meters1/2
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	i0
	semi-circles
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	OMEGA0
	semi-circles
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	Crs
	meters
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	Cis
	radians
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	Cus
	radians
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	Crc
	meters
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	Cic
	radians
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv

	Cuc
	radians
	See file: Sig_GANSS_Navigation_Model_subtest9_10.csv


[Skip unchanged text]
Annex B (normative):
GNSS data files

B.1
GNSS data files for signalling tests

The GNSS data files for use in GNSS signalling tests are contained in archive GNSS_Data_Sig_V7.zip which accompanies the present document.
 [End of modification]
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