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52.6.5
EGPRS Packet Access for signalling / EGPRS Packet Channel Request supported / low access priority

52.6.5.1
Conformance requirements

A mobile station configured for “low access priority” (see 3GPP TS 23.060), when attempting to establish a PS connection other than when it is a member of an authorized special access class or in case of a paging response shall, while ignoring MS identities included within PAGING REQUEST messages, start listening to the downlink CCCH until successfully decoding one of the RR messages listed in sub-clause 3.3.1.1.1a. If the RR message indicates an implicit reject for the PS domain (see sub-clause 3.3.1.1.1a) the mobile station shall abort the packet access procedure and initiate the implicit reject procedure (see sub-clause 3.3.1.1.3.2a).

A mobile station configured for "low access priority" attempting a packet access for the purpose of signalling shall set the Low Access Priority Signalling field to "1" in the PACKET RESOURCE REQUEST message (see sub-clause 11.2.16). The Low Access Priority Signalling field shall be set to "0" if the PACKET RESOUCE REQUEST message is sent for any other reason and includes the Low Access Priority Signalling field.

Reference

3GPP TS 44.060 subclause 7.1.3.1 and 3GPP TS 44.018 subclause 3.5.2.1.2.

52.6.5.2
Test purpose

To verify that the low access priority indicator is sent in the PS domain PACKET RESOURCE REQUEST message

52.6.5.3
Method of test

Initial conditions

System Simulator:


1 cell EGPRS supported. EGPRS PACKET CHANNEL REQUEST supported in GPRS cell options.

Mobile Station:


The MS is switched off. The SIM is updated to the test cell.  

The MS is configured for “low access priority”

Specific PICS Statements

-

PIXIT Statements

-

Test procedure

The MS is switched on or powered up and triggered to perform a GPRS attach. The SS checks that the Low Access Priority Signalling field is set  to "1" in the PACKET RESOURCE REQUEST message.

Maximum duration of the test

4 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	SS
	
	The SS is set in network operation mode II and activates cell. The following messages are sent and shall be received on cell.

	2
	MS
	
	The MS is powered up or switched on and initiates an attach.

	3
	MS -> SS
	EGPRS PACKET CHANNEL REQUEST
	Access Type = “Two Phase Access Request”.

Received on RACH.

	4
	SS -> MS
	IMMEDIATE ASSIGNMENT
	Request Reference = pertaining to the message received in step 3. Sent on AGCH.

	5
	MS -> SS
	PACKET RESOURCE REQUEST
	MS Radio Access Capability indicates that the MS supports EGPRS. 

SS verifies that the Low Access Priority Signalling field is set  to "1"

	6
	MS<->SS
	Completion of macro {GPRS attach procedure}
	SS allows MS to complete GPRS attach.


Specific message contents

None.
