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RAN4 would like to bring to the attention of ITU Ad Hoc the following change to the current revised Overview of the FDD mode of UTRAN (R4-000547): with reference to the Adjacent Channel Leakage power ratio both 21 dBm and 24 dBm are mentioned in TS25.101 (see revision marks in table below).

RAN4 do not have any comment on the revised Overview of the TDD mode of UTRAN (R4-000546).

5.1.1.6 Summary of major technical parameters

Parameter
"Value"
Reference to Section 5.1.2

Multiple access technique and duplexing scheme
Multiple Access: Direct Sequence-CDMA 
Duplexing: FDD 
5.1.2.1.1

Chip rate
3.84 Mcps
5.1.2.1.4

Frame length and structure
Frame length: 10 ms
15 slots per frame, each 666.666 µs 
5.1.2.1.2

Occupied bandwidth
Less than 5 MHz 
5.1.2.4.1, 5.1.2.4.3

Adjacent Channel Leakage power ratio (transmitter side)
UE (UE Power Class: + 21 dBm and +24 dBm):


ACLR (5 MHz) = 33 dB

ACLR (10 MHz) = 43 dB
BS:
ACLR (5 MHz) = 45 dB

ACLR (10 MHz) = 50 dB
5.1.2.4.1


5.1.2.4.3

Adjacent channel selectivity (receiver side)
UE:
ACS (5 MHz) = 33 dB
BS:
ACS (5 MHz) = 45 dB
5.1.2.4.1
5.1.2.4.3

Random access mechanism
Acquisition indication based random‑access mechanism with power ramping on preamble followed by message
5.1.2.1.2
5.1.2.1.5

Pilot structure
Uplink: Dedicated pilots 
Downlink: Common and/or dedicated pilots
5.1.2.1.2

Inter base station asynchronous/synchronous operation 
Asynchronous;
Synchronous (Optional)
5.1.2.1.5
5.1.2.4.3

