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Introduction

As agreed at RAN#50, this document provides the RAN1 Chairman’s review of document RP-101382, section A.2.1.1, “Layer 1".
Comments
The text describing each specification is copied directly from the “Scope” sections of the specifications themselves. As such, it is an accurate reproduction. However, in some places the text could be improved, at the expense of deviating from the exact duplication of the wording in the specifications themselves. 

Suggestions for such improvements are given below. 

In addition:

· For consistency with section A.2.1.2, the heading of section A.2.1.1 could be changed to “Radio Layer 1”. 

· 36.216 should be removed as per the instruction from SA in SP-100874.

Suggestions

A.2.1.1
Radio Layer 1
A.2.1.1.1
TS 36.201

Evolved Universal Terrestrial Radio Access (E-UTRA); LTE physical layer; General description

[9.1.0] This 
document provides a general description of the physical layer of the E-UTRA radio interface. The present document also describes the document structure of the 3GPP E-UTRA physical layer specifications, i.e. TS 36.200 series. The TS 36.200 series specifies the Uu point for the LTE mobile system, and defines the minimum level of specifications required for basic connections in terms of mutual connectivity and compatibility.

A.2.1.1.2
TS 36.211

Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and modulation

[9.1.0] This document describes the physical channels for E-UTRA.
A.2.1.1.3
TS 36.212

Evolved Universal Terrestrial Radio Access (E-UTRA); Multiplexing and channel coding

[9.3.0] This document specifies the coding, multiplexing and mapping to physical channels for E-UTRA.
A.2.1.1.4
TS 36.213

Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures

[9.3.0] This document specifies and establishes the characteristics of the physical layer procedures in the FDD and TDD modes of E-UTRA.

A.2.1.1.5
TS 36.214

Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer; Measurements

[9.2.0] This document contains the description and definition of the measurements done at the UE and network in order to support operation in idle mode and connected mode in E-UTRA.




form change history:

v1.13.1: minor changes resulting from discussions at CT#41 & SA#41

v1.13.0: mods to enforce linkage amongst stages 1, 2, 3

draft mods Scarrone-Meredith 2008-07 ff

v1.12.1: removes revision marks following approval at SP-29
v1.12.0: includes provision for Study Items (SP-29)

v1.11.0: includes those changes from v1.8.0 agreed at SP-25.


v1.10.0: full circle

v1.9.0: a clean sheet

v1.8.0: includes comments from SA#24 

v1.7.0: includes comments from RAN, CN and T #24; also includes “early implementation” data

v1.6.0: includes comments made during review period prior to TSGs#24

v1.5.0: includes comments made at TSGs#23 (Phoenix)

v1.4.0: offered to SA#23 for approval

v1.3.0: offered to CN#23, RAN#23 and T#23 for comments

DRAFT4 v1.3.0: 2004-03-09: Incorporation of comments from Leaders list

DRAFT3 v1.3.0: 2004-02-19: Incorporation of comments from MCC members

DRAFT2 v1.3.0: 2004-01-29: Complete redraft:

v1.2.0: 2002-07-04: "USIM" box changed to "UICC apps"

2003-05-28: spelling of “rapporteur” corrected

2002-07-04: "USIM" box changed to "UICC apps"

�Since “the present document” is the document for the ITU, it seems better to say “this document” when referring to each specification. 





