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Annex 1 

CDMA Direct Spread (universal terrestrial radio access
(UTRA) FDD) mobile stations

1
Measurement uncertainty

Values specified in this Annex differ from those specified in Recommendation ITU‑R M.1457 since values in this Annex incorporate test tolerances defined in Recommendation ITU‑R M.1545.

2
Spectrum mask
2.1
UTRA spectrum mask
The spectrum emission mask of the MS applies to frequencies, which are between 2.5 MHz and 12.5 MHz away from the MS centre carrier frequency. The out-of-channel emission is specified relative to the root raised cosine (RRC) filtered mean power of the UE carrier, where the RRC filtered mean power is the mean power measured through a root raised cosine filter with a roll-off factor of 0.22 and a bandwidth equal to the chip rate of 3.84 MHz. The power of any UE emission should not exceed the levels specified in Table 1.
The absolute requirement is based on a −48.5 dBm/3.84 MHz minimum power threshold for the UE. This limit is expressed for the narrower measurement bandwidths as −54.3 dBm/1 MHz and −69.6 dBm/30 kHz.
TABLE 1

Spectrum emission mask requirement (UTRA FDD MS)

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2)
	Additional requirements Band II, Band IV and Band V 
(Note 3)
	Measurement bandwidth (Note 6)

	
	Relative requirement
	Absolute requirement (in measurement  bandwidth)
	
	

	2.5-3.5
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	−69.6 dBm
	−15 dBm
	30 kHz (Note 4)

	3.5-7.5
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	−54.3 dBm
	−13 dBm
	1 MHz (Note 5)

	7.5-8.5
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	−54.3 dBm
	−13 dBm
	1 MHz (Note 5)

	8.5-12.5
	−47.5 dBc
	−54.3 dBm
	−13 dBm
	1 MHz (Note 5)

	NOTE 1 – (f is the separation between the carrier frequency and the centre of the measurement bandwidth.

NOTE 2 – The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

NOTE 3 – For operation in Band II, Band IV and Band V only, the minimum requirement is calculated from the minimum requirement calculated in Note 2 or the additional requirement for Band II, whichever is the lower power.

NOTE 4 – The first and last measurement positions with a 30 kHz filter at (f equals 2.515 MHz and 3.485 MHz.

NOTE 5 – The first and last measurement positions with a 1 MHz filter at (f equals 4 MHz and 12 MHz.

NOTE 6 – As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.


2.2
E-UTRA spectrum mask
The output UE transmitter spectrum consists of the three components; the emission within the occupied bandwidth (channel bandwidth), the Out Of Band (OOB) emissions and the far out spurious emission domain (Figure 1).
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Figure 1.
The spectrum emission mask of the MS applies to frequencies (ΔfOOB) starting from the edges of the assigned E-UTRA channel bandwidth.  For frequencies greater than (ΔfOOB) as specified in Tables 1a-1c the spurious requirements in §4 are applicable.
The power of any MS emission shall not exceed the levels specified in either §2.2.1 or §2.2.2 for the specified channel bandwidths.
2.2.1
General E-UTRA spectrum mask
TABLE 1a
General E-UTRA spectrum emission mask
	ΔfOOB
(MHz)
	Spectrum emission limit (dBm)/ Channel bandwidth  

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	[TBD]
	[TBD]
	-15 
	-18
	-20
	-21
	30 kHz 

	( 1-2.5
	[-10]
	[-10]
	-10
	-10
	-10
	-10 
	1 MHz

	( 2.5-5
	[-25]
	[-10]
	-10
	-10
	-10
	-10 
	1 MHz

	( 5-6
	
	[-25]
	-13
	-13
	-13
	-13
	1 MHz

	( 6-10
	
	
	-25
	-13
	-13 
	-13 
	1 MHz

	( 10-15
	
	
	
	-25
	-13 
	-13 
	1 MHz

	( 15-20
	
	
	
	
	-25 
	-13 
	1 MHz

	( 20-25
	
	
	
	
	
	-25 
	1 MHz


2.2.2
Additional E-UTRA spectrum mask
Additional spectrum emission requirements are signalled by the network on a per-cell basis to indicate that the UE shall meet an additional requirement for a specific deployment scenarios or in a particular geographical areas or regions.
In geographical areas where FCC Part 22 applies, the power of any UE emission shall not exceed the levels specified in Table 1b.
TABLE 1b
Additional requirements (FCC Part 22)
	ΔfOOB
(MHz)
	Spectrum emission limit (dBm)/ Channel bandwidth  

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	[TBD]
	[TBD]
	-15 
	-20 
	-25
	-30 
	30 kHz 

	( 1-2.5
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 2.5-5
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 5-6
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 6-10
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 10-15
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 15-20
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 10-25
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz


In geographical areas where FCC Part 22 applies, the power of any UE emission shall not exceed the levels specified in Table 1c.
TABLE 1c
Additional requirements (FCC Part 27)
	ΔfOOB
(MHz)
	Spectrum emission limit (dBm)/ Channel bandwidth  

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	[TBD]
	[TBD]
	-15 
	-20 
	-25 
	-30 
	30 kHz 

	( 1-2.5
	[TBD]
	[TBD]
	-15
	-15
	-15
	-15
	1 MHz

	( 2.5-5.5
	[TBD]
	[TBD]
	-15
	-15
	-15
	-15
	1 MHz

	( 5.5-6
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz

	( 6-10
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz

	( 10-15
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz

	( 15-20
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz

	( 10-25
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz


3
Adjacent channel leakage power ratio (ACLR)
3.1
ACLR for UTRA
ACLR is the ratio of the RRC filtered mean power centred on the assigned channel frequency to the RRC filtered mean power centred on an adjacent channel frequency.
The limit for ACLR should be as specified in Table 2.
TABLE 2

MS ACLR limits

	MS channel offset below the first 
or above the last carrier 
frequency used
(MHz)
	ACLR limit
(dB)

	5
	32.2

	10
	42.2


3.2
ACLR for E-UTRA
ACLR is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The ACLR requirements are specified for two scenarios: for (an) adjacent E -UTRA and/or UTRA channels (Figure 2).
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Figure 2.
3.2.1
Limits for E-UTRA 

E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.  The E-UTRA on channel and adjacent channel power is measured with a [rectangular measurement bandwidth filter]. The limits should be as specified in Table 2a.
TABLE 2a
General requirements for E-UTRAACLR
	
	Channel bandwidth / E-UTRAACLR1   / measurement bandwidth 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	E-UTRA channel Measurement bandwidth
	
	
	4.5 MHz
	9.0  MHz
	13.5 MHz
	18 MHz


3.2.2
Limits for E-UTRA for UTRA co-existence in the same geographical area 

For adjacent UTRA carriers the limits should be as specified in Table 2b.
UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA 5 MHz adjacent channel (UTRAACLR1) and the 2nd UTRA 5MHz adjacent channel (UTRAACLR2) .The UTRA channel is measured with a 3.84 MHz RRC bandwidth filter with roll-off factor =0.22. The E-UTRA channel is measured with a [rectangular measurement bandwidth filter].
TABLE 2b
Additional requirements
	
	Channel bandwidth  / UTRAACLR1/2   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR1
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB

	UTRAACLR2
	-
	-
	36 dB
	36 dB
	36 dB
	36 dB

	E-UTRA  channel Measurement bandwidth
	
	-
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA channel Measurement bandwidth
	-
	-
	3.84 MHz


	3.84 MHz
	3.84 MHz
	3.84 MHz


3.2.3
Additional ACLR limits 
For MS operating in E-UTRA bands 1, 6, 9, 10 and 11 the limits should be as specified in Table 2c. The additional ACLR limits are specified for the 2nd UTRA 5MHz adjacent channel (UTRAACLR2).
TABLE 2c
Additional requirements (UTRAACLR2)
	
	Channel bandwidth  / UTRAACLR2   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR2bis
	-
	-
	43 dB
	43 dB
	-
	-

	E-UTRA  channel Measurement bandwidth
	-
	-
	4.5 MHz
	9.0 MHz
	-
	-

	UTRA channel Measurement bandwidth
	-
	-
	3.84 MHz
	3.84 MHz
	-
	-


4
Transmitter spurious emissions (conducted)

For UTRA, the limits shown in Tables 3 and 4 are only applicable for frequencies which are greater than 12.5 MHz away from the MS centre carrier frequency.
TABLE  3

General spurious emissions requirements

	Frequency bandwidth
	Measurement bandwidth
	Minimum requirement
(dBm)

	
9 kHz ( f  150 kHz
	1 kHz
	–36

	
150 kHz ( f  30 MHz
	10 kHz
	–36

	30 MHz ( f  1 000 MHz
	100 kHz
	–36

	
1 GHz ( f  12.75 GHz
	1 MHz
	–30


For E-UTRA, the spurious emission limits apply for frequency ranges that are more than ΔfOOB (MHz) from the edge of the channel bandwidth (Table 3a).
TABLE  3a
Boundary between E-UTRA ΔfOOB and spurious emission domain
	Channel bandwidth 
	1.4
MHz
	3.0
MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	ΔfOOB  (MHz)
	[tbd]
	[tbd]
	10
	15
	20
	25


The spurious emission limits in Table 3 apply for all E-UTRA transmitter band configurations and channel bandwidths.
TABLE 4

Additional spurious emissions requirements

	Operating Band
	Frequency bandwidth
	Measurement bandwidth
	Minimum requirement

	I
	
860 MHz (
f ( 895 MHz
	3.84 MHz
	−60 dBm

	
	
921 MHz (
f < 925 MHz
	100 kHz
	−60 dBm (see Note 1)

	
	
925 MHz (
f ( 935 MHz
	100 kHz
3.84 MHz
	−67 dBm (see Note 1)
−60 dBm

	
	
935 MHz <
f ( 960 MHz
	100 kHz
	−79 dBm (see Note 1)

	
	
1 805 MHz (
f ( 1 880 MHz
	100 kHz
	−71 dBm (see Note 1)

	
	
1 844.9 MHz (
f ( 1 879.9 MHz
	3.84 MHz
	−60 dBm

	
	
1 884.5 MHz <
f < 1 919.6 MHz
	300 kHz
	−41 dBm

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm

	
	
2 620 MHz (
f ( 2 690 MHz
	3.84 MHz
	−60 dBm

	II
	
869 MHz (
f ( 894 MHz
	3.84 MHz
	−60 dBm

	
	
1 930 MHz (
f ( 1 990 MHz
	3.84 MHz
	−60 dBm

	
	
2 110 MHz (
f ( 2 155 MHz
	3.84 MHz
	−60 dBm

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm

	III
	
921 MHz (
f < 925 MHz
	100 kHz
	−60 dBm (see Note 1)

	
	
925 MHz (
f ( 935 MHz
	100 kHz
3.84 MHz
	−67 dBm (see Note 1)
−60 dBm

	
	
935 MHz <
f ( 960 MHz
	100 kHz
	−79 dBm (see Note 1)

	
	
1 805 MHz (
f ( 1 880 MHz
	3.84 MHz
	−60 dBm

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm

	
	
2 620 MHz (
f ( 2 690 MHz
	3.84 MHz
	−60 dBm

	IV
	
869 MHz (
f ( 894 MHz
	3.84 MHz
	−60 dBm

	
	
1 930 MHz (
f ( 1 990 MHz
	3.84 MHz
	−60 dBm

	
	
2 110 MHz  (
f ( 2 155 MHz
	3.84 MHz
	−60 dBm

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm

	V
	
869 MHz (
f ( 894 MHz
	3.84 MHz
	−60 dBm

	
	
1 930 MHz (
f ( 1 990 MHz
	3.84 MHz
	−60 dBm

	
	
2 110 MHz (
f ( 2 155 MHz
	3.84 MHz
	−60 dBm

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm

	VI
	
860 MHz  (
f < 875 MHz
	1 MHz
	−37 dBm

	
	
875 MHz (
f ( 895 MHz
	3.84 MHz
	−60 dBm

	
	
1 844.9 MHz (
f ( 1 879.9 MHz
	3.84 MHz
	−60 dBm

	
	
1 884.5 MHz (
f ( 1 919.6 MHz
	300 kHz
	−41 dBm

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm


TABLE 4 (end)

	Operating Band
	Frequency bandwidth
	Measurement bandwidth
	Minimum requirement

	VII
	
921 MHz (
f < 925 MHz
	100 kHz
	−60 dBm (see Note 1)

	
	
925 MHz (
f ( 935 MHz
	100 kHz
3.84 MHz
	−67 dBm (see Note 1)
−60 dBm

	
	
935 MHz <
f ( 960 MHz
	100 kHz
	−79 dBm (see Note 1)

	
	
1 805 MHz (
f ( 1 880 MHz
	100 kHz
	−71 dBm (see Note 1)

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm

	
	
2 620 MHz (
f ( 2 690 MHz
	3.84 MHz
	−60 dBm

	
	
2 590 MHz (
f ( 2 620 MHz
	3.84 MHz
	−50 dBm

	VIII
	
925 MHz (
f ( 935 MHz
	100 kHz
3.84 MHz
	−67 dBm (see Note 1)
−60 dBm

	
	
935 MHz <
f ( 960 MHz
	100 kHz
3.84 MHz
	−79 dBm (see Note 1)
−60 dBm

	
	
1 805 MHz <
f ( 1 830 MHz
	100 kHz
3.84 MHz
	−71 dBm (see Notes 1 and 2)
−60 dBm (see Note 2)

	
	
1 830 MHz <
f ( 1 880 MHz
	100 kHz
3.84 MHz
	−71 dBm (see Note 1)
−60 dBm

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm

	
	
2 620 MHz (
f ( 2 640 MHz
	3.84 MHz
	−60 dBm

	
	
2 640 MHz <
f ( 2 690 MHz
	3.84 MHz
	−60 dBm (see Note 2)

	IX
	
860 MHz (
f ( 895 MHz
	3.84 MHz
	−60 dBm

	
	
1 844.9 MHz (
f ( 1 879.9 MHz
	3.84 MHz
	−60 dBm

	
	
1 884.5 MHz (
f ( 1 919.6 MHz
	300 kHz
	−41 dBm

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm

	X
	
869 MHz (
f ( 894 MHz
	3.84 MHz
	−60 dBm

	
	
1 930 MHz (
f ( 1 990 MHz
	3.84 MHz
	−60 dBm

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm

	NOTE 1 – The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 3 are permitted for each channel used in the measurement.
NOTE 2 – The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, measurements with a level up to the applicable requirements defined in Table 3 are permitted for each channel used in the measurement due to second or third harmonic spurious emissions.


For the protection of PHS in geographical areas in which both PHS and E-UTRA are deployed, the power of any spurious emission should not exceed the limits specified in Table 4a.
TABLE  4a
Additional requirements (PHS)
	ΔfOOB
(MHz)
	Channel bandwidth  / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	1.4
MHz
	3.0
MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	FUL_low
FUL_high

	-41
	-41
	-41
	-41
	-411
	-411
	300 KHz

	Note1: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to 1920MHz + the Channel BW assigned. Operations below this point are for further study.


5
Receiver spurious emissions (conducted)

The power of any narrow-band continuous wave (CW) spurious emission should not exceed the maximum level specified in Tables 5. For UTRA the additional spurious emission requirements in Table 6 apply.

TABLE  5

General receiver spurious emission requirements

	Frequency band
	Measurement bandwidth
	Maximum level
	Note

	
30 MHz ( f  1 GHz
	100 kHz
	−57 (dBm)
	

	
1 GHz ( f ( 12.75 GHz
	1 MHz
	−47 (dBm)
	

	NOTE 1 :  For UTRA, frequencies between 12.5 MHz below the first carrier frequency and 12.5 MHz above the last carrier frequency used by the BS transmitter are excluded.




TABLE 6

Additional receiver spurious emission requirements

	Band
	Frequency band
	Measurement bandwidth
	Maximum level
	Note

	I
	
860 MHz 
f  895 MHz
	3.84 MHz
	−60 dBm
	

	
	
921 MHz 
f < 925 MHz
	100 kHz
	−60 dBm*
	

	
	
925 MHz 
f 935 MHz
	100 kHz
3.84 MHz
	−67 dBm*
−60 dBm
	

	
	
935 MHz <
f  960 MHz
	100 kHz
	−79 dBm*
	

	
	
1 805 MHz 
f  1 880 MHz
	100 kHz
	−71 dBm*
	

	
	
1 844.9 MHz (
f  1 879.9 MHz
	3.84 MHz
	−60 dBm
	

	
	
1 920 MHz (
f ( 1 980 MHz
	3.84 MHz
	−60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm
	UE receive band

	
	
2 620 MHz (
f ( 2 690 MHz
	3.84 MHz
	−60 dBm
	

	II
	
869 MHz 
f ( 894 MHz
	3.84 MHz
	−60 dBm
	

	
	
1 850 MHz (
f ( 1 910 MHz
	3.84 MHz
	−60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	
1 930 MHz (
f ( 1 990 MHz
	3.84 MHz
	−60 dBm
	UE receive band

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm
	

	III
	
921 MHz 
f < 925 MHz
	100 kHz
	−60 dBm*
	

	
	
925 MHz 
f 935 MHz
	100 kHz
3.84 MHz
	−67 dBm*
−60 dBm
	

	
	
935 MHz <
f  960 MHz
	100 kHz
	−79 dBm*
	

	
	
1 710 MHz (
f ( 1 785 MHz
	3.84 MHz
	−60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	
1 805 MHz (
f ( 1 880 MHz
	3.84 MHz
	−60 dBm
	UE receive band

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm
	

	
	
2 620 MHz (
f ( 2 690 MHz
	3.84 MHz
	−60 dBm
	

	IV
	
869 MHz 
f < 894 MHz
	3.84 MHz
	−60 dBm
	

	
	
1 710 MHz 
f < 1 755 MHz
	3.84 MHz
	−60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	
1 930 MHz (
f ( 1 990 MHz
	3.84 MHz
	−60 dBm
	

	
	
2 110 MHz(
f ( 2 170 MHz
	3.84 MHz
	−60 dBm
	UE receive band


TABLE 6 (end)

	Band
	Frequency band
	Measurement bandwidth
	Maximum level
	Note


	 V
	
824 MHz 
f ( 849 MHz
	3.84 MHz
	−60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	
869 MHz 
f < 894 MHz
	3.84 MHz
	−60 dBm
	UE receive band

	
	
1 930 MHz (
f ( 1 990 MHz
	3.84 MHz
	−60 dBm
	

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm
	

	VI
	
815 MHz (
f ( 850 MHz
	3.84 MHz
	−60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	
860 MHz (
f  895 MHz
	3.84 MHz
	−60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	
1 844.9 MHz (
f  1 879.9 MHz
	3.84 MHz
	−60 dBm
	

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm
	

	VII
	
921 MHz 
f < 925 MHz
	100 kHz
	−60 dBm *
	

	
	
925 MHz 
f ( 935 MHz
	100 kHz
−3.84 MHz
	−67 dBm*
−60 dBm
	

	
	
935 MHz <
f  960 MHz
	100 kHz
	−79 dBm*
	

	
	
1 805 MHz 
f  1 880 MHz
	100 kHz
	−71 dBm*
	

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm
	

	
	
2 500 MHz (
f ( 2 570 MHz
	3.84 MHz
	−60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	
2 620 MHz (
f ( 2 690 MHz
	3.84 MHz
	−60 dBm
	UE receive band

	VIII
	
880 MHz 
f 915 MHz
	3.84 MHz
	−60 dBm
	UE in URA_PCH, Cell_PCH and idle state 

	
	
921 MHz 
f < 925 MHz
	100 kHz
	−60 dBm*
	

	
	
925 MHz 
f  MHz
	100 kHz
3.84 MHz
	−67 dBm*
−60 dBm
	

	
	
935 MHz <
f  960 MHz
	100 kHz
	−79 dBm*
	

	
	
1 805 MHz <
f  1 880 MHz
	3.84 MHz
	−60 dBm
	

	
	
2 110 MHz 
f  2 170 MHz
	3.84 MHz
	−60 dBm
	

	
	
2 620 MHz 
f  2 690 MHz
	3.84 MHz
	−60 dBm
	

	IX
	
860 MHz (
f  895 MHz
	3.84 MHz
	−60 dBm
	

	
	
1 749.9 MHz (
f ( 1 784.9 MHz
	3.84 MHz
	−60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	
1 844.9 MHz (
f  1 879.9 MHz
	3.84 MHz
	−60 dBm
	UE receive band

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm
	

	X
	
869 MHz 
f < 894 MHz
	3.84 MHz
	−60 dBm
	

	
	
1 710 MHz 
f < 1 770 MHz
	3.84 MHz
	−60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	
1 930 MHz (
f ( 1 990 MHz
	3.84 MHz
	−60 dBm
	

	
	
2 110 MHz (
f ( 2 170 MHz
	3.84 MHz
	−60 dBm
	UE receive band

	*
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 5 are permitted for each channel used in the measurement.


Annex 3

CDMA TDD (UTRA TDD) mobile stations

1
Measurement uncertainty

Values specified in this Annex differ from those specified in Recommendation ITU‑R M.1457 since values in this Annex incorporate test tolerances defined in Recommendation ITU‑R M.1545.

2
Spectrum mask

2.1
Spectrum mask (3.84 Mchip/s UTRA TDD option)

The spectrum emission mask of the MS applies to frequency offsets ((f) between 2.5 and 12.5 MHz on both sides of the carrier frequency. 

The out-of-channel emission is specified as a power level relative to the MS output power in a frequency band of 3.84 MHz bandwidth.

The power of any MS emission should not exceed −48.5 dBm/3.84 MHz or the levels specified in Table 13a, whichever is higher.

TABLE 13a

Spectrum emission mask requirement (3.84 Mchip/s TDD option)
	Δf(1)
(MHz)
	Minimum requirement
	Measurement bandwidth

	2.5-3.5
	−33.5 − 15(1) ((f/MHz − 2.5) dBc
	30 kHz(2)

	3.5-7.5
	–33.5 − 1(1) ((f/MHz − 3.5) dBc
	1 MHz(3)

	7.5-8.5
	−37.5 − 10(1) ((f/MHz − 7.5) dBc
	1 MHz(3)

	8.5-12.5
	−47.5 dBc
	1 MHz(3)

	(1)
(f is the separation between the carrier frequency and the centre of the measuring filter.

(2)
The first and last measurement positions with a 30 kHz filter at (f equals 2.515 MHz and 3.485 MHz. 

(3)
The first and last measurement positions with a 1 MHz filter at (f equals 4 MHz and 12 MHz. As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 1 – The lower limit should be −50 dBm/3.84 MHz or the minimum requirement presented in this table, whichever is the higher.


2.2
Spectrum mask (1.28 Mchip/s UTRA TDD option)

The spectrum emission mask of the MS applies to frequency offsets between 0.8 and 4.0 MHz on both sides of the carrier frequency. 

The out-of-channel emission is specified as a power level relative to the MS output power in a frequency band of 1.6 MHz bandwidth.
TABLE 13b
	Spectrum emission mask requirement (1.28 Mchip/s TDD option)
Δf(1)
(MHz)
	Minimum requirement
	Measurement bandwidth

	0.8
	−33.5 dBc(3)
	30 kHz(2)

	0.8-1.8
	−33.5 − 14(1)((f/MHz − 0.8) dBc(3)
	30 kHz(2)

	1.8-2.4
	−47.5 − 25(1)((f/MHz − 1.8) dBc(3)
	30 kHz(2)

	2.4-4.0
	−42.5 dBc(3)
	1 MHz(3)

	(1)
(f is the separation between the carrier frequency and the centre of the measuring filter.

(2)
The first and last measurement positions with a 30 kHz filter at (f equals to 0.815 MHz and 2.385 MHz.

(3)
The first and last measurement positions with a 1 MHz filter at (f equals 2.9 MHz and 3.5 MHz. As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 1 – The lower limit should be −55 dBm/1.28 MHz or the minimum requirement presented in this table, whichever is the higher.


2.3
Spectrum mask (7.68 Mchip/s UTRA TDD option)

The spectrum emission mask of the UE applies to frequencies which are between 5 MHz and 25 MHz from the UE centre carrier frequency. The out-of-channel emission is specified relative to the RRC filtered mean power of the UE carrier.

The power of any UE emission should not exceed the levels specified in Table 13c.
TABLE 13c
	Spectrum emission mask requirement (7.68 Mchip/s TDD option)

Δf(1)
(MHz)
	Minimum requirement
	Measurement bandwidth

	5.0-5.75
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	30 kHz(2)

	5.75-7.0
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	30 kHz(2)

	7.0-15
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	1 MHz(3)

	15.0-17.0
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	1 MHz(3)

	17.0-25.0
	−51.5 dBc
	1 MHz(3)

	(1)
(f is the separation between the carrier frequency and the centre of the measuring filter.

(2)
The first and last measurement positions with a 30 kHz filter at (f equals 5.015 MHz and 6.985 MHz.

(3)
The first and last measurement positions with a 1 MHz filter at (f equals 7.5 MHz and 24.5 MHz. As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 1 – The lower limit should be −47 dBm/7.68 MHz or the minimum requirement presented in this table, whichever is the higher.


2.4
E-UTRA spectrum mask

The output UE transmitter spectrum consists of the three components; the emission within the occupied bandwidth (channel bandwidth), the Out Of Band (OOB) emissions and the far out spurious emission domain (Figure 1).
[image: image10.png]. . Channel
Spurious domain  Afags  bandwidth  Afoa Spurious domain
&K i 9 g

Rl

4—— EUTRABand ——»




Figure 1.
The spectrum emission mask of the MS applies to frequencies (ΔfOOB) starting from the edges of the assigned E-UTRA channel bandwidth.  For frequencies greater than (ΔfOOB) as specified in Tables 1a-1c the spurious requirements in §4 are applicable.
The power of any MS emission shall not exceed the levels specified in either §2.4.1 or §2.4.2 for the specified channel bandwidths.

2.4.1
General E-UTRA spectrum mask

TABLE 13d
General E-UTRA spectrum emission mask
	ΔfOOB
(MHz)
	Spectrum emission limit (dBm)/ Channel bandwidth  

	
	1.6

MHz
	3.2

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	[TBD]
	[TBD]
	-15 
	-18
	-20
	-21
	30 kHz 

	( 1-2.5
	[-10]
	[TBD]
	-10
	-10
	-10
	-10 
	1 MHz

	( 2.5-5
	[-25]
	[-10]
	-10
	-10
	-10
	-10 
	1 MHz

	( 5-6
	
	[-25]
	-13
	-13
	-13
	-13
	1 MHz

	( 6-10
	
	
	-25
	-13
	-13 
	-13 
	1 MHz

	( 10-15
	
	
	
	-25
	-13 
	-13 
	1 MHz

	( 15-20
	
	
	
	
	-25 
	-13 
	1 MHz

	( 20-25
	
	
	
	
	
	-25 
	1 MHz


2.4.2
Additional E-UTRA spectrum mask

Additional spectrum emission requirements are signalled by the network on a per-cell basis to indicate that the UE shall meet an additional requirement for a specific deployment scenarios or in a particular geographical areas or regions.

In geographical areas where FCC Part 22 applies, the power of any UE emission shall not exceed the levels specified in Table 13e.
TABLE 13e
Additional requirements (FCC Part 22)

	ΔfOOB
(MHz)
	Spectrum emission limit (dBm)/ Channel bandwidth  

	
	1.6
MHz
	3.2
MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	[TBD]
	[TBD]
	-15 
	-20 
	-25
	-30 
	30 kHz 

	( 1-2.5
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 2.5-5
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 5-6
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 6-10
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 10-15
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 15-20
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz

	( 10-25
	[TBD]
	[TBD]
	-13
	-13
	-13
	-13
	1 MHz


In geographical areas where FCC Part 22 applies, the power of any UE emission shall not exceed the levels specified in Table 13f.
TABLE 13f
Additional requirements (FCC Part 27)
	ΔfOOB
(MHz)
	Spectrum emission limit (dBm)/ Channel bandwidth  

	
	1.6
MHz
	3.2
MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	[TBD]
	[TBD]
	-15 
	-20 
	-25 
	-30 
	30 kHz 

	( 1-2.5
	[TBD]
	[TBD]
	-15
	-15
	-15
	-15
	1 MHz

	( 2.5-5.5
	[TBD]
	[TBD]
	-15
	-15
	-15
	-15
	1 MHz

	( 5.5-6
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz

	( 6-10
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz

	( 10-15
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz

	( 15-20
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz

	( 10-25
	[TBD]
	[TBD]
	-25
	-25
	-25
	-25
	1 MHz


3
ACLR

3.1
ACLR for UTRA
ACLR is the ratio of the transmitted power to the power measured after a receiver filter in the adjacent channel(s). Both the transmitted power and the received power are measured through a matched filter (root raised cosine and roll-off 0.22) with a noise power bandwidth equal to the chip rate. The requirements should apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer’s specification. The limit for ACLR should be as specified in Table 14a).

TABLE  14

a)  MS ACLR limits for 3.84 Mchip/s TDD option 

	Adjacent channel
	ACLR limit
(dB)

	MS channel ± 5 MHz
	32.2

	MS channel ± 10 MHz
	42.2


b)  MS ACLR limits for 1.28 Mchip/s TDD option

	Adjacent channel
	ACLR limit
(dB)

	MS channel ± 1.6 MHz
	32.2

	MS channel ± 3.2 MHz
	42.2


c)  MS ACLR limits for 7.68 Mchip/s TDD option

	Adjacent channel
	Chip rate for RRC
measurement filter
(MHz)
	ACLR limit
(dB)

	MS channel ± 7.5 MHz
	3.84
	32.2

	MS channel ± 12.5 MHz
	3.84
	42.2

	MS channel ± 10.0 MHz
	7.68
	32.2

	MS channel ± 20.0 MHz
	7.68
	42.2


3.2
ACLR for E-UTRA
ACLR is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The ACLR requirements are specified for two scenarios: for (an) adjacent E -UTRA and/or UTRA channels (Figure 2).
[image: image11.emf] 

E-UTRAACLR1 

UTRA  ACLR2  

UTRA ACLR1  

RB  

E - UTRA channel     Channel    

Δf OOB    


Figure 2.
3.2.1
Limits for E-UTRA 

E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.  The E-UTRA on channel and adjacent channel power is measured with a [rectangular measurement bandwidth filter]. The limits should be as specified in Table 14b.
TABLE 14b
General requirements for E-UTRAACLR
	
	Channel bandwidth / E-UTRAACLR1   / measurement bandwidth 

	
	1.6

MHz
	3.2

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	E-UTRA channel Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


3.2.2
Limits for E-UTRA for UTRA co-existence in the same geographical area 

For adjacent UTRA carriers the limits should be as specified in Table 14c.

UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA 5 MHz adjacent channel (UTRAACLR1) and the 2nd UTRA 5MHz adjacent channel (UTRAACLR2) .The UTRA channel is measured with a 3.84 MHz RRC bandwidth filter with roll-off factor =0.22. The E-UTRA channel is measured with a [rectangular measurement bandwidth filter].

TABLE 14c
Additional requirements
	
	Channel bandwidth  / UTRAACLR1/2   / measurement bandwidth

	
	1.6
MHz
	3.2
MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR1
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB

	UTRAACLR2
	-
	-
	36 dB
	36 dB
	36 dB
	36 dB

	E-UTRA  channel Measurement bandwidth
	
	-
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA channel Measurement bandwidth
	-
	-
	3.84 MHz


	3.84 MHz
	3.84 MHz
	3.84 MHz


3.2.3
Additional ACLR limits 
For MS operating in E-UTRA bands 1, 6, 9, 10 and 11 the limits should be as specified in Table 2c. The additional ACLR limits are specified for the 2nd UTRA 5MHz adjacent channel (UTRAACLR2).
TABLE 14d
Additional requirements (UTRAACLR2)
	
	Channel bandwidth  / UTRAACLR2   / measurement bandwidth

	
	1.6

MHz
	3.2

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR2bis
	-
	-
	43 dB
	43 dB
	-
	-

	E-UTRA  channel Measurement bandwidth
	-
	-
	4.5 MHz
	9.0 MHz
	-
	-

	UTRA channel Measurement bandwidth
	-
	-
	3.84 MHz
	3.84 MHz
	-
	-


4
Transmitter spurious emissions (conducted)

For UTRA, the spurious emissions should be less than the limits specified in Tables 15, 16a), 16b) and 16c). The following requirements are only applicable for MS centre carrier frequency offsets greater than 12.5 MHz (3.84 Mchip/s TDD option), 4 MHz (1.28 Mchip/s TDD option) or 25 MHz (7.68 Mchip/s TDD option). 

TABLE 15

General spurious emissions requirements

	Frequency band
	Measurement bandwidth
	Minimum requirement
(dBm)

	
9 kHz ( f  150 kHz
	1 kHz
	–36

	
150 kHz ( f  30 MHz
	10 kHz
	–36

	
30 MHz ( f  1 000 MHz
	100 kHz
	–36

	
1 GHz ( f  12.75 GHz
	1 MHz
	–30


TABLE 16

a)  Additional spurious emissions requirements (3.84 Mchip/s TDD option)

	Frequency bandwidth
	Measurement bandwidth
	Minimum requirement
(dBm)

	
921 MHz (
f < 925 MHz
	100 kHz
	−60 (Note 1)

	
925 MHz (
f ( 935 MHz
	100 kHz
	−67 (Note 1)

	
935 MHz <
f ( 960 MHz
	100 kHz
	−79 (Note 1)

	
1 805 MHz (
f ( 1 880 MHz
	100 kHz
	−71 (Note 1)

	
2 620 MHz (
f ( 2 690 MHz
	3.84 MHz
	−37 (Note 1)

	
1 884.5 MHz (
f ( 1 919.6 MHz
	300 kHz
	−41 (Note 2)

	NOTE 1 – The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 15 are permitted for each absolute RF channel used in the measurement. 

NOTE 2 – Applicable for transmission in 2 010-2 025 MHz.


b)  Additional spurious emissions requirements (1.28 Mchips TDD option)

	Frequency bandwidth
	Measurement bandwidth
	Minimum requirement
(dBm)

	
921 MHz (
f < 925 MHz
	100 kHz
	−60 (Note 1)

	
925 MHz (
f ( 935 MHz
	100 kHz
	−67 (Note 1)

	
935 MHz <
f ( 960 MHz
	100 kHz
	−79 (Note 1)

	
1 805 MHz (
f ( 1 880 MHz
	100 kHz
	−71 (Note 1)

	
2 620 MHz (
f ( 2 690 MHz
	3.84 MHz
	−37 (Note 1)

	NOTE 1 – The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 15 are permitted for each absolute RF channel used in the measurement. 


c)  Additional spurious emissions requirements (7.68 Mchips TDD option)

	Frequency bandwidth
	Measurement bandwidth
	Minimum requirement
(dBm)

	
921 MHz (
f < 925 MHz
	100 kHz
	−60 (Note 1)

	
925 MHz (
f ( 935 MHz
	100 kHz
	−67 (Note 1)

	
935 MHz <
f ( 960 MHz
	100 kHz
	−79 (Note 1)

	
1 805 MHz (
f ( 1 880 MHz
	100 kHz
	−71 (Note 1)

	
2 620 MHz (
f ( 2 690 MHz
	3.84 MHz
	−37 (Note 1)

	
1 884.5 MHz (
f ( 1 919.6 MHz
	300 kHz
	−41 (Note 2)

	NOTE 1 – The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 15 are permitted for each absolute RF channel used in the measurement. 

NOTE 2 – Applicable for transmission in 2 010-2 025 MHz.


For E-UTRA, the spurious emission limits apply for frequency ranges that are more than ΔfOOB (MHz) from the edge of the channel bandwidth (Table 166).
TABLE  16b
Boundary between E-UTRA ΔfOOB and spurious emission domain

	Channel bandwidth 
	1.6
MHz
	3.2
MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	ΔfOOB  (MHz)
	[tbd]
	[tbd]
	10
	15
	20
	25


The spurious emission limits in Table 15 apply for all E-UTRA transmitter band configurations and channel bandwidths.
For the protection of PHS in geographical areas in which both PHS and E-UTRA are deployed, the power of any spurious emission should not exceed the limits specified in Table 16c.
TABLE  16c
Additional requirements (PHS)
	ΔfOOB
(MHz)
	Channel bandwidth  / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	1.6
MHz
	3.2
MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	FUL_low
FUL_high

	-41
	-41
	-41
	-41
	-411
	-411
	300 KHz

	Note1: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to 1920MHz + the Channel BW assigned. Operations below this point are for further study.


5
Receiver spurious emissions (conducted)

The power of any spurious emissions from the receiver should not exceed the limits given in Tables 17, 18a), 18b) and 18c).

TABLE 17

General receiver spurious emission requirements

	Frequency band
	Measurement bandwidth
	Maximum level
(dBm)
	Note

	
30 MHz (f  1 GHz
	100 kHz
	–57
	

	1 GHz ( f ( 12.75 GHz
	1 MHz
	–47
	With the exception of the frequencies covered by Tables 18a), 18b) and 18c), for which additional receiver spurious emission requirements apply.


TABLE 18

a)  Receiver spurious emission requirements (3.84 Mchip/s UTRA TDD option)
	Band
	Maximum level
	Measurement bandwidth
	Note

	30 MHz-1 GHz
	−57 dBm
	100 kHz
	

	1 GHz-1.9 GHz and
1.92 GHz-2.01 GHz and
2.025 GHz-2.11 GHz and
2.17 GHz-2.57 GHz
	−47 dBm
	1 MHz
	With the exception of frequencies between 12.5 MHz below the first carrier frequency and 12.5 MHz above the last carrier frequency used by the MS.

	1.9 GHz-1.92 GHz and
2.01 GHz-2.025 GHz and
2.11 GHz-2.170 GHz and
2.57 GHz-2.69 GHz
	−60 dBm
	3.84 MHz
	With the exception of frequencies between 12.5 MHz below the first carrier frequency and 12.5 MHz above the last carrier frequency used by the MS.

	2.69 GHz-12.75 GHz
	−47 dBm
	1 MHz
	


b)  Receiver spurious emission requirements (1.28 Mchip/s UTRA TDD option) 

	Band
	Maximum level
	Measurement bandwidth
	Note

	30 MHz-1 GHz
	−57 dBm
	100 kHz
	

	1 GHz-1.9 GHz and
1.92 GHz-2.01 GHz and
2.025 GHz-2.11 GHz and
2.17 GHz-2.57 GHz
	−47 dBm
	1 MHz
	With the exception of frequencies between 4 MHz below the first carrier frequency and 4 MHz above the last carrier frequency used by the MS.

	1.9 GHz-1.92 GHz and
2.01 GHz-2.025 GHz and
2.11 GHz-2.170 GHz and
2.57 GHz-2.69 GHz
	−64 dBm
	1.28 MHz
	With the exception of frequencies between 4 MHz below the first carrier frequency and 4 MHz above the last carrier frequency used by the MS.

	2.69 GHz 12.75 GHz
	−47 dBm
	1 MHz
	


TABLE 18 (end)

c)  Receiver spurious emission requirements (7.68 Mchip/s UTRA TDD option)
	Band
	Maximum level
	Measurement bandwidth
	Note

	30 MHz-1 GHz
	−57 dBm
	100 kHz
	

	1 GHz-1.9 GHz and
1.92 GHz-2.01 GHz and
2.025 GHz-2.11 GHz and
2.17 GHz-2.57 GHz
	−47 dBm
	1 MHz
	With the exception of frequencies between 25 MHz below the first carrier frequency and 25 MHz above the last carrier frequency used by the MS.

	1.9 GHz-1.92 GHz and
2.01 GHz-2.025 GHz and
2.11 GHz-2.170 GHz and
2.57 GHz-2.69 GHz
	−57 dBm
	7.68 MHz
	With the exception of frequencies between 25 MHz below the first carrier frequency and 25 MHz above the last carrier frequency used by the MS.

	2.69 GHz-12.75 GHz
	−47 dBm
	1 MHz
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