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6.2.1.1.4
DPCH Structure of the Downlink Test Models

For the above test models the following structure is adopted for the DPCH. The DPDCH and DPCCH have the same power level. The timeslot structure should be as described by 25.211-300 section 5.3.2 Table 11-slot format 10 that is reproduced in Table 6.6 below.

Table 6.6 DPCH structure of the downlink test models

Slot Format
Channel Bit 
Channel Symbol
SF
Bits/Frame
Bits/ Slot
DPDCH Bits/Slot
DPCCH     Bits/Slot

#I
Rate (kbps)
 Rate (ksps)

DPDCH
DPCCH
TOT

NData1
Ndata2
NTFCI
NTPC
NPilot

10
60
30
128
450
150
600
40
6
24
0
2
8

The test DPCH has frame structure so that the pilot bits are defined over 15 timeslots according to the relevant columns of 25.211-300 section 5.3.2 Table 12, which are reproduced in Table 6.7 below.

Table 6.7 Frame structure of DPCH


Npilot = 8

Symbol #
0
1
2
3

Slot #0

1

2

3

4

5

6

7

8

9

10

11

12

13

14
11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
10

10

01

00

01

10

00

00

10

11

01

11

00

11

11

The TPC bits alternate 00 / 11 starting with 00 in timeslot 0.

The aggregate 15 x 30 = 450 DPDCH bits per frame are filled with a PN9 sequence generated using the primitive trinomial 
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. To ensure non-correlation of the PN9 sequences, each DPDCH shall use its channelisation code as the seed for the PN sequence at the start of each frame.

The sequence shall be generated in a nine-stage shift register whose 5th and 9th stage outputs are added in a modulo‑two addition stage, and the result is fed back to the input of the first stage. The generator shall be seeded so that the sequence begins with the 7 bit channelisation code starting from the LSB, and followed by 2 consecutive ONEs.

–
Number of shift register stages
9

–
Length of pseudo-random sequence
29 – 1  511 bits

–
Longest sequence of zeros
8 (non-inverted signal)

6.2.1.1.5 Scrambling Code Defaults for Downlink Test Models
The scrambling code should be 0.

Where multiple repetitions of the Test Model signals are being used to simulate a multi-carrier signal, the scrambling code for the central carrier should be 0,  carriers added at successively lower frequencies should use codes 2, 4, ... and carriers added at successively higher frequencies should use codes 1, 3, ...
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