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9
Usage of tabular format

A protocol specification should include a 'Tabular description' sub-clause, including 

-
A message description sub-clause;

-
An IE description sub-clause
9.1
Tabular description of messages and IEs

9.1.1
Message description

A 'Message description' sub-clause includes one sub-clause per message.

A message is described with, in this order:

-
A general description, including the flow the message belongs to (e.g., SAP, direction,…); this indirectly points to the message header description, which is not described again for each message;

-
A table describing a list of information elements;

-
Explanatory clauses, mainly for describing textually conditions for presence or absence of some IEs.

9.1.1.1

The general description

9.1.1.2

The Information Element table

The table is composed of 5 columns, labelled and presented as shown below.

IE/Group Name
Need
Multi
Type and reference
Semantics description







NOTE:
Indentations are used to visualise the embedding level of an "IE/Group" or "Type and reference".

Indentations are explicitely written with the character ">", one per level of indentation. Indentations of lines can be found in IE/Group Name and Type and reference columns.

Each line corresponds either to an IE or to a group. A group includes all the IEs in following lines until, and not including, a line with the same indentation as the group line.

Dummy groups can be used for legibility: the following IE/Group has the same indentation. For such dummy groups, the Need and Multi columns are meaningless and should be left empty.

The "Type and reference" column is not filled in the case of a group line and must be filled for "IE/Group Name" column

This column gives the local name of the IE or of a group of IEs. This name is significant only within the scope of the described message, and must appear only once in the column at the same level of indentation. It is a free text, which should be chosen to reflect the meaning of the IE or group of IEs. This text is to be used followed by the key word IE, the whole enclosed between quotes [or in italics] to refer to the IE or the group of IEs in the procedural description.

The first word 'choice' has a particular meaning, and must not be used otherwise.

9.1.1.2.1
Need and multiplicity (Multi) columns

These columns provide most of the information about the presence, absence and number of copy of the IE (in the message or in the group) or group of IEs. The different possibilities for these columns are described one by one.
The meaning of the ‘need’ column is summarised below :

MP
Mandatorily present


A value for that information is always needed, and no information is provided about a particular default value. If ever the transfer syntax allows absence (e.g., due to extension), then absence leads to an error diagnosis.

MD
Mandatory with default value


A value for that information is always needed, and a particular default value is mentionned (in the ‘Semantical information’ column). This opens the possibility for the transfer syntax to use absence or a special pattern to encode the default value.

CV

Conditional on value


A value for that information is needed (presence needed) or unacceptable (absence needed) when some conditions are met that can be evaluated on the sole basis of the content of the message.


If conditions for presence needed are specified, the transfer syntax must allow for the presence of the information. If the transfer syntax allows absence, absence when the conditions for presence are met leads to an error diagnosis.


If conditions for absence needed are specified, the transfer syntax must allow to encode the absence. If the information is present and the conditions for absence are met, an error is diagnosed.


When neither conditions for presence or absence are met, the information is treated as optional, as described for ‘OP’.

CH

Conditional on history


A value for that information is needed (presence needed) or unacceptable (absence needed) when some conditions are met that must be evaluated on the basis of information obtained in the past (e.g., from messages received in the past from the other party).


If conditions for presence needed are specified, the transfer syntax must allow for the presence of the information. If the transfer syntax allows absence, absence when the conditions for presence are met leads to an error diagnosis.


If conditions for absence needed are specified, the transfer syntax must allow to encode the absence. If the information is present and the conditions for absence are met, an error is diagnosed.


When neither conditions for presence or absence are met, the information is treated as optional, as described for ‘OP’.

OP

Optional


The presence or absence is significant and modifies the behaviour of the receiver. However whether the information is present or not does not lead to an error diagnosis.

9.1.1.2.1.1
Mandatory

IE/Group Name
Need
Multi
Type and reference
Semantics description

Name
MP




Name
MD


(default value is indicated)

The multiplicity column must be left empty.

For an IE not belonging to a group MP  indicates that one and only one copy of 'Name IE' is necessary in the message.

For a group not belonging to another group, MP means that one and only one copy of the 'Name group' is necessary in the message.

For an IE or a group belonging to another group, MP means that if the parent group is present, then one and only one copy of the 'Name group' or 'Name IE' is necessary in the embedding group.

For an IE not belonging to a group MD  indicates that one and only one value for information 'Name IE' is necessary in the message, and that a special value (the default value) exists and is mentioned in the ‘Semantics description’ column.
For a group not belonging to another group, MD means that one and only one value for information structure 'Name group' is necessary in the message, and that a special value (the default value) exists and is mentioned in the ‘Semantics description’ column.

For an IE or a group belonging to another group, MD means that if the parent group is present, then one and only one value for information structure 'Name group' or information 'Name IE' is necessary in the embedding group, and that a special value (the default value) exists and is mentioned in the ‘Semantics description’ column..

The default value might be fixed by the standard, or conditional to the value of some other IE or IEs, or conditional oninformation obtained in the past.
9.1.1.2.1.2
Optional

IE/Group Name
Need
Multi
Type and reference
Semantics description

Name
OP




The multiplicity column is empty. 

This indicates that the 'Name IE' or 'Name group' is not necessary in the message or the embedding group, and that the sender can choose not to include it.

9.1.1.2.1.3
Conditional

IE/Group Name
Presence
Multi
Type and reference
Semantics description


CV cond





CH




The multiplicity column is empty.

CV indicates that the requirement for presence of absence of the IE or group of IE depends on the value of some other IE or IEs, and/or on the message flow (e.g., channel, SAP). In the CV case, the condition is to be described in a textual form in an explanatory clause. cond stands for a free text that is used as a reference in the title of the explanatory clause. In the CH case, the condition is described in the procedural section.
When condition is met may means that IE is :

-
Mandatorily present

-
Mandatorily absent

-
Optional

-
Absent, but optional (this is meaningful only for extension)

9.1.1.2.1.4
Choice

This is particular group of at least two children.

IE/Group Name
Need
Multi
Type and reference
Semantics description

Choice name





>Name1





>Name2





A 'choice' group is distinguished from standard groups by the use of 'choice' as first word in the name.

The Need and Multi columns are filled normally for the group line. They are not filled for the children lines: the implicit value is conditional, one condition being that one and only one of the children is present if the group is present.

If additional conditions (depending on the value of some other IE or IEs, and/or on the message flow) exist for the choice, they are explained in an explanatory clause.

9.1.1.2.1.5
Sets

In general, this indicates that more than one copy of an IE/Group might be necessary in the message.

The two lines below indicate different allowed alternatives.

IE/Group Name
Need
Multi
Type and reference
Semantics description

Name

nn..pp



Name

nn..indefinite



Name

nn..sym2



Name

sym1..pp



Name

sym1..sym2



Name
Cx cond
nn ..pp



Name
Cx cond
nn..indefinite



Name
Cx cond
nn..sym2



Name
Cx cond
sym1..pp



Name
Cx cond
sym1..sym2



Where nn and pp stand for positive integers, and sym1 and sym2 for symbolic names. The presence column can be empty CVor CH.

The notation '..' can be replaced with the same meaning by 'to'.

This indicates that a number of copies of the IE/Group are necessary in the message/embedding group. The order is significant. The reference should use the bracket notation (e.g., 'Name[1] IE') to refer to a specific copy; numbering starts by 1.

The nn..pp case indicates that the number of copies is between nn and pp, inclusively. This means that nn copies are necessary in the message, that additional pp-nn copies are optional and meaningful, and that copies after the ppth are not necessary.

The number nn is positive or null. The number pp must be equal or greater than nn. The 1..1 case should be avoided, and a MP indication used instead. Similarly, the 0..1 case should be avoided and replaced by an OP indication.

The nn..indefinite case indicates that the number of copies is nn or greater. This means that nn copies are necessary in the message, and that additional copies are optional and meaningful. The number nn is positive or null. It is however allowed that the transfer syntax puts some practical limits on the maximum number of copies.

The use of a symbolic name for one or the other of the range bounds indicates that the value is given in a textual clause. This is necessary the case when the bound depends is conditional to the value of some other IE or IEs.

The ‘Need’ column is set to CV or CH followed by a condition name to indicate that the number of necessary or optional copies is conditional to the value of some other IE or IEs, or on the flow (CV case) or to information obtained in the past (CH case). An explanatory clause describes the condition. Otherwise, the column is left empty.

9.1.1.2.2
Type and reference column

This column is not filled for groups and must be filled for IEs.

This column includes the reference to a more detailed abstract description of the IE. This includes:

a)
A reference to a sub-clause in the Information Element Description clause in the same document; Typically the sub-clause number and titles are given, and if possible this should be a hypertext link; 

b)
A reference to another document, and to a sub-clause in the Information Element Description clause in the indicated document; typically only the sub-clause title is indicated;

c)
A reference to a sub-clause of this document, with possibly additional information as described.

9.1.1.2.3
Semantics description

Filling this column is optional. It should be use to clarify the meaning of the IE or group of IE, as a summary of their use as described in the procedural part.

9.1.1.2.4
Expressing differences between FDD and TDD modes

If a PDU or a strucured information element contain information elements whose presence value is different for FDD and TDD modes or if a certain structured information element is completely different for the two modes, a choice group should be used.

IE/Group Name
Need
Multi
Type and reference
Semantics description

Choice systemtype





>FDD





>>element1
MP




>>element2
OP




>TDD





>>element3
OP




>>element4
MP




9.1.1.3
Explanatory clauses

This includes the sub-clauses needed to elaborate conditions and symbolic names (e.g., range bounds). There must be one explanatory clause for each named condition, and for each symbolic name. The text must give the information sufficient to decide whether the IE/group is to be included or not, or the value of the symbolic name.

9.1.2
IE type description

This describes IE types referred elsewhere, either in the description of a message or in the description of another IE type. The description of an IE type must be as generic as possible, i.e., independent of any specific use.

An 'IE description' sub-clause includes one sub-clause per IE type.

The description of an IE type is done as a table similar to that used for the description of messages.

IE/Group Name
Need
Multi
Type and reference
Semantics description

The different columns are filled exactly as message description columns are filled.

9.2
Basic types

To reduce the text in tabular descriptions, some basic abstract types of IE are defined in this document.

9.2.1
Enumerated

IE/Group Name
Need
Multi
Type and reference
Semantics description




Enumerated (c1, c2, c3)





Enumerated (1..n)


In the first format, c1, c2, c3 stands for a list of 2 or more symbolic names separated by commas.

In the second format, n is an integer, and indicates a list of n different values, with no particular property except for being distinct.

This indicates that the value of the IE when present takes one and only one of the values indicated in the list.

9.2.2
Boolean

IE/Group Name
Need
Multi
Type and reference
Semantics description




Boolean


This is shorthand for:




Enumerated (False, True)


9.2.3
Integer

The different lines below indicate different alternatives.

IE/Group Name
Need
Multi
Type and reference
Semantics description




Integer





Integer (nn..pp)





Integer (nn..indefinite)





Integer (sym1..pp)





Integer (nn..sym2)





Integer (sym1..sym2)


Where nn and pp stand for positive, negative or null integers, and sym1 and sym2 for symbolic names. The presence column must be left empty.

This corresponds to whole or a subset of the set of positive, negative or null integers, as defined by usual mathematics.

The range notation is self-explanatory. In the two unbounded cases, practical bounds may be imposed by the transfer syntax.

Some care should be applied not to present as Integer a field carrying a type of information which has nothing to do with integer, i.e., used in additions/subtractions, or as a discrete representation of a continuous data. If those conditions are not met, the bit string is to be preferred.

9.2.4
Bit string

IE/Group Name
Need
Multi
Type and reference
Semantics description




Bit string (nn)


Where nn is a positive non null number indicating the number of bits in the string.
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