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1
R1-000265
25.211
013
6
Addition of a downlink channel indicating CPCH status
B
3.1.1
3.2.0

2
R1-000449
25.211
023
6
CPCH-related editorial changes, technical changes and additions to 25.211 and some clarifications to 7.4 PCPCH/AICH timing relation.
F
3.1.1
3.2.0

3
R1-000130
25.211
024
1
Additional description of TX diversity for PDSCH
B
3.1.1
3.2.0

4
R1-000118
25.211
025
1
Consistent numbering of scrambling code groups
F
3.1.1
3.2.0

5
R1-000038
25.211
026
-
Minor corrections to timing section
F
3.1.1
3.2.0

6
R1-000239
25.211
028
1
Timing of PDSCH
C
3.1.1
3.2.0

7
R1-000216
25.211
029
1
Modifications to STTD text
D
3.1.1
3.2.0

8
R1-000429
25.211
031
4
CD/CA-ICH for dual mode CPCH
B
3.1.1
3.2.0

9
R1-000234
25.211
033
-
Clarification of frame synchronization word and its usage
D
3.1.1
3.2.0

10
R1-000450
25.211
034
1
Editorial updates to 25.211
D
3.1.1
3.2.0

11
R1-000270
25.211
036
-
PDSCH multi-code transmission
C
3.1.1
3.2.0

12
R1-000275
25.211
037
-
Clarification of pilot bit patterns for CPCH and slot formats for CPCH PC-P and message part
D
3.1.1
3.2.0

13
R1-000296
25.211
039
-
Further restrictions on the application of the Tx diversity modes in DL
C
3.1.1
3.2.0

14
R1-000297
25.211
040
-
Clarification of downlink pilot bit patterns
F
3.1.1
3.2.0

15
R1-000315
25.211
041
-
Clarification of DCH initialisation
C
3.1.1
3.2.0

16
R1-000409
25.211
044
2
Emergency Stop of CPCH transmission and Start of Message Indicator
B
3.1.1
3.2.0

17
R1-000422
25.211
046
-
Clean up of USTS related specifications
F
3.1.1
3.2.0

