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8.2
Demodulation in static propagation conditions

8.2.1
Demodulation of DCH

The performance requirement of DCH in static propagation conditions is determined by the maximum Block Error Rate (BLER ) allowed when the receiver input signal is at a specified Îor/Ioc  limit. The BLER is calculated for each of the measurement channels supported by the base station.

8.2.1.1
Minimum requirement

For the parameters specified in Table 8.2 the BLER should not exceed the  piece-wise linear BLER curve specified in Table 8.3.

Table 8.2: Parameters in static propagation conditions

Parameters
Unit
Test 1
Test 2
Test 3
Test 4

Number of DPCHo

6
4
0
0
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Table 8.3: Performance requirements in AWGN channel.

Test Number 
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8.3
Demodulation of DCH in multipath fading conditions 

8.3.1
Multipath fading Case 1

The performance requirement of DCH in multipath fading Case 1 is determined by the maximum Block Error Rate (BLER ) allowed when the receiver input signal is at a specified Îor/Ioc  limit. The BLER is calculated for each of the measurement channels supported by the base station.

8.3.1.1
Minimum requirement

For the parameters specified in Table 8.4 the BLER should not exceed the piece-wise linear BLER curve specified in Table 8.5.

Table 8.4: Parameters in multipath Case 1 channel

Parameters
Unit
Test 1
Test 2
Test 3
Test 4

Number of DPCHo

6
4
0
0
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Table 8.5:  Performance requirements in multipath Case 1 channel.

Test Number 
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8.3.2
Multipath fading Case 2

The performance requirement of DCH in multipath fading Case 2 is determined by the maximum Block Error Rate (BLER ) allowed when the receiver input signal is at a specified Îor/Ioc  limit. The BLER is calculated for each of the measurement channels supported by the base station.

8.3.2.1
Minimum requirement

For the parameters specified in Table 8.6 the BLER should not exceed the piece-wise linear BLER curve specified in Table 8.7.

Table 8.6: Parameters in multipath Case 2 channel

Parameters
Unit
Test 1
Test 2
Test 3
Test 4

Number of DPCHo

2
0
0
0
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Table 8.7: Performance requirements in multipath Case 2 channel.

Test Number
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8.3.3
Multipath fading Case 3

The performance requirement of DCH in multipath fading Case 3 is determined by the maximum Block Error Rate (BLER ) allowed when the receiver input signal is at a specified Îor/Ioc  limit. The BLER is calculated for each of the measurement channels supported by the base station.

8.3.3.1
Minimum requirement

For the parameters specified in Table 8.8 the BLER should not exceed the piece-wise linear BLER curve specified in Table 8.9.

Table 8.8: Parameters in multipath Case 3 channel

Parameters
Unit
Test 1
Test 2
Test 3
Test 4

Number of DPCHo

2
0
0
0
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Table 8.9:  Performance requirements in multipath Case 3 channel.

Test Number

[image: image11.wmf]oc

or

I

I

ˆ

[dB]
BLER 


1
-0.6
10-2


2
0.7
10-1



2.4
10-2



3.8
10-3


3
3.9
10-1



5.9
10-2



7.3
10-3


4
2.8
10-1



4.2
10-2



4.8
10-3








PAGE  

_1005828565.unknown

_1005828590.unknown

_1005760359.unknown

_1005734432.unknown

