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(TDD)’ if the monitored cell is a TDD cell and in 3GPP RAN TS 25.214 ‘Physical layer procedures (FDD)’ if it is an FDD cell.

For a TDD cell to monitor after this procedure the exact timing of the midamble of the P-CCPCH is known and the measurements can be performed. Depending on the UE implementation and if timing information about the cell to monitor is available, the UE may perform the measurements on the P-CCPCH directly without prior SCH synchronization.

5.1.2
Handover 3G to 3G

5.1.2.1
TDD/TDD Handover

For the search for other cells the UE is provided by a handover monitoring set by the UTRAN.

The handover procedure is initiated from UTRAN with an active set update message.

For the requirements in this section, all cells are assumed to be unsynchronized.

5.1.2.1.1
Requirements

5.1.2.1.1.1
Maximum number of cells to be monitored

The UE shall be capable of measuring at least [6] cells given in a measurement control message(s).

5.1.2.1.1.2
Measurement reporting delay

The measurement reporting delay is defined as the time from when a report is triggered at the physical layer according to the event or periodic mechanism set to trigger the measurement report, until the UE starts to transmit the measurement report over the Uu interface. This measurement reporting delay excludes the delay uncertainty resulting when the measurement report is inserted to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH.
The DL reference measurement channel 12.2 kbps shall be used.

5.1.2.1.1.2.1
Correct reporting of neighbours in AWGN propagation condition

This test will derive that the terminal makes correct reporting of an event Cell 1 is the active cell, Cell 2 is a neighbour cell on the used frequency. The power level on Cell 1 is kept constant and the power level of Cell 2 is changed using ‘change of best cell event’ as illustrated in Figure5-1. Hysteresis, absolute Threshold and Time to Trigger values are given in the table below and they are signalled from test device. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1G shall be used. P-CCPCH RSCP of the best cell has to be reported together with Event 1G reporting. New measurement control information, which defines neighbour cells etc., is always sent before the event starts. 
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