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14.1
Intra-frequency measurements

14.1.2
Intra-frequency reporting events for FDD

Within the measurement reporting criteria field in the Measurement Control message the UTRAN notifies the UE which events should trigger a measurement report. Examples of intra-frequency reporting events that would be useful for intra-frequency handover evaluation are given below. Note that normally the UEs do not need to report all these events. The listed events are the toolbox from which the UTRAN can choose the reporting events that are needed for the implemented handover evaluation function, or other radio network functions.

All the illustrated events are measured with respect to any of the measurement quantities given in subclause 14.1.1. The measurement objects are the monitored primary common pilot channels (CPICH). The reporting events are marked with vertical arrows in the figures below.

NOTE:
The events below are numbered 1A, 1B, 1C,… since all intra-frequency reporting events would be labelled 1X, inter-frequency reporting events would be labelled 2X, and so on for the other measurement types.

14.1.2.1
Reporting event 1A: A Primary CPICH enters the reporting range

When event 1A is ordered by UTRAN in a measurement control message, the UE shall send a measurement report when a primary CPICH enters the reporting range as defined by the following formula:

For pathloss:
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For all the other measurement quantity:
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The variables in the formula are defined as follows:

MNew is the measurement result of the cell entering the reporting range. 

Mi is a measurement result of a cell in the active set.

NA is the number of cells in the current active set. 
MBest is the measurement result of the strongest cell in the active set. 

W is a parameter sent from UTRAN to UE.

R is the reporting range 

H1a is the hysteresis parameter for the event 1a.

The addition window of cells in event 1A is configured with the reporting range parameter (R) common to many reporting events and an optional hysteresis parameter (H1a), which can be used to distinguish the addition window from reporting windows related to other measurement events. 

The occurrence of event 1A is conditional on a report deactivation threshold parameter. This parameter indicates the maximum number of cells allowed in the active set for measurement reports to be triggered by event 1A to be transmitted. 

Event 1A may be enhanced with an addition timer, which is configured with the time-to-trigger parameter (see subclause 14.1.4.2). If a time-to-trigger value is used, a cell must continuously stay within the reporting range for the given time period, before the UE shall send a measurement report.

14.1.2.2
Reporting event 1B: A primary CPICH leaves the reporting range

When this event is ordered by UTRAN in a measurement control message, the UE shall send a measurement report when a primary CPICH leaves the reporting range as defined by the following formula:

For pathloss:
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For all the other measurement quantity:


[image: image5.wmf]),

(

10

)

1

(

10

10

1

1

b

Best

N

i

i

Old

H

R

LogM

W

M

Log

W

LogM

A

+

-

×

×

-

+

÷

÷

ø

ö

ç

ç

è

æ

×

×

£

×

å

=


The variables in the formula are defined as follows:

MOld is the measurement result of the cell leaving the reporting range. 

Mi is a measurement result of a cell in the active set.

NA is the number of cells in the current active set. 
MBest is the measurement result of the strongest cell in the active set. 

W is a parameter sent from UTRAN to UE.

R is the reporting range 

H1b is the hysteresis parameter for the event 1b.

The drop window of cells in event 1B is configured with the reporting range parameter (R) common to many reporting events and an optional hysteresis parameter (H1b), which can be used to distinguish the drop window from reporting windows related to other measurement events.

Event 1B may be enhanced with a drop timer, which is configured with the time-to-trigger parameter. If the timer is used, the weakening cell must continuously stay below the reporting range for the given time period before the UE may send a measurement report.

14.2
Inter-frequency measurements

The frequency quality estimate used in events 2a, 2b 2c, 2d and 2e is defined as:
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The variables in the formula are defined as follows:

Qfrequency j is the estimated quality of the active set on frequency j
Mfrequency j is the estimated quality of the active set on frequency j. 

Mi j is a measurement result of cell i in the active set on frequency j.

NA j is the number of cells in the active set on frequency j. 
MBest j is the measurement result of the strongest cell in the active set on frequency j 

Wj is a parameter sent from UTRAN to UE and used for frequency j

H is the hysteresis parameter
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