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9.2.1.55
TFS (Transport Format Set)

The Transport Format Set is defined as the set of Transport Formats associated to a Transport Channel, e.g. DCH.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Transport Format Set





Dynamic Transport Format Information

1 to

 <maxTFcount>



>Number of Transport blocks
M

INTEGER

(0..4095)


>Transport Block Size
C –  Blocks

INTEGER

(0..5000)
Bits

>CHOICE mode 





>>TDD





>>>Transmission time interval
C-TTIdynamic
1 to <maxTTIcount>
Enumerated(10, 20, 40, 80)


Semi-static Transport Format Information





>Transmission time interval
C-TTIsemistatic

ENUMERATED

(10, 20, 40, 80)
msec

>Type of channel coding
M

ENUMERATED

(No coding, Convolutional, Turbo)


>Coding Rate
C – Coding

ENUMERATED

(1/2, 1/3)


>Rate matching attribute
M

INTEGER

(1..maxRM)


>CRC size
M

ENUMERATED

(0, 8, 12, 16, 24)


>CHOICE mode





>>TDD





>>>2nd interleaving mode
M

Enumerated(Frame related, Timeslot related)


Condition
Explanation

Blocks
This IE is only present if "Number of Transport Blocks" is greater than 0.

Coding
This IE is only present if IE "Type of channel coding" is "Convolutional" or "Turbo"

TTIdynamic
This IE is mandatory if not defined as semistatic parameter. Otherwise it is absent.

TTIsemistatic
This IE is mandatory if not defined as dynamic parameter. Otherwise it is absent.

Range bound
Explanation

MaxTFcount
Maximum number of different transport formats that can be included in the Transport format set for one transport channel is 32.

MaxRM
Maximum number that could be set as rate matching attribute for a transport channel.

MaxTTIcount
The amount of different TTI that are possible for that transport format is 4.

9.3.4
Information Element Definitions
--- partly omitted ---

-- ==========================================

--
T

-- ==========================================

T-Cell ::= ENUMERATED {


v0,


v1,


v2,


v3,


v4,


v5,


v6,


v7,


v8,


v9,


...

}

TDD-ChannelisationCode ::= ENUMERATED {


chCode1div1,


chCode2div1,


chCode2div2,


chCode4div1,


chCode4div2,


chCode4div3,


chCode4div4,


chCode8div1,


chCode8div2,


chCode8div3,


chCode8div4,


chCode8div5,


chCode8div6,


chCode8div7,


chCode8div8,


chCode16div1,


chCode16div2,


chCode16div3,


chCode16div4,


chCode16div5,


chCode16div6,


chCode16div7,


chCode16div8,


chCode16div9,


chCode16div10,


chCode16div11,


chCode16div12,


chCode16div13,


chCode16div14,


chCode16div15,


chCode16div16,

...

}
TDD-PhysicalChannelOffset ::= INTEGER (0..63)

TDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size1,


step-size2,


step-size3,


...

}

TransportFormatCombination-Beta ::= CHOICE {


signalledGainFactors

SEQUENCE {



betaC




BetaCD,



betaD




BetaCD,


    
refTFCNumber



RefTFCNumber
OPTIONAL


},


computedGainFactors



RefTFCNumber

}
TFCI-Coding ::= ENUMERATED {


v4,


v8,


v16,


v32,


...

}

TFCI-Presence ::= ENUMERATED {


present,


not-present,


...

}

TFCI-SignallingMode ::= SEQUENCE {


tFCI-SignallingOption

TFCI-SignallingMode-TFCI-SignallingOption,


splitType



TFCI-SignallingMode-SplitType



OPTIONAL,


-- This IE is only present if TFCI signalling option is split --

lengthOfTFCI2



TFCI-SignallingMode-LengthOfTFCI2


OPTIONAL,


-- This IE is only present if split type is logical --

iE-Extensions



ProtocolExtensionContainer { { TFCI-SignallingMode-ExtIEs} }

OPTIONAL,

...

}

TFCI-SignallingMode-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TFCI-SignallingMode-LengthOfTFCI2 ::= INTEGER (1..10)
TFCI-SignallingMode-SplitType ::= ENUMERATED {


hard, 


logical,


...

}

TFCI-SignallingMode-TFCI-SignallingOption ::= ENUMERATED {


normal,


split,


...

}

TGD ::= INTEGER (0..3839)

TGL ::= INTEGER (3| 4| 7| 10| 14)
TimeSlot ::= INTEGER (0..14)

TimeSlotDirection ::= ENUMERATED {


ul,


dl,


...

}

TimeSlot-ISCP-Value ::= INTEGER (0..81)
-- According to mapping in 25.225
TimeSlot-ISCP-Value-IncrDecrThres ::= INTEGER (0..80)

TimeSlotStatus ::= ENUMERATED {


active,


not-active,


...

}

ToAWE ::= INTEGER (0..2559)
-- Unit ms
ToAWS ::= INTEGER (0..1279)
-- Unit ms

Transmitted-Carrier-Power-Value ::= INTEGER(0..100)
-- According to mapping in 25.215/25.225
Transmitted-Code-Power-Value ::= INTEGER (0..127)

-- According to mapping in 25.215/25.225
Transmitted-Code-Power-Value-IncrDecrThres ::= INTEGER (0..112,...)

TransmissionDiversityApplied ::= BOOLEAN

-- true: applied, false: not applied

TransmitDiversityIndicator ::= ENUMERATED {


active,


inactive,


...

}

TFCS ::= SEQUENCE {


dSCH




CHOICE {



no-Split-in-TFCI


TFCS-TFCSList,



split-in-TFCI



SEQUENCE {



transportFormatCombination-DCH

TFCS-DCHList,




signallingMethod




CHOICE {





tFCI-Range





TFCS-TFC-MapingOnDSCHList,





explicit






TFCS-TFC-DSCHList




}



}


},


iE-Extensions

ProtocolExtensionContainer  { { TFCS-ExtIEs} }

OPTIONAL,

...

}

TFCS-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-TFCSList ::= SEQUENCE (SIZE (1..maxNrOfTFCs)) OF


SEQUENCE {



cTFC



TFCS-CTFC,



tFC-Beta

TransportFormatCombination-Beta 
OPTIONAL,


iE-Extensions

ProtocolExtensionContainer  { { TFCS-TFCSList-ExtIEs} }

OPTIONAL,


...

}

TFCS-TFCSList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-CTFC ::= INTEGER (1..maxCTFC-1)
TFCS-DCHList ::= SEQUENCE (SIZE (1..maxNrOfTFCI1Combs)) OF


SEQUENCE {



cTFC



TFCS-CTFC-DCH,



iE-Extensions

ProtocolExtensionContainer  { { TFCS-DCHList-ExtIEs} }

OPTIONAL,


...

}

TFCS-DCHList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-CTFC-DCH ::= INTEGER (0..maxCTFC-DCH-1)
TFCS-TFC-MapingOnDSCHList ::= SEQUENCE (SIZE (1..maxNrOfTFCIGroups)) OF


SEQUENCE {



maxTFCI-field2-Value

TFCS-MaxTFCI-field2-Value,



cTFC-DSCH



TFCS-CTFC-DSCH,



iE-Extensions



ProtocolExtensionContainer  { { TFCS-TFC-MapingOnDSCHList-ExtIEs} }

OPTIONAL,


...

}

TFCS-TFC-MapingOnDSCHList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-MaxTFCI-field2-Value ::= INTEGER (1..511)
TFCS-CTFC-DSCH ::= INTEGER (0..maxCTFC-DSCH-1)
TFCS-TFC-DSCHList ::= SEQUENCE (SIZE (1..maxNrOfTFCI2Combs)) OF


SEQUENCE {



cTFC-DSCH



TFCS-CTFC-DSCH,



iE-Extensions



ProtocolExtensionContainer  { { TFCS-TFC-DSCHList-ExtIEs} }

OPTIONAL,


...

}

TFCS-TFC-DSCHList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet ::= SEQUENCE {


dynamicParts


TransportFormatSet-DynamicPartList,


semi-staticPart


TransportFormatSet-Semi-staticPart,


iE-Extensions


ProtocolExtensionContainer  { { TransportFormatSet-ExtIEs} }

OPTIONAL,


...

}

TransportFormatSet-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-DynamicPartList ::= SEQUENCE (SIZE (1..maxNrOfTFs)) OF


SEQUENCE {



nrOfTransportBlocks


TransportFormatSet-NrOfTransportBlocks,



transportBlockSize


TransportFormatSet-TransportBlockSize

OPTIONAL,



-- This IE is only present if "Number of Transport Blocks" is greater than 0



mode





TransportFormatSet-ModeDP,



iE-Extensions



ProtocolExtensionContainer  { { TransportFormatSet-DynamicPartList-ExtIEs} }

OPTIONAL,



...


}

TransportFormatSet-DynamicPartList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransmissionTimeIntervalList ::= SEQUENCE (SIZE (1..maxTTI-count)) OF


SEQUENCE {



transmissionTimeInterval

TransportFormatSet-TransmissionTimeInterval,


iE-Extensions





ProtocolExtensionContainer { { TransmissionTimeIntervalList-ExtIEs} }

OPTIONAL,


...

}

TransmissionTimeIntervalList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-Semi-staticPart ::= SEQUENCE {


transmissionTimeInterval
 

TransportFormatSet-TransmissionTimeInterval

OPTIONAL,


-- This IE is mandatory if not defined sa dynamic parameter. Otherwise it is absent


channelCoding




TransportFormatSet-ChannelCodingType,


codingRate





TransportFormatSet-CodingRate



OPTIONAL,


-- This IE is only present if channelCoding is 'convolutional' or 'turbo' 


rateMatcingAttribute


TransportFormatSet-RateMatchingAttribute,


cRC-Size





TransportFormatSet-CRC-Size,


mode






TransportFormatSet-ModeSSP
,


iE-Extensions




ProtocolExtensionContainer { { TransportFormatSet-Semi-staticPart-ExtIEs} }

OPTIONAL,


...

}

TransportFormatSet-Semi-staticPart-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ChannelCodingType ::= ENUMERATED {


no-coding,


convolutional-coding,


turbo-coding,


...

}

TransportFormatSet-CodingRate ::= ENUMERATED {


half,


third,


...

}

TransportFormatSet-CRC-Size ::= ENUMERATED {


v0,


v8,


v12,


v16,


v24,


...

}

TransportFormatSet-ModeDP ::= CHOICE {


tdd 



TransmissionTimeIntervalList,


-- This IE is mandatory if not defined as semistatic parameter, otherwise it is absent


...

}

TransportFormatSet-ModeSSP ::= CHOICE {


tdd



TransportFormatSet-SecondInterleavingMode,


...

}

TransportFormatSet-NrOfTransportBlocks ::= INTEGER (0..4095)

TransportFormatSet-RateMatchingAttribute ::= INTEGER (1..maxRateMatching)

TransportFormatSet-SecondInterleavingMode ::= ENUMERATED {


frame-rlated,


timeSlot-related,


...

}
TransportFormatSet-TransmissionTimeInterval ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80,


...

}
TransportFormatSet-TransportBlockSize ::= INTEGER (0..5000)
TransportLayerAddress ::= BIT STRING (SIZE (1..160, ...))
TSTD-Indicator ::= ENUMERATED {


active,


inactive,


...

}

-- ==========================================

--
U

-- ==========================================

UARFCN ::= INTEGER (0..16383, ...)

-- corresponds to 1885.2MHz .. 2024.8MHz

--- partly omitted ---
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