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8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of all Radio Links related to one UE-UTRAN connection within a Node B.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in chapter 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the CRNC by sending the message RADIO LINK RECONFIGURATION PREPARE to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context. 

Upon reception, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

DCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes the Frame Handling Priority IE for a DCH to be modified, the Node B should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Format Set IE for the UL of a DCH to be modified, the Node B shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Format Set IE for the DL of a DCH to be modified, the Node B shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the UL FP Mode IE for a DCH to be modified, the Node B shall apply the new FP Mode in the Uplink of the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the ToAWS IE for a DCH to be modified, the Node B shall apply the new ToAWS in the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the ToAWE IE for a DCH to be modified, the Node B shall apply the new ToAWE in the user plane for this DCH in the new configuration.

DCH Addition:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH to be added to the Radio Link(s), the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the DCH Combination Indicator IE for a DCH to be added, the Node B shall.

1.
treat all DCHs with the same value of this IE as a set of coordinated DCHs and

2.
include this DCH in the new configuration only if it can include all DCHs with the same value of the DCH Combination Indicator IE in the new configuration

[FDD - For DCHs with a unique or no “DCH Combination Ind” and the QE-Selector IE set to “selected DCH”, the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [25.427]. If the QE-Selector is set to ”non-selected DCH”, the Physical channel BER shall be used for the QE in the UL data frames, ref. [25.427]].

[FDD - For DCHs with the same “DCH Combination Ind” the Transport channel BER from the DCH with the QE-Selector IE set to “selected DCH” shall be used for the QE in the UL data frames, ref. [25.427]. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [25.427]. If all DCHs have QE-Selector IE set to ”non-selected DCH” the Physical channel BER shall be used for the QE, ref. [25.427]].

The Node B should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.

The Node B shall use the included UL FP Mode IE for a DCH to be added as the new FP Mode in the Uplink of the user plane for this DCH in the new configuration.

The Node B shall use the included ToAWS IE for a DCH to be added as the new Time of Arrival Window Start Point in the user plane for this DCH in the new configuration.

The Node B shall use the included ToAWE IE for a DCH to be added as the new Time of Arrival Window End Point in the user plane for this DCH in the new configuration.

DCH Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH to be deleted from the Radio Link(s), the Node B shall not include this DCH in the new configuration.

If of all the DCHs belonging to a set of coordinated DCHs are requested to be deleted, the Node B shall not include this set of coordinated DCHs in the new configuration.

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Uplink Scrambling Code IE, the Node B shall apply this Uplink Scrambling Code to the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes one or more Uplink Channelisation Code IEs, the Node B shall apply the new Uplink Channelisation Code(s) in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes one or more Downlink Channelisation Code IEs, the Node B shall apply the new Downlink Channelisation Code(s) in the new configuration.]



[FDD - The Node B shall use the TFCS IE for the UL when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the Uplink of  the new configuration.

[FDD - The Node B shall use the TFCS IE for the DL when reserving resources for the downlink of the new configuration. The Node B shall apply the new TFCS in the Downlink of the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes on the UL DPCCH Structure IE, group the Node B shall set the new Uplink DPCCH Structure to the new configuration.]

If the RADIO LINK RECONFIGURATION PREPARE includes the Maximum DL Power IE, the Node B shall apply this value to the new configuration and never transmit with a higher power on any Downlink Channelisation Code of the Radio Link once the new configuration is being used.

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the UL SIR Target IE, the Node B shall set the UL inner loop power control to the UL SIR target when the new configuration is being used.]

If the RADIO LINK RECONFIGURATION PREPARE includes the Minimum DL Power IE, the Node B shall apply this value to the new configuration and never transmit with a lower power on any Downlink Channelisation Code of the Radio Link once the new configuration is being used.
[TDD - UL/DL CCTrCH Modification]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any of TFCS IE, TFCI coding IE or Puncture limit IE the Node B shall apply these as the new values, otherwise the old values specified for this CCTrCH are still applicable.] 

[TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes any DPCH to be added , the Node B shall include this DPCH in the new configuration.]

[TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes any DPCH to be deleted, the Node B shall remove this DPCH in the new configuration.]

[TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes any DPCH to be modified, and includes any of TDD Channelisation Code IE, Burst Type IE, Midamble shift IE, Time Slot IE, TDD Physical Channel Offset IE, Repetition Period IE, Repetition Length IE, or TFCI presence IE the Node B shall apply these as the new values, otherwise the old values specified for this DPCH are still applicable.] 

[TDD – UL/DL CCTrCH Addition]

[TDD -If the RADIO LINK RECONFIGURATION PREPARE message includes any UL or DL CCTrCH to be added , the Node B shall include this CCTrCH in the new configuration.]
[TDD – UL/DL CCTrCH Deletion]
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any UL or DL CCTrCH to be deleted , the Node B shall remove this CCTrCH in the new configuration.]
SSDT Activation/Deactivation:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SSDT Indication IE set to "SSDT Active in the UE", the Node B may activate SSDT using the SSDT Cell Identity IE and SSDT Cell Identity Length IE in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SSDT Indication IE set to "SSDT not Active in the UE", the Node B shall deactivate SSDT in the new configuration.]

DSCH [TDD – and/or USCH] Addition/Modification/Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes DSCH information for the DSCHs to be added/modified/deleted then the Node B shall use this information to add/modify/delete the indicated DSCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs. The Node B shall include in the RADIO LINK RECONFIGURATION READY message the Transport Layer Address and the Binding ID of the DSCHs being added or modified.

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the PDSCH code mapping IE then the Node B shall apply the defined mapping between TFCI values and PDSCH channelisation codes. ]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the PDSCH RL ID IE then the Node B shall infer that the PDSCH for the specified user will be transmitted on the defined radio link.]

[TDD - USCH Addition/Modification/Deletion:]
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes USCH information for the USCHs to be added/modified/deleted then the NodeB shall use this information to add/modify/delete the indicated USCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs. – It shall include in the RADIO LINK RECONFIGURATION READY message the Transport Layer Address and the Binding ID of the USCHs being added or modified.]

If the requested modifications are allowed by the Node B and the Node B has successfully reserved the required resources for the new configuration of the Radio Link(s), it shall respond to the CRNC with the RADIO LINK RECONFIGURATION READY message. When this procedure has been completed successfully there exist a Prepared Reconfiguration, as defined in chapter 3.1.

In case of a set of coordinated DCHs requiring a new transport bearer on Iub DCH-to-be-added group or DCH-to-be-modified group shall be included only for one of the DCH in the set of coordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the Node B,the RL Information Response IE group shall be included only for one of the combined RLs.
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.
The Unsynchronised RL Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE –UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in chapter 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the message RADIO LINK RECONFIGURATION REQUEST to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Frame Handling Priority IE for a DCH to be modified, the Node B should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Format Set IE for the UL of a DCH to be modified, the Node B shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Transport Format Set IE for the DL a DCH to be modified, the Node B shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes the UL FP Mode IE for a DCH to be modified, the Node B shall apply the new FP Mode in the Uplink of the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes the ToAWS IE for a DCH to be modified, the Node B shall apply the new ToAWS in the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes the ToAWE IE for a DCH to be modified, the Node B shall apply the new ToAWE in the user plane for this DCH in the new configuration.

DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be added to the Radio Link(s), the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes the DCH Combination Indicator IE for a DCH to be added, the Node B shall.

1.
Treat all DCHs with the same value of this IE as a set of coordinated DCHs and

2.
Include this DCH in the new configuration only if it can include all DCHs with the same value of the DCH Combination Indicator IE in the new configuration.

[FDD - For DCHs with a unique or no “DCH Combination Ind” and the QE-Selector IE set to “selected DCH”, the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [25.427]. If the QE-Selector is set to ”non-selected DCH”, the Physical channel BER shall be used for the QE in the UL data frames, ref. [25.427]].

[FDD - For DCHs with the same “DCH Combination Ind” the Transport channel BER from the DCH with the QE-Selector IE set to “selected DCH” shall be used for the QE in the UL data frames, ref. [25.427]. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [25.427]. If all DCHs have QE-Selector IE set to ”non-selected DCH” the Physical channel BER shall be used for the QE, ref. [25.427]].

The Node B should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.

The Node B shall use the included UL FP Mode IE for a DCH to be added as the new FP Mode in the Uplink of the user plane for this DCH in the new configuration.

The Node B shall use the included ToAWS IE for a DCH to be added as the new Time of Arrival Window Start Point in the user plane for this DCH in the new configuration.

The Node B shall use the included ToAWE IE for a DCH to be added as the new Time of Arrival Window End Point in the user plane for this DCH in the new configuration.

DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be deleted from the Radio Link(s), the Node B shall not include this DCH in the new configuration.

If of all the DCHs belonging to a set of coordinated DCHs are requested to be deleted, the Node B shall not include this set of coordinated DCHs in the new configuration.

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes on the TFCS IE for the UL, the Node B shall apply the new TFCS in the Uplink of the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes on the TFCS IE for the DL, the Node B shall apply the new TFCS in the Downlink of  the new configuration.]
If the RADIO LINK RECONFIGURATION REQUEST includes the Maximum DL Power IE, the Node B shall apply this value to the new configuration and never transmit with a higher power on any Downlink Channelisation Code of the Radio Link once the new configuration is being used.

If the RADIO LINK RECONFIGURATION REQUEST includes the Minimum DL Power IE, the Node B shall apply this value to the new configuration and never transmit with a lower power on any Downlink Channelisation Code of the Radio Link once the new configuration is being used.
[TDD - UL/DL CCTrCH Modification]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST includes TFCS IE, and/or Puncture limit IE the Node B shall apply these as the new values, otherwise the old values specified for this CCTrCH are still applicable.] 

[TDD – UL/DL CCTrCH Deletion]
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL or DL CCTrCH to be deleted, the Node B shall not include this CCTrCH in the new configuration.]
DSCH [TDD – and/or USCH] Addition/Modification/Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes DSCH information for the DSCHs  to be added/modified/deleted then the NodeB shall use this information to add/modify/delete the indicated DSCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs. The Node B shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Transport Layer Address and the Binding ID of the DSCHs being added or modified.

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the PDSCH code mapping IE then the Node B shall apply the defined mapping between TFCI values and PDSCH channelisation codes. ]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the PDSCH RL ID IE then the Node B shall infer that the PDSCH for the specified user will be transmitted on the defined radio link.]

[TDD - USCH Addition/Modification/Deletion:]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes USCH information for the USCHs to be added/modified/deleted then the NodeB shall use this information to add/modify/delete the indicated USCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs. – It shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Transport Layer Address and the Binding ID of the USCHs being added or modified.]
If the requested modifications are allowed by the Node B, the Node B has successfully allocated the required resources, and changed to the new configuration it shall respond to the CRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

In case of a set of coordinated DCHs requiring a new transport bearer on Iub, the DCH-to-be-added group or DCH-to-be-modified group shall be included for one of the DCH in the set of coordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the Node B, RL Information Response IE group shall be included only for one of the combined Radio Links.
9.1.41
RADIO LINK RECONFIGURATION PREPARE

9.1.41.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality
Assigned Criticality

Message Discriminator
M



–


Message Type
M



YES
reject

Node B Communication Context ID
M



YES
reject

Transaction ID 
M



–


UL DPCH Information

0..1


YES
reject

>UL Scrambling code
O



–


>UL SIR Target
O

UL SIR




>Min UL Channelistion Code Length
O



–


>Max Number of UL DPDCHs
C – CodeLen



–


>Puncture Limit
O


For UL
–


>TFCS
O



–


>UL DPCCH Slot Format
O



–


>SSDT Cell Identity Length 
O



–


>S-Field Length
O



–


DL DPCH Information

0..1


YES
reject

>TFCS
O



–


>DL DPCH Slot Format
O



–


>TFCI Signalling Mode
O



–


>TFCI presence
C-Slot Format



–


>Multiplexing Position
O



–


>PDSCH code mapping
O






>PDSCH RL ID
O

RL ID




DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


>Transport Format Set
O


For the UL.
–


>Transport Format Set
O


For the DL.
–


>Frame Handling Priority
O



–


>UL FP Mode
O



–


>ToAWS
O



–


>ToAWE
O



–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


>DCH Combination Ind
O



–


>Limited Power Increase
M



–


>Transport Format Set
M


For the UL.
–


>Transport Format Set
M


For the DL.
–


>Frame Handling Priority
M



–


>Payload CRC Presence Indicator
M



–


>UL FP Mode
M



–


>QE-Selector
M






>ToAWS
M



–


>ToAWE
M



–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


DSCH to modify

0..<maxnoofDSCHs>


YES
reject

>DSCH ID
M



–


>Transport Format Set
O


For the DL.
–


>Frame Handling Priority
O



–


>ToAWS
O



–


>ToAWE
O



–


DSCH to add

0..<maxnoofDSCHs>


YES
reject

>DSCH ID
M



–


>Transport Format Set
M


For the DL.
–


>Frame Handling Priority
M



–


>ToAWS
M



–


>ToAWE
M



–


DSCH to Delete

0..<maxnoofDSCHs>


YES
reject

>DSCH ID
M



–


RL Information

0..<maxnoofRLs>


EACH
reject

>RL ID
M



–


>DL Code Information

0..<maxnoofDLCodes<


–


>>DL Scrambling Code
O



–


>>FDD DL Channelisation Code Number
O



–


>Maximum DL Power
O

DL Power

–


>Minimum DL Power
O

DL Power

–


>SSDT Indication
O



–


>SSDT Cell Identity
C - SSDTIndON



–


Condition
Explanation

SSDTIndON
The IE may be present if the SSDT Indication is set to 'SSDT Active in the UE'.

CodeLen
This IE is present only if "Min UL Channelisation Code length" equals to 4.

SlotFormat
This IE is only present if the DL DPCH slot format is equal to any of the value 12 to 16.

Range Bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for a UE.

MaxnoofRLs
Maximum number of RLs for a UE.

MaxnoofDLCodes
Maximum number of Downlink Channelisation Codes.

9.1.41.2
TDD Message
IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality
Assigned Criticality

Message Discriminator
M



–


Message Type
M



YES
reject

Node B Communication Context ID
M



YES
reject

Transaction ID 
M



–


UL CCTrCH  to Add

0.. <maxnoof CCTrCHs>


GLOBAL
reject

>CCTrCH ID
M



–


>TFCS
M



–


>TFCI Coding
M



–


>Puncture Limit
M



–


>UL DPCH Information

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M



–


>>TDD Channelisation Code
M



–


>>Burst Type
M



–


>>Midamble Shift
M



–


>>Time Slot
M



–


>>TDD Physical channel  Offset
M



–


>>Repetition Period
M



–


>>Repetition Length
M



–


>>TFCI Presence
M



–


UL CCTrCH  to Modify

0.. <maxnoof CCTrCHs>


GLOBAL
reject

>CCTrCH ID
M



–


>TFCS
O



–


>TFCI Coding
O



–


>Puncture Limit
O



–


>UL DPCH to add

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M



–


>>TDD Channelisation Code
M



–


>>Burst Type
M



–


>>Midamble Shift
M



–


>>Time Slot
M



–


>>TDD Physical channel  Offset
M



–


>>Repetition Period
M



–


>>Repetition Length
M



–


>>TFCI Presence
M



–


>UL DPCH to modify

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M



–


>>TDD Channelisation Code
O



–


>>Burst Type
O



–


>>Midamble Shift
O



–


>>Time Slot
O



–


>>TDD Physical channel  Offset
O



–


>>Repetition Period
O



–


>>Repetition Length
O



–


>>TFCI Presence
O



–


>UL DPCH to delete

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M



–


UL CCTrCH  to Delete

0.. <maxnoof CCTrCHs>


GLOBAL
reject

>CCTrCH ID
M



–


DL CCTrCH  to Add

0.. <maxnoof CCTrCHs


GLOBAL
reject

>CCTrCH ID
M



–


>TFCS
M



–


>TFCI Coding
M



–


>Puncture Limit
M



–


>DL DPCH Information

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M



–


>>TDD Channelisation Code
M



–


>>Burst Type
M



–


>>Midamble Shift
M



–


>>Time Slot
M



–


>>TDD Physical Channel  Offset
M



–


>>Repetition Period
M



–


>>Repetition Length
M



–


>>TFCI Presence
M



–


DL CCTrCH  to Modify

0.. <maxnoof CCTrCHs


GLOBAL
reject

>CCTrCH ID
M



–


>TFCS
O



–


>TFCI Coding
O



–


>PunctureLimit
O



–


>DL DPCH to add

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M



–


>>TDD Channelisation Code
M



–


>>Burst Type
M



–


>>Midamble Shift
M



–


>>Time Slot
M



–


>>TDD Physical Channel  Offset
M



–


>>Repetition Period
M



–


>>Repetition Length
M



–


>>TFCI Presence
M



–


>DL DPCH  to modify

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M



–


>>TDD Channelisation Code
O



–


>>Burst Type
O



–


>>Midamble Shift
O



–


>>Time Slot
O



–


>>TDD Physical Channel  Offset
O



–


>>Repetition Period
O



–


>>Repetition Length
O



–


>>TFCI Presence
O



–


>DL DPCH to delete

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M



–


DL CCTrCH to Delete

0.. <maxnoof CCTrCHs


GLOBAL
reject

>CCTrCH ID
M



–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


>CCTrCH ID
O


UL CCTrCH in which the DCH is mapped.
–


>CCTrCH ID
O


DL CCTrCH in which the DCH is mapped
–


>Transport Format Set
O


For the UL.
–


>Transport Format Set
O


For the DL.
–


>Frame Handling Priority
O



–


>UL FP Mode
O



–


>ToAWS
O



–


>ToAWE
O



–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


>Limited Power Increase
M



–


>CCTrCH ID
M


UL CCTrCH in which the DCH is mapped.
–


>CCTrCH ID
M


DL CCTrCH in which the DCH is mapped
–


>DCH Combination Ind
O



–


>Transport Format Set
M


For the UL.
–


>Transport Format Set
M


For the DL.
–


>Frame Handling Priority
M



–


>Payload CRC Presence Indicator
M



–


>UL FP Mode
M



–


>ToAWS
M



–


>ToAWE
M



–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


DSCH Information to modify

0 .. <Maxnoof DSCHs>


GLOBAL
reject

>DSCH ID
M



–


>CCTrCH ID
O


DL CCTrCH in which the DSCH is mapped
–


>Transport Format Set
O



–


>Frame handling Priority
O



–


>ToAWS
O



–


>ToAWE
O



–


DSCH Information to add

0 .. <Maxnoof DSCHs>


GLOBAL
reject

>DSCH ID
M



–


>CCTrCH  ID
M


DL CCTrCH in which the DSCH is mapped
–


>Transport Format Set
M



–


>Frame handling Priority
O



–


>ToAWS
M



–


>ToAWE
M



–


DSCH Information to delete

0 .. <Maxnoof DSCHs>


GLOBAL
reject

>DSCH ID
M



–


USCH Information to modify

0 .. <Maxnoof USCHs>


GLOBAL
reject

>USCH ID
M



–


>Transport Format Set
O



–


>CCTrCH  ID
O


UL CCTrCH in which the USCH is mapped
–


USCH Information to add

0 .. <Maxnoof USCHs>


GLOBAL
reject

>USCH ID
M



–


>CCTrCH  ID
M


UL CCTrCH in which the USCH is mapped
–


>Transport Format Set
M



–


USCH Information to delete

0 .. <Maxnoof USCHs>


GLOBAL
reject

>USCH ID
M



–


RL Information

0..1


YES
reject

>RL ID
M



–


>Maximum Downlink Power 
O

DL Power

–


>Minimum Downlink Power 
O

DL Power

–


Range Bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs
Maximum number of CCTrCHs for a UE.

Maxnoof DPCHs
Maximum number of DPCHs in one CCTrCH.

MaxnoofDSCHs
Maximum number of DSCHs for one UE

MaxnoofUSCHs
Maximum number of USCHs for one UE

9.1.46
RADIO LINK RECONFIGURATION REQUEST

9.1.46.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality
Assigned Criticality

Message Discriminator
M



–


Message Type
M



YES
reject

Node B Communication Context ID
M



YES
reject

Transaction ID 
M



–


UL DPCH Information 

0..1


YES
reject

>TFCS
O


For the UL.
–


DL DPCH Information 

0..1


YES
reject

>TFCS
O


For the DL.
–


>TFCI Signalling Mode
O



–


>PDSCH code mapping
O






>PDSCH RL ID
O

RL ID




DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


>Transport Format Set
O


For the UL.
–


>Transport Format Set
O


For the DL.
–


>Frame Handling Priority
O



–


>UL FP Mode
O



–


>ToAWS
O



–


>ToAWE
O



–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


>DCH Combination Ind
O



–


>Limited Power Increase
M



–


>Transport Format Set
M


For the UL.
–


>Transport Format Set
M


For the DL.
–


>Frame Handling Priority
M



–


>Payload CRC Presence Indicator
M



–


>UL FP mode
M



–


>QE-Selector
M






>ToAWS
M



–


>ToAWE
M



–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


DSCH to Modify

0..<maxnoofDSCHs>


YES
reject

>DSCH ID
M



–


>Transport Format Set
O


For the DL.
–


>Frame Handling Priority
O



–


>ToAWS
O



–


>ToAWE
O



–


DSCH to Add

0..<maxnoofDSCHs>


YES
reject

>DSCH ID
M



–


>Transport Format Set
M


For the DL.
–


>Frame Handling Priority
M



–


>ToAWS
M



–


>ToAWE
M



–


DSCH to Delete

0..1


YES
reject

>DSCH ID
M



–


Radio Link Information

0..<maxnoofRLs>


EACH
reject

>RL ID
M



–


>Maximum DL Power
O

DL Power

–


>Minimum DL Power
O

DL Power

–


Range Bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for a UE.

MaxnoofRLs
Maximum number of RLs for a UE.

9.1.46.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality
Assigned Criticality

Message Discriminator
M



–


Message Type
M



YES
reject

Node B Communication Context ID
M



YES
reject

Transaction ID 
M



–


UL CCTrCH  to modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


>TFCS
O



–


>Puncture Limit
O



–


UL CCTrCH  to delete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


DL CCTrCH to modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


>TFCS
O



–


>Puncture Limit
O



–


DL CCTrCH to delete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


>CCTrCH ID
O


UL CCTrCH in which the DCH is mapped.
–


>CCTrCH ID
O


DL CCTrCH in which the DCH is mapped
–


>Transport Format Set
O


For the UL.
–


>Transport Format Set
O


For the DL.
–


>Frame Handling Priority
O



–


>UL FP Mode
O



–


>ToAWS
O



–


>ToAWE
O



–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M



–


>Limited Power Increase
M



–


>CCTrCH ID
M


UL CCTrCH in which the DCH is mapped.
–


>CCTrCH ID
M


DL CCTrCH in which the DCH is mapped
–


>DCH Combination Ind
O



–


>Transport Format Set
M


For the UL.
–


>Transport Format Set
M


For the DL.
–


>Frame Handling Priority
M



–


>Payload CRC Presence Indicator
M



–


>UL FP Mode
M



–


>ToAWS
M



–


>ToAWE
M



–


DCHs to Delete

0..<maxnoofDSCHs>


GLOBAL
reject

>DCH ID
M



–


DSCH Information to modify

0 .. <Maxnoof DSCHs>


GLOBAL
reject

>DSCH ID
M



–


>CCTrCH  ID
O


DL CCTrCH in which the DSCH is mapped
–


>Transport Format Set
O



–


>Frame handling Priority
O



–


>ToAWS
O



–


>ToAWE
O



–


DSCH Information to add

0 .. <Maxnoof DSCHs>


GLOBAL
reject

>DSCH ID
M



–


>CCTrCH  ID
M


DL CCTrCH in which the DSCH is mapped
–


>Transport Format Set
M



–


>Frame handling Priority
O



–


>ToAWS
M



–


>ToAWE
M



–


DSCH Information to delete

0 .. <Maxnoof DSCHs>


GLOBAL
reject

>DSCH ID
M



–


USCH Information to modify

0 .. <Maxnoof USCHs>


GLOBAL
reject

>USCH ID
M



–


>CCTrCH  ID
O


UL CCTrCH in which the USCH is mapped
–


>Transport Format Set
O



–


USCH Information to add

0 .. <Maxnoof USCHs>


GLOBAL
reject

>USCH ID
M



–


>CCTrCH ID
M


UL CCTrCH in which the USCH is mapped
–


>Transport Format Set
M



–


USCH Information to delete

0 .. <Maxnoof USCHs>


GLOBAL
reject

>USCH ID
M



–


RL Information

0..1


YES
reject

>RL ID
M



–


>Maximum Downlink Power 
O

DL Power

–


>Minimum Downlink Power 
O

DL Power

–


Range bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs 
Maximum number of CCTrCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE

MaxnoofUSCHs
Maximum number of USCHs for one UE

FROM NBAP-IEs


PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,

NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION
FROM NBAP-Containers


id-AICH-InformationItem-AuditRsp,

id-AICH-InformationItem-ResourceStatusInd,

id-AICH-ParametersList-CTCH-ReconfRqstFDD,

id-AllRLItem-DM-Rprt,

id-AllRLItem-DM-Rsp,


id-AllRLItem-Set-DM-Rprt,

id-AllRLItem-Set-DM-Rsp,

id-BCH-InformationItem-AuditRsp,


id-BCH-InformationItem-ResourceStatusInd,

id-BCCH-ModificationTime,


id-BlockingPriorityIndicator,


id-Case1Item-Cell-SetupRqstTDD,


id-Case2Item-Cell-SetupRqstTDD,

id-Cause,

id-CCP-InformationItem-AuditRsp,


id-CCP-InformationList-AuditRsp,

id-CCP-InformationItem-ResourceStatusInd,

id-Cell-InformationItem-AuditRsp,

id-Cell-InformationItem-ResourceStatusInd,

id-Cell-InformationList-AuditRsp,


id-CellItem-CM-Rprt,


id-CellItem-CM-Rqst,


id-CellItem-CM-Rsp,

id-CellParameterID,

id-CFN,


id-C-ID,

id-CombiningItem-RL-AdditionFailureFDD,

id-CombiningItem-RL-AdditionRspFDD,


id-CombiningItem-RL-AdditionRspTDD,

id-CombiningItem-RL-SetupFailureFDD,

id-CombiningItem-RL-SetupRspFDD,

id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,


id-CommonPhysicalChannelID,


id-CommonPhysicalChannelType-CTCH-SetupRqstFDD,

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD,


id-CommonTransportChannelType-CTCH-ReconfRqstTDD,


id-CommonTransportChannelType-CTCH-SetupRsp,


id-CommunicationControlPortID,


id-CM-PatternInformationItem-CompressedModePrep,


id-CM-PatternInformationList-CompressedModePrep,


id-ConfigurationGenerationID,

id-CRNC-CommunicationContextID,


id-CriticalityDiagnostics,

id-DCH-AddListIE-RL-ReconfReady,


id-DCH-AddListIE-RL-ReconfRsp,

id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-InformationList-RL-SetupRqstFDD,

id-DCH-InformationList-RL-SetupRqstTDD,


id-DCH-InformationResponseItem-RL-SetupRspTDD,


id-DCH-InformationResponseListIE-RL-SetupRspTDD,

id-DCH-ModifyListIE-RL-ReconfReady,


id-DCH-ModifyListIE-RL-ReconfRsp,

id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,

id-DedicatedMeasurementObjectType,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,



id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,




id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,





id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationDeleteListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-SetupRqstTDD,



id-DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,


id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-ReferencePowerInformationItem-DL-PC-Rqst,

id-DLReferencePower,

id-DLReferencePowerList-DL-PC-Rqst,


id-DSCH-AddItem-RL-ReconfPrepFDD,

id-DSCH-AddItem-RL-ReconfRqstFDD,

id-DSCH-AddList-RL-ReconfPrepFDD,

id-DSCH-AddList-RL-ReconfRqstFDD,


id-DSCH-DeleteItem-RL-ReconfPrepFDD,

id-DSCH-DeleteItem-RL-ReconfRqstFDD,

id-DSCH-DeleteList-RL-ReconfPrepFDD,


id-DSCH-DeleteList-RL-ReconfRqstFDD,


id-DSCH-ID,


id-DSCH-information-AddList-RL-ReconfPrepTDD,


id-DSCH-Information-AddList-RL-ReconfRqstTDD,


id-DSCH-Information-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Information-DeleteList-RL-ReconfRqstTDD,


id-DSCH-Information-ModifyList-RL-ReconfPrepTDD,


id-DSCH-Information-ModifyList-RL-ReconfRqstTDD,

id-DSCH-InformationResponseListIE-RL-AdditionRspTDD,

id-DSCH-InformationRespListIE-RL-SetupFailureFDD,

id-DSCH-InformationResponseListIE-RL-SetupRspFDD,


id-DSCH-InformationResponseListIE-RL-SetupRspTDD,

id-DSCH-InformationList-RL-SetupRqstFDD,

id-DSCH-InformationList-RL-SetupRqstTDD,


id-DSCH-ModifyItem-RL-ReconfPrepFDD,

id-DSCH-ModifyItem-RL-ReconfRqstFDD,


id-DSCH-ModifyListIE-RL-ReconfReady,

id-DSCH-ModifyListIE-RL-ReconfRsp,


id-DSCH-ModifyList-RL-ReconfPrepFDD,


id-DSCH-ModifyList-RL-ReconfRqstFDD,

id-DSCH-SetupListIE-RL-ReconfReady,


id-DSCH-SetupListIE-RL-ReconfRsp,

id-FACH-InformationItem-AuditRsp,


id-FACH-InformationItem-ResourceStatusInd,

id-FACHItem-CTCH-SetupRsp,

id-FACH-ParametersList-CTCH-ReconfRqstFDD,


id-FACH-ParametersList-CTCH-ReconfRqstTDD,


id-FACH-ParametersListIE-CTCH-SetupRqstFDD,

id-FACH-ParametersListIE-CTCH-SetupRqstTDD,

id-IndicationType-ResourceStatusInd,

id-Local-Cell-ID,


id-Local-Cell-InformationItem-AuditRsp,

id-Local-Cell-InformationItem-ResourceStatusInd,


id-Local-Cell-InformationItem2-ResourceStatusInd,

id-Local-Cell-InformationList-AuditRsp,


id-MaxAdjustmentPeriod,

id-MaxAdjustmentStep,

id-MaximumTransmissionPower,


id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MIB-SIB-InformationList-SystemInfoUpdateRqst,

id-NodeBInformation-AuditRep,


id-No-DeletionItem-SystemInfoUpdate,

id-No-FailureItem-ResourceStatusInd,

id-Non-CombiningItem-RL-AdditionFailureFDD,

id-Non-CombiningItem-RL-AdditionRspFDD,


id-Non-CombiningItem-RL-AdditionRspTDD,

id-NonCombiningOrIENotPrsentItem-RL-SetupFailureFDD,


id-NonCombiningOrIENotPrsentItem-RL-SetupRspFDD,

id-NodeB-CommunicationContextID,

id-P-CCPCH-InformationItem-AuditRsp,

id-P-CCPCH-InformationItem-ResourceStatusInd,

id-P-CPICH-InformationItem-AuditRsp,


id-P-CPICH-InformationItem-ResourceStatusInd,

id-P-SCH-InformationItem-AuditRsp,

id-P-SCH-InformationItem-ResourceStatusInd,

id-PCCPCH-Information-Cell-ReconfRqstTDD,

id-PCCPCH-Information-Cell-SetupRqstTDD,

id-PCH-InformationItem-ResourceStatusInd,

id-PCHItem-CTCH-SetupRsp,

id-PCH-Parameters-CTCH-ReconfRqstFDD,


id-PCH-Parameters-CTCH-ReconfRqstTDD,


id-PCH-ParametersItem-CTCH-SetupRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstTDD,

id-PCH-InformationItem-AuditRsp,


id-PICH-InformationItem-ResourceStatusInd,

id-PD,


id-PDSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PDSCHSets-AddList-PSCH-ReconfRqst,


id-PDSCHSets-DeleteList-PSCH-ReconfRqst,


id-PDSCHSets-ModifyList-PSCH-ReconfRqst,


id-PICH-InformationItem-AuditRsp,

id-PICH-Parameters-CTCH-ReconfRqstFDD,

id-PICH-Parameters-CTCH-ReconfRqstTDD,


id-PowerAdjustmentType,


id-PRACH-InformationItem-AuditRsp,

id-PRACH-InformationItem-ResourceStatusInd,

id-PRACHItem-CTCH-SetupRqstFDD,


id-PRACHItem-CTCH-SetupRqstTDD,

id-PRACH-ParametersList-CTCH-ReconfRqstFDD,

id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD,

id-PrimaryCCPCH-Information-Cell-SetupRqstFDD,


id-PrimaryCPICH-Information-Cell-ReconfRqstFDD,


id-PrimaryCPICH-Information-Cell-SetupRqstFDD,


id-PrimarySCH-Information-Cell-ReconfRqstFDD,

id-PrimarySCH-Information-Cell-SetupRqstFDD,


id-PrimaryScramblingCode,


id-ProcedureScopeType-DL-PC-Rqst,

id-SCH-Information-Cell-ReconfRqstTDD,

id-SCH-Information-Cell-SetupRqstTDD,

id-PUSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PUSCHSets-AddList-PSCH-ReconfRqst,


id-PUSCHSets-DeleteList-PSCH-ReconfRqst,


id-PUSCHSets-ModifyList-PSCH-ReconfRqst,


id-RACH-InformationItem-AuditRsp,

id-RACH-InformationItem-ResourceStatusInd,

id-RACHItem-CTCH-SetupRsp,

id-RACHItem-CM-Rprt,

id-RACHItem-CM-Rqst,


id-RACHItem-CM-Rsp,

id-RACH-ParametersItem-CTCH-SetupRqstFDD,


id-RACH-ParameterItem-CTCH-SetupRqstTDD,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,


id-Reporting-Object-RL-RestoreInd,


id-RL-ID,

id-RL-InformationItem-DM-Rprt,

id-RL-InformationItem-DM-Rqst,

id-RL-InformationItem-DM-Rsp,

id-RL-InformationItem-RL-AdditionRqstFDD,

id-RL-informationItem-RL-DeletionRqst,

id-RL-InformationItem-RL-FailureInd,


id-RL-InformationItem-RL-ReconfPrepFDD,


id-RL-InformationItem-RL-ReconfRqstFDD,


id-RL-InformationItem-RL-RestoreInd,


id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-AdditionRqstFDD,

id-RL-informationList-RL-DeletionRqst,

id-RL-InformationList-RL-ReconfPrepFDD,

id-RL-InformationList-RL-ReconfRqstFDD,

id-RL-InformationList-RL-SetupRqstFDD,

id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReady,


id-RL-InformationResponseItem-RL-ReconfRsp,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReady,


id-RL-InformationResponseList-RL-ReconfRsp,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-ReconfRqstTDD,


id-RL-Information-RL-ReconfPrepTDD,


id-RL-Information-RL-SetupRqstTDD,

id-RLItem-DM-Rprt,

id-RLItem-DM-Rqst,


id-RLItem-DM-Rsp,

id-RLItem-RL-FailureInd,

id-RLItem-RL-RestoreInd,

id-RL-ReconfigurationFailureItem-RL-ReconfFailure,


id-RL-ReconfigurationFailureList-RL-ReconfFailure,


id-RL-Set-InformationItem-DM-Rprt,


id-RL-SetItem-DM-Rqst,

id-RL-Set-InformationItem-DM-Rsp,

id-RL-Set-InformationItem-RL-FailureInd,


id-RL-Set-InformationItem-RL-RestoreInd,


id-RL-SetItem-DM-Rprt,

id-RL-SetItem-DM-Rsp,

id-RL-SetItem-RL-FailureInd,


id-RL-SetItem-RL-RestoreInd,

id-S-CCPCH-InformationItem-AuditRsp,


id-S-CCPCH-InformationItem-ResourceStatusInd,

id-S-CPICH-InformationItem-AuditRsp,

id-S-CPICH-InformationItem-ResourceStatusInd,

id-SCH-InformationItem-AuditRsp,


id-SCH-InformationItem-ResourceStatusInd,

id-S-SCH-InformationItem-AuditRsp,


id-S-SCH-InformationItem-ResourceStatusInd,

id-Secondary-CCPCHItem-CTCH-SetupRqstFDD,

id-Secondary-CCPCHItem-CTCH-SetupRqstTDD,

id-Secondary-CCPCHListIE-CTCH-ReconfRqstTDD,


id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD,

id-Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD,


id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD,


id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD,

id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD,


id-SecondarySCH-Information-Cell-ReconfRqstFDD,

id-SecondarySCH-Information-Cell-SetupRqstFDD,

id-SegmentInformationListIE-SystemInfoUpdate,

id-ServiceImpactingItem-ResourceStatusInd,

id-SFN,


id-ShutdownTimer,


id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Successful-RL-InformationRespList-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespList-RL-SetupFailureFDD,

id-SyncCase,

id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH,

id-T-Cell,


id-TimeSlotConfigurationList-Cell-ReconfRqstTDD,

id-TimeSlotConfigurationList-Cell-SetupRqstTDD,

id-TransmissionDiversityApplied,


id-UARFCNforNt,


id-UARFCNforNd,

id-UARFCNforNu,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,




id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,



id-UL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-SetupRqstTDD,



id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,

id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,


id-UL-DPCH-Information-RL-SetupRqstFDD,


id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD,


id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD,


id-USCH-information-AddList-RL-ReconfPrepTDD,


id-USCH-Information-AddList-RL-ReconfRqstTDD,


id-USCH-Information-DeleteList-RL-ReconfPrepTDD,


id-USCH-Information-DeleteList-RL-ReconfRqstTDD,


id-USCH-Information-ModifyList-RL-ReconfPrepTDD,


id-USCH-Information-ModifyList-RL-ReconfRqstTDD,

id-USCH-InformationResponseListIE-RL-AdditionRspTDD,

id-USCH-InformationResponseListIE-RL-SetupRspTDD,

id-USCH-InformationList-RL-SetupRqstTDD,


id-USCH-ModifyListIE-RL-ReconfReady,

id-USCH-ModifyListIE-RL-ReconfRsp,


id-USCH-SetupListIE-RL-ReconfReady,


id-USCH-SetupListIE-RL-ReconfRsp,

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject

TYPE
NodeB-CommunicationContextID





PRESENCE 
mandatory
}|


{ ID
id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DCH-ModifyList-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
DCH-ModifyList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DCH-AddList-RL-ReconfPrepTDD






CRITICALITY

reject

TYPE
DCH-AddList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DCH-DeleteList-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
DCH-DeleteList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DSCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
DSCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE
optional

} |


{ ID
id-DSCH-information-AddList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE 
DSCH-Information-AddList-RL-ReconfPrepTDD


PRESENCE 
optional

} |


{ ID
id-DSCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE
DSCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID
id-USCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
USCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID
id-USCH-information-AddList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
USCH-Information-AddList-RL-ReconfPrepTDD


PRESENCE 
optional

} |


{ ID
id-USCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE
USCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE
optional

} |


{ ID
id-RL-Information-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
RL-Information-RL-ReconfPrepTDD





PRESENCE 
optional

},


...

}

RadioLinkReconfigurationPrepareTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS,

tFCI-Coding








TFCI-Coding,

punctureLimit







PunctureLimit,


ul-DPCH-InformationList





UL-DPCH-InformationAddList-RL-ReconfPrepTDD,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationAddItem-RL-ReconfPrepTDD
UL-DPCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tDD-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS



OPTIONAL,

tFCI-Coding








TFCI-Coding








OPTIONAL,

punctureLimit







PunctureLimit 







OPTIONAL,


ul-DPCH-InformationAddList





UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD
OPTIONAL,


ul-DPCH-InformationModifyList





UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD
OPTIONAL,


ul-DPCH-InformationDeleteList



UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD
OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD
UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tDD-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}
UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD
UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tDD-ChannelisationCode





TDD-ChannelisationCode


OPTIONAL,


burstType








BurstType





OPTIONAL,


midambleShift







MidambleShift




OPTIONAL,


timeSlot








TimeSlot





OPTIONAL,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


repetitionPeriod






RepetitionPeriod



OPTIONAL,


repetitionLength






RepetitionLength



OPTIONAL,


tFCI-Presence







TFCI-Presence




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ UL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD
UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS



OPTIONAL,

tFCI-Coding









TFCI-Coding








OPTIONAL,

punctureLimit








PunctureLimit 







OPTIONAL,


dl-DPCH-InformationList






DL-DPCH-InformationAddList-RL-ReconfPrepTDD 
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ DL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationAddItem-RL-ReconfPrepTDD
DL-DPCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


rpetitionLength







RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS



OPTIONAL,

tFCI-Coding









TFCI-Coding








OPTIONAL,

punctureLimit








PunctureLimit 







OPTIONAL,


dl-DPCH-InformationAddList





DL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD 
OPTIONAL,


dl-DPCH-InformationModifyList




DL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD 
OPTIONAL,


dl-DPCH-InformationDeleteList




DL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD 
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ DL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD
DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


rpetitionLength







RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ DL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD
DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode


OPTIONAL,


burstType








BurstType





OPTIONAL,


midambleShift







MidambleShift




OPTIONAL,


timeSlot








TimeSlot





OPTIONAL,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


repetitionPeriod






RepetitionPeriod



OPTIONAL,


rpetitionLength







RepetitionLength



OPTIONAL,


tFCI-Presence







TFCI-Presence




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ DL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD
DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfPrepTDD
DCH-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
dCH-ID









DCH-ID,


ul-cCTrCH-ID







CCTrCH-ID




OPTIONAL,


dl-cCTrCH-ID







CCTrCH-ID




OPTIONAL,
 
ul-TransportFormatSet





TransportFormatSet


OPTIONAL,

 
dl-TransportFormatSet





TransportFormatSet


OPTIONAL,

 
frameHandlingPriority





FrameHandlingPriority

OPTIONAL,

 
ul-FP-Mode








UL-FP-Mode




OPTIONAL,

 
toAWS









ToAWS





OPTIONAL,

 
toAWE









ToAWE





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
 }

DCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfPrepTDD
DCH-AddItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


dCH-ID









DCH-ID,

limitedPowerIncrease





LimitedPowerIncrease,


ul-CCTrCH-ID







CCTrCH-ID,


dl-CCTrCH-ID







CCTrCH-ID,


dCH-CombinationIndication




DCH-CombinationInd


OPTIONAL,

ul-TransportFormatSet





TransportFormatSet,


dl-TransportFormatS






TransportFormatSet,


frameHandlingPriority





FrameHandlingPriority,


payloadCRC-PresenceIndicator



PayloadCRC-PresenceIndicator,


ul-FP-Mode








UL-FP-Mode,


toAWS









ToAWS,


toAWE









ToAWE,


iE-Extensions







ProtocolExtensionContainer { { DCH-AddItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,

...
}

DCH-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepTDD
DCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID









DCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-ModifyItem-RL-ReconfPrepTDD
DSCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
dSCH-ID









DSCH-ID,


cCTrCH-ID








CCTrCH-ID



OPTIONAL,
 
transportFormatSet






TransportFormatSet

OPTIONAL,

frameHandlingPriority





FrameHandlingPriority
OPTIONAL,

 
toAWS









ToAWS




OPTIONAL,


toAWE









ToAWE




OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
 }

DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-AddItem-RL-ReconfPrepTDD

DSCH-Information-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


cCTrCH-ID








CCTrCH-ID,


transportFormatSet






TransportFormatSet,


frameHandlingPriority





FrameHandlingPriority

OPTIONAL,


toAWS









ToAWS,


toAWE









ToAWE,

iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-DeleteItem-RL-ReconfPrepTDD

DSCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-ModifyItem-RL-ReconfPrepTDD
USCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
uSCH-ID









USCH-ID,

 
transportFormatSet






TransportFormatSet

OPTIONAL,


cCTrCH-ID








CCTrCH-ID



OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-AddItem-RL-ReconfPrepTDD

USCH-Information-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


cCTrCH-ID








CCTrCH-ID,


transportFormatSet






TransportFormatSet,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-DeleteItem-RL-ReconfPrepTDD

USCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-ReconfPrepTDD ::= SEQUENCE {


rL-ID









RL-ID,

maxDL-Power








DL-Power


OPTIONAL,


minDL-Power








DL-Power


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-Information-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

RL-Information-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
} |



{ ID
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID 
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE
DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE 
optional
} |


{ ID 
id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE
DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE 
optional
} |


{ ID
id-DCH-ModifyList-RL-ReconfRqstTDD





CRITICALITY

reject


TYPE
DCH-ModifyList-RL-ReconfRqstTDD




PRESENCE
optional
} |



{ ID
id-DCH-AddList-RL-ReconfRqstTDD






CRITICALITY

reject


TYPE 
DCH-AddList-RL-ReconfRqstTDD




PRESENCE 
optional
} |


{ ID
id-DCH-DeleteList-RL-ReconfRqstTDD





CRITICALITY

reject


TYPE 
DCH-DeleteList-RL-ReconfRqstTDD




PRESENCE
optional
} |


{ ID
id-DSCH-Information-ModifyList-RL-ReconfRqstTDD


CRITICALITY 
reject


TYPE 
DSCH-Information-ModifyList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-DSCH-Information-AddList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE
DSCH-Information-AddList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID
id-DSCH-Information-DeleteList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE
DSCH-Information-DeleteList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-USCH-Information-ModifyList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE
USCH-Information-ModifyList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-USCH-Information-AddList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE 
USCH-Information-AddList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID
id-USCH-Information-DeleteList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE
USCH-Information-DeleteList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-RL-Information-RL-ReconfRqstTDD




CRITICALITY

ignore


TYPE
RL-Information-RL-ReconfRqstTDD



PRESENCE
optional
},

...

}

RadioLinkReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container {{ UL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD}}

UL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD

PRESENCE
mandatory},


...

}

UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS


OPTIONAL,

punctureLimit








PunctureLimit
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container {{ UL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD}}

UL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD

PRESENCE
mandatory},


...

}

UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container {{ DL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD}}

DL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD

PRESENCE
mandatory},


...

}

DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS


OPTIONAL,

punctureLimit








PunctureLimit
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container {{ DL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD}}

DL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD

PRESENCE
mandatory},


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfRqstTDD

DCH-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID










DCH-ID,


ul-CCTrCH-ID








CCTrCH-ID




OPTIONAL,


dl-CCTrCH-ID








CCTrCH-ID




OPTIONAL,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


ul-FP-Mode









UL-FP-Mode




OPTIONAL,


toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfRqstTDD

DCH-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID










DCH-ID,


limitedPowerIncrease






LimitedPowerIncrease,


ul-CCTrCH-ID








CCTrCH-ID,


dl-CCTrCH-ID








CCTrCH-ID,


dCH-CombinaionInd







DCH-CombinationInd

OPTIONAL,

ul-TransportFormatSet






TransportFormatSet,


dl-TransportFormatSet






TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority,


payloadCRC-PresenceIndicator




PayloadCRC-PresenceIndicator,


ul-FP-Mode









UL-FP-Mode,


toAWS










ToAWS,


toAWE










ToAWE,


iE-Extensions








ProtocolExtensionContainer { { DCH-AddItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-AddItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstTDD

DCH-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Information-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-ModifyItem-RL-ReconfRqstTDD

DSCH-Information-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


cCTrCH-ID









CCTrCH-ID




OPTIONAL,


transportFormatSet







TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,

toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { DSCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-AddList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-AddItem-RL-ReconfRqstTDD

DSCH-Information-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


cCTrCH-ID









CCTrCH-ID,


transportFormatSet







TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,

toAWS










ToAWS,


toAWE










ToAWE,


iE-Extensions








ProtocolExtensionContainer { { DSCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-DeleteItem-RL-ReconfRqstTDD

DSCH-Information-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DSCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-ModifyItem-RL-ReconfRqstTDD

USCH-Information-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


cCTrCH-ID








CCTrCH-ID




OPTIONAL,


transportFormatSet






TransportFormatSet


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-AddList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-AddItem-RL-ReconfRqstTDD
USCH-Information-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


uSCH-ID








USCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


iE-Extensions






ProtocolExtensionContainer { { USCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-DeleteItem-RL-ReconfRqstTDD

USCH-Information-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


uSCH-ID








USCH-ID,


iE-Extensions






ProtocolExtensionContainer { { USCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-ReconfRqstTDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power

OPTIONAL,


minDL-Power








DL-Power

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

RL-InformationItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- IEs

--

-- **************************************************************
id-AICH-InformationItem-AuditRsp








INTEGER ::= 0

id-AICH-InformationItem-ResourceStatusInd






INTEGER ::= 1

id-AICH-ParametersList-CTCH-ReconfRqstFDD






INTEGER ::= 2

id-AllRLItem-DM-Rprt











INTEGER ::= 3

id-AllRLItem-DM-Rsp












INTEGER ::= 4

id-AllRLItem-Set-DM-Rprt










INTEGER ::= 5

id-AllRLItem-Set-DM-Rsp











INTEGER ::= 6

id-BCH-InformationItem-AuditRsp









INTEGER ::= 7

id-BCH-InformationItem-ResourceStatusInd






INTEGER ::= 8

id-BCCH-ModificationTime










INTEGER ::= 9

id-BlockingPriorityIndicator









INTEGER ::= 10

id-Case1Item-Cell-SetupRqstTDD









INTEGER ::= 11

id-Case2Item-Cell-SetupRqstTDD









INTEGER ::= 12

id-Cause














INTEGER ::= 13

id-CCP-InformationItem-AuditRsp









INTEGER ::= 14

id-CCP-InformationList-AuditRsp









INTEGER ::= 15

id-CCP-InformationItem-ResourceStatusInd






INTEGER ::= 16

id-Cell-InformationItem-AuditRsp








INTEGER ::= 17

id-Cell-InformationItem-ResourceStatusInd






INTEGER ::= 18

id-Cell-InformationList-AuditRsp








INTEGER ::= 19

id-CellItem-CM-Rprt












INTEGER ::= 20

id-CellItem-CM-Rqst












INTEGER ::= 21

id-CellItem-CM-Rsp












INTEGER ::= 22

id-CellParameterID












INTEGER ::= 23

id-CFN















INTEGER ::= 24

id-C-ID















INTEGER ::= 25

id-CombiningItem-RL-AdditionFailureFDD







INTEGER ::= 26

id-CombiningItem-RL-AdditionRspFDD








INTEGER ::= 27

id-CombiningItem-RL-AdditionRspTDD








INTEGER ::= 28

id-CombiningItem-RL-SetupFailureFDD








INTEGER ::= 29

id-CombiningItem-RL-SetupRspFDD









INTEGER ::= 30

id-CommonMeasurementObjectType-CM-Rprt







INTEGER ::= 31

id-CommonMeasurementObjectType-CM-Rqst







INTEGER ::= 32

id-CommonMeasurementObjectType-CM-Rsp







INTEGER ::= 33

id-CommonMeasurementType










INTEGER ::= 34

id-CommonPhysicalChannelID










INTEGER ::= 35

id-CommonPhysicalChannelType-CTCH-SetupRqstFDD





INTEGER ::= 36

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD





INTEGER ::= 37

id-CommonTransportChannelType-CTCH-ReconfRqstTDD




INTEGER ::= 38

id-CommonTransportChannelType-CTCH-SetupRsp






INTEGER ::= 39

id-CommunicationControlPortID









INTEGER ::= 40

id-CM-PatternInformationItem-CompressedModePrep





INTEGER ::= 41

id-CM-PatternInformationList-CompressedModePrep





INTEGER ::= 42

id-ConfigurationGenerationID









INTEGER ::= 43

id-CRNC-CommunicationContextID









INTEGER ::= 44

id-CriticalityDiagnostics










INTEGER ::= 45

id-DCH-AddListIE-RL-ReconfReady









INTEGER ::= 46

id-DCH-AddListIE-RL-ReconfRsp









INTEGER ::= 47

id-DCH-AddList-RL-ReconfPrepFDD









INTEGER ::= 48

id-DCH-AddList-RL-ReconfPrepTDD









INTEGER ::= 49

id-DCH-AddList-RL-ReconfRqstFDD









INTEGER ::= 50

id-DCH-AddList-RL-ReconfRqstTDD









INTEGER ::= 51

id-DCH-DeleteList-RL-ReconfPrepFDD








INTEGER ::= 52

id-DCH-DeleteList-RL-ReconfPrepTDD








INTEGER ::= 53

id-DCH-DeleteList-RL-ReconfRqstFDD








INTEGER ::= 54

id-DCH-DeleteList-RL-ReconfRqstTDD








INTEGER ::= 55

id-DCH-InformationList-RL-SetupRqstFDD







INTEGER ::= 56

id-DCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 57

id-DCH-InformationResponseItem-RL-SetupRspTDD





INTEGER ::= 58
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