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5.2
Uplink physical channels

5.2.1
Dedicated uplink physical channels

There are two types of uplink dedicated physical channels, the uplink Dedicated Physical Data Channel (uplink DPDCH) and the uplink Dedicated Physical Control Channel (uplink DPCCH).

The DPDCH and the DPCCH are I/Q code multiplexed within each radio frame (see [4]). 

The uplink DPDCH is used to carry the DCH transport channel. There may be zero, one, or several uplink DPDCHs on each radio link.

The uplink DPCCH is used to carry control information generated at Layer 1. The Layer 1 control information consists of known pilot bits to support channel estimation for coherent detection, transmit power-control (TPC) commands, feedback information (FBI), and an optional transport-format combination indicator (TFCI). The transport-format combination indicator informs the receiver about the instantaneous transport format combination of the transport channels mapped to the simultaneously transmitted uplink DPDCH radio frame. There is one and only one uplink DPCCH on each radio link.

Figure 1 shows the frame structure of the uplink dedicated physical channels. Each radio frame of length 10 ms is split into 15 slots, each of length Tslot = 2560 chips, corresponding to one power-control period.
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Figure 1: Frame structure for uplink DPDCH/DPCCH

The parameter k in figure 1 determines the number of bits per uplink DPDCH slot. It is related to the spreading factor SF of the DPDCH as SF = 256/2k. The DPDCH spreading factor may range from 256 down to 4. The spreading factor of the uplink DPCCH is always equal to 256, i.e. there are 10 bits per uplink DPCCH slot.

The exact number of bits of the uplink DPDCH and the different uplink DPCCH fields (Npilot, NTFCI, NFBI, and NTPC) is given by table 1 and table 2. What slot format to use is configured by higher layers.
The channel bit and symbol rates given in table 1 and table 2 are the rates immediately before spreading. The pilot patterns are given in table 3 and table 4, the TPC bit pattern is given in table 5.

The FBI bits are used to support techniques requiring feedback from the UE to the UTRAN Access Point, including closed loop mode transmit diversity and site selection diversity transmission (SSDT). The structure of the FBI field is shown in figure 2 and described below.
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Figure 2: Details of FBI field

The S field is used for SSDT signalling, while the D field is used for closed loop mode transmit diversity signalling. The S field consists of 0, 1 or 2 bits. The D field consists of 0 or 1 bit. The total FBI field size NFBI is given by table 2. Simultaneous use of SSDT power control and closed loop mode transmit diversity requires that the S field consists of 1 bit. The use of the FBI fields is described in detail in [5].

Table 1: DPDCH fields

Slot Format #i
Channel Bit Rate (kbps)
Channel Symbol Rate (ksps)
SF
Bits/ Frame
Bits/ Slot
Ndata

0
15
15
256
150
10
10

1
30
30
128
300
20
20

2
60
60
64
600
40
40

3
120
120
32
1200
80
80

4
240
240
16
2400
160
160

5
480
480
8
4800
320
320

6
960
960
4
9600
640
640

There are two types of uplink dedicated physical channels; those that include TFCI (e.g. for several simultaneous services) and those that do not include TFCI (e.g. for fixed-rate services). These types are reflected by the duplicated rows of table 2. It is the UTRAN that determines if a TFCI should be transmitted and it is mandatory for all UEs to support the use of TFCI in the uplink. The mapping of TFCI bits onto slots is described in [3]. 

In compressed mode, DPCCH slot formats with TFCI fields are changed. There are two possible compressed slot formats for each normal slot format. They are labelled A and B and the selection between them is dependent on the number of slots that are transmitted in each frame in compressed mode.
Table 2: DPCCH fields

Slot Format #i
Channel Bit Rate (kbps)
Channel Symbol Rate (ksps)
SF
Bits/

Frame
Bits/

Slot
Npilot
NTPC
NTFCI
NFBI
Transmitted slots per radio frame

0
15
15
256
150
10
6
2
2
0
15

0A
15
15
256
150
10
5
2
3
0
10-14

0B
15
15
256
150
10
4
2
4
0
8-9

1
15
15
256
150
10
8
2
0
0
8-15

2
15
15
256
150
10
5
2
2
1
15

2A
15
15
256
150
10
4
2
3
1
10-14

2B
15
15
256
150
10
3
2
4
1
8-9

3
15
15
256
150
10
7
2
0
1
8-15

4
15
15
256
150
10
6
2
0
2
8-15

5
15
15
256
150
10
5
1
2
2
15

5A
15
15
256
150
10
4
1
3
2
10-14

5B
15
15
256
150
10
3
1
4
2
8-9

The pilot bit patterns are described in table 3 and table 4. The shadowed column part of pilot bit pattern is defined as FSW and FSWs can be used to confirm frame synchronization. (The value of the pilot bit pattern other than FSWs shall be "1".)

Table 3: Pilot bit patterns for uplink DPCCH with Npilot = 3, 4, 5 and 6

Npilot = 3
Npilot = 4
Npilot = 5
Npilot = 6

Bit #
0
1
2
0
1
2
3
0
1
2
3
4
0
1
2
3
4
5

Slot #0

1

2

3

4

5

6

7
8

9

10

11

12

13

14
1

0

0

0

1

1

1

1

0

1

0

1

1

0

0
1

0

1

0

0

1

1

0

1

1

1

0

0

0

0
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

0

0

0

1

1

1

1

0

1

0

1

1

0

0
1

0

1

0

0

1

1

0

1

1

1

0

0

0

0
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

0

0

0

1

1

1

1

0

1

0

1

1

0

0
1

0

1

0

0

1

1

0

1

1

1

0

0

0

0
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

1

0

0

0

1

0

0

1

1

0

1

0

1

1
0

0

1

0

1

0

0

0

0

1

1

1

0

1

1
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

0

0

0

1

1

1

1

0

1

0

1

1

0

0
1

0

1

0

0

1

1

0

1

1

1

0

0

0

0
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

1

0

0

0

1

0

0

1

1

0

1

0

1

1
0

0

1

0

1

0

0

0

0

1

1

1

0

1

1

Table 4: Pilot bit patterns for uplink DPCCH with Npilot = 7 and 8

Npilot = 7
Npilot = 8

Bit #
0
1
2
3
4
5
6
0
1
2
3
4
5
6
7

Slot #0

1

2

3

4

5

6

7
8

9

10

11

12

13

14
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

0

0

0

1

1

1

1

0

1

0

1

1

0

0
1

0

1

0

0

1

1

0

1

1

1

0

0

0

0
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

1

0

0

0

1

0

0

1

1

0

1

0

1

1
0

0

1

0

1

0

0

0

0

1

1

1

0

1

1
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

0

0

0

1

1

1

1

0

1

0

1

1

0

0
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

0

1
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0

1

1

0

1

1

1

0

0

0

0
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
1

1
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0

0

1
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0

1

1

0

1

0

1

1
1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
0

0

1

0

1

0

0

0

0

1

1

1

0

1

1

The relationship between the TPC bit pattern and transmitter power control command is presented in table 5. 

Table 5: TPC Bit Pattern

TPC Bit Pattern
Transmitter power control command

NTPC = 1
NTPC = 2


1
0
11

00
1

0

Multi-code operation is possible for the uplink dedicated physical channels. When multi-code transmission is used, several parallel DPDCH are transmitted using different channelization codes, see [4]. However, there is only one DPCCH per radio link.
A power control preamble may be used for initialisation of a DCH. Both the UL and DL DPCCHs shall be transmitted during the power control preamble. The length of the power control preamble is a UE-specific higher layer parameter, Npcp (see [5], section 5.1.2.4), signalled by the network. The UL DPCCH shall take the same slot format in the power control preamble as afterwards, as given in table 2. When, Npcp > 0 the pilot patterns from slot #(15- Npcp) to slot #14 of table 3 and table 4 shall be used. The timing of the power control preamble is shown in Figure 32 in subclause 7.7. The TFCI field is filled with “1” bits.









_1000654470.doc


S field



















D field







NFBI
















_1016355130.doc


FBI� NFBI bits







TPC� NTPC bits







Pilot� Npilot bits







DPCCH







DPDCH







Data�Ndata bits



















Tslot = 2560 chips, Ndata = 10*2k bits (k=0..6)











1 radio frame: Tf = 10 ms







Tslot = 2560 chips, 10 bits







Slot #0







Slot #1







Slot #i







Slot #14







TFCI� NTFCI bits
















_997805625.doc
How to create a CR
Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





