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New

1
R1-001144
25.214
110
4
Downlink inner-loop power control in compressed mode
F
3.3.0
3.4.0

2
R1-000888
25.214
112
-
Adding reference for power offset variation text in TS 25.214
F
3.3.0
3.4.0

3
R1-000846
25.214
113
-
Combining TPC commands in soft handover
F
3.3.0
3.4.0

4
R1-000919
25.214
115
1
Corrections to power control
F
3.3.0
3.4.0

5
R1-000855
25.214
116
-
Corrections to 25.214
F
3.3.0
3.4.0

6
R1-000857
25.214
117
-
Clarification to downlink power control
F
3.3.0
3.4.0

7
R1-001103
25.214
118
3
Clarification of power control at maximum and minimum power
F
3.3.0
3.4.0

8
R1-000860
25.214
119
-
Clarification of SSDT text
F
3.3.0
3.4.0

9
R1-000947
25.214
120
-
Corrections to CL transmit diversity mode 1
F
3.3.0
3.4.0

10
R1-001121
25.214
121
1
Clarification of SSDT ID code bit transmission order
F
3.3.0
3.4.0

11
R1-001145
25.214
122
1
Clarification on RACH and CPCH subchannel definition
F
3.3.0
3.4.0

12
R1-001098
25.214
123
1
DPCH initialisation procedure
F
3.3.0
3.4.0

13
R1-001051
25.214
124
-
Clarification of closed loop mode TX diversity initialisation
F
3.3.0
3.4.0

14
R1-001159
25.214
127
2
Uplink power control in compressed mode
F
3.3.0
3.4.0

