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9.4
State variables

This sub-clause describes the state variables used in the specification of the peer-to-peer protocol. PUs are sequentially and independently numbered and may have the value 0 through n minus 1 (where n is the modulus of the sequence numbers). The modulus equals 212 for AM and 27 for UM; the sequence numbers cycle through the entire range: 0 through 212 – 1 for AM and 0 through 27 – 1 for UM. All arithmetic operations on the following state variables and sequence numbers contained in this specification are affected by the modulus: VT(S), VT(A), VT(MS), VR(R), VR(H), VR(MR), VT(US) and VR(US). When performing arithmetic comparisons of transmitter variables, VT(A) is assumed to be the base. When performing arithmetic comparisons of receiver variables, VR(R) is assumed to be the base. 

The RLC maintains the following state variables at the transmitter.

a)
VT(S) - Send state variable.


The sequence number of the next PU to be transmitted for the first time (i.e. excluding retransmission). It is updated after transmission of a PDU, which includes not earlier transmitted PUs. The initial value of this variable is 0.

b)
VT(A) - Acknowledge state variable.


The sequence number of the next in-sequence PU expected to be acknowledged, which forms the lower edge of the window of acceptable acknowledgements. VT(A) is updated based on receipt of a STATUS PDU including an ACK super-field. The initial value of this variable is 0.

c)
VT(DAT). 


This state variable counts the number of times a PU has been transmitted. There is one VT(DAT) for each PU and it is incremented each time the PU is transmitted. The initial value of this variable is 0.

d)
VT(MS) - Maximum Send state variable.


The sequence number of the first PU not allowed by the peer receiver [i.e. the receiver will allow up to VT(MS) – 1], VT(MS) = VT(A) + Tx_Window_Size. This value represents the upper edge of the transmit window. The transmitter shall not transmit a new PU if VT(S) 
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VT(MS). VT(MS) is updated based on receipt of a STATUS PDU including an ACK and/or a WINDOW super‑field. The PU with SN VT(S)-1 can be transmitted also when VT(S)>VT(MS).
e)
VT(US) – UM data state variable.


This state variable gives the sequence number of the next UMD PDU to be transmitted. It is updated each time a UMD PDU is transmitted. The initial value of this variable is 0.

f)
VT(PU).


This state variable is used when the poll every Poll_PU PU function is used. It is incremented with 1 for each PU that is transmitted. It should be incremented for both new and retransmitted PUs. When it reaches Poll_PU a new poll is transmitted and the state variable is set to zero. The initial value of this variable is 0.

g)
VT(SDU).


This state variable is used when the poll every Poll_SDU SDU function is used. It is incremented with 1 for each SDU that is transmitted. When it reaches Poll_SDU a new poll is transmitted and the state variable is set to zero. The poll bit should be set in the PU that contains the last segment of the SDU. The initial value of this variable is 0.

h)
VT(RST) - Reset state variable.


It is used to count the number of times a RESET PDU is transmitted. VT(RST) is incremented with 1 each time a RESET PDU is transmitted. VT(RST) is reset upon the reception of a RESET ACK PDU. The initial value of this variable is 0.

i)
VT(MRW) – MRW command send state variable.


It is used to count the number of times a MRW command is transmitted. VT(MRW) is incremented with 1 each time a  MRW command is transmitted. VT(MRW) is reset upon  the reception of a STATUS PDU which suggests the acknowledgement of a MRW command in the receiver or the occurrence of discarding new SDU. The initial value of this variable is 0.

The RLC maintains the following state variables at the receiver:

a)
VR(R) - Receive state variable.


The sequence number of the next in-sequence PU expected to be received. It is set equal to SNmax+1 upon receipt of the next in-sequence PU, where SNmax is the sequence number of the highest received in-sequence PU. The initial value of this variable is 0.

b)
VR(H) - Highest expected state variable.


The sequence number of the highest expected PU. This state variable is set equal to SN+1 onlywhen a new PU is received with VR(MR)>SN(VR(H). The initial value of this variable is 0.

c)
VR(MR) - Maximum acceptable Receive state variable.


The sequence number of the first PU not allowed by the receiver [i.e. the receiver will allow up to VR(MR) – 1], VR(MR) = VR(R) + Rx_Window_Size. The receiver shall discard PUs with SN 
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 VR(MR).

d)
VR(US) - Receiver Send Sequence state variable.


The sequence number of the next PDU to be received. It shall set equal to SN + 1 upon reception of a PDU. The initial value of this variable is 0.

e)
VR(EP) – Estimated PDU Counter state variable.


The number of PUs that should be received yet as a consequence of the transmission of the latest status report. In acknowledged mode, this state variable is updated at the end of each transmission time interval. It is decremented by the number of PUs that should have been received during the transmission time interval. If VR(EP) is equal to zero, then check if all PUs requested for retransmission in the latest status report have been received.
11.3
Acknowledged mode data transfer procedure

11.3.1
Purpose

The acknowledged mode data transfer procedure is used for transferring of data between two RLC peer entities, which are operating in acknowledged mode. Figure 11.3 below illustrates the elementary procedure for acknowledged mode data transfer. The sender can be either the UE or the network and the receiver is either the network or the UE.
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Figure 11.3: Acknowledged mode data transfer procedure

11.3.2
Initiation

The sender initiates this procedure upon a request of acknowledged mode data transfer from higher layer or upon retransmission of PUs. Retransmitted PUs have higher priority than PUs transmitted for the first time.

The sender is only allowed to retransmit PUs that have been indicated missing by the receiver. An exception is the PU with SN VT(S)-1 which can always be retransmitted. In addition, the PU with highest SN that has not yet been acknowledged may be retransmitted if the peer Rx window size is less than half the maximum RLC AM sequence number.

RLC shall segment the data received from the higher layer into PUs. When the sender is in data transfer ready state one or several PUs are included in one AMD PDU, which is sent to the receiver. The PDUs shall be transmitted on the DCCH logical channel if the sender is located in the control plane and on the DTCH if it is located in the user plane. One or several PDUs may be transmitted in each transmission time interval (TTI) and MAC decides how many PDUs shall be transmitted in each TTI. In the UE, the PDUs that can not be transmitted in a TTI (i.e. MAC has indicated that some of the available PDUs can not be transmitted) shall be buffered according to the discard configuration set by RRC.

The VT(DAT) state variables shall be updated for each AMD PDU that is transmitted. The PDU shall not include any PU with Sequence Number ( VT(MS), except the PU with sequence number VT(S)-1 which may be included also when VT(S) > VT(MS).
If the poll bit is set in any of the AMD PDUs and the timer Timer_Poll shall be used the sender shall start the timer Timer_Poll when the PDU with the set poll bit is delivered to MAC.

If timer based SDU discard is used the timer Timer_Discard shall be started when the RLC entity receives an SDU from higher layer. One timer is used for each SDU that is received from higher layer.

If the trigger for polling, "Every Poll_PU PU", is used the VT(PU) shall be increased by 1 for each PU that is transmitted.

If the trigger for polling, "Every Poll_SDU SDU", is used the VT(SDU) shall be increased by 1 for each SDU that is transmitted.
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