
TSG-RAN Working Group 3 Meeting #16
Document
R3-002520

Windsor, UK, 16th –20th October 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




25.433
CR
258
Current Version:
3.3.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
TSG RAN #10
for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio
X
Core Network


(at least one should be marked with an X)



Source:
R-WG3
Date: 
October 2000



Subject:
Clarification of  Measurement Termination at Measurement Failure Indication



Work item:




Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification
X

Release 99
X





Release 00




Reason for 
change:

One could argue (as was done on the 3GPP exploder) that it is not 100% clear if, after the sender has reported a COMMON/DEDICATED MEASUREMENT FAILURE INDICATION, the measurement is also terminated or not. In the last case, suddenly reports could appear again.

Since we have a separate indicator for indicating temporary measurement failure problems in the reporting message, this contribution clarifies that when transmitting the COMMON/DEDICATED MEASUREMENT FAILURE INDICATION message, the indicated measurement has been terminated.

If this CR is not approved, implementations may assume incorrect behaviour.
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comments:


8.2.11
Common Measurement Failure

8.2.11.1
General

This procedure is used by the Node B to notify the CRNC that a measurement previously requested by the Measurement Initiation procedure can no longer be reported.
8.2.11.2
Successful Operation
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Figure 15: Common Measurement Failure procedure: Successful Operation
This procedure is initiated with a COMMON MEASUREMENT FAILURE INDICATION message, sent from the Node B to the CRNC using the Node B control port, to inform the CRNC that a previously requested measurement can no longer be reported. The Node B has locally terminated the indicated measurement.
8.2.11.3
Abnormal Conditions

-

8.3.11
Dedicated Measurement Failure

8.3.11.1
General

This procedure is used by the Node B to notify the CRNC that a measurement previously requested by the Measurement Initiation procedure can no longer be reported. The Node B is allowed to initiate the DEDICATED MEASUREMENT FAILURE INDICATION message at any time after having sent the RADIO LINK SETUP RESPONSE message, as long as the Node B communication context exists.

8.3.11.2
Successful Operation
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Figure 42: Dedicated Measurement Failure procedure: Successful Operation

This procedure is initiated with a DEDICATED MEASUREMENT FAILURE INDICATION message, sent from the Node B to the CRNC using the communication control port assigned to the Node B communication context, to inform the CRNC that a previously requested measurement can no longer be reported. The Node B has locally terminated the indicated measurement.

If the failed measurement was initiated with the Node B Communication Context ID IE set to the reserved value "All NBCC" the Node B has terminated the measurement reporting of the measurement corresponding to the Measurement Id provided in the DEDICATED MEASUREMENT FAILURE INDICATION message.

8.3.11.3
Abnormal Conditions

-
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