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***   Next modified section   ***

8.6.7.4
Inter-system measurement quantity

If the IE "Inter-system measurement quantity" is received and CHOICE system is GSM, the UE shall check the IE "BSIC verification required".

If IE "BSIC verification required" is set to "required" the UE shall, for cells that match any of the BCCH ARFCN and BSIC combinations in the list of inter-system cells that the UE has received in IE "Inter-system cell info list", and that has a "verified" BSIC
report measurement quantities according to IE "inter-system reporting quantity".
trigger inter-system events according to IE "inter-system measurement reporting criteria".
If IE "BSIC verification required" is set to "not required" the UE shall, for cells that match any of the BCCH ARFCN in the list of inter-system cells that the UE has received in IE "Inter-system cell info list", regardless if the BSIC is "verified" or "non-verified"
report measurement quantities according to IE "inter-system reporting quantity"..
trigger inter-system events according to IE "inter-system measurement reporting criteria".

The requirements for a cell to be considered "verified" or "non-verified" can be found in [19].


***   Next modified section   ***

8.6.7.x
Inter-system reporting quantity
If the IE "Inter-system measurement quantity" is received and CHOICE system is GSM, the UE shall check each quantity in the GSM choice. When sending a inter-system measurement report the UE shall:

If IE "Pathloss" is set to "TRUE",

include optional IE "Pathloss" with a value set to the measured pathloss to that GSM cell in IE "Inter-system measured results list"

If IE "Observed time difference to GSM cell" is set to "TRUE",

include optional IE "Observed time difference to GSM cell" with the value set to the time difference to that GSM cell for the GSM cells that have a BSIC that is "verified", and that match any of the BCCH ARFCN and BSIC combinations in the list of inter-system cells that the UE has received in IE "Inter-system cell info list". Observed time difference to GSM cells with "non-verified" BSIC shall not be included.
If IE "GSM Carrier RSSI" is set to "TRUE",

include optional IE "GSM Carrier RSSI" with a value set to the measured RXLEV to that GSM cell in IE "Inter-system measured results list"
When reporting inter-system measurement events and/or results the UE shall

If the BSIC of reported GSM cell is "verified"

set the CHOICE BSIC to "Verified BSIC" and IE "inter-system cell id" to the value that GSM cell had in the IE "Inter-sstem cell info list".
If the BSIC of reported GSM cell is "non-verified"

set the CHOICE BSIC to "Non verified BSIC" and the IE "BCCH ARFCN" to the value of that GSM cells ARFCN.
The requirements for a cell to be considered "verified" or "non-verified" can be found in [19].

***   Next modified section   ***

10.3.7.26
Inter-system measured results list
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Inter-system measurement results
	OP
	1 to <maxOtherRAT>
	
	

	>CHOICE system
	
	
	
	At least one spare value, criticality = reject, required

	>>GSM
	
	
	
	

	
	
	
	
	

	>>>GSM carrier RSSI
	OP
	
	bit string(6)
	RXLEV GSM TS 05.08

	>>>Pathloss
	OP
	
	Integer(46..158)
	In dB

	>>>CHOICE BSIC
	MP
	
	
	

	>>>>Verified BSIC
	
	
	
	

	>>>>> inter-system cell id
	
	
	Integer(0..<maxCellMeas>)
	

	>>>>Non verified BSIC
	
	
	
	

	>>>>>BCCH ARFCN
	
	
	Integer (0..1023)
	GSM TS 04.18

	>>>Observed time difference to GSM cell
	OP
	
	Observed time difference to GSM cell 10.3.7.77
	



***   Next modified section   ***

10.3.7.28
Inter-system measurement event results
This IE contains the measurement event results that are reported to UTRAN for inter-system measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Inter-system event identity
	MP
	
	Inter-system event identity 10.3.7.24
	

	Cells to report
	MP
	1 to <maxCellMeas>
	
	

	
	
	
	
	

	>CHOICE BSIC
	MP
	
	
	

	>>Verified BSIC
	
	
	 
	

	>>>inter-system cell id
	
	
	Integer(0..<maxCellMeas>)
	

	>>Non verified BSIC
	
	
	
	

	>>>BCCH ARFCN
	
	
	Integer (0..1023)
	GSM TS 04.18



***   Next modified section   ***

10.3.7.32
Inter-system reporting quantity
For all boolean types TRUE means inclusion in the report is requested.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	UTRAN estimated quality
	MP
	
	Boolean
	

	CHOICE system
	MP
	
	
	At least one spare choice, criticality = reject, required

	>GSM
	
	
	
	

	>>Pathloss
	MP
	
	Boolean
	

	>>Observed time difference to GSM cell
	MP
	
	Boolean
	

	>>GSM Carrier RSSI
	MP
	
	Boolean
	

	
	
	
	
	



***   Next modified section   ***

11.3.7
Measurement information elements

Measurement-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


CellIdentity

FROM UTRANMobility-IEs


UTRAN-DRX-CycleLengthCoefficient

FROM UserEquipment-IEs


RB-Identity

FROM RadioBearer-IEs


TFCS-IdentityPlain,


TransportChannelIdentity

FROM TransportChannel-IEs


BurstType,


CellParametersID,


FrequencyInfo,


MaxAllowedUL-TX-Power,


PrimaryCCPCH-Info,


PrimaryCCPCH-TX-Power,


PrimaryCPICH-Info,


PrimaryCPICH-TX-Power,


TimeslotNumber,


UL-TimingAdvance

FROM PhysicalChannel-IEs


BSIC

FROM Other-IEs


maxAdditionalMeas,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxFreq,


maxMeasEvent,


maxMeasParEvent,


maxOtherRAT,


maxRB,


maxRL,


maxRL-1,


maxSat,


maxTrCH,


maxTS

FROM Constant-definitions;

AcquisitionSatInfo ::=



SEQUENCE {


satID







SatID,


doppler0thOrder





INTEGER (-2048..2047),


extraDopplerInfo




ExtraDopplerInfo




OPTIONAL,


codePhase






INTEGER (0..1022),


integerCodePhase




INTEGER (0..19),


gps-BitNumber





INTEGER (0..3),


codePhaseSearchWindow



CodePhaseSearchWindow,


azimuthAndElevation




AzimuthAndElevation




OPTIONAL

}


AcquisitionSatInfoList ::=


SEQUENCE (SIZE (1..maxSat)) OF











AcquisitionSatInfo

AdditionalAssistanceData ::=

OCTET STRING (SIZE (1..38))

AdditionalMeasurementID-List ::=
SEQUENCE (SIZE (1..maxAdditionalMeas)) OF











MeasurementIdentityNumber

AlmanacSatInfo ::=




SEQUENCE {


satID







SatID,


e








BIT STRING (SIZE (16)),


t-oa







BIT STRING (SIZE (8)),


deltaI







BIT STRING (SIZE (16)),


omegaDot






BIT STRING (SIZE (16)),


satHealth






BIT STRING (SIZE (8)),


a-Sqrt







BIT STRING (SIZE (24)),


omega0







BIT STRING (SIZE (24)),


m0








BIT STRING (SIZE (24)),


omega







BIT STRING (SIZE (24)),


af0








BIT STRING (SIZE (11)),


af1








BIT STRING (SIZE (11))

}

AlmanacSatInfoList ::=



SEQUENCE (SIZE (1..maxSat)) OF











AlmanacSatInfo

AverageRLC-BufferPayload ::=

ENUMERATED {











pla0, pla4, pla8, pla16, pla32,











pla64, pla128, pla256, pla512,











pla1024, pla2k, pla4k, pla8k, pla16k,











pla32k, pla64k, pla128k, pla256k,











pla512k, pla1024k }

AzimuthAndElevation ::=



SEQUENCE {


azimuth







INTEGER (0..31),


elevation






INTEGER (0..7)

}

BadSatList ::=





SEQUENCE (SIZE (1..maxSat)) OF











INTEGER (0..63)

BCCH-ARFCN ::=





INTEGER (0..1023)

BLER-MeasurementResults ::=


SEQUENCE {


transportChannelIdentity


TransportChannelIdentity,


dl-TransportChannelBLER



DL-TransportChannelBLER



OPTIONAL

}

BLER-MeasurementResultsList ::=

SEQUENCE (SIZE (1..maxTrCH)) OF











BLER-MeasurementResults

BLER-TransChIdList ::=



SEQUENCE (SIZE (1..maxTrCH)) OF











TransportChannelIdentity

BSIC-VerificationRequired ::=

ENUMERATED {











required, notRequired }

BSICReported ::=




CHOICE {


verifiedBSIC





INTEGER (0..maxCellMeas),


nonVerifiedBSIC





BCCH-ARFCN
}
BurstModeParameters ::=



SEQUENCE {


burstStart






INTEGER (0..15),


burstLength






INTEGER (10..25),


burstFreq






INTEGER (1..16)

}

CellDCH-ReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria

}

-- Actual value = IE value * 0.5

CellIndividualOffset ::=


INTEGER (-20..20)

CellInfo ::=





SEQUENCE {


cellIndividualOffset



CellIndividualOffset


 
DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


}

}

CellInfoSI-RSCP ::=




SEQUENCE {


cellIndividualOffset



CellIndividualOffset

 

DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


},


cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12-RSCP

OPTIONAL

}

CellInfoSI-ECN0 ::=




SEQUENCE {


cellIndividualOffset



CellIndividualOffset

 

DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


},


cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12-ECN0
OPTIONAL

}

CellInfoSI-HCS-RSCP ::=



SEQUENCE {


cellIndividualOffset



CellIndividualOffset

 

DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


},


cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12-HCS-RSCP
OPTIONAL

}

CellInfoSI-HCS-ECN0 ::=



SEQUENCE {


cellIndividualOffset



CellIndividualOffset

 

DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


},


cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12-HCS-ECN0
OPTIONAL

}

CellMeasuredResults ::=



SEQUENCE {


cellIdentity





CellIdentity





OPTIONAL,


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference


OPTIONAL,


cfn-SFN-ObsTimeDifference


CFN-SFN-ObsTimeDifference


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




cpich-Ec-N0






CPICH-Ec-N0




OPTIONAL,




cpich-RSCP






CPICH-RSCP




OPTIONAL,




pathloss






Pathloss




OPTIONAL



},



tdd








SEQUENCE {




cellParametersID




CellParametersID,




primaryCCPCH-RSCP




PrimaryCCPCH-RSCP


OPTIONAL,




timeslotISCP-List




TimeslotISCP-List


OPTIONAL



}


}

}

CellMeasurementEventResults ::=

CHOICE {


fdd








SEQUENCE (SIZE (1..maxCellMeas)) OF












PrimaryCPICH-Info,


tdd








SEQUENCE (SIZE (1..maxCellMeas)) OF












PrimaryCCPCH-Info

}

CellPosition ::=




SEQUENCE {


relativeNorth





INTEGER (-32767..32767),


relativeEast





INTEGER (-32767..32767),


relativeAltitude




INTEGER (-4095..4095)

}

CellReportingQuantities ::=


SEQUENCE {


sfn-SFN-OTD-Type




SFN-SFN-OTD-Type,


cellIdentity





BOOLEAN,


cfn-SFN-ObsTimeDifference


BOOLEAN,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




cpich-Ec-N0






BOOLEAN,




cpich-RSCP






BOOLEAN,




pathloss






BOOLEAN



},



tdd








SEQUENCE {




timeslotISCP





BOOLEAN,




primaryCCPCH-RSCP




BOOLEAN,




pathloss






BOOLEAN



}


}

}

CellSelectReselectInfoSIB-11-12-RSCP ::=
SEQUENCE {


q-OffsetS-N





Q-OffsetS-N





DEFAULT 0,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

CellSelectReselectInfoSIB-11-12-ECN0 ::=
SEQUENCE {


q-Offset1S-N





Q-OffsetS-N





DEFAULT 0,


q-Offset2S-N





Q-OffsetS-N





DEFAULT 0,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

CellSelectReselectInfoSIB-11-12-HCS-RSCP ::=
SEQUENCE {


q-OffsetS-N





Q-OffsetS-N





DEFAULT 0,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


hcs-NeighbouringCellInformation-RSCP

HCS-NeighbouringCellInformation-RSCP

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

--???

CellSelectReselectInfoSIB-11-12-HCS-ECN0 ::=
SEQUENCE {


q-Offset1S-N





Q-OffsetS-N





DEFAULT 0,


q-Offset2S-N





Q-OffsetS-N





DEFAULT 0,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


hcs-NeighbouringCellInformation-ECN0

HCS-NeighbouringCellInformation-ECN0

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

CellToMeasure ::=




SEQUENCE {


sfn-sfn-Drift





INTEGER (0..30)





OPTIONAL,


primaryCPICH-Info




PrimaryCPICH-Info,


frequencyInfo





FrequencyInfo





OPTIONAL,


sfn-SFN-ObservedTimeDifference

SFN-SFN-ObsTimeDifference1,


fineSFN-SFN






FineSFN-SFN,


cellPosition





CellPosition





OPTIONAL

}

CellToMeasureInfoList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











CellToMeasure

CellToReport ::=




SEQUENCE {




bsicReported





BSICReported
}

CellToReportList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF











CellToReport

CFN-SFN-ObsTimeDifference ::=

CHOICE {


fdd-ChipDiff





INTEGER (0..157286399),


tdd-FrameDiff





INTEGER (0..4095)

}

CodePhaseSearchWindow ::=


ENUMERATED {











w1023, w1, w2, w3, w4, w6, w8,











w12, w16, w24, w32, w48, w64,











w96, w128, w192 }

CPICH-Ec-N0 ::=





INTEGER (-20..0)

-- IE value 0 = <-24 dB, 1 = between -24 and -23 and so on

CPICH-Ec-N0-OTDOA ::=



INTEGER (0..26)

CPICH-RSCP ::=





INTEGER (-115..-40)

DeltaPRC ::=





INTEGER (-127..127)

DeltaRRC ::=





INTEGER (-7..7)

DGPS-CorrectionSatInfo ::=


SEQUENCE {


satID







SatID,


iode







BIT STRING (SIZE (8)),


udre







UDRE,


prc








PRC,


rrc








RRC,


deltaPRC2






DeltaPRC,


deltaRRC2






DeltaRRC,


deltaPRC3






DeltaPRC,


deltaRRC3






DeltaRRC

}

DGPS-CorrectionSatInfoList ::=

SEQUENCE (SIZE (1..maxSat)) OF











DGPS-CorrectionSatInfo

DGPS-Information ::=



SEQUENCE {


satID







SatID,


iode







IODE,


udre







UDRE,


prc








PRC,


rrc








RRC,


deltaPRC2






DeltaPRC,


deltaRRC2






DeltaRRC

}

DGPS-InformationList ::=


SEQUENCE (SIZE (1..maxSat)) OF











DGPS-Information

DiffCorrectionStatus ::=


ENUMERATED {











udre-1-0, udre-0-75, udre-0-5, udre-0-3,











udre-0-2, udre-0-1, noData, invalidData }

-- Actual value = IE value * 0.02

DL-PhysicalChannelBER ::=


INTEGER (0..255)

-- Actual value = IE value * 0.02

DL-TransportChannelBLER ::=


INTEGER (0..255)

DopplerUncertainty ::=



ENUMERATED {











hz12-5, hz25, hz50, hz100, hz200 }

EllipsoidPoint ::=




OCTET STRING (SIZE (7))

EllipsoidPointAltitude ::=


OCTET STRING (SIZE (9))

EllipsoidPointAltitudeEllipse ::=
OCTET STRING (SIZE (14))

EllipsoidPointUncertCircle ::=

OCTET STRING (SIZE (8))

EllipsoidPointUncertEllipse ::=

OCTET STRING (SIZE (11))

EnvironmentCharacterization ::=

ENUMERATED {











possibleHeavyMultipathNLOS,











lightMultipathLOS,











notDefined }

Event1a ::=






SEQUENCE {


triggeringCondition




TriggeringCondition,


reportingRange





ReportingRange,


forbiddenAffectCellList



ForbiddenAffectCellList



OPTIONAL,


w








W,


reportDeactivationThreshold


ReportDeactivationThreshold

}

Event1b ::=






SEQUENCE {


triggeringCondition




TriggeringCondition,


reportingRange





ReportingRange,


forbiddenAffectCellList



ForbiddenAffectCellList



OPTIONAL,


w








W

}

Event1c ::=






SEQUENCE {


replacementActivationThreshold

ReplacementActivationThreshold

}

Event1ef ::=





SEQUENCE {


triggeringCondition




TriggeringCondition,


thresholdUsedFrequency



ThresholdUsedFrequency

}

Event2a ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2b ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2c ::=






SEQUENCE {


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2d ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,



reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL
}

Event2e ::=






SEQUENCE {


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2f ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3a ::=






SEQUENCE {


thresholdOwnSystem




Threshold,


w








W,


thresholdOtherSystem



Threshold,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3b ::=






SEQUENCE {


thresholdOtherSystem



Threshold,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3c ::=






SEQUENCE {


thresholdOtherSystem



Threshold,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3d ::=






SEQUENCE {


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


EventIDInterFreq ::=



ENUMERATED {











e2a, e2b, e2c, e2d, e2e, e2f }

EventIDInterSystem ::=



ENUMERATED {











e3a, e3b, e3c, e3d }

EventIDIntraFreq ::=



ENUMERATED {











e1a, e1b, e1c, e1d, e1e,











e1f, e1g, e1h, e1i }

EventResults ::=




CHOICE {


intraFreqEventResults



IntraFreqEventResults,


interFreqEventResults



InterFreqEventResults,


interSystemEventResults



InterSystemEventResults,


trafficVolumeEventResults


TrafficVolumeEventResults,


qualityEventResults




QualityEventResults,


ue-InternalEventResults



UE-InternalEventResults,


lcs-MeasurementEventResults


LCS-MeasurementEventResults

}

ExtraDopplerInfo ::=



SEQUENCE {


doppler1stOrder





INTEGER (-42..21),


dopplerUncertainty




DopplerUncertainty

}

FACH-MeasurementOccasionInfo ::=
SEQUENCE {


k-UTRA







UTRAN-DRX-CycleLengthCoefficient,


otherRAT-InSysInfoList



OtherRAT-InSysInfoList



OPTIONAL

}

FilterCoefficient ::=



ENUMERATED {











fc0, fc1, fc2, fc3, fc4, fc5, 











fc6, fc7, fc8, fc9, fc11, fc13, 











fc15, fc17, fc19, spare1 }

FineSFN-SFN ::=





ENUMERATED {











fs0, fs0-25, fs0-5, fs0-75 }

ForbiddenAffectCell ::=



CHOICE {


fdd








PrimaryCPICH-Info,


tdd








PrimaryCCPCH-Info

}

ForbiddenAffectCellList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











ForbiddenAffectCell

FreqQualityEstimateQuantity-FDD ::= ENUMERATED {











cpich-Ec-N0,











cpich-RSCP }

FreqQualityEstimateQuantity-TDD ::= ENUMERATED {











primaryCCPCH-RSCP }




GSM-CarrierRSSI ::=




BIT STRING (SIZE (6))

GPS-MeasurementParam ::=


SEQUENCE {


satelliteID






INTEGER (0..63),


c-N0







INTEGER (0..63),


doppler







INTEGER (-32768..32768),


wholeGPS-Chips





INTEGER (0..1023),


fractionalGPS-Chips




INTEGER (0..1023),


multipathIndicator




MultipathIndicator,


pseudorangeRMS-Error



INTEGER (0..63)

}

GPS-MeasurementParamList ::=

SEQUENCE (SIZE (1..maxSat)) OF











GPS-MeasurementParam

-- **TODO**, not defined yet

GSM-OutputPower ::=




SEQUENCE {

}

GPS-TOW-1msec ::=




INTEGER (0..604799999)

GPS-TOW-1usec ::=




SEQUENCE {


tow-1msec






GPS-TOW-1msec,


tow-rem-usec





GPS-TOW-rem-usec
}

GPS-TOW-Assist ::=




SEQUENCE {


satID







SatID,


tlm-Message






BIT STRING (SIZE (14)),


antiSpoof






BOOLEAN,


alert







BOOLEAN,


tlm-Reserved





BIT STRING (SIZE (2))

}

GPS-TOW-AssistList ::=



SEQUENCE (SIZE (1..maxSat)) OF











GPS-TOW-Assist

GPS-TOW-rem-usec ::=



INTEGER (0..999)

HCS-CellReselectInformation-RSCP ::=

SEQUENCE {


penaltyTime








PenaltyTime-RSCP


-- TABULAR: The default value is "notUsed", temporary offset is nested inside PenaltyTime

}

HCS-CellReselectInformation-ECN0 ::=

SEQUENCE {


penaltyTime






PenaltyTime-ECN0


-- TABULAR: The default value is "notUsed", temporary offset is nested inside PenaltyTime

}

HCS-NeighbouringCellInformation-RSCP ::= SEQUENCE {


hcs-PRIO






HCS-PRIO






DEFAULT 0,


q-HCS







Q-HCS







DEFAULT 0,


hcs-CellReselectInformation


HCS-CellReselectInformation-RSCP

}

HCS-NeighbouringCellInformation-ECN0 ::= SEQUENCE {


hcs-PRIO






HCS-PRIO






DEFAULT 0,


q-HCS







Q-HCS







DEFAULT 0,


hcs-CellReselectInformation


HCS-CellReselectInformation-ECN0

}

HCS-PRIO ::=





INTEGER (0..7)

HCS-ServingCellInformation ::=

SEQUENCE {


hcs-PRIO






HCS-PRIO






DEFAULT 0,


q-HCS







Q-HCS







DEFAULT 0,


t-CR-Max






T-CRMax







OPTIONAL

}

-- Actual value = IE value * 0.5

Hysteresis ::=





INTEGER (0..15)

-- Actual value = IE value * 0.5

HysteresisInterFreq ::=



INTEGER (0..29)

InterFreqCell ::=




SEQUENCE {


frequencyInfo





FrequencyInfo,


nonFreqRelatedEventResults


CellMeasurementEventResults

}

InterFreqCellID ::=




INTEGER (0..maxCellMeas-1)

InterFreqCellInfoList ::=


SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellList



OPTIONAL

}

InterFreqCellInfoSI-List-RSCP ::=

SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellSI-List-RSCP

OPTIONAL

}

InterFreqCellInfoSI-List-ECN0 ::=

SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellSI-List-ECN0

OPTIONAL

}

InterFreqCellInfoSI-List-HCS-RSCP ::=

SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellSI-List-HCS-RSCP
OPTIONAL

}

InterFreqCellInfoSI-List-HCS-ECN0 ::=

SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellSI-List-HCS-ECN0
OPTIONAL

}

InterFreqCellList ::=



SEQUENCE (SIZE (1..maxFreq)) OF











InterFreqCell

InterFreqCellMeasuredResultsList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF











CellMeasuredResults

InterFreqEvent ::=




CHOICE {


event2a







Event2a,


event2b







Event2b,


event2c







Event2c,


event2d







Event2d,


event2e







Event2e,


event2f







Event2f

}

InterFreqEventList ::=



SEQUENCE (SIZE (1..maxMeasEvent)) OF











InterFreqEvent

InterFreqEventResults ::=


SEQUENCE {


eventID







EventIDInterFreq,


interFreqCellList




InterFreqCellList




OPTIONAL

}

InterFreqMeasQuantity ::=


SEQUENCE {


reportingCriteria




CHOICE {



intraFreqReportingCriteria


SEQUENCE {




intraFreqMeasQuantity



IntraFreqMeasQuantity



},



interFreqReportingCriteria


SEQUENCE {




filterCoefficient




FilterCoefficient


DEFAULT fc0,




modeSpecificInfo




CHOICE {





fdd








SEQUENCE {






freqQualityEstimateQuantity-FDD

FreqQualityEstimateQuantity-FDD





},





tdd








SEQUENCE {






freqQualityEstimateQuantity-TDD

FreqQualityEstimateQuantity-TDD





}




}



}


}

}

InterFreqMeasuredResults ::=

SEQUENCE {


frequencyInfo





FrequencyInfo





OPTIONAL,


utra-CarrierRSSI




UTRA-CarrierRSSI




OPTIONAL,


interFreqCellMeasuredResultsList
InterFreqCellMeasuredResultsList
OPTIONAL

}

InterFreqMeasuredResultsList ::=
SEQUENCE (SIZE (1..maxFreq)) OF











InterFreqMeasuredResults

InterFreqMeasurementSysInfo-RSCP ::=
SEQUENCE {


interFreqMeasurementID




MeasurementIdentityNumber


DEFAULT 2,


interFreqCellInfoSI-List



InterFreqCellInfoSI-List-RSCP

OPTIONAL,


interFreqMeasQuantity




InterFreqMeasQuantity



OPTIONAL,


interFreqReportingCriteria



InterFreqReportingCriteria


OPTIONAL

}

InterFreqMeasurementSysInfo-ECN0 ::=

SEQUENCE {


interFreqMeasurementID



MeasurementIdentityNumber


DEFAULT 2,


interFreqCellInfoSI-List


InterFreqCellInfoSI-List-ECN0

OPTIONAL,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingCriteria


InterFreqReportingCriteria


OPTIONAL

}

InterFreqMeasurementSysInfo-HCS-RSCP ::=

SEQUENCE {


interFreqMeasurementID



MeasurementIdentityNumber


DEFAULT 2,


interFreqCellInfoSI-List


InterFreqCellInfoSI-List-HCS-RSCP
OPTIONAL,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingCriteria


InterFreqReportingCriteria


OPTIONAL

}

InterFreqMeasurementSysInfo-HCS-ECN0 ::=

SEQUENCE {


interFreqMeasurementID



MeasurementIdentityNumber


DEFAULT 2,


interFreqCellInfoSI-List


InterFreqCellInfoSI-List-HCS-ECN0
OPTIONAL,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingCriteria


InterFreqReportingCriteria


OPTIONAL

}

InterFreqReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


interFreqReportingCriteria


InterFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

InterFreqReportingCriteria ::=

SEQUENCE {


interFreqEventList




InterFreqEventList




OPTIONAL

}

InterFreqReportingQuantity ::=

SEQUENCE {


utra-Carrier-RSSI




BOOLEAN,


frequencyQualityEstimate


BOOLEAN,


nonFreqRelatedQuantities


CellReportingQuantities

}

InterFrequencyMeasurement ::=

SEQUENCE {


interFreqCellInfoList



InterFreqCellInfoList,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingQuantity


InterFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


interFreqSetUpdate




UE-AutonomousUpdateMode



OPTIONAL,


reportCriteria





InterFreqReportCriteria

}

InterSystemCellID ::=



INTEGER (0..maxCellMeas-1)

InterSystemCellInfoList ::=


SEQUENCE {


removedInterSystemCellList


RemovedInterSystemCellList,


newInterSystemCellList



NewInterSystemCellList

}

InterSystemCellInfoList-HCS ::=


SEQUENCE {


removedInterSystemCellList


RemovedInterSystemCellList,


newInterSystemCellList



NewInterSystemCellList-HCS

}

InterSystemEvent ::=



CHOICE {


event3a







Event3a,


event3b







Event3b,


event3c







Event3c,


event3d







Event3d

}

InterSystemEventList ::=


SEQUENCE (SIZE (1..maxMeasEvent)) OF











InterSystemEvent

InterSystemEventResults ::=


SEQUENCE {


eventID







EventIDInterSystem,


cellToReportList




CellToReportList

}

InterSystemInfo ::=




ENUMERATED {











gsm, spare1 }

InterSystemMeasQuantity ::=



SEQUENCE {


measQuantityUTRAN-QualityEstimate

IntraFreqMeasQuantity,


systemSpecificInfo





CHOICE {



gsm









SEQUENCE {




measurementQuantity





MeasurementQuantityGSM,




filterCoefficient





FilterCoefficient

DEFAULT fc1,




bsic-VerificationRequired



BSIC-VerificationRequired



},



is-2000








SEQUENCE {




tadd-EcIo







INTEGER (0..63),




tcomp-EcIo







INTEGER (0..15),




softSlope







INTEGER (0..63)


OPTIONAL,




addIntercept






INTEGER (0..63)


OPTIONAL



}


}


}

InterSystemMeasuredResults ::=

CHOICE {


gsm








SEQUENCE {




gsm-CarrierRSSI





GSM-CarrierRSSI




OPTIONAL,



pathloss






Pathloss





OPTIONAL,



bsicReported





BSICReported,



observedTimeDifferenceToGSM


ObservedTimeDifferenceToGSM

OPTIONAL


},


spare







NULL

}

InterSystemMeasuredResultsList ::= SEQUENCE (SIZE (1..maxOtherRAT)) OF











InterSystemMeasuredResults

InterSystemMeasurement ::=


SEQUENCE {


interSystemCellInfoList



InterSystemCellInfoList



OPTIONAL,


interSystemMeasQuantity



InterSystemMeasQuantity



OPTIONAL,


interSystemReportingQuantity

InterSystemReportingQuantity

OPTIONAL,


reportCriteria





InterSystemReportCriteria

}

InterSystemMeasurementSysInfo ::=
SEQUENCE {


interSystemMeasurementID


MeasurementIdentityNumber


DEFAULT 3,


interSystemCellInfoList



InterSystemCellInfoList



OPTIONAL,


interSystemMeasQuantity



InterSystemMeasQuantity



OPTIONAL

}

InterSystemMeasurementSysInfo-HCS ::=
SEQUENCE {


interSystemMeasurementID


MeasurementIdentityNumber


DEFAULT 3,


interSystemCellInfoList



InterSystemCellInfoList-HCS


OPTIONAL,


interSystemMeasQuantity



InterSystemMeasQuantity



OPTIONAL

}

InterSystemReportCriteria ::=

CHOICE {


interSystemReportingCriteria

InterSystemReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}




InterSystemReportingCriteria ::= 
SEQUENCE {


interSystemEventList



InterSystemEventList



OPTIONAL

}

InterSystemReportingQuantity ::=
SEQUENCE {


utran-EstimatedQuality



BOOLEAN,


systemSpecificInfo




CHOICE {



gsm








SEQUENCE {




pathloss






BOOLEAN,




observedTimeDifferenceGSM


BOOLEAN,




gsm-Carrier-RSSI




BOOLEAN



},



spare1







NULL


}

}
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