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6 Dynamic channel allocation

6.1 Introduction

The channel assignment algorithm will be implemented on network side in the RNC. It will be distributed, interference adapted approach where each base station makes the channel assignment based on local signal strength measurements performed in the UE and the Node B. A priori knowledge about the used channels of the other base stations in the vicinity can be implicitly used without additional signalling traffic.

6.2 Implementation requirements

The purpose of DCA is on one side the limitation of the interference (keeping required QoS) and on the other side to maximise the system capacity due to minimising reuse distance. The details on channel assignment policy are given in [12].

6.3 Number of timeslots to be measured

The number of down link timeslots to be measured in the UE is broadcasted on the BCH in each cell. In general, the number of downlink timeslots in question will be less than 14, but in worst case the UE shall be capable to measure 14 downlink timeslots. In case of "simple UE" [FFS] timeslots shall at least be measured.

6.4 Measurement reporting delay

In order to save battery life time, in idle mode no measurements are performed for DCA. ISCP measurements are started at call establishment. Taking into account that the measured interference of the timeslots is preferable averaged over [FFS] frames, the measurement reporting delay in connecting phase shall not exceed [FFS] milliseconds.

7 Timing characterisitics

7.1 Timing Advance (TA) requirements
To update timing advance of a moving UE the UTRAN measures "RX Timing deviation". The measurements are reported to higher layers, where timing advance values are calculated and signaled to the UE. The measurement for timing advance is defined in 3GPP TS25.225 "Physical Layer Measurements (TDD)", the requirements on the measurement is specified in clause 11.2.9 "RX Timing Deviation". The UE shall adjust the timing of its transmissions within ±0.5 chip of the signalled timing advance value.

7.2 Cell synchronization accuracy

7.2.1 Definition

Cell synchronization accuracy is defined as the maximum deviation in frame start times between any pair of cells that have overlapping coverage areas.

7.2.2 Minimum requirements

The cell synchronization accuracy shall be better than or equal to 3(s.

A.6

Dynamic channel allocation
NOTE:
This section is included for consistency with numbering with section 6; currently no test covering requirements in this section exists.

A.7
Timing characteristics
NOTE:
This section is included for consistency with numbering with section 7; currently no test covering requirements in this section exists.
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