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In RANAP v 3.3.0 the maximum allowed number of  Iu signalling connection identities in the Reset Resource message is too large to fit into the signalling transport. In R3#15 it was agreed to reduce this number from 1000 to 500 to make it fit into one connectionless SCCP message. This CR makes the agreed change.

If this change is not done it may cause problems in signalling transport due to too large message.
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9.1.44
RESET RESOURCE

This message is sent by either CN or RNC. The sending entity informs the receiving entity that the sending requests the receiving entity to release resources and references associated to Iu signalling connection identities in the message.

Direction: CN (( RNC.

Signalling bearer mode: Connectionless.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.1

YES
ignore

CN Domain Indicator
M

9.2.1.5

YES
ignore

Cause
M

9.2.1.4

YES
ignore

Iu signalling connections to be released

1 to <maxnoofIuSigConIds


EACH
ignore

>Iu signalling connection identifier
M

9.2.1.38

-


Global RNC-ID
C - ifUL

9.2.1.39

YES
ignore

Condition
Explanation

IfUL
This IE is always used in uplink direction

Range bound
Explanation

MaxnoofIuSigConIds
Maximum no. of Iu signalling connection identities. Value is 250.


9.1.45
RESET RESOURCE ACKNOWLEDGE

This message is sent by either the CN or RNC inform the CN or RNC that the RESET RESOURCE message has been received.

Direction: CN (( RNC.

Signalling bearer mode: Connectionless.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.1

YES
ignore

CN Domain Indicator
M

9.2.1.5

YES
ignore

Iu signalling connections released

1 to <maxnoofIuSigConIds

This list shall be in the same order as the list received in the RESET RESOURCE message.
EACH
ignore

>Iu signalling connection identifier
M

9.2.1.38

-


Global RNC-ID
C - ifUL

9.2.1.39

YES
ignore

Criticality Diagnostics
O

9.2.1.35

YES
ignore

Condition
Explanation

IfUL
This IE is always used in uplink direction

Range bound
Explanation

MaxnoofIuSigConIds
Maximum no. of Iu signalling connection identities. Value is 250.

NEXT MODIFIED SECTION

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RANAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-RAB-Assignment




INTEGER ::= 0

id-Iu-Release





INTEGER ::= 1

id-RelocationPreparation


INTEGER ::= 2

id-RelocationResourceAllocation

INTEGER ::= 3

id-RelocationCancel




INTEGER ::= 4

id-SRNS-ContextTransfer



INTEGER ::= 5

id-SecurityModeControl



INTEGER ::= 6

id-DataVolumeReport




INTEGER ::= 7

id-CN-InformationBroadcast


INTEGER ::= 8

id-Reset






INTEGER ::= 9

id-RAB-ReleaseRequest



INTEGER ::= 10

id-Iu-ReleaseRequest



INTEGER ::= 11

id-RelocationDetect




INTEGER ::= 12

id-RelocationComplete



INTEGER ::= 13

id-Paging






INTEGER ::= 14

id-CommonID






INTEGER ::= 15

id-CN-InvokeTrace




INTEGER ::= 16

id-LocationReportingControl


INTEGER ::= 17

id-LocationReport




INTEGER ::= 18

id-InitialUE-Message



INTEGER ::= 19

id-DirectTransfer




INTEGER ::= 20

id-OverloadControl




INTEGER ::= 21

id-ErrorIndication




INTEGER ::= 22

id-SRNS-DataForward




INTEGER ::= 23

id-ForwardSRNS-Context



INTEGER ::= 24

id-privateMessage




INTEGER ::= 25

id-CN-DeactivateTrace



INTEGER ::= 26

id-ResetResource




INTEGER ::= 27

id-RANAP-Relocation




INTEGER ::= 28

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 





INTEGER ::= 65535

maxProtocolExtensions 



INTEGER ::= 65535

maxProtocolIEs





INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfDTs






INTEGER ::= 15

maxNrOfErrors





INTEGER ::= 256

maxNrOfIuSigConIds




INTEGER ::= 250
maxNrOfPDPDirections



INTEGER ::= 2

maxNrOfPieces





INTEGER ::= 16

maxNrOfPoints





INTEGER ::= 15

maxNrOfRABs






INTEGER ::= 256

maxNrOfSeparateTrafficDirections
INTEGER ::= 2

maxNrOfVol






INTEGER ::= 2

maxRAB-Subflows





INTEGER ::= 7

maxRAB-SubflowCombination


INTEGER ::= 64

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AreaIdentity 







INTEGER ::= 0

id-CN-BroadcastInformationPiece 



INTEGER ::= 1

id-CN-BroadcastInformationPieceList 


INTEGER ::= 2

id-CN-DomainIndicator 






INTEGER ::= 3

id-Cause 









INTEGER ::= 4

id-ChosenEncryptionAlgorithm 




INTEGER ::= 5

id-ChosenIntegrityProtectionAlgorithm 


INTEGER ::= 6

id-ClassmarkInformation2 





INTEGER ::= 7

id-ClassmarkInformation3 





INTEGER ::= 8

id-CriticalityDiagnostics 





INTEGER ::= 9

id-DL-GTP-PDU-SequenceNumber 




INTEGER ::= 10

id-EncryptionInformation 





INTEGER ::= 11

id-IntegrityProtectionInformation 



INTEGER ::= 12

id-IuTransportAssociation 





INTEGER ::= 13

id-L3-Information 







INTEGER ::= 14

id-LAI 










INTEGER ::= 15

id-NAS-PDU 









INTEGER ::= 16

id-NonSearchingIndication 





INTEGER ::= 17

id-NumberOfSteps 







INTEGER ::= 18

id-OMC-ID 









INTEGER ::= 19

id-OldBSS-ToNewBSS-Information 




INTEGER ::= 20

id-PagingAreaID 







INTEGER ::= 21

id-PagingCause 








INTEGER ::= 22

id-PermanentNAS-UE-ID 






INTEGER ::= 23

id-RAB-ContextItem 







INTEGER ::= 24

id-RAB-ContextList 







INTEGER ::= 25

id-RAB-DataForwardingItem 





INTEGER ::= 26

id-RAB-DataForwardingItem-SRNS-CtxReq 


INTEGER ::= 27

id-RAB-DataForwardingList 





INTEGER ::= 28

id-RAB-DataForwardingList-SRNS-CtxReq 


INTEGER ::= 29

id-RAB-DataVolumeReportItem 




INTEGER ::= 30

id-RAB-DataVolumeReportList 




INTEGER ::= 31

id-RAB-DataVolumeReportRequestItem 



INTEGER ::= 32

id-RAB-DataVolumeReportRequestList 



INTEGER ::= 33

id-RAB-FailedItem 







INTEGER ::= 34

id-RAB-FailedList 







INTEGER ::= 35

id-RAB-ID 









INTEGER ::= 36

id-RAB-QueuedItem 







INTEGER ::= 37

id-RAB-QueuedList 







INTEGER ::= 38

id-RAB-ReleaseFailedList 





INTEGER ::= 39

id-RAB-ReleaseItem 







INTEGER ::= 40

id-RAB-ReleaseList 







INTEGER ::= 41

id-RAB-ReleasedItem 






INTEGER ::= 42

id-RAB-ReleasedList 






INTEGER ::= 43

id-RAB-ReleasedList-IuRelComp 




INTEGER ::= 44

id-RAB-RelocationReleaseItem 




INTEGER ::= 45

id-RAB-RelocationReleaseList 




INTEGER ::= 46

id-RAB-SetupItem-RelocReq 





INTEGER ::= 47

id-RAB-SetupItem-RelocReqAck 




INTEGER ::= 48

id-RAB-SetupList-RelocReq 





INTEGER ::= 49

id-RAB-SetupList-RelocReqAck 




INTEGER ::= 50

id-RAB-SetupOrModifiedItem 





INTEGER ::= 51

id-RAB-SetupOrModifiedList 





INTEGER ::= 52

id-RAB-SetupOrModifyItem 





INTEGER ::= 53

id-RAB-SetupOrModifyList 





INTEGER ::= 54

id-RAC 










INTEGER ::= 55

id-RelocationType 







INTEGER ::= 56

id-RequestType 








INTEGER ::= 57

id-SAI 










INTEGER ::= 58

id-SAPI 









INTEGER ::= 59

id-SourceID 








INTEGER ::= 60

id-SourceRNC-ToTargetRNC-TransparentContainer 
INTEGER ::= 61

id-TargetID 








INTEGER ::= 62

id-TargetRNC-ToSourceRNC-TransparentContainer 
INTEGER ::= 63

id-TemporaryUE-ID 







INTEGER ::= 64

id-TraceReference 







INTEGER ::= 65

id-TraceType 








INTEGER ::= 66

id-TransportLayerAddress 





INTEGER ::= 67

id-TriggerID 








INTEGER ::= 68

id-UE-ID 









INTEGER ::= 69

id-UL-GTP-PDU-SequenceNumber 




INTEGER ::= 70

id-RAB-FailedtoReportItem





INTEGER ::= 71

id-RAB-FailedtoReportList 





INTEGER ::= 72

id-KeyStatus








INTEGER ::= 75

id-DRX-CycleLengthCoefficient 




INTEGER ::= 76

id-IuSigConIdList







INTEGER ::= 77

id-IuSigConIdItem







INTEGER ::= 78

id-IuSigConId








INTEGER ::= 79

id-DirectTransferInformationItem-RANAP-RelocInf
INTEGER ::= 80

id-DirectTransferInformationList-RANAP-RelocInf
INTEGER ::= 81

id-RAB-ContextItem-RANAP-RelocInf



INTEGER ::= 82

id-RAB-ContextList-RANAP-RelocInf



INTEGER ::= 83

id-RAB-ContextFailedtoTransferItem



INTEGER ::= 84

id-RAB-ContextFailedtoTransferList



INTEGER ::= 85 

id-GlobalRNC-ID








INTEGER ::= 86

id-RAB-ReleasedItem-IuRelComp




INTEGER ::= 87

END
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Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs
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If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:
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Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"
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