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8.1.1.3.8	RRC connection release / Redirection to another NR frequency / MPS Priority Indication
8.1.1.3.8.1	Test Purpose (TP)
(1)
with { UE in 5GMM-REGISTERED.NORMAL-SERVICE state and 5GMM-IDLE mode and User initiates an MMTEL call }
ensure that {
  when { UE receives an RRCRelease message including mpsPriorityIndication-r16 and the IE redirectedCarrierInfo with nr and carrierFreq different from the frequency UE was on in RRC_CONNECTED state }
    then { UE establishes an RRC connection with establishmentCause set to mps-PriorityAccess on the new frequency included in IE redirectedCarrierInfo }
           }

8.1.1.3.8.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 38.331, clause 5.3.3.3. Unless otherwise stated these are Rel-16 requirements. 
[TS 38.331, clause 5.3.3.3]
The UE shall set the contents of RRCSetupRequest message as follows:
1>	set the ue-Identity as follows:
2>	if upper layers provide a 5G-S-TMSI:
3>	set the ue-Identity to ng-5G-S-TMSI-Part1;
2>	else:
3>	draw a 39-bit random value in the range 0..239-1 and set the ue-Identity to this value;
NOTE 1:	Upper layers provide the 5G-S-TMSI if the UE is registered in the TA of the current cell.
1>	if the establishment of the RRC connection is the result of release with redirect with mpsPriorityIndication (either in NR or E-UTRAN):
2>	set the establishmentCause to mps-PriorityAccess;
1>	else:
2>	set the establishmentCause in accordance with the information received from upper layers;
…
8.1.1.3.8.3	Test description
8.1.1.3.8.3.1	Pre-test conditions
System Simulator:
-	2 cells on different NR frequencies and different tracking areas: 
-	NR Cell 1 (TAI-1) serving cell 
-	NR Cell 23 (TAI-2) suitable neighbour inter-frequency cell
-	Cell power levels are selected according to 38.508-1 [4] Table 6.2.2.1-3 for FR1 or Table 6.2.2.2-2 for FR2. NR Cell 23 is switched on after UE has registered on NR Cell 1.
-	System information combination NR-4 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cells.
UE:
-	None.
Preamble:
-	The UE is in test state 1N-A with IMS registered as defined in TS 38.508-1 [4], subclause 4.4A.2 on NR Cell 1.
8.1.1.3.8.3.2	Test procedure sequence
Table 8.1.1.3.8.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make the UE attempt a MMTel voice call.
(NOTE 1)
	-
	-
	-
	-

	2-9b4
	Steps 2 to 9b4 from test procedure for IMS MO speech call establishment as described in TS 38.508-1 [4] Table 4.9.15.2.2-1 take place.
	-
	-
	-
	-

	10
	The SS transmits an RRCRelease message (IE redirectedCarrierInfo including NR Cell 23 and IE mpsPriorityIndication).
	<--
	NR RRC: RRCRelease
	-
	-

	11
	Check: Does the UE transmit RRCSetupRequest message including the establishmentCause as mps-PriorityAccess on NR cell 23?
	-->
	NR RRC: RRCSetupRequest
	1
	P

	12-13
	Steps 2 to 3 of generic test procedure in TS 38.508-1[4] Table 4.9.5.2.2-1 are performed on NR Cell 23.
	-
	-
	-
	-

	14
	The SS transmits a SecurityModeCommand message.
	<--
	NR RRC: SecurityModeCommand
	-
	-

	15
	The UE transmits a SecurityModeComplete message.
	-->
	NR RRC: SecurityModeComplete
	-
	-

	16-17
	Steps 4 to 5 of generic test procedure in TS 38.508-1[4] Table 4.9.5.2.2-1 are performed on NR Cell 23.
	-
	-
	-
	-

	18
	The SS transmits an RRCReconfiguration message to establish SRB2 and DRB.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	19
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	20
	Void
	-
	-
	-
	-

	2021-24b3
	Step 9 10 to 13b3 of IMS MO speech call establishment in 5GC as defined in TS 38.508-1 [4] Table 4.9.15.2.2-1 are performed.
	-
	-
	-
	-

	25
	The generic test procedure for IMS MT call
release in 5GC as specified in TS 38.508-1 [4] Table 4.9.18.2.2-1 takes place.
	-
	-
	-
	-

	26
	The SS transmits an RRCRelease message.
	<--
	NR RRC: RRCRelease
	-
	-

	NOTE 1:	This could be done by e.g. MMI or AT command.



8.1.1.3.8.3.3	Specific message contents
Table 8.1.1.3.8.3.3-1: SIB4 for NR cells 1 and 23 (preamble and all steps, Table 8.1.1.3.8.3.2-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SIB4 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo {
	1 entry
	
	

	    InterFreqCarrierFreqInfo[1] SEQUENCE {
	
	entry 1
	

	      dl-CarrierFreq
	Same downlink NR ARFCN as used for NR Cell 23
	
	NR Cell 1

	
	Same downlink NR ARFCN as used for NR Cell 1
	
	NR Cell 23

	      cellReselectionPriority
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.1.3.8.3.3-2: RRCRelease message (step 10, Table 8.1.1.3.8.3.2-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcRelease SEQUENCE {
	
	
	

	      redirectedCarrierInfo CHOICE {
	
	
	

	        nr SEQUENCE {
	
	
	

	          carrierFreq
	ARFCN-ValueNR for NR Cell 23 frequency
	
	

	          ssbSubcarrierSpacing
	Subcarrier spacing of SSB for NR Cell 23
	
	

	          smtc
	SSB-MTC
	38.508-1 [4] Table 4.6.3-185
	

	        }
	
	
	

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            mpsPriorityIndication-r16
	true
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.1.3.8.3.3-3: RRCSetupRequest (step 11, Table 8.1.1.3.8.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupRequest ::= SEQUENCE {
	
	
	

	  rrcSetupRequest SEQUENCE {
	
	
	

	    establishmentCause
	mps-PriorityAccess
	
	

	  }
	
	
	

	}
	
	
	




