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	Add title of Table 4.7.2.1-2 for signal to be used to build NR TCs for BS type 2-O.
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The signal's BS channel bandwidth and subcarrier spacing used to build NR Test Configurations shall be selected according to tables 4.7.2.1-1 and 4.7.2.1-2.
[bookmark: _Ref516750404]Table 4.7.2.1-1: Signal to be used to build NR TCs for BS type 1-H and BS type 1-O
	Operating band characteristics
	FDL_high – FDL_low < 100 MHz
	FDL_high – FDL_low ≥ 100 MHz

	TC signal
	BWchannel
	5 MHz (Note)
	20 MHz (Note)

	characteristics
	Subcarrier spacing
	Smallest supported subcarrier spacing declared per operating band (D.7)

	NOTE:	If this BS channel bandwidth is not supported, the narrowest supported BS channel bandwidth declared per operating band (D.7) shall be used.



Table 4.7.2.1-2: Signal to be used to build NR TCs for BS type 2-O
	[bookmark: _Toc21102589][bookmark: _Toc29810438][bookmark: _Toc36635790][bookmark: _Toc37272736][bookmark: _Toc45885811][bookmark: _Toc53182920][bookmark: _Toc58915587][bookmark: _Toc58917768][bookmark: _Toc66693637][bookmark: _Toc74915589][bookmark: _Toc76114214][bookmark: _Toc76544100][bookmark: _Toc82536222][bookmark: _Toc89952515][bookmark: _Toc98766331][bookmark: _Toc99702694][bookmark: _Toc106206480][bookmark: _Toc115080482][bookmark: _Toc121999361][bookmark: _Toc124153534][bookmark: _Toc124154309]Operating band characteristics
	FDL_high – FDL_low ≤ 3250 MHz
	3250 < FDL_high – FDL_low ≤ 14000 MHz

	TC signal
	BWchannel
	100 MHz (Note 1, Note 2)
	400 MHz (Note 1, Note 2, Note 3)

	characteristics
	Subcarrier spacing
	Smallest supported subcarrier spacing declared per operating band (D.7)

	NOTE 1:	BS vendor can decide to test with 50 MHz BS channel bandwidth and smallest supported SCS declared per operating band (D.7) instead of 100 MHz BS channel bandwidth in certain regions, where spectrum allocation and regulation require testing with 50 MHz.
NOTE 2:	If this BS channel bandwidth is not supported, the narrowest supported BS channel bandwidth declared per operating band (D.7) shall be used.
NOTE 3: 	For FR2-2 only NRTC1 and NRTC2 are applicable.
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