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<Start of Change>
[bookmark: _Toc61116228][bookmark: _Toc67054877][bookmark: _Toc74763078][bookmark: _Toc76505374][bookmark: _Toc83109835][bookmark: _Toc89875560][bookmark: _Toc98707272][bookmark: _Toc105697910][bookmark: _Toc130917150][bookmark: _Toc137305056][bookmark: _Toc138889895][bookmark: _Toc145092765]4.11.2.6	ANTC3: UTRA and E-UTRA multi-RAT non-contiguous operation
[bookmark: _Toc61116229][bookmark: _Toc67054878][bookmark: _Toc74763079][bookmark: _Toc76505375][bookmark: _Toc83109836][bookmark: _Toc89875561][bookmark: _Toc98707273][bookmark: _Toc105697911][bookmark: _Toc130917151][bookmark: _Toc137305057][bookmark: _Toc138889896][bookmark: _Toc145092766]4.11.2.6.1	General
[bookmark: _Toc61116230][bookmark: _Toc67054879][bookmark: _Toc74763080][bookmark: _Toc76505376][bookmark: _Toc83109837][bookmark: _Toc89875562]The purpose of ANTC3 is to test UTRA and E-UTRA multi RAT non-contiguous aspects.
[bookmark: _Toc98707274][bookmark: _Toc105697912][bookmark: _Toc130917152][bookmark: _Toc137305058][bookmark: _Toc138889897][bookmark: _Toc145092767]4.11.2.6.2	ANTC3 generation
ANTC3 is constructed using the following method:
-	The Base Station RF Bandwidth of each supported operating band shall be the declared maximum Base Station RF Bandwidth for non-contiguous operation (see table 4.10-1, D6.19) of the TAB connector. The Base Station RF Bandwidth consists of one sub-block gap and two sub-blocks located at the edges of the declared maximum Base Station RF Bandwidth for non-contiguous operation (see table 4.10-1, D6.19).
-	For transmitter tests, place an UTRA carrier at the lower Base Station RF Bandwidth edge and a 5 MHz E-UTRA carrier at the upper Base Station RF Bandwidth edge. The specified Foffset, RAT shall apply. If 5 MHz E-UTRA carriers are not supported by the TAB connector, the narrowest supported channel bandwidth shall be selected instead. The UTRA FDD may be shifted maximum 100 kHz towards lower frequencies to align with the channel raster. In case rated total output power is not reached, the narrowest E-UTRA channel BW which supports rated carrier output power shall be selected. If still there are some output power room, alternately place an E-UTRA carrier of this BW adjacent to the carrier at the lower Base Station RF Bandwidth edge and UTRA carrier adjacent to the carrier at the upper Base Station RF Bandwidth edge until the rated total output power or the total number of supported carriers is reached.
-	For receiver tests, place an UTRA carrier at the lower Base Station RF Bandwidth edge and a 5 MHz E-UTRA carrier at the upper Base Station RF Bandwidth edge. The specified Foffset, RAT shall apply. If 5 MHz E-UTRA carriers are not supported by the TAB connector, the narrowest supported channel bandwidth shall be selected instead. The UTRA FDD may be shifted maximum 100 kHz towards lower frequencies to align with the channel raster.
-	For single-band operation receiver tests, if the remaining gap is at least 20 MHz plus the channel bandwidth of the E-UTRA carrier used in the previous step and the TAB connector supports at least 2 UTRA and 2 E-UTRA carriers, place a E-UTRA carrier of this channel bandwidth adjacent to the carrier at the lower Base Station RF Bandwidth edge and UTRA carrier adjacent to the carrier at the upper Base Station RF Bandwidth edge. The nominal carrier spacing defined in clause 4.6 shall apply. The UTRA FDD may be shifted maximum 100 kHz towards higher frequencies to align with the channel raster.
-	The sub-block edges adjacent to the sub-block gap shall be determined using the specified Foffset, RAT for the carrier adjacent to the sub-block gap.
[bookmark: _Toc61116231][bookmark: _Toc67054880][bookmark: _Toc74763081][bookmark: _Toc76505377][bookmark: _Toc83109838][bookmark: _Toc89875563][bookmark: _Toc98707275][bookmark: _Toc105697913][bookmark: _Toc130917153][bookmark: _Toc137305059][bookmark: _Toc138889898][bookmark: _Toc145092768]4.11.2.6.3	ANTC3 power allocation
Set the power of each carrier to the same power unless the rated carrier output power for RATs are different so that the sum of the carrier powers equals the PRated,t,TABC according to manufacturer’s declarations in subclause 4.10 the cases in clause 4.11.2.6.1.
<Next Change>
[bookmark: _Toc67054893][bookmark: _Toc74763094][bookmark: _Toc76505390][bookmark: _Toc83109851][bookmark: _Toc89875576][bookmark: _Toc98707288][bookmark: _Toc105697926][bookmark: _Toc130917166][bookmark: _Toc137305072][bookmark: _Toc138889911][bookmark: _Toc145092781]4.11.2.10	ANTC6: E-UTRA and NR multi RAT non-contiguous operation
[bookmark: _Toc61116245][bookmark: _Toc67054894][bookmark: _Toc74763095][bookmark: _Toc76505391][bookmark: _Toc83109852][bookmark: _Toc89875577][bookmark: _Toc98707289][bookmark: _Toc105697927][bookmark: _Toc130917167][bookmark: _Toc137305073][bookmark: _Toc138889912][bookmark: _Toc145092782]4.11.2.10.1	General
[bookmark: _Toc61116246]The purpose of ANTC6 is to test E-UTRA and NR multi RAT non-contiguous aspects.
Unless otherwise stated, for all test configurations in this section, the narrowest supported NR channel bandwidth and lowest SCS for that bandwidth shall be used in the test configuration. 
Unless otherwise stated, the E-UTRA bandwidth shall be 5 MHz unless the BS does not support 5 MHz E-UTRA, in which case the E-UTRA bandwidth shall be the lowest supported bandwidth.
[bookmark: _Toc67054895][bookmark: _Toc74763096][bookmark: _Toc76505392][bookmark: _Toc83109853][bookmark: _Toc89875578][bookmark: _Toc98707290][bookmark: _Toc105697928][bookmark: _Toc130917168][bookmark: _Toc137305074][bookmark: _Toc138889913][bookmark: _Toc145092783]4.11.2.10.2	ANTC6 generation
[bookmark: _Toc61116247]ANTC6 is only applicable for a BS that supports E-UTRA and NR. ANTC6 is constructed using the following method:
-	The Base Station RF Bandwidth of each supported operating band shall be the declared maximum Base Station RF Bandwidth for non-contiguous operation (D6.19) of the TAB connector. The Base Station RF Bandwidth consists of one sub-block gap and two sub-blocks located at the edges of the declared maximum Base Station RF Bandwidth for non-contiguous operation (D6.19).
-	For transmitter tests, place an NR carrier as specified in subclause 4.11.1a at the lower Base Station RF Bandwidth edge and an E-UTRA carrier at the upper Base Station RF Bandwidth edge. The specified Foffset, RAT shall apply. In case rated total output power is not reached, the narrowest E-UTRA and/or NR channel BW which supports rated carrier output power shall be selected. If still there are some output power room, alternately place an E-UTRA carrier adjacent to the carrier at the lower Base Station RF Bandwidth edge and NR carrier adjacent to the carrier at the upper Base Station RF Bandwidth edge until the rated total output power or the total number of supported carriers is reached.
-	For receiver tests, place a NR carrier as specified in subclause 4.11.1a at the lower Base Station RF Bandwidth edge and an E-UTRA carrier at the upper Base Station RF Bandwidth edge. The specified Foffset, RAT shall apply. 
-	The sub-block edges adjacent to the sub-block gap shall be determined using the specified Foffset, RAT for the carrier adjacent to the sub-block gap.
[bookmark: _Toc67054896][bookmark: _Toc74763097][bookmark: _Toc76505393][bookmark: _Toc83109854][bookmark: _Toc89875579][bookmark: _Toc98707291][bookmark: _Toc105697929][bookmark: _Toc130917169][bookmark: _Toc137305075][bookmark: _Toc138889914][bookmark: _Toc145092784]4.11.2.10.3	ANTC6 power allocation
a)	Unless otherwise stated, set each carrier to the same power unless the rated carrier output power for RATs are different so that the sum of the carrier powers equals the rated total output power appropriate for the test configuration according to manufacturer’s declarations in subclause 4.10.
b)	In case that ANTC6 is configured for testing modulation quality, the power allocated per carrier for the RAT on which modulation quality is measured shall be the highest possible for the given modulation configuration according to the manufacturer’s declarations in subclause 4.10, unless that power is higher than the level defined by case a). The power of the remaining carriers from other RAT(s) shall be set to the same level as in case a).
If in the case of b) the power of one RAT needs to be reduced in order to meet the manufacture’s declaration the power in the other RAT(s) does not need to be increased.
<Next Change>
[bookmark: _Toc67054909][bookmark: _Toc74763110][bookmark: _Toc76505406][bookmark: _Toc83109867][bookmark: _Toc89875592][bookmark: _Toc98707304][bookmark: _Toc105697942][bookmark: _Toc130917182][bookmark: _Toc137305088][bookmark: _Toc138889927][bookmark: _Toc145092797]4.11.2.14	ANTC8: UTRA, E-UTRA and NR multi-RAT non-contiguous operation
The purpose of ANTC8 is to test UTRA, E-UTRA and NR multi RAT non-contiguous aspects.
Unless otherwise stated, for all test configurations in this section, the narrowest supported NR channel bandwidth and lowest SCS for that bandwidth shall be used in the test configuration. 
Unless otherwise stated, the E-UTRA bandwidth shall be 5MHz unless the BS does not support 5MHz E-UTRA, in which case the E-UTRA bandwidth shall be the lowest supported bandwidth.
[bookmark: _Toc67054910][bookmark: _Toc74763111][bookmark: _Toc76505407][bookmark: _Toc83109868][bookmark: _Toc89875593][bookmark: _Toc98707305][bookmark: _Toc105697943][bookmark: _Toc130917183][bookmark: _Toc137305089][bookmark: _Toc138889928][bookmark: _Toc145092798]4.11.2.14.1	ANTC8 generation
ANTC8 is only applicable for a BS that supports UTRA, E-UTRA and NR. ANTC8 is constructed using the following method:

-	The Base Station RF Bandwidth shall be the declared maximum Base Station RF Bandwidth for non-contiguous operation. The Base Station RF Bandwidth consists of one sub-block gap and two sub-blocks located at the edges of the declared maximum Base Station RF Bandwidth.
-	Adjacent to the lower Base Station RF Bandwidth edge:
-	Place an NR carrier. The specified FOffset-RAT shall apply.
-	Adjacent to the upper Base Station RF Bandwidth edge:
-	Place an E-UTRA carrier. The specified FOffset-RAT shall apply.
-	Place a UTRA carrier adjacent to the lower sub-block edge of the upper sub-block.	
[bookmark: _Toc67054911][bookmark: _Toc74763112][bookmark: _Toc76505408][bookmark: _Toc83109869][bookmark: _Toc89875594]-	For transmitter tests, place one UTRA adjacent to the upper sub-block edge of the lower sub-block. The nominal carrier spacing defined in subclause 4.6 shall apply. In case rated total output power is not reached, for the NR carrier adjacent to the lower Base Station RF Bandwidth edge, the narrowest NR channel BW which supports rated carrier output power shall be selected.
-	The sub-block edges adjacent to the sub-block gap shall be determined using the specified FOffset-RAT for the carrier adjacent to the sub-block gap. The carrier(s) may be shifted maximum 100 kHz towards higher frequencies to align with the channel raster.
[bookmark: _Toc98707306][bookmark: _Toc105697944][bookmark: _Toc130917184][bookmark: _Toc137305090][bookmark: _Toc138889929][bookmark: _Toc145092799]4.11.2.14.2	ANTC8 power allocation
a)	Unless otherwise stated, set each carrier to the same power unless the rated carrier output power for RATs are different so that the sum of the carrier powers equals the rated total output power appropriate for the test configuration according to manufacturer’s declarations in subclause 4.10.
b)	In case that ANTC8 is configured for testing modulation quality, the power allocated per carrier for the RAT on which modulation quality is measured shall be the highest possible for the given modulation configuration according to the manufacturer’s declarations in subclause 4.10, unless that power is higher than the level defined by case a). The power of the remaining carriers from other RAT(s) shall be set to the same level as in case a).
If in the case of b) the power of one RAT needs to be reduced in order to meet the manufacture’s declaration the power in the other RAT(s) does not need to be increased.
[bookmark: _GoBack]<End of Change>
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