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	TS
	CR
	Rev
	Rel
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	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-4
	0433
	2
	Rel-16
	[NR_HST_FR1_enh-Perf] HST-SFN and HST-DPS model clarification
	F
	16.14.0
	-
	R4-231195
	Qualcomm Inc.
	NR_HST_FR1_enh-Perf
	5.2.2.1.10, 5.2.2.2.10, 5.2.3.1.10, 5.2.3.2.10, B.3.3
	Test: TS 38.521


	38.101-4
	0436
	1
	Rel-16
	[NR_L1enh_URLLC-Perf] CR to Report quantity for CQI Reporting tests with 1Tx
	F
	16.14.0
	-
	R4-2321174
	Anritsu Corporation, Qualcomm Inc., MediaTek
	NR_L1enh_URLLC-Perf
	6.2.2.1.1.2, 6.2.2.2.1.2, 6.2.3.1.1.2, 6.2.3.2.1.2, 6.2A.3.1.1, 8.2A.3.1.1 Isolated impact analysis: No change to UE requirements, changes test parameters only.
	Test: TS 38.521-4


	38.101-4
	0437
	0
	Rel-17
	[NR_L1enh_URLLC-Perf] CR to Report quantity for CQI Reporting tests with 1Tx
	A
	17.10.0
	-
	R4-2319125
	Anritsu Corporation, Qualcomm Inc., MediaTek
	NR_L1enh_URLLC-Perf
	6.2.2.1.1.2, 6.2.2.2.1.2, 6.2.3.1.1.2, 6.2.3.2.1.2, 6.2A.3.1.1, 8.2A.3.1.1  Isolated impact analysis: No change to UE requirements, changes test parameters only.
	Test: TS 38.521-4


	38.101-4
	0438
	0
	Rel-18
	[NR_L1enh_URLLC-Perf] CR to Report quantity for CQI Reporting tests with 1Tx
	A
	18.1.0
	-
	R4-2319126
	Anritsu Corporation, Qualcomm Inc., MediaTek
	NR_L1enh_URLLC-Perf
	6.2.2.1.1.2, 6.2.2.2.1.2, 6.2.3.1.1.2, 6.2.3.2.1.2, 6.2A.3.1.1, 8.2A.3.1.1  Isolated impact analysis: No change to UE requirements, changes test parameters only.
	Test: TS 38.521-4


	38.101-4
	0453
	0
	Rel-16
	[NR_L1enh_URLLC] Correcting applicability for FR2 multi-slot repetition test case (Rel-16)
	F
	16.14.0
	-
	R5-2320211
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	7.1.1.3
	Test: 38.521-4


	38.101-4
	0454
	0
	Rel-17
	[NR_L1enh_URLLC] Correcting applicability for FR2 multi-slot repetition test case (Rel-17)
	A
	17.10.0
	-
	R5-2320212
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	7.1.1.3
	Test: 38.521-4


	38.101-4
	0455
	0
	Rel-18
	[NR_L1enh_URLLC] Correcting applicability for FR2 multi-slot repetition test case (Rel-17)
	A
	18.1.0
	-
	R5-2320213
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	7.1.1.3
	Test: 38.521-4


	38.133
	3726
	0
	Rel-16
	Draft CR on inter-frequency measurement without gap in CHO
	F
	16.17.0
	-
	R4-2319161
	Ericsson
	NR_Mob_enh-Core
	6.1.4
	Test: TS38.533


	38.133
	3727
	0
	Rel-17
	CR on inter-frequency measurement without gap in CHO
	A
	17.11.0
	-
	R4-2319162
	Ericsson
	NR_Mob_enh-Core
	6.1.4
	Test: TS38.533


	38.133
	3728
	0
	Rel-18
	Draft CR on inter-frequency measurement without gap in CHO
	A
	18.3.0
	-
	R4-2319163
	Ericsson
	NR_Mob_enh-Core
	6.1.4
	Test: TS38.533


	38.175
	0033
	0
	Rel-16
	[NR_IAB-Core] CR to TS 38.175 correction of EMC requirements applicability, Rel-16
	F
	16.6.0
	-
	CR-Form-v12.2
	Huawei, HiSilicon
	NR_IAB-Core
	7.0, 7.1
	

	38.175
	0034
	0
	Rel-17
	[NR_IAB-Core] CR to TS 38.175 correction of EMC requirements applicability, Rel-17
	A
	17.4.0
	-
	R4-23208478
	Huawei, HiSilicon
	NR_IAB-Core
	7.0, 7.1
	

	38.176-1
	0034
	0
	Rel-17
	[NR_IAB-Perf] CR for 38.176-1: Removal of Square Brackets in IAB-MT Performance Requirements (Rel-17, Cat F)
	F
	17.6.0
	-
	R4-2319815
	Nokia, Nokia Shanghai Bell
	NR_IAB-Perf
	8.2.2.2, 8.2.2.3
	

	38.176-1
	0035
	0
	Rel-18
	[NR_IAB-Perf] CR for 38.176-1: Removal of Square Brackets in IAB-MT Performance Requirements (Rel-18, Cat A)
	A
	18.2.0
	-
	R4-2319816
	Nokia, Nokia Shanghai Bell
	NR_IAB-Perf
	18.2.2.2, 8.2.2.3
	

	38.176-2
	0034
	1
	Rel-16
	CR for TS 38.176-2, Correction on scaling factor for IAB-DU type 1-O
	F
	16.7.0
	-
	R4-2321183
	CATT
	NR_IAB-Perf
	6.7.4.6.1
	

	38.176-2
	0035
	0
	Rel-17
	CR for TS 38.176-2, Correction on scaling factor for IAB-DU type 1-O
	A
	17.6.0
	-
	R4-2318285
	CATT
	NR_IAB-Perf
	6.7.4.6.1
	

	38.176-2
	0036
	0
	Rel-18
	CR for TS 38.176-2, Correction on scaling factor for IAB-DU type 1-O
	A
	18.2.0
	-
	R4-2318286
	CATT
	NR_IAB-Perf
	6.7.4.6.1
	




