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For PDSCH Type-A scheduling, the requirements are specified in Table 7.2.2.2.1-3, 7.2.2.2.1-4, 7.2.2.2.1-5, and 7.2.2.2.1-6 with the addition of the parameters in Table 7.2.2.2.1-2 and the downlink physical channel setup according to Annex C.5.1. The purpose is to verify the performance of PDSCH Type-A scheduling.
The test purposes are specified in Table 7.2.2.1.1-1.
Table 7.2.2.1.1-1: Tests purpose
	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance in FR2-1 under 2 receive antenna conditions and with different channel models, MCSs andnumber of MIMO layers in FR2-1.
	1-1, 1-3, 1-4, 2-1, 2-2, 2-3, 2-4, 2-5, 2-6

	Verify the PDSCH mapping Type A HARQ soft combining performance in FR2-1 under 2 receive antenna conditions.
	1-2

	Verify the PDSCH mapping Type A performance requirements for Enhanced Receiver Type 1 in FR2-1 under 2 receive antenna conditions.
	3-1

	Verify the PDSCH mapping Type A normal performance in FR2-2 under 2 receive antenna conditions and with different channel models, MCSs and number of MIMO layers
	4-1, 4-2, 4-3, 4-4, 4-5, 4-6



Table 7.2.2.2.1-2: Test Parameters
	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	CSI-RS for tracking
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	For Test 1-1 and 1-2: 
3 for CSI-RS resource 1 and 3
7 for CSI-RS resource 2 and 4


	
	CSI-RS offset
	Slots
	For Test 1-2: 
82 for CSI-RS resource 1 and 2
83 for CSI-RS resource 3 and 4

	PDCCH configuration
	Number of PDCCH candidates and aggregation levels
	
	1/AL4 for Test 1-4, 2-3, and 4-6
1/AL8 for other tests

	
	Symbols with PDCCH
	
	0,1 for Test 4-6
0 for other tests

	
	Number of PRBs in CORESET
	
	18 for Test 4-6
Table 7.2-2 for other tests

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	For 120kHz SCS:
0 
For 480kHz SCS:
 k0={0,1} for DCI transmitted in slot i=322 : 
k0={0,1,2} for DCI transmitted in slot i={1}
k0={0,1,2,8} for DCI transmitted in slot mod(i,40)=12
k0={0,1,2,3} for DCI transmitted in slot mod(i,40)={4,8,21,25,29}, where i is slot index per 2 frames


	
	Starting symbol (S) 
	
	2 for Test case 4-6
1 for other Tests


	
	Length (L)
	
	Specific to each Reference channel as defined in A.3.2.2

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	wideband for Test 1-1,
2 for other tests

	
	Resource allocation type
	
	Test 2-1: Type 1 with start RB = 30, LRBs = 6
Test 4-6: Type 1 with start RB = 24, LRBs = 20 
Other tests: Type 0

	
	RBG size
	
	Test 2-1: N/A
Other tests: Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	Number of HARQ Processes
	
	8 for Test 1-1, 1-3, 1-4, 2-2, 2-4, 4-1, 4-2, 4-4,
10 for Test 2-1, 2-3, 2-5, 2-6, 3-1
16 for Test 1-2, 4-3, 4-5, 4-6


	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	As defined in Annex A.1.3



