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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1833
	0
	Rel-17
	[NR_RF_TxD-Core] Correction to 7.3G REFSENS for TxD (Rel-17)
	F
	17.11.0
	-
	R4-2318468
	Huawei, HiSilicon
	NR_RF_TxD-Core
	7.3G
	

	38.101-1
	1834
	0
	Rel-18
	[NR_RF_TxD-Core] Correction to 7.3G REFSENS for TxD (Rel-18)
	F
	18.3.0
	-
	R4-2318469
	Huawei, HiSilicon
	NR_RF_TxD-Core
	7.3G
	

	38.101-2
	0681
	1
	Rel-16
	[NR_RF_FR2_req_enh] Removal of interlaced channel bandwidths for CA BW class fallback groups 1-4
	F
	16.17.0
	-
	R4-2321947
	Ericsson
	NR_RF_FR2_req_enh
	5.3A.4
	

	38.101-2
	0682
	1
	Rel-17
	[NR_RF_FR2_req_enh] Removal of interlaced channel bandwidths for CA BW class fallback groups 1-4
	F
	17.11.0
	-
	R4-2321999
	Ericsson
	NR_RF_FR2_req_enh
	5.3A.4
	

	38.101-2
	0683
	0
	Rel-18
	[NR_RF_FR2_req_enh] Removal of interlaced channel bandwidths for CA BW class fallback groups 1-4
	A
	18.3.0
	-
	R4-2319426
	Ericsson
	NR_RF_FR2_req_enh
	5.3A.4
	

	38.133
	3778
	0
	Rel-17
	[NR_UE_pow_sav_enh-Perf] CR to TS 38.133: Corrections to Enhanced Power Saving test cases (Rel 17)
	F
	17.11.0
	-
	R4-2319828
	Rohde & Schwarz
	NR_UE_pow_sav_enh-Perf
	A.6.5.1.9
	Test: TS 38.533


	38.133
	3779
	0
	Rel-18
	[NR_UE_pow_sav_enh-Perf] CR to TS 38.133: Corrections to Enhanced Power Saving test cases (Rel 18)
	A
	18.3.0
	-
	R4-2319829
	Rohde & Schwarz
	NR_UE_pow_sav_enh-Perf
	A.6.5.1.9
	Test: TS 38.533


	38.133
	3788
	1
	Rel-17
	[NR_UE_pow_sav_enh-Core]CR on maintaining RLM/BFD relaxation requirements R17
	F
	17.11.0
	-
	R4-2321620
	Huawei, HiSilicon, vivo, OPPO, Apple, MediaTek inc, Qualcomm Incorporated, Xiaomi, Ericsson, CATT, ZTE.
	NR_UE_pow_sav_enh-Core
	8.1.1.1, 8.5.1.1
	Test: TS38.533


	38.133
	3789
	0
	Rel-18
	[NR_UE_pow_sav_enh-Core]CR on maintaining RLM/BFD relaxation requirements R18
	A
	18.3.0
	-
	R4-2319950
	Huawei, HiSilicon, vivo, OPPO, Apple, MediaTek inc, Qualcomm Incorporated, Xiaomi, Ericsson, CATT, ZTE.
	NR_UE_pow_sav_enh-Core
	8.1.1.1, 8.5.1.1
	Test: TS38.533


	38.133
	3865
	1
	Rel-17
	[LTE_NR_DC_enh2]: Modify the IE for RLM.
	F
	17.11.0
	-
	R4-2321536
	ZTE
	LTE_NR_DC_enh2
	8.1.1
	

	38.133
	3866
	0
	Rel-18
	[NR_UE_pow_sav_enh-Core]: Modify the IE for RLM
	A
	18.3.0
	-
	R4-2320567
	ZTE
	NR_UE_pow_sav_enh-Core
	8.1.1
	

	38.133
	3946
	1
	Rel-17
	[NR_SmallData_INACTIVE-Perf] Formal CR to Rel-17 TS 38.133 on SDT test cases
	F
	17.11.0
	-
	R4-2321474
	MediaTek inc.
	NR_SmallData_INACTIVE-Perf
	A.6.2.1 and A.7.2.1.1
	Test: TS 38.533


	38.133
	3947
	0
	Rel-18
	[NR_SmallData_INACTIVE-Perf] Formal CR to Rel-18 TS 38.133 on SDT test cases (Mirror)
	A
	18.3.0
	-
	R4-2321013
	MediaTek inc.
	NR_SmallData_INACTIVE-Perf
	A.6.2.1 and A.7.2.1.1
	Test: TS 38.533


	38.307
	0129
	0
	Rel-17
	[NR_RF_TxD-Core] Removing brackets from TxD release independent information
	F
	17.10.0
	-
	R4-2318467
	Huawei, HiSilicon
	NR_RF_TxD-Perf
	5.4, B.4.11
	

	38.837
	0007
	0
	Rel-17
	Addition of the antenna number restriction for TxD signaling in TR 38.837 for Rel-17
	F
	17.1.0
	-
	R4-2320604
	vivo
	NR_RF_TxD-Core
	6.1, 6.2
	




