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< START OF CHANGE>
[bookmark: _Toc61179258][bookmark: _Toc131595748][bookmark: _Toc123048921][bookmark: _Toc123717410][bookmark: _Toc115186107][bookmark: _Toc90422539][bookmark: _Toc44712071][bookmark: _Toc107311623][bookmark: _Toc107419207][bookmark: _Toc29811613][bookmark: _Toc36817165][bookmark: _Toc45893384][bookmark: _Toc53178111][bookmark: _Toc67916554][bookmark: _Toc37267469][bookmark: _Toc131766280][bookmark: _Toc21127407][bookmark: _Toc37260081][bookmark: _Toc123051840][bookmark: _Toc131740746][bookmark: _Toc61178788][bookmark: _Toc124156986][bookmark: _Toc138837502][bookmark: _Toc114255427][bookmark: _Toc124266390][bookmark: _Toc123054309][bookmark: _Toc106782732][bookmark: _Toc74663152][bookmark: _Toc53178562][bookmark: _Toc146957765][bookmark: _Toc107474834][bookmark: _Toc82621692]3.1	Definitions
[bookmark: OLE_LINK7][bookmark: OLE_LINK6][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
[bookmark: _Hlk513018421]Aggregated BS Channel Bandwidth:	The RF bandwidth in which a Base Station transmits and receives multiple contiguously aggregated carriers. The aggregated BS channel bandwidth is measured in MHz.
antenna connector: connector at the conducted interface of the BS type 1-C
active transmitter unit: transmitter unit which is ON, and has the ability to send modulated data streams that are parallel and distinct to those sent from other transmitter units to a BS type 1-C antenna connector, or to one or more BS type 1-H TAB connectors at the transceiver array boundary
Base Station RF Bandwidth: RF bandwidth in which a base station transmits and/or receives single or multiple carrier(s) within a supported operating band
NOTE:	In single carrier operation, the Base Station RF Bandwidth is equal to the BS channel bandwidth.
Base Station RF Bandwidth edge: frequency of one of the edges of the Base Station RF Bandwidth.
basic limit: emissions limit relating to the power supplied by a single transmitter to a single antenna transmission line in ITU-R SM.329 [2] used for the formulation of unwanted emission requirements for FR1
beam: beam (of the antenna) is the main lobe of the radiation pattern of an antenna array
NOTE:	For certain BS antenna array, there may be more than one beam.
beam centre direction: direction equal to the geometric centre of the half-power contour of the beam
beam direction pair: data set consisting of the beam centre direction and the related beam peak direction
beam peak direction: direction where the maximum EIRP is found
beamwidth: beam which has a half-power contour that is essentially elliptical, the half-power beamwidths in the two pattern cuts that respectively contain the major and minor axis of the ellipse
BS channel bandwidth: RF bandwidth supporting a single NR RF carrier with the transmission bandwidth configured in the uplink or downlink
NOTE 1:	The BS channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.
NOTE 2:	It is possible for the BS to transmit to and/or receive from one or more UE bandwidth parts that are smaller than or equal to the BS transmission bandwidth configuration, in any part of the BS transmission bandwidth configuration.
BS transmission bandwidth configuration: set of resource blocks located within the BS channel bandwidth which may be used for transmitting or receiving by the BS
BS type 1-C:	NR base station operating at FR1 with requirements set consisting only of conducted requirements defined at individual antenna connectors
[bookmark: _Hlk500327898]BS type 1-H:	NR base station operating at FR1 with a requirement set consisting of conducted requirements defined at individual TAB connectors and OTA requirements defined at RIB
BS type 1-O:	NR base station operating at FR1 with a requirement set consisting only of OTA requirements defined at the RIB
BS type 2-O:	NR base station operating at FR2 with a requirement set consisting only of OTA requirements defined at the RIB
Channel edge: lowest or highest frequency of the NR carrier, separated by the BS channel bandwidth.
Carrier aggregation: aggregation of two or more component carriers in order to support wider transmission bandwidths
Carrier aggregation configuration: a set of one or more operating bands across which the BS aggregates carriers with a specific set of technical requirements
co-location reference antenna: a passive antenna used as reference for base station to base station co-location requirements
[bookmark: _Hlk490252228][bookmark: _Hlk494631435]Contiguous carriers: set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.
Contiguous spectrum: spectrum consisting of a contiguous block of spectrum with no sub-block gap(s).
directional requirement: requirement which is applied in a specific direction within the OTA coverage range for the Tx and when the AoA of the incident wave of a received signal is within the OTA REFSENS RoAoA or the minSENS RoAoA as appropriate for the receiver 
Enhanced channel raster: channel raster with a 10 kHz granularity in bands with a 100 kHz channel raster. 
equivalent isotropic radiated power: equivalent power radiated from an isotropic directivity device producing the same field intensity at a point of observation as the field intensity radiated in the direction of the same point of observation by the discussed device
NOTE:	Isotropic directivity is equal in all directions (i.e. 0 dBi).
equivalent isotropic sensitivity: sensitivity for an isotropic directivity device equivalent to the sensitivity of the discussed device exposed to an incoming wave from a defined AoA
NOTE 1:	The sensitivity is the minimum received power level at which specific requirement is met.
NOTE 2:	Isotropic directivity is equal in all directions (i.e. 0 dBi).
fractional bandwidth: fractional bandwidth FBW is defined as 
Highest Carrier: The carrier with the highest carrier frequency transmitted/received in a specified frequency band.
Inter-band carrier aggregation: carrier aggregation of component carriers in different operating bands.
NOTE:	Carriers aggregated in each band can be contiguous or non-contiguous.
Inter-band gap: The frequency gap between two supported consecutive operating bands.
Intra-band contiguous carrier aggregation: contiguous carriers aggregated in the same operating band.
Intra-band non-contiguous carrier aggregation: non-contiguous carriers aggregated in the same operating band.
Inter RF Bandwidth gap: frequency gap between two consecutive Base Station RF Bandwidths that are placed within two supported operating bands
Lowest Carrier:	The carrier with the lowest carrier frequency transmitted/received in a specified frequency band.
Lower sub-block edge: frequency at the lower edge of one sub-block.
NOTE:	It is used as a frequency reference point for both transmitter and receiver requirements.
maximum carrier output power: mean power level measured per carrier at the indicated interface, during the transmitter ON period in a specified reference condition
maximum carrier TRP output power: mean power level measured per RIB during the transmitter ON period for a specific carrier in a specified reference condition and corresponding to the declared rated carrier TRP output power (Prated,c,TRP)
maximum total output power: mean power level measured within the operating band at the indicated interface, during the transmitter ON period in a specified reference condition
maximum total TRP output power: mean power level measured per RIB during the transmitter ON period in a specified reference condition and corresponding to the declared rated total TRP output power (Prated,t,TRP)
measurement bandwidth: RF bandwidth in which an emission level is specified
minSENS: the lowest declared EIS value for the OSDD's declared for OTA sensitivity requirement.
minSENS RoAoA: The reference RoAoA associated with the OSDD with the lowest declared EIS
multi-band connector: Antenna Connector of BS type 1-C or TAB connector of BS type 1-H associated with a transmitter or receiver that is characterized by the ability to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different operating band than the other carrier(s) and where this different operating band is not a sub-band or superseding-band of another supported operating band
multi-band RIB: operating band specific RIB associated with a transmitter or receiver that is characterized by the ability to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different operating band than the other carrier(s) and where this different operating band is not a sub-band or superseding-band of another supported operating band
Multi-carrier transmission configuration: set of one or more contiguous or non-contiguous carriers that a NR BS is able to transmit simultaneously according to the manufacturer’s specification.
NB-IoT operation in NR in-band: NB-IoT is operating in-band when it is located within a NR transmission bandwidth configuration plus 15 kHz at each edge but not within the NR minimum guard band GBChannel.
NB-IoT operation in NR guard band: NB-IoT is operating in guard band when it is located within a NR BS channel bandwidth but is not NB-IoT operation in NR in-band.
Non-contiguous spectrum: spectrum consisting of two or more sub-blocks separated by sub-block gap(s).
operating band: frequency range in which NR operates (paired or unpaired), that is defined with a specific set of technical requirements
NOTE:	The operating band(s) for a BS is declared by the manufacturer according to the designations in tables 5.2-1 and 5.2-2.
OTA coverage range: a common range of directions within which TX OTA requirements that are neither specified in the OTA peak directions sets nor as TRP requirement are intended to be met
OTA peak directions set: set(s) of beam peak directions within which certain TX OTA requirements are intended to be met, where all OTA peak directions set(s) are subsets of the OTA coverage range
NOTE:     The beam peak directions are related to a corresponding contiguous range or discrete list of beam centre directions by the beam direction pairs included in the set.
OTA REFSENS RoAoA: the RoAoA determined by the contour defined by the points at which the achieved EIS is 3dB higher than the achieved EIS in the reference direction assuming that for any AoA, the receiver gain is optimized for that AoA 
NOTE:	This contour will be related to the average element/sub-array radiation pattern 3dB beamwidth.
OTA sensitivity directions declaration: set of manufacturer declarations comprising at least one set of declared minimum EIS values (with BS channel bandwidth), and related directions over which the EIS applies
NOTE:	All the directions apply to all the EIS values in an OSDD.
polarization match: condition that exists when a plane wave, incident upon an antenna from a given direction, has a polarization that is the same as the receiving polarization of the antenna in that direction
radiated interface boundary: operating band specific radiated requirements reference where the radiated requirements apply
NOTE:	For requirements based on EIRP/EIS, the radiated interface boundary is associated to the far-field region
Radio Bandwidth: frequency difference between the upper edge of the highest used carrier and the lower edge of the lowest used carrier
rated beam EIRP: For a declared beam and beam direction pair, the rated beam EIRP level is the maximum power that the base station is declared to radiate at the associated beam peak direction during the transmitter ON period
[bookmark: _Hlk496012569]rated carrier output power: mean power level associated with a particular carrier the manufacturer has declared to be available at the indicated interface, during the transmitter ON period in a specified reference condition
rated carrier TRP output power: mean power level declared by the manufacturer per carrier, for BS operating in single carrier, multi-carrier, or carrier aggregation configurations that the manufacturer has declared to be available at the RIB during the transmitter ON period
rated total output power: mean power level associated with a particular operating band the manufacturer has declared to be available at the indicated interface, during the transmitter ON period in a specified reference condition
rated total TRP output power: mean power level declared by the manufacturer, that the manufacturer has declared to be available at the RIB during the transmitter ON period
reference beam direction pair: declared beam direction pair, including reference beam centre direction and reference beam peak direction where the reference beam peak direction is the direction for the intended maximum EIRP within the OTA peak directions set
receiver target: AoA in which reception is performed by BS types 1-H or BS type 1-O
receiver target redirection range: union of all the sensitivity RoAoA achievable through redirecting the receiver target related to particular OSDD
receiver target reference direction: direction inside the OTA sensitivity directions declaration declared by the manufacturer for conformance testing. For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA
reference RoAoA: the sensitivity RoAoA associated with the receiver target reference direction for each OSDD.
requirement set:	one of the NR base station requirement's set as defined for BS type 1-C, BS type 1-H, BS type 1-O, and BS type 2-O
sensitivity RoAoA: RoAoA within the OTA sensitivity directions declaration, within which the declared EIS(s) of an OSDD is intended to be achieved at any instance of time for a specific BS direction setting
single-band connector: BS type 1-C antenna connector or BS type 1-H TAB connector supporting operation either in a single operating band only, or in multiple operating bands but does not meet the conditions for a multi-band connector.
single-band RIB: operating band specific RIB supporting operation either in a single operating band only, or in multiple operating bands but does not meet the conditions for a multi-band RIB. 
sub-band: A sub-band of an operating band contains a part of the uplink and downlink frequency range of the operating band.
sub-block bandwidth: bandwidth of one sub-block.
sub-block: one contiguous allocated block of spectrum for transmission and reception by the same base station
NOTE:	There may be multiple instances of sub-blocks within a Base Station RF Bandwidth.
sub-block gap: frequency gap between two consecutive sub-blocks within a Base Station RF Bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation
superseding-band: A superseding-band of an operating band includes the whole of the uplink and downlink frequency range of the operating band.
TAB connector: transceiver array boundary connector
TAB connector RX min cell group: operating band specific declared group of TAB connectors to which BS type 1-H conducted RX requirements are applied
NOTE:	Within this definition, the group corresponds to the group of TAB connectors which are responsible for receiving a cell when the BS type 1-H setting corresponding to the declared minimum number of cells with reception on all TAB connectors supporting an operating band, but its existence is not limited to that condition
TAB connector TX min cell group: operating band specific declared group of TAB connectors to which BS type 1-H conducted TX requirements are applied.
NOTE:	Within this definition, the group corresponds to the group of TAB connectors which are responsible for transmitting a cell when the BS type 1-H setting corresponding to the declared minimum number of cells with transmission on all TAB connectors supporting an operating band, but its existence is not limited to that condition
total radiated power: is the total power radiated by the antenna
NOTE:	The total radiated power is the power radiating in all direction for two orthogonal polarizations.  Total radiated power is defined in both the near-field region and the far-field region
transceiver array boundary: conducted interface between the transceiver unit array and the composite antenna
transmission bandwidth: RF Bandwidth of an instantaneous transmission from a UE or BS, measured in resource block units
transmitter OFF period: time period during which the BS transmitter is not allowed to transmit
transmitter ON period: time period during which the BS transmitter is transmitting data and/or reference symbols
transmitter transient period: time period during which the transmitter is changing from the OFF period to the ON period or vice versa
UE transmission bandwidth configuration: set of resource blocks located within the UE channel bandwidth which may be used for transmitting or receiving by the UE
upper sub-block edge: frequency at the upper edge of one sub-block.
NOTE:	It is used as a frequency reference point for both transmitter and receiver requirements.

< Next OF CHANGE>
[bookmark: _Toc82621728][bookmark: _Toc115186143][bookmark: _Toc45893420][bookmark: _Toc21127442][bookmark: _Toc124266426][bookmark: _Toc37260117][bookmark: _Toc123054345][bookmark: _Toc74663188][bookmark: _Toc53178598][bookmark: _Toc37267505][bookmark: _Toc131740782][bookmark: _Toc131766316][bookmark: _Toc107311659][bookmark: _Toc61179294][bookmark: _Toc107474870][bookmark: _Toc61178824][bookmark: _Toc138837538][bookmark: _Toc131595784][bookmark: _Toc44712107][bookmark: _Toc114255463][bookmark: _Toc107419243][bookmark: _Toc90422575][bookmark: _Toc123717446][bookmark: _Toc123048957][bookmark: _Toc29811649][bookmark: _Toc67916590][bookmark: _Toc124157022][bookmark: _Toc53178147][bookmark: _Toc36817201][bookmark: _Toc123051876][bookmark: _Toc146957801][bookmark: _Toc106782768]5.4.2.3	Channel raster entries for each operating band
[bookmark: _Hlk514075080][bookmark: _Hlk514075096][bookmark: _Hlk514075107]The RF channel positions on the channel raster in each NR operating band are given through the applicable NR-ARFCN in table 5.4.2.3-1 for FR1 and table 5.4.2.3-2 for FR2, using the channel raster to resource element mapping in clause 5.4.2.2.
-	For NR operating bands with 100 kHz channel raster, ΔFRaster = 20 × ΔFGlobal. In this case, every 20th NR-ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 is given as <20>.
-	For NR operating bands with 15 kHz channel raster below 3 GHz, ΔFRaster = I × ΔFGlobal, where I ϵ {3,6}. In this case, every Ith NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 is given as <I>.
-	For NR operating bands with 15 kHz and 60 kHz channel raster above 3 GHz, ΔFRaster = I ×ΔFGlobal, where I ϵ {1, 2}. In this case, every Ith NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 and table 5.4.2.3-2 is given as <I>.
-	For frequency bands with two ΔFRaster in FR1, the higher ΔFRaster applies to channels using only the SCS that is equal to or larger than the higher ΔFRaster and SSB SCS is equal to the higher ΔFRaster.
-	For frequency bands with two ΔFRaster in FR2, the higher ΔFRaster applies to channels using only the SCS that is equal to the higher ΔFRaster and the SSB SCS that is equal to or larger than the higher ΔFRaster.
Table 5.4.2.3-1: Applicable NR-ARFCN per operating band in FR1
	NR operating band
	ΔFRaster
(kHz) 
	Uplink
range of NREF
(First – <Step size> – Last)
	Downlink
range of NREF
(First – <Step size> – Last)

	n1
	100
	384000 – <20> – 396000
	422000 – <20> – 434000

	n2
	100
	370000 – <20> – 382000
	386000 – <20> – 398000

	n3
	100
	342000 – <20> – 357000
	361000 – <20> – 376000

	n5
	100
	164800 – <20> – 169800
	173800 – <20> – 178800

	n7
	100
	500000 – <20> – 514000
	524000 – <20> – 538000

	n8
	100
	176000 – <20> – 183000
	185000 – <20> – 192000

	n12
	100
	139800 – <20> – 143200
	145800 – <20> – 149200

	n13
	100
	155400 – <20> – 157400
	149200 – <20> – 151200

	n14
	100
	157600 – <20> –159600
	151600 – <20> – 153600

	n18
	100
	163000 – <20> – 166000
	172000 – <20> – 175000

	n20
	100
	166400 – <20> – 172400
	158200 – <20> – 164200

	n25
	100
	370000 – <20> – 383000
	386000 – <20> – 399000

	n24
	100
	325300 – <20> – 332100
	305000 – <20> – 311800

	n26
	100
	162800 – <20> – 169800
	171800 – <20> – 178800

	n28
	100
	140600 – <20> – 149600
	151600 – <20> – 160600

	
	
	1446084
	1556084

	n29
	100
	N/A
	143400 – <20> – 145600

	n30
	100
	461000 – <20> – 463000
	470000 – <20> – 472000

	n34
	100
	402000 – <20> – 405000
	402000 – <20> – 405000

	n38
	100
	514000 – <20> – 524000
	514000 – <20> – 524000

	n39
	100
	376000 – <20> – 384000
	376000 – <20> – 384000

	n40
	100
	460000 – <20> – 480000
	460000 – <20> – 480000

	n41
	15
	499200 – <3> – 537999
	499200 – <3> – 537999

	
	30
	499200 – <6> – 537996
	499200 – <6> – 537996

	n461
	15
	743334  – <1> – 795000
	743334  – <1> – 795000

	n48
	15
	636667 – <1> – 646666
	636667 – <1> – 646666

	
	30
	636668 – <2> – 646666
	636668 – <2> – 646666

	n50
	100
	286400 – <20> – 303400
	286400 – <20> – 303400

	n51
	100
	285400 – <20> – 286400
	285400 – <20> – 286400

	n53
	100
	496700 – <20> – 499000
	496700 – <20> – 499000

	n54
	100
	334000 - <20> - 335000
	334000 - <20> - 335000

	n65
	100
	384000 – <20> – 402000
	422000 – <20> – 440000

	n66
	100
	342000 – <20> – 356000
	422000 – <20> – 440000

	n67
	100
	N/A
	147600 – <20> – 151600

	n70
	100
	339000 – <20> – 342000
	399000 – <20> – 404000

	n71
	100
	132600 – <20> – 139600
	123400 – <20> – 130400

	n74
	100
	285400 – <20> – 294000
	295000 – <20> – 303600

	n75
	100
	N/A
	286400 – <20> – 303400

	n76
	100
	N/A
	285400 – <20> – 286400

	n77
	15
	620000 – <1> – 680000
	620000 – <1> – 680000

	
	30
	620000 – <2> – 680000
	620000 – <2> – 680000

	n78
	15
	620000 – <1> – 653333
	620000 – <1> – 653333

	
	30
	620000 – <2> – 653332
	620000 – <2> – 653332

	n79
	15
	693334 – <1> – 733333
	693334 – <1> – 733333

	
	30
	693334 – <2> – 733332
	693334 – <2> – 733332

	n80
	100
	342000 – <20> – 357000
	N/A

	n81
	100
	176000 – <20> – 183000
	N/A

	n82
	100
	166400 – <20> – 172400 
	N/A

	n83
	100
	140600 – <20> –149600
	N/A

	n84
	100
	384000 – <20> – 396000
	N/A

	n85
	100
	139600 – <20> – 143200
	145600 – <20> – 149200

	n86
	100
	342000 – <20> – 356000
	N/A

	n89
	100
	164800 – <20> – 169800
	N/A

	
	15
	499200 – <3> – 537999
	499200 – <3> – 537999

	n90
	30
	499200 – <6> – 537996
	499200 – <6> – 537996

	
	100
	499200 – <20> – 538000
	499200 – <20> – 538000

	n91
	100
	166400 – <20> – 172400
	285400 – <20> – 286400

	n92
	100
	166400 – <20> – 172400
	286400 – <20> – 303400

	n93
	100
	176000 – <20> – 183000
	285400 – <20> – 286400

	n94
	100
	176000 – <20> – 183000
	286400 – <20> – 303400

	n95
	100
	402000 – <20> – 405000
	N/A

	n962
	15
	795000 – <1> – 875000
	795000 – <1> – 875000

	n97
	100
	460000 – <20> – 480000
	N/A

	n98
	100
	376000 – <20> – 384000
	N/A

	n99
	100
	325300 -- <20> – 332100
	N/A

	n100
	100
	174880 – <20> – 176000
	183880 – <20> – 185000

	n101
	100
	380000 – <20> – 382000
	380000 – <20> – 382000

	n1023
	15
	796334 – <1> – 828333
	796334 – <1> – 828333

	n104
	15
	828334 – <1> – 875000
	828334 – <1> – 875000

	
	30
	828334 – <2> – 875000
	828334 – <2> – 875000

	n105
	100
	132600 – <20> – 140600
	122400 – <20> – 130400

	NOTE 1:	Applicable NR-ARFCN for band n46
	for 10 MHz channel bandwidth, NREF = {782000, 788668}
	for 20 MHz channel bandwidth, NREF = {744000, 745332, 746668, 748000, 749332, 750668, 752000, 753332, 754668, 756000, 765332, 766668, 768000, 769332, 770668, 772000, 773332, 774668, 776000, 777332, 778668, 780000, 781332, 783000, 784332, 785668, 787000, 788332, 789668, 791000, 792332, 793668};
	for 40 MHz channel bandwidth, NREF = {744668, 746000, 748668, 751332, 754000, 755332, 766000, 767332, 770000, 772668, 775332, 778000, 780668, 783668, 786332, 787668, 790332, 793000};
	for 60 MHz channel bandwidth, NREF = {745332, 746668, 748000, 752000, 753332, 754668, 766668, 768000, 769332, 773332, 774668, 778668, 780000, 784332, 785668, 791000, 792332};
	 for 80 MHz channel bandwidth, NREF = {746000, 747332, 752668, 754000, 767332, 768668, 774000, 779332, 785000, 791668}
	for 100 MHz channel bandwidth, NREF = {746668, 753332, 768000, 791000}
NOTE 2:	Applicable NR-ARFCN for band n96
	for 20 MHz channel bandwidth, NREF = {797000, 798332, 799668, 801000, 802332, 803668, 805000, 806332, 807668, 809000, 810332, 811668, 813000, 814332, 815668, 817000, 818332, 819668, 821000, 822332, 823668, 825000, 826332, 827668, 829000, 830332, 831668, 833000, 834332, 835668, 837000, 838332, 839668, 841000, 842332, 843668, 845000, 846332, 847668, 849000, 850332, 851668, 853000, 854332, 855668, 857000, 858332, 859668, 861000, 862332, 863668, 865000, 866332, 867668, 869000, 870332, 871668, 873000, 874332}
	for 40 MHz channel bandwidth, NREF = {797668, 800332, 803000, 805668, 808332, 811000, 813668, 816332, 819000, 821668, 824332, 827000, 829668, 832332, 835000, 837668, 840332, 843000, 845668, 848332, 851000, 853668, 856332, 859000, 861668, 864332, 867000, 869668, 872332}
	 for 60 MHz channel bandwidth, NREF = {798332, 799668, 803668, 805000, 809000, 810332, 814332, 815668, 819668, 821000, 825000, 826332, 830332, 831668, 835668, 837000, 841000, 842332, 846332, 847668, 851668, 853000, 857000, 858332, 862332, 863668, 867668, 869000, 873000}
	for 80 MHz channel bandwidth, NREF = {799000, 804332, 809668, 815000, 820332, 825668, 831000, 836332, 841668, 847000, 852332, 857668, 863000, 868332}
	for 100 MHz channel bandwidth, NREF = {799668, 803668, 810332, 814332, 821000, 825000, 831668, 835668, 842332, 846332, 853000, 857000, 863668, 867668, 869000, 870332, 871668}
NOTE 3:	Applicable NR-ARFCN for band n102
	for 20 MHz channel bandwidth, NREF = {795668, 797000, 798332, 799668, 801000, 802332, 803668, 805000, 806332, 807668, 809000, 810332, 811668, 813000, 814332, 815668, 817000, 818332, 819668, 821000, 822332, 823668, 825000, 826332, 827668}
	for 40 MHz channel bandwidth, NREF = {797668, 800332, 803000, 805668, 808332, 811000, 813668, 816332, 819000, 821668, 824332, 827000}
	 for 60 MHz channel bandwidth, NREF = {798332, 799668, 803668, 805000, 809000, 810332, 814332, 815668, 819668, 821000, 825000, 826332}
	for 80 MHz channel bandwidth, NREF = {799000, 804332, 809668, 815000, 820332, 825668}
	for 100 MHz channel bandwidth, NREF = {799668, 803668, 810332, 814332, 821000, 825000}
NOTE 4:	This exceptional raster point is applicable only to n28 and is only applicable for 40MHz BS channel bandwidth to ensure the guardband with 30MHz UE channel bandwidth.



Table 5.4.2.3-2: Applicable NR-ARFCN per operating band in FR2
	NR operating band
	ΔFRaster
(kHz) 
	Uplink and Downlink
range of NREF
(First – <Step size> – Last)

	n257
	60
	2054166 – <1> – 2104165

	
	120
	2054167 – <2> – 2104165

	n258
	60
	2016667 – <1> – 2070832

	
	120
	2016667 – <2> – 2070831

	n259
	60
	2270833 – <1> – 2337499

	
	120
	2270833 – <2> – 2337499

	n260
	60
	2229166 – <1> – 2279165

	
	120
	2229167 – <2> – 2279165

	n261
	60
	2070833 – <1> – 2084999

	
	120
	2070833 – <2> – 2084999

	n262
	60
	2399166 – <1> – 2415832

	
	120
	2399167 – <2> – 2415831

	n263
	120
	See Table 5.4.2.3-3

	
	480
	

	
	960
	



Table 5.4.2.3-3: Applicable NR-ARFCN for operation in band n263
	Channel Bandwidth
	Applicable NR-ARFCN

	100 MHz
	2564083 + 1680 * N, N = 0:137

	400 MHz
	2566603 + 6720 * N, N = 0:33

	800 MHz
	2569963 + 6720 * N, N = 0:32

	1600 MHz
	2576683 + 6720 * N, N =0:30

	2000 MHz
	2580043 + 6720 * N, N=0:29,
2585083, 2655643, 2692603, 2764843



For NR operating bands with 100 kHz channel raster, Enhanced channel raster is defined with ΔFRaster = 2 × ΔFGlobal. In this case every 2th NR-ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑4 is given as <2>.
Table 5.4.2.3-4: Applicable NR-ARFCN per operating band for enhanced channel raster
	NR operating band
	ΔFRaster
(kHz) 
	Uplink
Range of NREF
(First – <Step size> – Last)
	Downlink
Range of NREF
(First – <Step size> – Last)

	n1
	10
	384000 – <2> – 396000
	422000 – <2> – 434000

	n2
	10
	370000 – <2> – 382000
	386000 – <2> – 398000

	n3
	10
	342000 – <2> – 357000
	361000 – <2> – 376000

	n5
	10
	164800 – <2> – 169800
	173800 – <2> – 178800

	n7
	10
	500000 – <2> – 514000
	524000 – <2> – 538000

	n8
	10
	176000 – <2> – 183000
	185000 – <2> – 192000

	n12
	10
	139800 – <2> – 143200
	145800 – <2> – 149200

	n13
	10
	155400 – <2> – 157400
	149200 – <2> – 151200

	n14
	10
	157600 – <2> – 159600
	151600 – <2> – 153600

	n18
	10
	163000 – <2> – 166000
	172000 – <2> – 175000

	n20
	10
	166400 – <2> – 172400
	158200 – <2> – 164200

	n24
	10
	325300 – <2> – 332100
	305000 – <2> – 311800

	n25
	10
	370000 – <2> – 383000
	386000 – <2> – 399000

	n26
	10
	162800 – <2> – 169800
	171800 – <2> – 178800

	n28
	10
	140600 – <2> – 149600
	151600 – <2> – 160600

	n29
	10
	N/A
	143400 – <2> – 145600

	n30
	10
	461000 – <2> – 463000
	470000 – <2> – 472000

	n34
	10
	402000 – <2> – 405000
	402000 – <2> – 405000

	n38
	10
	514000 – <2> – 524000
	514000 – <2> – 524000

	n39
	10
	376000 – <2> – 384000
	376000 – <2> – 384000

	n40
	10
	460000 – <2> – 480000
	460000 – <2> – 480000

	n50
	10
	286400 – <2> – 303400
	286400 – <2> – 303400

	n53
	10
	496700 – <2> – 499000
	496700 – <2> – 499000

	n54
	10
	334000 – <2> – 335000
	334000 – <2> – 335000

	n65
	10
	384000 – <2> – 402000
	422000 – <2> – 440000

	n66
	10
	342000 – <2> – 356000
	422000 – <2> – 440000

	n67
	10
	N/A
	147600 – <2> – 151600

	n70
	10
	339000 – <2> – 342000
	399000 – <2> – 404000

	n71
	10
	132600 – <2> – 139600
	123400 – <2> – 130400

	n74
	10
	285400 – <2> – 294000
	295000 – <2> – 303600

	n75
	10
	N/A
	286400 – <2> – 303400

	n76
	10
	N/A
	285400 – <2> – 286400

	n80
	10
	342000 – <2> – 357000
	N/A

	n81
	10
	176000 – <2> – 183000
	N/A

	n82
	10
	166400 – <2> – 172400 
	N/A

	n83
	10
	140600 – <2> –149600
	N/A

	n84
	10
	384000 – <2> – 396000
	N/A

	n85
	10
	139600 – <2> – 143200
	145600 – <2> – 149200

	n86
	10
	342000 – <2> – 356000
	N/A

	n89
	10
	164800 – <2> – 169800
	N/A

	n90
	10
	499200 – <2> – 538000
	499200 – <2> – 538000

	n91
	10
	166400 – <2> – 172400
	285400 – <2> – 286400

	n92
	10
	166400 – <2> – 172400
	286400 – <2> – 303400

	n93
	10
	176000 – <2> – 183000
	285400 – <2> – 286400

	n94
	10
	176000 – <2> – 183000
	286400 – <2> – 303400

	n95
	10
	402000 – <2> – 405000
	N/A

	n97
	10
	460000 – <2> – 480000
	N/A

	n98
	10
	376000 – <2> – 384000
	N/A

	n99
	10
	325300 – <2> – 332100
	N/A

	n100
	10
	174880 – <2> – 176000
	183880 – <2> – 185000

	n101
	10
	380000 – <2> – 382000
	380000 – <2> – 382000

	n105
	10
	132600 – <2> – 140600
	122400 – <2> – 130400

	NOTE 1:	The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used. These channel numbers shall also be such that the minimum guard band for each channel bandwidth and SCS specified in Table 5.3.3-1 are met for carriers located at the upper or lower edge of an operating band.
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The synchronization raster indicates the frequency positions of the synchronization block that can be used by the UE for system acquisition when explicit signalling of the synchronization block position is not present.
A global synchronization raster is defined for all frequencies. The frequency position of the SS block is defined as SSREF with corresponding number GSCN. The parameters defining the SSREF and GSCN for all the frequency ranges are in table 5.4.3.1-1 for above 3 MHz channel bandwidth and in table 5.4.3.1-2 for 3 MHz channel bandwidth.
For band n100, additional parameters defining the SSREF and GSCN are specified in table 5.4.3.1-3.
The resource element corresponding to the SS block reference frequency SSREF is given in clause 5.4.3.2. The synchronization raster and the subcarrier spacing of the synchronization block is defined separately for each band.
The synchronization raster and the corresponding SS block do not cover all possible RF channel bandwidths and locations on Enhanced channel raster.            
Table 5.4.3.1-1: GSCN parameters for the global frequency raster for above 3 MHz channel bandwidth
	Range of frequencies (MHz)
	SS block frequency position SSREF
	GSCN
	Range of GSCN

	0 – 3000
	N * 1200 kHz + M * 50 kHz,
N = 1:2499, M ϵ {1,3,5} (Note)
	3N + (M-3)/2
	2 – 7498

	3000 – 24250
	3000 MHz + N * 1.44 MHz, 
N = 0:14756
	7499 + N
	7499 – 22255

	24250 – 100000
	24250.08 MHz + N * 17.28 MHz, 
N = 0:4383
	22256 + N
	22256 – 26639

	NOTE:	The default value for operating bands which only support SCS spaced channel raster(s) is M=3.



Table 5.4.3.1-2: GSCN parameters for the global frequency raster for 3 MHz channel bandwidth 
	Range of frequencies (MHz)
	SS block frequency position SSREF
	GSCN
	Range of GSCN

	0 – 1000
	N * 600 kHz + M * 50 kHz + 300 kHz,
N = 1:1665, M ϵ {1,3,5} (Note 1)
	26638 + 3N + (M-3)/2
	26640 – 31634

	NOTE 1:	Only applicable for 15 PRB DCH transmission within 3 MHz channel bandwidth with punctured PBCH defined in TS 38.211 [9] clause 7.4.3.1.



Table 5.4.3.1-3: Additional GSCN parameters for the global frequency raster and for band n100
	SS block frequency position SSREF
(MHz)
	GSCN
	Note

	 920.73
	41637
	Only applicable for 12 PRB DCH transmission within 3 MHz channel with punctured PBCH defined in TS 38.211 [9] clause 7.4.3.1.

	921.45
	41638
	Only applicable for 20 PRB DCH transmission within 5 MHz channel with unpunctured PBCH defined in TS 38.211 [9] clause 7.4.3.1.
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