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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.321
	1569
	3
	Rel-17
	Correction on drx-InactivityTimer for NB-IOT UE
	A
	17.6.0
	RAN2#124
	R2-2313864
	Xiaomi, Ericsson
	NB_IOTenh3-Core
	
	

	36.321
	1570
	3
	Rel-16
	Correction on drx-InactivityTimer for NB-IOT UE
	F
	16.8.0
	RAN2#124
	R2-2313863
	Xiaomi, Ericsson
	NB_IOTenh3-Core
	
	

	36.321
	1574
	1
	Rel-16
	Correction on the UL HARQ RTT timer length
	F
	16.8.0
	RAN2#124
	R2-2313712
	MediaTek
	NB_IOTenh3-Core
	
	

	36.321
	1575
	1
	Rel-17
	Correction on the UL HARQ RTT timer length
	A
	17.6.0
	RAN2#124
	R2-2313713
	MediaTek
	NB_IOTenh3-Core
	
	

	36.321
	1576
	-
	Rel-16
	Correction on drx-InactivityTimer definition for NB-IoT UE
	F
	16.8.0
	RAN2#124
	R2-2312709
	Nokia, Nokia Shanghai Bell, Xiaomi, Ericsson
	NB_IOTenh3-Core
	3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	36.321
	1577
	-
	Rel-17
	Correction on drx-InactivityTimer definition for NB-IoT UE
	A
	17.6.0
	RAN2#124
	R2-2312710
	Nokia, Nokia Shanghai Bell, Xiaomi, Ericsson
	NB_IOTenh3-Core
	3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.305
	0148
	1
	Rel-16
	Sequence of Procedure for Multi-RTT positioning correction
	F
	16.9.0
	RAN2#124
	R2-2313799
	Apple
	NR_pos-Core
	
	

	38.305
	0149
	2
	Rel-17
	Sequence of Procedure for Multi-RTT positioning correction
	A
	17.6.0
	RAN2#124
	R2-2314059
	Apple
	NR_pos-Core
	8.10.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.321
	1672
	2
	Rel-16
	Correction on CSI reporting for DCP function
	F
	16.13.0
	RAN2#124
	R2-2312633
	Huawei, HiSilicon
	NR_UE_pow_sav-Core
	5.7
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.321
	1673
	1
	Rel-17
	Correction on CSI reporting for DCP function
	A
	17.6.0
	RAN2#124
	R2-2312634
	Huawei, HiSilicon
	NR_UE_pow_sav-Core
	5.7
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.331
	4417
	-
	Rel-16
	Correction to 38.331 on GNSS-ID
	F
	16.14.0
	RAN2#124
	R2-2312270
	Huawei, HiSilicon
	NR_pos-Core
	6.2.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.331
	4418
	-
	Rel-17
	Correction to 38.331 on GNSS-ID
	A
	17.6.0
	RAN2#124
	R2-2312271
	Huawei, HiSilicon
	NR_pos-Core
	6.2.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.331
	4449
	-
	Rel-16
	Setting the content of the RA report for the selected beam
	F
	16.14.0
	RAN2#124
	R2-2312890
	Ericsson
	NR_SON_MDT-Core
	5.7.10.5
	TS/TR …CR … ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.331
	4450
	-
	Rel-17
	Setting the content of the RA report for the selected beam
	A
	17.6.0
	RAN2#124
	R2-2312891
	Ericsson
	NR_SON_MDT-Core
	5.7.10.5
	TS/TR …CR … ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.331
	4469
	1
	Rel-18
	Introduction of enhancements of delay measurements upon MO updates [SONMDT-enh]
	B
	17.6.0
	RAN2#124
	R2-2313921
	Huawei, HiSilicon
	NR_SON_MDT-Core, TEI18
	
	


