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<Start of modified section>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	8.1.8
	Shared spectrum access
	
	
	

	8.1.8.1
	Measurement configuration control and reporting for Shared spectrum
	
	
	

	8.1.8.1.1
	Measurement configuration control and reporting for Shared spectrum / RMTC / RSSI measurements / Channel Occupancy reporting / intra-frequency
	Rel-16
	C218
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	8.1.8.1.2
	Measurement configuration control and reporting for Shared spectrum / RMTC / RSSI measurements / Channel Occupancy reporting / inter-frequency
	Rel-16
	C218
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	8.1.8.1.3
	NR CA / Measurement configuration control and reporting for Shared spectrum / RMTC / Event A2 / inter-frequency
	Rel-16
	Cxxx
	UEs supporting 5G Core and NR CA with NR shared spectrum channel access

	8.1.8.2
	Paging monitoring
	
	
	

	8.1.8.2.1
	Paging monitoring / multiple PDCCH monitoring occasions / Short message indication / stopPagingMonitoring
	Rel-16
	C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	8.1.8.2.2
	Paging monitoring / multiple PDCCH monitoring occasions / Short message indication / stopPagingMonitoring / RRC inactive
	Rel-16
	C247
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RRC_INACTIVE


<End of modified section>
<Start of modified section>
[bookmark: _Toc146804992]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF A.4.3.4-1/2 OR A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	C03
	IF A.4.3.5-1/1 THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle

	…
	
	

	C315
	IF A.4.3.2-1/134 THEN R ELSE N/A
	UEs supporting 5GS and partial frequency sounding for SRS with frequency hopping.

	C316
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND [10] A.4.4-1/33 AND A.4.3.7-1/12 AND A.4.3.7-1/58 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback and being configured for No E-UTRA Disabling In 5GS

	Cxxx
	IF A.4.1-5/1 AND A.4.3.2-2/1 THEN R ELSE N/A
	UEs supporting 5G Core and NR CA with NR shared spectrum channel access


<End of modified section>
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